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Iltem 14. Continued.
CHANGES TO STANDARD FORM 1442

1. SF 1442, Item 13.A. — In the second line, change the proposal receipt date from "2 October 2002" to
"16 October 2002".

CHANGES TO TABLE OF CONTENTS

2. Table of Contents. — Replace the Table of Contents with the accompanying new Table of

Contents, bearing the notation "ACCOMPANYING AMENDMENT NO. 0003 TO SOLICITATION NO.
DACA63-02-R-0017."

CHANGES TO WAGE RATES

3. Wage Rates.- Replace wage rate pages 00710-1 through 00710-14 with the attached new wage
rates, each page bearing the notation "ACCOMPANYING AMENDMENT NO. 0003 TO SOLICITATION
NO. DACA63-02-R-0017."

CHANGES TO BIDDING REQUIREMENTS, PROJECT REQUIREMENTS, AND SPECIFICATIONS

4. New Sections. — Add the following new specification section:

02770A CONCRETE SIDEWALKS AND CURBS AND GUTTERS**

**A Microsoft Word version of this section is included with the amendment files.

5. Replacement Sections. - Replace the following sections with the accompanying new sections of the
same number and title, bearing the notation "ACCOMPANYING AMENDMENT NO. 0003 TO
SOLICITATION NO. DACA63-02-R-0017:"

00110 PROPOSAL SUBMISSION AND EVALUATION
01001 DESIGN AND CONSTRUCTION SCHEDULE
01012 SUBMITTALS DURING DESIGN

6. Section 01000, STATEMENT OF WORK (TASK ORDER NO. 1). - Replace the following Parts of this
Section with the accompanying new Parts of the same number and title bearing the notation
"ACCOMPANYING AMENDMENT # 0003 TO SOLICITATION NO. DACA63-02-R-0017:"

PART 1 - DESIGN AND CONSTRUCTION OBJECTIVES
PART 2 - CRITERIA REFERENCES

PART 4 - SITE

PART 6 - GRADING, PAVING, AND EROSION

PART 8 - SITE UTILITIES

PART 9 - HOUSING UNIT DESIGN/CONSTRUCTION
PART 10 - HOUSING UNIT STRUCTURAL DESIGN
PART 11 - UNIT DESIGN - PLUMBING

PART 12 - MAJOR APPLIANCES

PART 14 - UNIT DESIGN - ELECTRICAL
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7. Section 13284. — Replace Section 13284N REMOVAL AND DISPOSAL OF POLYCHLORINATED
BIPHENYLS (PCBs) with the accompanying new Section 13284 REMOVAL, RECYCLING AND
DISPOSAL OF REGULATED MATERIALS bearing the notation "ACCOMPANYING AMENDMENT NO.
0003 TO SOLICITATION NO. DACA63-02-R-0017." A Microsoft Word version of this section is included
with the amendment files.

CHANGES TO THE APPENDICES

8. Appendix No. 1. — Replace Page 4 of APPENDIX NO. 1 PRELIMINARY GEOTECHNICAL REPORT
with the attached new page 4 bearing the notation "ACCOMPANYING AMENDMENT NO. 0003 TO
SOLICITATION NO. DACA63-02-R-0017."

9. New Appendices. - Add the following new Appendices, each bearing the notation "ACCOMPANYING
AMENDMENT NO. 0003 TO SOLICITATION NO. DACA63-02-R-0017:"

APPENDIX NO. 17 RAINFALL INTENSITY DURATION FREQUENCY CURVES

APPENDIX NO. 18 EXISTING SANITARY SEWER PLANS AND PROFILES FAMILY HOUSING
AREA: SOUTH

APPENDIX NO. 19 EXISTING SANITARY SEWER PLANS AND PROFILES FAMILY HOUSING
AREA: NORTH

The existing sanitary sewer plan and profile files for the South and North Areas are located in the
amendment’s folders “Appendix 18" (.tif format) and “Appendix 19” (.dwg format). They can not
be viewed using the Contract Viewer.

END OF AMENDMENT
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SECTION 00110
PROPOSAL SUBMISSION AND EVALUATION

1 PROPOSAL SUBMISSION

See a'so Section 00100 INSTRUCTIONS TO OFFERORS, FAR Clause 52.215-1, INSTRUCTIONS TO
OFFERORS—COMPETITIVE ACQUISITION.

1.1 WHERE TO SUBMIT

Offerors shall submit their proposal packages to the Fort Worth District at the address shown in Block 8 of Standard
Form 1442.

1.2 SUBMISSION DEADLINE

121 PHASE 1 SUBMISSION DEADLINE

Submit Phase | of the Proposal no later than the date and time indicated in Item 13.A of the Solicitation, Offer and
Award form (Standard Form 1442) found in Section 00010, SOLICITATION, OFFER, AND AWARD.

1.2.2 PHASE 2 SUBMISSION DEADLINE

Submission deadlines and procedures will be included with the request to submit Phase 2 proposals. Proposals from
Offerors who were not requested to submit Phase 2 proposals will be returned without consideration. .

2 PROPOSAL REQUIREMENTSAND FORMAT

2.1 PROPOSAL FORMAT

All proposals shall contain the evaluation requirements stated herein. All written information and data shall bein an
84" x 11" format and shall be provided in a standard 3—ing binder. Every binder shall contain: Table of Contents,
List of Tables or Figures (if required), and List of Appendixes. Font size shall be not less than 10 point. Each page
shall be identified with the appropriate page number centered at the bottom of the page. Sheet size of the proposal
contents shall be 8 %2 by 11 inches. 11 by 17 inch sheets will be allowed for charts and tables but will be counted as
2 single-sided or 4 double-sided pages. Legibility, clarity, coherence, and the contents areimportant. Contents shall
follow the order of the evaluation criteria and pages shall be numbered. The offeror shall not submit verbatim
sections or attachments of this solicitation as part of their proposal. Only written proposals will be accepted. Oral,
electronic, and facsimile proposals will not be accepted. Offersthat do not meet these requirements may be subject
to rejection.

a. A cover sheet identifying the offeror and the project shall be provided. The second sheet shall be a Table
of Contents.

b. Table of Contents. The proposal shall contain a detailed Table of Contents. The complete Table of
Contents shall be included in each binder used.
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c. Materials submitted but not required by this solicitation (such as company brochures and equipment lists)
shall be relegated to appendices.

Firms submitting proposals shall limit submission to data essential for evaluation of proposals so that a minimum of
time and monies are expended in preparing information required by the RFP. Data submitted must reflect the
designer's interpretation of criteria contained in the RFP. Unnecessarily elaborate or voluminous brochures or other
presentations, beyond those sufficient to present a complete and effective response, are not desired and may be
construed as an indication of the firm's lack of cost-consciousness. Elaborate artwork, expensive paper and
bindings, and expensive/extensive visual and other presentation aids are unnecessary.

Technical proposals will be evaluated for conformance with the minimum RFP criteria, and for the extent to which
they exceed those criteria. While the intent is to keep the pre-award design effort to a minimum, proposals must
provide adequate detail for evaluators to determine how the proposals meet or exceed the RFP criteria. It must also
form sufficient basis for afair and reasonable price proposal.

Proposal clarity, organization (as stated in this solicitation) and cross-referencing are mandatory. No material
(information not part of proposal) shall be incorporated by reference. A proposal that does not conform to these
requirements may be considered non-responsive and the proposal returned to the Offeror.

Revisions. Proposal revisions for written portions of the proposal, including catalog cuts and specifications, shall be
submitted as page replacements with revised text readily identifiable, e.g. bold face print or underlined. The source
of therevision, e.g. Error, Omission, or Clarification (EOC), amendment or other Contractor-initiated change, shall
also beindicated for each revision. Revised pages shall be numbered, dated, submitted in same number of copies as
the original proposal submittal, and a different color page than the original.

Electronic Material: The successful offeror shall submit one copy of the proposal and al revisions, if applicable, on
CD-ROM disk within 5 calendar days of the notice of contract award. Revisions shall be incorporated in the
documents, marked and tabbed according to the final proposal revision. All textual material, catalog cuts, and other
non-drawing material shall be in Adobe Acrobat Portable Document Format (.pdf), arranged in the same order as the
hard copy version with each section or part book marked. All drawings shall be formatted in accordance with
Section 1012 SUBMITTALS DURING DESIGN, Part 3 Paragraph “.CAL Files.” The offeror must ensure that all
textual material, if it has been scanned, has been converted to a text searchable document by using the Paper Capture
tool in Adobe Acrobat.

22 PHASE 1 PROPOSAL FORMAT

All Phase 1 proposals shall be submitted in asingle 3-ring binder labeled as Volume | with tabs separating the
factors shown on the table below. The original plus 9 copies of Volume shall be submitted. VOLUME |
SHALL NOT EXCEED MORE THAN 70 SINGLE-SIDED OR 35 DOUBLE-SIDED PAGES, EXCLUSIVE OF
THE COVER SHEET, TABLE OF CONTENTS, AND APPENDICES..

TABLE 1
PHASE 1 PROPOSAL FORMAT
VOLUME/TAB EVALUATATION FACTOR/SUBFACTOR RELATIVE IMPORTANCE
Volumel, Tab 1 Contractual Documents Acceptable/Unacceptable
A. Cover Letter
B. Section 00600

C. Bonding Statement
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Volumel, Tab 2 Personnel Approximately equal to Tab 3;
A. Design-Build Personnel Slightly more important than Tabs
B. Letters of Commitment 4,5, and 6;
Significantly more important than
Tab7.
Volumel, Tab 3 Experience (Design & Construction) Approximately equal to Tab 2;
A. Design Experience Slightly more important than Tabs
B. Construction Experience 4,5, and 6;
Significantly more important than
Tab7.
Volumel, Tab 4 Past Performance (Design & Construction) Slight less important than Tabs 2
A. Past Performance and 3;
B. Hedlth & Safety Record Slightly more important than Tabs
5and 6;
Significantly more important than
Tab7.
Volumel, Tab 5 Program Management Plan (Overall Technical Approximately equal to Tab 6
Approach) Slightly less important than Tabs 2,
3, and 4;
Significantly more important than
Tab7.
Volumel, Tab 6 Project Management Plan Approximately equal to Tab 5;
Slightly less important than Tabs 2,
3,and 4;
Significantly more important than
Tab7.
Volumel, Tab 7 Past Performance (Utilization of Small Business | Significantly less important than
Concerns) Tabs 2, 3, 4,5, and 6.

2.3 PHASE 2 PROPOSAL FORMAT

Phase 2 proposals, except for drawings, shall be submitted in two 3-ring binder slabeled as Volumell and
Volume I 11 with tabs separating the factors shown on the table below. Drawings shall include 4 full size setsin
accordance with Section 01012 SUBMITTALS DURING DESIGN and 6 sets which are half size. Each drawing
shall be identified with the appropriate Sequence and Sheet Numbers in the lower right hand corner.  Firmsare
encouraged to provide INFORMATIVE DRAWING NOTES to convey important features of their design. Drawing
information shall present basic concepts, arrangements, and layouts. Arrangements, layout plans, and notes may be
combined together on single sheets in order to simplify presentation, so long as clarity is maintained. Drawings are
not intended to be construction detail plans. The original plus 9 copiesof Volumell and original plus 1 copy of
Volume 1l shall be submitted.

a. Alternate Designs. Alternate designs, which may or may not be priced as additive or deductive items shall
be graphically described on separate drawings from the base proposal design. All aternate designs shall meet
the minimum requirements of the solicitation.

b. Revisions Proposal revisions for drawings shall be submitted as sheet replacements with all changes
identified on the drawings with clouds and in the title block, including the source of the revision, e.g. Error,
Omission, or Clarification (EOC), amendment, or other Contractor-initiated change. Revised drawings shall
be numbered, dated, and submitted in the same number of copies as the origina proposal submittal.
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Electronic Material: See paragraph PROPOSAL FORMAT, subparagraph “Electronic Material.”

TABLE 2

PHASE 2 PROPOSAL FORMAT

VOLUME/TAB

EVALUATION FACTOR/SUBFACTOR

RELATIVE IMPORTANCE

Volumell, Tab 8

Volumell, Tab 9

Volumell, Tab 10

Volumellll

Concept Design
A. Building Design
B. Site Design
C. Supporting Data
D. (AM#2) Deleted
Project Management
A. Project Schedule
B. Projeict Management Plan

Utilization of Small Business Concerns*
A. Subcontracting Plan
B. Mitigation Efforts
2 Utilization of Small Business Concerns
D. Description of Subcontracted Supplies
& Services
E. Acknowledgements
Price
A. Cover Letter
B. SF 1442 & Section 00010 (Price
Proposal Schedule)
C. Bonding

Slightly more important than than
Tab 9.

Slightly less important than Tab 8.

Acceptable/Unacceptable

Approximately equal to the

combined importance of all other
evaluation factors (Volumes| & I1).

* Appliesto Large Businesses Only

2.4 REFERENCED PUBLICATIONS

Corps of Engineers (COE) design criteriaand manuals that are referenced in this solicitation, such as Technical
Manuals (TM) and Instructions (TI), Military Handbooks, Engineering Regulations (ER), and Engineering Manuals
(EM), can be downloaded from the Internet at the following address: http://www.hnd.usace.army.mil/techinfo or
obtained from the current National Institute of Building Science's (NIB) Construction Criteria Base (CCB) CD-
ROM disk. The COE SWD-AEIM and EC 1110-1-92 are on the Solicitation CD-ROM Disk. The Installation
Information Infrastructure Architecture (13A) guidelines can be downloaded from the Internet at the following
address: http://arch-odisc4.army.mil/. Obtaining other referenced publications such as Federal and Military

specifications, Military Standards, and industry standards (i.e., ASTM, ANSI, ACI, NFPA, building codes) will be
the responsibility of each offeror. See Section 00100, paragraph "52.211-2 AVAILABILITY OF
SPECIFICATIONSLISTED IN THE DOD INDEX OF SPECIFICATIONS AND STANDARDS (DODISS) AND
DESCRIPTIONS LISTED IN THE ACQUISITION MANAGEMENT SYSTEMS AND DATA REQUIREMENTS
CONTROL LIST, DOD 5010.12-L (AUG 1998)", for information on obtaining these publications. Offerors are
warned that due to the limited time for proposal preparation and submittal, there may not be enough time for
ordering and receiving any of the above references. Failure to receive requested references will not be sufficient
reason for extension of the proposal submission date.
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2.5 MAILING REQUIREMENT FOR SPECIAL MARKING OF PROPOSAL DATA

Envelopes or other cover for material submitted in response to this RFP shall be opaque, and must be so presented
that they may easily beidentified. At aminimum, the outside cover for each phase must show:

Destination of Proposal

Name and location of project as described in the RFP documents
Solicitation number

Name and address of offeror

Project phase and volume number

Submit the proposal in the format specified. Oral or telephonic proposals or modifications will not be considered.

Mail or deliver the proposal to the address listed on the Standard Form 1442, “ Solicitation, Offer and Award.”

3 EVALUATION OF PROPOSALS

a) All proposals and documentation, which have been properly submitted, will be evaluated. Two-phase
design-build source selection procedures in FAR Subpart 36.3 will be used. Proposals will be evaluated by ateam
of Government staff to determine compliance with this solicitation (as a minimum) and to evaluate the quality of the
proposed materials, methods, and procedures. Each of the evaluation Factors will be evaluated by the Government
and afinal overal rating for the proposals will be determined by consensus of the Government eval uation team.
Proposals received will be evaluated on the basis of the factors stated in the solicitation to select the responsible
Offeror whose proposal presents the best value and is most advantageous to the Government. Because of the
number of proposals anticipated, uniformity of all proposalsis essential to ensure fair and accurate evaluation. All
proposals must comply with the instructions in the solicitation outlined and its supplements will be utilized.

b) The Government intends to evaluate Phase 1 proposals without discussions with Offerors. Only the most
highly qualified firms ((AM#1) no mor e than 4) will be requested to submit proposalsin Phase 2. The Government
also reserves the right to enter into discussions if determined to be in the Government’ s best interests.

¢) The Government reserves the right to evaluate Phase 2 proposals and make award without discussions.
Therefore, the Offeror’s Phase 2 proposal shall contain the Offeror’s best terms from a cost or price and technical
standpoint. The Government also reserves the right to enter into discussionsif it is determined to be in the
Government’s best interest.

d) The Government will conduct evaluations in accordance with the Tradeoff Process in FAR Subpart
15.101-1. Volume | (Phase 1) and Volume Il (Phase 2 excluding PRICE) will be rated using an adjectival rating
with a narrative assessment. Volume 11 (PRICE) will not have an adjectival rating and will be evaluated separately
after consensus evauations of Volumes| and 11 have been completed. Proposal evaluation is an assessment of the
proposa and the Offeror’s ability to perform the resulting contract successfully. Proposals will be evaluated to
determine ratings supported by narratives, and to identify strengths, weaknesses, and deficiencies of the proposed
approach in each proposal.
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€) Evaluation Definitions.

(1) Strength. A substantive aspect, attribute, or specific item in the proposal that exceeds the
solicitation requirements and enhances the probability of successful contract performance.

(2) Weakness. A flaw in the proposal that increases the risk of unsuccessful contract
performance. A significant weakness in the proposal is aflaw that appreciably increases the risk of successful
contract performance.

(3) Deficiency. A material failure of a proposal to meet a Government requirement or a
combination of significant weaknesses in a proposal that increases the risk of unsuccessful contract performance to
an unacceptable level.

(4) Clarification. Clarifications are limited exchanges between the Government and Offerors that
may occur when award without discussions is contemplated. If award without discussions is anticipated, Offerors
may be given the opportunity to clarify certain aspects of thar proposals or to resolve minor or clerical errors.

(5) Communications. Communications are exchanges between the Government and Offerors after
receipt of proposals, leading to establishment of the competitive range.

(6) Discussions. Discussions are negotiations conducted in a competitive acquisition and take
place after establishment of the competitive range. Discussions are tailored to each Offeror’s proposal, and shall be
conducted by the Contracting Officer with each Offeror within the established competitive range.

(7) Rating. The application of a scale of words, colors, or numbers, used in conjunction with
narrative, to denote the degree to which the proposal has met the standard for a non-cost factor. For purposes of this
solicitation, ratings will consist of words (adjectival method) used in conjunction with narratives. Ratings will be
applied at the factor (tab) and subfactor level. If at any level of indentation an Offeror’s proposal is evaluated as not
meeting a minimum requirement (that is, below the level of Satisfactory), thisfact must be included in the rating and
narrative assessment at that level and each higher level of indentation. Therefore, a Marginal or Unacceptable rating
at any level must be carried to the factor (tab) level. The following ratings will be used to evaluate Volume | and
Volumell:

(i.) EXCELLENT: The offeror greatly exceeds the scope of the solicitation requirements
in all aspects of the particular factor or sub-factor. The offeror also provides significant advantage(s) and exceeds
the solicitation requirementsin performance or capability in an advantageous way and has no apparent or significant
weaknesses or omissions.

(ii.) ABOVE AVERAGE: The offeror exceeds the scope of the solicitation in most
aspects of the particular factor or sub-factor.  The offeror provides an advantage in key areas or exceeds
performance or capability requirements, but has some areas of improvement remaining.

(iii.) HIGH AVERAGE: The offeror matches the scope of the solicitation in all aspects of
the particular factor or sub-factor. The offeror does include an advantage in some but not al areas of performance
or capability for thisfactor or sub-factor. Thereisroom for improvement in this element.

(iv.) AVERAGE: The offeror matches the scope of the solicitation in most aspects of the
particular factor or sub-factor. The offeror meets the performance or capability requirements of the element but not
in away advantageous to the Government. There isroom for improvement in this element.
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(vi.) POOR: The offeror does not meet the minimum scope of the solicitation for the
particular factor or sub-factor. The offeror does not include any advantages and does not meet the minimal
performance or capability requirements for this element. The offeror contains many apparent weaknesses and
requires improvement.

(vii.) UNACCEPTABLE: The offeror failsto meet the scope of the solicitation in al
aspects of the factor or sub-factor or has not submitted any information to address thisevaluated item. The offeror
does not include any advantages in any aress of the element and does not meet the minimum performance or
capability requirements of this factor or sub-factor. The proposal includes large apparent weaknesses and the
proposal will require extensive modifications to come into compliance with the minimum requirements of the
solicitation.

4 RELATIVE IMPORTANCE OF EVALUATION FACTORS

4.1 RELATIVE IMPORTANCE OF PHASE 1 EVALUATION FACTORS

The evaluation factors in Phase 1 and their relative importance are listed in Table 1 PHASE 1 PROPOSAL
FORMAT in Paragraph 2.2 PHASE 1 PROPOSAL FORMAT. The value of the factorsislisted inthe RELATIVE
IMPORTANCE column. The subfactors within each factor are listed in descending order of importance.

4.2 RELATIVE IMPORTANCE OF PHASE 2 EVALUATION FACTORS

The evaluation factors in Phase 2 and their relative importance are listed in Table 2 PHASE 2 PROPOSAL
FORMAT in Paragraph 2.3 PHASE 2 PROPOSAL FORMAT. The value of the factorsislisted inthe RELATIVE
IMPORTANCE column. The subfactors within each factor are listed in descending order of importance.

4.3 RELATIVE IMPORTANCE OF VOLUMES

In the overall best value analysis, the technical factorsin Volume Il are significantly more important than those in
Volume I..When combined, the technical ratingsin Volume | and 11 are of approximately equal importance to the
price factorsin Volume 1.

5 SUBMITTALS& EVALUATION

The requirements specified in the solicitation are minimum requirements. A more favorable evaluation rating will
be given for exceeding the minimum requirements. A low evaluation rating for any factor, or combination of
different factors, may cause the proposal to be evaluated unsatisfactorily.
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6 PHASE 1SUBMITTALS& EVALUATION

6.1 TAB1CONTRACTUAL DOCUMENTS—-SUBMITTAL REQUIREMENTS

Documents submitted under Tab 1 CONTRACTUAL DOCUMENTS will consist of the items listed below. Do not
include the bid guarantee (i.e bid bond) or the Price Proposal Schedule as these are not required until Phase
1

a) COVER LETTER: The Offeror will submit a cover letter containing:

(1) Solicitation number.

(2) Name, address, e-mail, and telephone and facsimile numbers of the Offeror.

(3) Names, titles, email, and telephone and facsimile numbers of persons authorized to negotiate
on the Offeror’ s behalf with the Government in connection with this solicitation.

(4) Name, title, and signature of the person authorized to sign the proposal.

(5) Acknowledgement of all amendments to the solicitation (if applicable).

(6) Standard Form 1442 shall be filled out and signed by a principa of the firm authorized to bind
the design-build team. Signatures(s) must bein long hand.

b) SECTION 00600 “REPRESENTATIONS, CERTIFICATIONS, AND OTHER STATEMENTS OF
OFFERORS’

Offers shall submit Section 00600 completed as appropriate.
c) BONDING STATEMENT

(1) The Offeror shall submit a signed statement from its proposed surety identifying the Offeror’s
maximum bonding capacity under the proposed contract. The successful Offeror will be required to submit
performance and payment bonds for 100% of the task order amount immediately after award of individual task
orders. For information purposes, the largest task order awarded under this contract is estimated to be
approximately $20.3 million athough it is assumed that there will be overlapping task orders where the aggregate
amount of the total work under contract may be as high as $60 million. The letter shall reflect a minimum bonding
capacity of $60 million. See aso Section 00700, PERFORMANCE AND PAYMENT BONDS and Section 00800,
TASK ORDERS. Note DO NOT SUBMIT ACTUAL PERFORMANCE AND PAYMENT BONDSWITH THIS
PROPOSAL. Thisletter will not count towards the aforementioned page limitation.

(2) The Offeror shall explain how it will maintain sufficient bonding capacity with overlapping
task orders occurring. It is anticipated that task orders will be issued on an annual basis. Depending on the
Offeror’ s completion schedules that may range up to 18 months, task orders and bonding capacity between years
will likely overlap. See also Section 00110, Paragraph PROGRAM MANAGEMENT PLAN.

6.2 TAB1CONTRACTUAL DOCUMENTS—-EVALUATION

CONTRACTUAL DOCUMENTS s not part of the Source Selection Board (SSB) evaluation but rather will be used
in evaluating the Offeror’ s responsiveness, conformance to the solicitation, and eligibility for award. Based on the
information submitted, the Offeror will be either ACCEPTABLE OR UNACCEPTABLE. CONTRACTUAL
DOCUMENTS will be evaluated as follows:
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a) COVERLETTER

The cover letter will be used to ensure the Offeror acknowledges solicitation amendments. Otherwise, the cover
letter provides information on the Offeror.

b) SECTION 00600 “REPRESENTATIONS, CERTIFICATIONS, AND OTHER STATEMENTS OF
OFFERORS’

Section 00600 will be used to determine the Offeror’s business classification and responsiveness based on answers
to representations, certifications, and other statements included in the solicitation.

c) BONDING STATEMENT
The Offeror must be capable of obtaining in the minimum bonding capacity to be considered for award. To be

considered for award, the Offeror shall identify how it will maintain sufficient bonding capacity assuming
overlapping task orders.

6.3 TAB 2 PERSONNEL —SUBMITTAL REQUIREMENTS

PERSONNEL consists of two subfactors: Design-Build Personnel and Letters of Commitment. Résumés shall be
submitted in the following format.

Name/Title

Proposed Duties & Functions

Proposed Designer-of-Record: [Y] [N] for
design discipline [

(Insert design discipline in blank space)

Firm Affiliation/Y ears Affiliated

Education:

Degree

Y ear
Specialization
Active Registrations (including dates) and/or
Professional/Technical Certifications/Licenses
Experience relevant to proposed project,
including the years of experience performing
proposed duties & functions. For each project
listed below, identify the length of time key
personnel stayed on their contracts and how
well they managed their portion of the
referenced contracts.
Specific Qualifications relevant to proposed
project

SECTION 00110, PAGE - 11



Dyess AFB IDIQ, Design-Build Replace Family Housing DADFH
ACCOMPANYING AMENDMENT NO. 0003 TO SOLICITATION NO. DACA63-02-R-0017

List of Relevant Projects: For each project
listed, provide:
-- Project Title
-- Project Description
-- Type (D-B, Construction, etc.)
-- Dollar Vaue
-- Year Completed
-- Individual’ s project assignment to include
specific roles and responsibilities, dates
worked on project, and project’ s relevance to
this solicitation.
-- ldentify the length of time key personnel
stayed on their contracts and how well they
managed their portion of the referenced
contracts.

a) DESIGN-BUILD PERSONNEL

The Offeror shall submit the résumés on lead and support design, construction, and management personnel who will
work on this project. Provide summaries of the duties and responsibilities of these individuals which clearly
indicate the duties and responsibilities for each of theindividuals. Key personnel identified in this tab shall be
Contractor’s senior working-level people who will be involved in design and construction on a day-to-day basis as
opposed to departmental level supervisors or executives. Key personnel shall have experiencein design and
construction of housing projects similar to that of this Contract. Resumes shall list projects, identified in the
subfactor DESIGN EXPERIENCE (Tab 3A), that show previous working rel ationships among key personnel.
Minimum personnel qualifications are specified in Sections 01012 SUBMITTALS DURING DESIGN, Part 1
paragraph DESIGN AND CONSTRUCTION PERSONNEL QUALIFICATIONS; 01320 PROJECT SCHEDULE;
01430 DESIGN QUALITY CONTROL; and 01451 CONTRACTOR QUALITY CONTROL. The proposa shall
clearly present the credentials of each person, and shall show that each meets the requirements listed in the Contract.
Resumes shall include examples of project experience and educational qualifications. If reassignment of personnel
is considered possible, provide the names and resumes of the aternate professionalsin each assignment. The
design-build team shall consist of the following, as a minimum:

Project Manager

Lead Architect

Landscape Architect

Lead Civil Engineer

Lead Structural Engineer

Lead Mechanical Engineer

Lead Electrical Engineer

NACE Certified Corrosion Specialist
Design Quality Control Manager
Construction Quality Control Manager
Project Superintendent

Project Scheduler

Surveyor

Geologist/Geotechnical Engineer
Early Childhood Play Specialist
Industrial Hygienist
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b) LETTERSOF COMMITMENT

In an appendix, provide letters of commitment for all key personnel on the Design-Build team and any proposed
alternate personnel. By identifying these personnel, the offeror is making a commitment that, barring unforeseen
circumstances, they are the personnel who will be assigned to the project. A letter of commitment from each firm
committing specific individuals from the firm may be provided in lieu of separate letters for each individual. After
contract award, substitutions for any of the key personnel or alternates shall require the Contracting Officer’s
approval.

6.4 TAB 2 PERSONNEL-EVALUATION

PERSONNEL contains two subfactors: Design-Build Personnel and Letters of Commitment. Design-Build
Personnel is significantly more important than Letters of Commitment will be evaluated as Acceptable or
Unacceptable. Personnel of primary teaming partners will be recognized and evaluated in the same manner as
Personnel of the Offeror. PERSONNEL will be evaluated as follows:

a) DESIGN-BUILD PERSONNEL

Experience on similar housing projects, education, responsihilities/duties, and years of experience will be
evaluated for the key construction personnel identified. Offerors with key design or construction
personnel with prior experience on military housing construction projects and/or completion of design-
build housing projects may receive a more favorable evaluation. Consideration will be given to
sustainable design experience.

b) LETTERSOF COMMITMENT

Are letters of commitment for the duration of the Contract provided for each of the design-build team
members provided?

6.5 TAB 3 EXPERIENCE (DESIGN & CONSTRUCTION) —-SUBMITTAL
REQUIREMENTS

EXPERIENCE (DESIGN & CONSTRUCTION) consists of two sub-factors: Design Experience and Construction
Experience.  List no more than 10 projectstotal for both subfactors. Each project example shall include:

Project name and location
Type of facility
I dentify type of contract (design, design/build, or construction)
Description of the project and the area or experience the project demonstrates
Construction contract award amount (estimated or actud);
Final construction cost (if applicable);
Date when the project was started;
Origina scheduled contract finish date
Actual finish date (if finished)
Overdl size of facility (in square feet)
Construction cost (excluding design costs)
l. Duration of construction (excluding design time)
m. Problems encountered and corrective actions taken

T S@hopa0oe
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n. I dentify which proposed team members and/or firms were involved in the project; their specific roles
and responsibilities on the project; and the extent of time they were involved with the project

0. Relevance of experience to the solicitation project

p. Was sustainable design used? If yes, indicate the certification level.

g. If a government contract, include the contracting agency and contracting officer's name, telephone
number, fax number, and email address (if known)
r. All examples shall also contain the name, address, telephone and fax number of a representative of

the customer (as well as one alternate individual affiliated with your firm) familiar with the Offeror’s
experience on the project that can verify the experience cited.

Joint Ventures: If offeror represents the combining of two or more companies for the purpose of this RFP, the
proposal shall indicate whether the firms have experience working together in design/build ventures and for how
long and how many projects. In addition, each company of this joint venture shall list their Government contract
experiences.

a) DESIGN EXPERIENCE

Provide alist of projects currently underway or completed preferably within the last 5 years that best demonstrates
the design experience of the design team (firms and/or individual team members) to successfully complete this
facility using a design/build process. Experience beyond 5 years ago for design firms will be given less
consideration than more recent experience. Projects shall indicate experience in one or more of the following
categories:
1) Experience on Similar Housing Projects
Similar Housing Projects include residential family housing of single detached (3-bedroom)
and duplex (2-bedroom) units and where the housing projects have a dollar value greater
than $10 million.
2) Design-Build Experience
3) Military Construction Design Experience
Military Construction design experience is considered to be experience on those projects
constructed on and for military installations but may include projects for other Federal,
State, or Local Government agencies.

The Offeror must clearly identify for which experience area(s) each project example pertains (e.g., Project A may
qualify and be listed for similar housing projects, design-build, and military construction while Project B may
qualify and be listed only for similar housing projects; etc.).

b) CONSTRUCTION EXPERIENCE

Provide alist of projects currently underway or completed preferably within the last 5 years that best demonstrates
the construction experience of the construction team (firms and/or individual team members) to successfully
complete this facility using a design/build process. An offeror must make clear the extent of involvement in those
projects by current key personnel and clearly describe how the older project is similar to this project, considering
changes in technology, materials, equipment, codes, etc. Projects shall indicate experience in one or more of the
following categories:
1) Experience on Similar Housing Projects
Similar Housing Projects include residential family housing of single detached (3-bedroom)
and duplex (2-bedroom) units and where the housing projects have a dollar value greater
than $10 million.
2) Design-Build Experience
3) Military Construction Design Experience
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Military Construction experience is considered to be experience on those projects
constructed on and for military installations but may include projects for other Federal,
State, or Local Government agencies.

4) Experience at Dyess AFB or in Abilene, Texas.

The Offeror must clearly identify for which experience area(s) each project example pertains (e.g., Project A may
qualify and be listed for similar housing projects, design-build, military construction, and experience at Dyess AFB
or Abilene, Texas while Project B may qualify and be listed only for similar housing projects; etc.).

6.6 TAB 3 EXPERIENCE (DESIGN & CONSTRUCTION) —EVALUATION

EXPERIENCE (DESIGN & CONSTRUCTION) contains two subfactors that approximately equal: Design
Experience and Construction Experience. Experience of primary teaming partners will be recognized and evaluated
in the same manner as Experience of the Offeror. EXPERIENCE (DESIGN & CONSTRUCTION) will be
evaluated as follows:

a) DESIGN EXPERIENCE

The offeror will be evaluated based on the recent experiences of the design team (firms and/or individual team
members). The amount of consideration will depend upon the extent of the offeror’ s experience, similarity between
previous project scopes of work and this project, and the relevance of the offeror’ s experience to this project.
Experience in the following areas will be considered, in descending order of importance: Offerors may be
evaluated more favorably where there is experience in more than one of the areas.

(1) Similar Housing Projects: A proposal offering Similar Housing Project experience through
project examples under the prescribed parameters of this solicitation may be evaluated more favorably than those
which demonstrate the experience in the other areas. Offerors may be evaluated more favorably based on: (i) a
larger number of similar projects; (ii) more recent projects; or (iii) projects with adollar value over $10 million.

(2) Design-Build: No previous design-build team experience is necessary to qualify for award of
this project; however, consideration will be given for recent, successful D-B team experience between the
construction firm and design firms(s).

(3) Military Construction Design: Familiarity with federal regulations and administration of
Corps of Engineers or other federal contracts are considered relevant. Corps of Engineer projects are considered
more relevant than those of other Federal agencies, state, or local experience.

(4) Previous Experience As A Team. Extent to which members of the proposed team have
worked together on previous projects as ateam will be considered. Design team experience, construction team
experience, and design-construction team experience are al considered relevant.

(5) Sustainable design. Consideration will be given to the use of sustainable design.
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b) CONSTRUCTION EXPERIENCE

The offeror will be evaluated based on the recent experiences of the construction team (firms and/or individual team
members). The amount of consideration will depend upon the extent of the offeror’ s experience, similarity between
previous project scopes of work and this project, and the rel evance of the offeror’ s experience to this project.
Experience in the following areas will be considered, in descending order of importance. Offerors may be evaluated
more favorably where there is experience in more than one of the aress.

(6) Similar Housing Projects: A proposal offering Similar Housing Project experience through
project examples under the prescribed parameters of this solicitation may be evaluated more favorably than those
which demonstrate the experience in the other areas. Offerors may be evaluated more favorably based on: (i) a
larger number of similar projects; (ii) more recent projects; or (iii) projects with adollar value over $10 million.

(7) Design-Build: No previous design-build team experience is necessary to qualify for award of
this project; however, consideration will be given for recent, successful D-B team experience between the
construction firm and design firms(s).

(8) Military Construction (MILCON) Design: Familiarity with federal regulations and
administration of Corps of Engineers or other federal contracts are considered relevant. Corps of Engineer projects
are considered more relevant than those of other Federal agencies, state, or local experience.

(9) Previous experience as ateam. Extent to which members of the proposed team have worked
together on previous projects as ateam will be considered. Design team experience, construction team experience,
and design-construction team experience are al considered relevant.

(10) Experience at Dyess AFB or in Abilene, Texas: Familiarity with Dyess AFB installation
requirements and the local vicinity is considered relevant.

6.7 TAB 4 PAST PERFORMANCE (DESIGN & CONSTRUCTION) —SUBMITTAL
REQUIREMENTS

PAST PERFORMANCE (DESIGN & CONSTRUCTION) consists of two subfactors: Past Performance and Health
and Safety Record. Past performance of the offeror, subcontractors, consultants, and key individuals will be
considered in evaluating past performance, utilizing information provided in the proposal and other information
available to the Contracting Officer, including but not limited to the following: The following will be considered in
descending order of importance:

a) PAST PERFORMANCE

Submit past performance information ratings, prepared by the clients, on projects identified in Tab 3 EXPERIENCE
(DESIGN & CONSTRUCTION) — SUBMITTAL REQUIREMENTS, awards, |etters, evaluations, or other forms of
recognition that demonstrate your performance capabilities and customer satisfaction. If provided, this additional
past performance information shall be relegated to an appendix and will not count towards the af orementioned page
limitation:

1) For each design and/or construction firm on the project team, provide the firm’'s name, address,
and DUNS number.
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2) ACASS (A-E Contract Administration Support System) and CCASS (Construction Contract
Administration Support System) Evaluations. ACASS evaluations will be utilized in evaluating
the past performance on Corps of Engineers contracts for Architect-Engineering firms on the
offeror’s Design-Build team. CCASS evaluations will be utilized to evaluate past performance on
Corps of Engineers contracts for construction firms on the offeror’s Design-Build team.

3) Federal Agency Performance Evaluations

4) Contractor Performance Report From State and local governments and private sector clients.
Submitted Contractor Performance Reports may be verified telephonically. References not
supported by a Contractor Performance Report may be contacted in writing or telephonically to
assess customer satisfaction.

5) Awards, letters, and other forms of recognition

6) All other information available to the Government

Provide the Architect-Engineer Contract Administration Support System (ACASS) or Construction Contractor
Appraisal Support System (CCASS) Performance Evaluations you received on DOD Government design projects.
Copies of records contained in the Corps of Engineers ACASS and CCASS Database may be requested by fax on
company letterhead at the following telefax number: (503) 808-4596.

For Non-Corps References: For each non-Corps project listed under Tab 3 EXPERIENCE (DESIGN &
CONSTRUCTION), offerors should send Client Authorization Letters and Contractor Performance Report (attached
to the end of this Section) to each reference listed in the proposal to assist in the timely processing of the past
performance evaluation. In an appendix, provide a copy of issued letters with the offeror’s proposal.

New Companies: For new companies entering the marketplace (without relevant company experience) the quality
of the past performance of their key management personnel of the Primary Design Construction Team and and
consultants will indicate the risk of good performance and become the basis of the past performance evaluation.

I dentifying how long key personnel stayed on their contracts and how well they managed their portion of the
referenced contracts will be of great importance in the evaluation process.

b) HEALTH AND SAFETY RECORD
The Offeror shall submit OSHA Form 300 (AM#1) containing the Offeror’s health and safety recordsfor the

previousfiveyears. Thisform, in Microsoft Excel format, can be downloaded from the Internet at the address:
http://www.ehso.com/OSHA Forms.htm.

(AM#1) Using the data and the following for mula, calculate the I ncident Rate for each of thefive years:

Number of Lost Time Accidentsfor the year x 200,000

= Incident Ratefor the Year
Man-hoursWorked that Year

Submit these incident rates with the OSHA Form 300 data.

NOTE: If the Offeror already has copies of the old OSHA Form 200, the data may be submitted on thisform
in lieu of on OSHA Form 300.
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6.8 TAB4 PAST PERFORMANCE (DESIGN & CONSTRUCTION) —EVALUATION

PAST PERFORMANCE (DESIGN & CONSTRUCTION) contains two subfactors that are listed in descending
order of importance: Past Performance and Health And Safety Record. Past Performance of primary teaming
partners will be recognized and evaluated in the same manner as Past Performance of the Offeror. PAST
PERFORMANCE (DESIGN & CONSTRUCTION) will be evaluated as follows:

a) PAST PERFORMANCE

Past Performance ratings received on prior Government work and projects compl eted for Private Industry will be
evaluated. Higher evaluation ratings may be awarded for Exceptional evaluations. 1n descending order, lower ratings
may be given to evaluations of Below Average, Poor, and Unacceptable. 1f an Offeror has no past performance
evaluations within the ACASS or CCASS database or Performance Summary sheets included in the proposal, a neutral
rating will be awarded. The Government reserves the right to contact the evaluator on previous Government or
private sector work to verify the Offeror’s experience. The Government also reservesthe right, but is not obligated,
to query any Government agencies, databases, and publications for information such as performance evaluations,
debarment, terminations, and litigation for evaluation purposes. The following will be considered in descending
order of precedence:

1) For each design and/or construction firm on the project team, provide the firm’'s name, address,
and DUNS number.

2) ACASS (A-E Contract Administration Support System) and CCASS (Construction Contract
Administration Support System) Evaluations. ACASS evaluations will be utilized in evaluating
the past performance on Corps of Engineers contracts for Architect-Engineering firms on the
offeror’s Design-Build team. CCASS evaluations will be utilized to evaluate past performance on
Corps of Engineers contracts for construction firms on the offeror’s Design-Build team.

3) Federal Agency Performance Evaluations

4) Contractor Performance Report From State and local governments and private sector clients.
Submitted Contractor Performance Reports may be verified telephonically. References not
supported by a Contractor Performance Report may be contacted in writing or telephonically to
assess customer satisfaction.

5) Awards, letters, and other forms of recognition

6) All other information available to the Government

b) HEALTH AND SAFETY RECORD

Offerors who have minimal health and safety incident rates will receive a more favorable evaluation. (AM#1)
Thefiveincident rates provided will be averaged. Offerorswho have average incident rates aver aging
below 0.84 will berated average or better. Offerorswho have aver age incident rates aver aging between
0.84 and 1.95 will berated as Poor. Offerorswho have average incident rates averaging over 1.95 will be
rated unacceptable.

¢) NO RELEVANT PAST PERFORMANCE INFORMATION

In accordance with FAR 15.305, a neutral rating will be assigned to an Offeror who does not have a record of
relevant past performance or for whom information on past performance isnot available, such as new companies
entering the marketplace (without relevant company experience). However, an Offeror may submit and be
evaluated on past performance information regarding predecessor companies, key personnel who have relevant
experience, consultants, or subcontractors who will perform major or critical aspects of the requirement when such
information is relevant to the instant acquisition. Identifying how long key personnel stayed on their contracts and
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how well they managed their portion of the referenced contracts will be of great importance in the evaluation
process.

d) ADVERSE PAST PERFORMANCE INFORMATION

In accordance with FAR 15.306, the Government may initiate exchanges with an Offeror to clarify adverse past
performance information when the Offeror has not previously had an opportunity to comment. Since discussions are
not intended to occur in Phase 1, the Government may accomplish exchanges through clarifications prior to
selecting the most highly qualified firms to submit proposalsin Phase 2.

6.9 TAB5 PROGRAM MANAGEMENT PLAN -SUBMITTAL REQUIREMENTS

The Offeror shall provide a comprehensive Program Management Plan detailing the overall management approach
to this entire Housing Program (FY 03 —FY 13). The Program Management Plan shall clearly indicate how the
Offeror has the ability to deliver quality housing units under the following constraints:

?? 12 to 18 Month Construction Schedule.

?? Task Ordersissued annually.

?? Approximately 85 housing units to be constructed per task order.
?? Limitations of available local labor forces.

6.10 TAB5 PROGRAM MANAGEMENT PLAN —-EVALUATION

The Program Management Plan will be evaluated for inclusion of all tasks identified in the Program Management
Plan submittal paragraph above. The requirements specified in the solicitation are considered to be minimum
requirements. A more favorable evaluation rating may be given for exceeding the minimum requirements. The
quality of the Offeror’s plan to deliver a quality product under the constraints listed will be evaluated. Higher
evaluation ratings can be achieved with athoroughly explained Program Management Plan that illustrated that the
Offeror has a firm understanding of the scope and complexity of this housing program.

6.11 TAB6 PROJECT MANAGEMENT —SUBMITTAL REQUIREMENTS

a) PROJECT MANAGEMENT PLAN (PjMP)

The Offeror shall provide a comprehensive Project Management Plan (PiMP) devel oped specifically for
implementation of the task orders for this Contract. The PiMP shall discuss the the management approach used for
design, site clearing and demoalition, construction, turn-over of al housing units of the task order within the
proposed schedule, and demolition of existing family housing in preparation for the next task order. The P{MP shall
discuss phased turn-over of the finished housing units, when required by task order, and how it will be achieved
within the proposed schedule. Theinformation in the PJMP shall make it clear that the Offeror has the ability to
ddiver aquality product and effectively manage the designers, consultants, and subcontractors on the team, as well as
the ability to coordinate all work throughout the design and construction phases. The PfMP shall include an
explanation of the total project team management approach for both the design team and the construction team. 1t shall
include: management of firmsincluded within the design team and construction team, specific quality control
procedures used (including Quality Control procedures to be used to limit re-submittals, design errors, and poor
coordination between the design firm and design consultant), schedule development, and methods to be utilized to

SECTION 00110, PAGE - 19



Dyess AFB IDIQ, Design-Build Replace Family Housing DADFH
ACCOMPANYING AMENDMENT NO. 0003 TO SOLICITATION NO. DACA63-02-R-0017

adhere to the schedule. Address the acquisition of environmental permitsin atimely fashion; safety; preparation and
submission of record (i.e as-built) documents, and contract closeout. Discuss how the design team will support the
Offeror during construction and an organizational chart showing the inter-relationship of management and various team
components, including the Corps of Engineers and the Air Force. Address the relationship between designer and
construction contractor and clearly indicate an understanding of the design-build process. In addition:

(1) Identify theitems of work to be self-performed by offeror and the percentage of the overall contract
value that thiswork represents.

(2) Describe the team's computer-aided drafting and design (CADD) capabilities. Identify the CADD
software to be used in the design of this project; if al disciplines are not using the same CADD
software, identify the software that each disciplineis using. Discuss compatibility with the
Government's target CADD and compliance with the Tri-Service A/E/C/ CADD standards.

Explain how compatibility will be achieved if the design, or portion of the design, is prepared using
a CADD system other than the Government's target CADD system. (Refer to Section 01012
SUBMITTALS DURING DESIGN for information on the Government's target CADD system and
compatibility requirements.)

6.12 TAB 6 PROJECT MANAGEMENT —EVALUATION

PROJECT MANAGEMENT will be evaluated as follows:
a) PROJECT MANAGEMENT PLAN (PjMP)

Project Management Plans will be evaluated for inclusion of all tasksidentified in the Project Management Plan
submittal paragraph above. The ability of the Offeror’s plan to deliver a quality product and effectively manage the
construction team and coordinate all work throughout the design and construction phase of this project will be
evaluated. Higher evaluation ratings can be achieved with a thoroughly explained Project Management Plan
suitable for the scope and complexity of this housing project, and which addresses each of the following:

Management Approach
Sub-Contractor Management
Quality Control Procedures
Schedule development and adherence (Phased Turn-Over)
Organization Chart
Acquisition of Environmental Permits
Safety
Preparation and submission of record (i.e. as-built) documents
Contract closeout
What is the work that will be self-performed by the offeror and what is the percentage of the
overall contract value that this work represents? This percentage will be compared to the
minimum specified in Contract Clause 52.236-1 PERFORMANCE OF WORK BY THE
CONTRACTOR.
The team's computer-aided drafting and design (CADD) capabilities:
- Isthe CADD software to be used in the design of this project identified?
- If all disciplines are not using the same CADD software, is the software that each discipline
isusing identified and which discipline will be responsible for the final set?
- Isthis software compatible with the Government's target CADD and in compliance with the
Tri-Service A/E/C/ CADD standards?

3IIIIIIIIS

3
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- How will compatibility be achieved if the design, or portion of the design, is prepared using
a CADD system other than the Government's target CADD system?

6.13 TAB 7 PAST PERFORMANCE (UTILIZATION OF SMALL BUSINESS
CONCERNS) - SUBMITTAL REQUIREMENTS

a) SMALL BUSINESS

PAST PERFORMANCE (UTILIZATION OF SMALL BUSINESS CONCERNS) is only applicableto large
business concerns. Small business concerns only need to state their business size classification based on the
NAICS code and size standard in Section 00100 of the solicitation.

b) LARGE BUSINESS

PAST PERFORMANCE (UTILIZATION OF SMALL BUSINESS CONCERNS) will be evaluated to determine
the Offeror’s past performance in meeting small business goals for the following small business classifications:
Small Business (SB), Small Disadvantaged Business (SDB), Women Owned Small Business (WOSB), HUBZone,
and Severely Disabled Veteran Owned Small Business (SDVOSB). The Offeror shall submit data on its overall past
performance in meeting small business goals on al Government contracts of a similar nature within the last 5 years
containing FAR Clause 52.219-8, “ Utilization of Small, Small Disadvantaged and Women-Owned Small Business
Concerns’ and FAR Clause 52.219-9, “Small, Small Disadvantaged and Women-Owned Small Business
Subcontracting Plan.” The data to be provided shall account for each of the above small business classifications and
include:

(1) Client/Customer.
(2) Contract/Identification Number.
(3) Project Description.
(4) Contract Amount.
(5) Reference or Point of Contract (to include address and telephone number).
(6) Officia Documentation (Government contracts only) that may include:
@i.) Evidence of compliance checks by Government agencies such as Small Business
Administration, Defense Contract Audit Agency, or U.S. Army Corps of Engineers.
(ii.) Standard Form 294 and Standard Form 295.
(7) Other Relevant Documentation that may include citations, awards, letters of accommodation,
etc. that demonstrate successful past performance in utilization of small business concerns.

6.14 TAB 7 PAST PERFORMANCE (UTILIZATION OF SMALL BUSINESS
CONCERNS) —EVALUATION

a) SMALL BUSINESS

In accordance with FAR 15.305, small business concerns will receive the highest evaluating rating under Tab 7
PAST PERFORMANCE (UTILIZATION OF SMALL BUSINESS CONCERNS).

b) LARGE BUSINESS
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Large Business Offerors will be formally evaluated to determine the Offeror’s past performance in establishing and
achieving redlistic yet challenging goals on recent Government contracts of a similar nature. Offerors’ who have
recently established and achieved higher goals will be evaluated more favorably.

¢) NO RELEVANT PAST PERFORMANCE INFORMATION

In accordance with FAR 15.305, a neutral rating will be assigned to an Offeror who does not have a record of
relevant past performance or for whom information on past performance is not available, such as new companies
entering the marketplace (without relevant company experience). However, an Offeror may submit and be
evaluated on past performance information regarding predecessor companies, key personnel who have relevant
experience, consultants, or subcontractors who will perform major or critical aspects of the requirement when such
information is relevant to the instant acquisition.

d) ADVERSE PAST PERFORMANCE INFORMATION
In accordance with FAR 15.306, the Government may initiate exchanges with an Offeror to clarify adverse past
performance information when the Offeror has not previously had an opportunity to comment. Since discussions

will not occur in Phase 1, the Government may accomplish these exchanges through clarifications prior to selecting
the most highly qualified firms to submit proposalsin Phase 2.

7 PHASE 2SUBMITTALS& EVALUATION
7.1 TAB 8 CONCEPT DESIGN —SUBMITTAL REQUIREMENTS

CONCEPT DESIGN consists of (AM#2) three subfactors. Building Design, Site Design and Supporting Data.

a) BUILDING DESIGN

(1) Design Narrative. Provide a description of how the desired architectural character is achieved
through the use of form, scale, and proportion. Indicate how materials are used to add pattern and definition to the
design. Discuss the sensory perception and recognition of the physical elements as they are experienced
sequentialy in time as one approaches, enters, and moves through the order of spaces within the housing unit.
Briefly discuss the functioning of activities within the housing unit spaces and the qualities of light, view, and
acoustics. Discuss the material, material quality, equipment proposed, the energy efficiency of the materials and
equipment, energy-saving features, the acoustical characteristics of the building envel ope, selection of the locations
for the ADA units, and each of the design disciplines' (architectural, civil, structural, mechanical, electrical, etc.)
systems and the rational for the selected systems, such as:

a. Structura system and the rationale behind the selection of the proposed
system, including identification of major structural materials and
systems.

b. Plumbing system and the rationale behind the selection of the proposed
fixtures and equipment.

c. Heating, Ventilation and Air Conditioning system and rationale behind
the selection of the proposed system.

d. Electraical system and the rationale behind the selection of the Interior
power distribution systems and the rationale behind the selection of the
proposed system, fixtures, and equipment. ldentify electrical
characteristics of power supply (phase, voltage, KVA). Provide
description of panels, protection devices and typical loading of circuits.
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| dentify type of wire. Discuss housing communication systems
(telephone, cable TV, etc.) and the rational e behind the selection of
each system.
e. Discuss maintenance and accessibility considerations in the selection
and layout of the mechanical and electrical systems.
(2) Design Drawings.

@i.) Architectural Floor Plans— (Scale /8" = 1'-0"). Provide overall dimensions, room
description, room dimensions and areas, appliances (including occupant-owned washer and dryer), plumbing
fixtures and vanities, kitchen layout, door swings, typical furniture arrangements, garage features, patio, exterior
bulk storage, service (trash) area, and furnace and hot water heater |ocation. |dentify types of materials and show all
columns, partitions, openings, and roof overhangs.

(ii.) Exterior Elevations - (Scale /8" = 1'-0"). Provide drawings to present design intent,
identify exterior materials, and show proposed detailing. Show all sides. Indicate door and window sizes and
configurations, porches, decks, and exterior steps. Provide major horizontal and vertical dimensions.

(iii.) Typical Interior Elevations — (Scale 1/4” = 1'-0"). Kitchens and bathrooms.

(iv.) Building Section— (Scale 1/8” = 1'-0"). Provide a building section of the offeror’s
choice which illustrates the vertical relationship of al major building components, walls, floors, ceiling, and roofs.
I dentify materials and show foundations, porches, and decks as applicable. Explain how this section is either typical
of al proposed family housing units or how other models may be different from the section shown.

(v.) Wall Section- (Scale 3/4” = 1'-0"). Provide atypical wall section showing
foundation, wall composition, and floor and roof systems. Identify materials, finishes, thermal insulation, vapor
protection, cavity and party walls, and wall fire and STC ratings.

(vi.) Finish and Equipment Schedules - Provide interior finish schedule for all rooms and
door and window schedules. Include ceiling heights on the interior finish schedule. DO NOT PROVIDE COLOR
BOARDS.

(vii.) DELETED (AM#3)

(viii.)  Electrical Floor Plan — (Scale /8" = 1'-0"). Indicate lighting fixture locations,
properly labeled to show type of fixture.. Include a fixture schedule which indicates general fixture description,
number and type of lamps, type of mounting, and any special features. Indicate switch locations, convenience outlet
locations, smoke detector locations, telephone outlet locations, cable TV outlet locations, carbon monoxide detector
locations, location of motors or special mechanical equipment, and location of unit load center panelboards. Include
aelectrical legend and notes, and room names.

(3) Use Net Floor Area Calculation Worksheet, and Kitchen Cabinet Size Calculation Worksheet,
attached to this Section, in your proposal to support compliance with RFP criteria.

(4) Rendering. Provide one rendering of atypical unit, exterior view, in color, full size (24 inches
by 36 inches).
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b) SITE DESIGN

(1) Site Analysis Narrative. Provide a description of the basic site layout and the rationale behind
the site design. Discuss the existing site conditions, proposed grading, paving, erosion control, storm drainage,
utilities, and power distribution system and the rational e behind the design and selection of proposed systems,
materials, and equipment. Discuss the electrical serviceto the site and the housing units. Identify type wire.

I dentify whether aeria or underground. In addition, address how the proposal accomplishes the Air Force
neighborhood “Goal” through the five site development Objectives presented on page 25 of the Air Force Family
Housing Guide, Chapter 3 - Neighborhood Design, paragraph Goals and Objectives (see Appendices). This shall be
a comprehensive look at the new housing neighborhood including the follow-on phase of development. Also
address environmental conditions, prevailing winds, solar effect, and the relationship of the site to the surrounding
environment.

(2) Site Plans. Provide site plans at the following minimum detail providing information as
below:

Drawing Type/ Scale Show This Information

?? Spatial and functional arrangement of all family housing
requirements

Adjacent streets (AM#3)

Project and Installation Boundaries

Finish contours at 2'intervals

Drainage features and water retention ponds (if utilized)

Vehicular and pedestrian circulation

Housing types to include patios and fencing

Children’s outdoor play areas

Sidewalks and jogging paths

DELETED (AM#3)

Area Site Devel opment
Plan
1"=100

N3NNI IIISN

Site Plan
1"=50'

3

Layout for al site requirements. Show “Use Zones™ in children’s
outdoor play areas

Landscaping and sodded and seeded areas

Utilities and utility entrance into housing unit walls

Existing Contours at 2'intervals

Finish contours at 2'intervals

DELETED (AM#3)

Vehicular and pedestrian circulation

Spacing between housing units

Children’s play lots

Drawings shall be dimensioned to show building separations, set
back, etc

NI IIINIIIN

3

Typical Tot Lot and Indicate equipment placement, equipment types and plan of play

other Recreational surface
Facility Plan Provide schedule of play equipment/facilities for al play areasto be

1"=20' provided by the project

3
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Drawing Type/ Scale Show This Information
Typical Landscape ?? Providefor Typical housing unit layouts, common aress, play
Planting Plan and facilities, etc
Landscape Schedule ?? Provide Botanical/Common Names of plants used, size, and
1"=20 quantity of trees, shrubs, ground covers, related notes, and planting
details
7

Provide schedule of total project landscaping and Turfing

%tﬂ's% Plan All site utility requirements

L ocation of primary electrical supply point of take-off (AM#3)
Site lighting

Primary cable routing (new and existing)

Pad-mounted transformers and service laterals

Cable television and telephone routing

Sewer lines and manholes

Storm drain lines, inlets, structures

Water lines

Gaslines

NI IIIIIIN

Off-Site DELETED (AM#3)

Electrical/Utility Plan Existing electrical lines to remain, both overhead and underground,
1"=200 properly identified.

?? Off site Storm drain line/discharge with grade information

NN

c) SUPPORTING DATA

Product Literature. The Offeror shall fill out and submit the attached form titled: Construction Materials, Products,
Equipment, and Systems to indicate specific make and model of the proposed materials, products, equipment, and
systems. In addition, the Offeror shall provide product literature for al itemslisted in this attached form including
manufacturer’ s descriptive literature, technical data, performance charts and curves, catalog cuts, etc. The technical
data proposed shall meet the specific requirements contained in this Solicitation. Organize the product literaturein
accordance with CSl MasterFormat and provide a table of contents.

(1) Recovered Materias. Include information on the use of EPA designated items composed of
recovered (recycled) materials. Indicate specific material and equipment being proposed by highlighting model
numbers and specific types and grades of materials on the manufacturer’s catalog cut / literature. Recovered
Materials shall be used to the maximum extent practicable. Practicable being defined (per 40 CFR CH.1, 247.3) as
capable of being used consistent with (&) performance in accordance with applicable specifications, and (b)
availability at areasonable price, availability within a reasonable period of time, and maintenance of a satisfactory
level of competition. Provide alist of materials proposed on this project (see Section 01670A
RECYCLED/RECOVERED MATERIALS).
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(2) Betterments and Enhancements. The Offeror shall identify on thisform all proposed
Betterments (materials, products, equipment, systems, etc) that exceed the basic requirements of the solicitation.
Thisincludes consideration of the items listed in the attached form and any other items furnished as part of the
construction and delivery of the housing units. Any betterment included in the Offeror's proposal that is applicable
to housing units shall be applicable for all the housing units. See Section 01000, Part 1 for list and priority of
betterments.

(3) Deviations. The Offeror shall provide alist of al other deviations, deemed necessary by the
Offeror, to achieve cost limitations, meet statutory requirements, and/or are mandatory due to technical flaws in the
solicitation (i.e. performance, structural integrity, safety, maintainability, applicable code requirements, etc) in order
to deliver the intended basic requirements of the solicitation. Each deviation shall include an explanation of why the
Offeror believes the deviation is necessary.

d) (AM#2) Deleted

7.2 TAB 8 CONCEPT DESIGN —EVALUATION

CONCEPT DESIGN contains (AM#2) three subfactorsthat arelisted in descending order of importance:
Building Design, Site Design and _Supporting Data. Minimum compliance with requirements set forth in the RFP
will achieve an “Average’ rating. To achieve ahigher rating requires providing stated betterments (such as ceramic
tilein lieu of vinyl composition tile), enhancements (features not specifically mentioned such as half basketball
courts in common areas), larger than minimum size living units, higher quality design of living units or site layout,
etc. Deviations that, in the Government’ s evaluation, negatively conflict with the solicitation requirements may be
evaluated unfavorably or even result in rejection of the proposal as non-responsive. CONCEPT DESIGN will be
evaluated as follows:

a) BUILDING DESIGN

This factor has the following subfactors that are listed in descending order of importance except that the first two are
approximately equal:

(@D} Exterior Architectural Design. This part of the evaluation assesses the aesthetic qualities
of the building exteriors including variety in facades, roof lines, and entrances, interesting staggering of housing
units, proportions of fenestration in relation to elevations, visual effects of garages on the housing units, shadow
effects, materials, and textures, proportion and scale within the structure and other aesthetic considerations. The
exterior renderings provided in the RFP are meant to guide the offeror in the architectural style desired at Dyess
AFB.

2 Interior Architectural Design. This part of the evaluation assesses the elements of
planning and designing the family housing unit interiors. Consideration will be given to the livability, flexibility,
functionality and individuality of the floor plans. Also, consideration will be given to the overall sensory perception
of the physical elements of the design including qualities of light, view, and acoustics.

3 Floor Areaand Kitchen Cabinet Size. Evaluators will review the area calculations
submitted with the proposal. Proposals which meet the minimum area limitations set forth in the Solicitation will be
evaluated as “Average.” Areaadded to the units must have demonstrable positive impacts on family life and well
being. The provision of additional square footage, in and of itself, does not require the awarding of additional
consideration in this factor. The Offeror shall complete the Net Floor Area and Kitchen Cabinet area worksheets.
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Offerors are cautioned that Minimum and Maximum net areas as well as Minimum and Maximum gross areas must
be carefully adhered to; non-compliance may result in rejection of the proposal as non-conforming.

4) Building Thermal and Acoustical Envelope. This factor addresses the energy efficiency
of the building structure design and the acoustical characteristics of the total building envelope.

b) SITE DESIGN
This factor has the following subfactors that are listed in descending order of importance:

(1) Site Utilization and Neighborhood Identity. This part of the evaluation addresses overall site
design excluding utilities and how successfully the proposed family housing site design uses the principal of spatial
“hierarchy” to create a sense of neighborhood identification for residents. The evaluation will ook at the use of
open space, street layout and pedestrian and vehicle circulation in relationship to individual homes, sub-
neighborhoods and the neighborhood community. Consideration will be given to the following el ements:

@i.) Neighborhood Concept and Layout: Street hierarchy (minimize housing on collector
streets, etc), solar orientation, visual buffering, open space, separation of units, setbacks and integration of future
housing devel opment.

(ii.) Children’s Outdoor play Facilities. Evaluates the quality and quantity of play
facilities.

(iii.) Pedestrian circulation and accessibility to recreation areas and within the
neighborhood and surrounding area.

(iv.) Vehicle circulation: Occupant and service vehicle access considerations. This
includes servicing the utilities located in the utility corridor as well as emergency vehicle access, mail delivery and
trash pickup to units. Aretraffic conflict points minimized and spacing between intersections maximized?

(2) Utilitiesand Drainage. This area of evaluation includes overall planning, layout, design and
development of the site utility and drainage systems including the utility corridor. It embraces consideration of
flexibility, maintenance, and accessibility. It includes evaluation of the design for the following systems: water
distribution system; electrical system including site and street lighting, telephone and cable television; gas
distribution system; and sanitary sewage system.

(3) Landscaping. This sub-factor evaluates the design, quality, quantity, and location of trees,
shrubs, plantings, ground covers, and grass used to screen and enhance individual living units, streets and recreation
areas. Considerations include screening, solar shading, decorative planting, plant material hardiness, plantings
which screen between adjacent housing units, structures, and clusters to enhance privacy of the occupants. Number,
size, type, and quality of trees and shrubs proposed are evaluated. Are foundation plantings provided as appropriate
to meet low maintenance requirements? Are trees and shrubs used appropriately to define the open spaces? Are
street trees provided in accordance with a street tree scheme for the hierarchy of streetsin the area?

c) SUPPORTING DATA
This factor has the following subfactors which are listed in descending order of importance. Consideration will be
given to the quality, durability, and degree and frequency of maintenance required for the equipment and materials
proposed for the project based on the following elements:

(1) Housing Unit Exterior Materials. This part of the evaluation assesses the housing unit
exterior construction materials and finishes.
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(2) Housing Unit Interior Materials. This part of the evaluation assesses the housing unit interior
construction materials and finishes.

(3) Housing Unit Mechanical Systems. This part of the evaluation assesses the housing unit
mechanical systems including heating and air-conditioning, plumbing and ventilation.

(4) Appliances. Thispart of the evaluation assesses the quality and energy efficiency of all major
appliances.

(5) Housing Unit Electrical Systems. This part of the evaluation assesses the housing unit
electrical systems including power, lighting and communications.

(6) Site Equipment and Materials. This part of the evaluation assesses the quality of materials
proposed for the project site development including civil, electrical and landscaping.

(7) (AM#2) Betterments and Enhancements. Desirable proposal features not addressed by the
RFP (AM#2) and those desir ed better ments that are not categorized el sawhere in the evaluation system.

(8) Percentage of Recovered Material. Consideration will be given to the extent that EPA
designated items are proposed for this project. The more materials offered, the higher the rating assigned.

d) (AM#2) Deleted

7.3 TAB9 PROJECT MANAGEMENT —SUBMITTAL REQUIREMENTS

PROJECT MANAGEMENT consists of two subfactors: Project Management Plan and Project Schedule.
a) PROJECT MANAGEMENT PLAN (PiMP)

The Offeror shall update the comprehensive Project Management Plan (PMP) furnished in Phase | and indicate (i.e.
highlight) the changes specifically required for the first task order of this Contract.

b) PROJECT SCHEDULE

The Offeror shall provide a project schedule for design, site clearing and demolition, construction work for the first
task order. Preparein the form of atime-scaled (Gantt Chart) summary network diagram and graphically indicate
seguences proposed to accomplish each general work operation including design and design reviews, site clearing
and demolition, construction, phased turn-over of accepted units, final clean-up of premises, demolition of existing
family housing in preparation for the next task order, and appropriate interdependencies among various activities.
The schedule shall illustrate when finished units will be turned over in a phased manner. The proposed project
schedule shall clearly indicate the total number of calendar days from Notice to Proceed proposed for task order
performance. The proposed completion time will be a contract requirement. If the Offeror fails to complete the work
within the time specified, the Offeror will be subject to liquidated damages (if applicable).

The Offeror shall provide a verification statement that the Contractor has read the contract requirements and that the
number of daysincludes al design time, Government review time of al design submittals, construction time, and
demolition time necessary to complete the project. The duration shall reflect the design and design review
requirements addressed in the Section 01012 SUBMITTALS DURING DESIGN.
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7.4 TAB9 PROJECT MANAGEMENT —EVALUATION

PROJECT MANAGEMENT consists of two subfactors that are listed in descending order of importance .
PROJECT MANAGEMENT will be evaluated as follows:

a) PROJECT SCHEDULE

Schedule will be evaluated for inclusion of all tasks identified in the PROJECT SCHEDULE submittal
paragraph above. Offerors who propose and substantiate schedules that result in a period of performance of meeting
that specified in Section 01001 DESIGN AND CONSTRUCTION SCHEDULE and illustrate a schedule of the
phased turnover of finished units will receive a more favorable evaluation. (AM#2) Proposalsthat indicate
completion of the Task Order in fewer days are desirable and will be given more favorable consideration. A
proposal that is unrealistic or unsupported will be evaluated unfavorably.

b) PROJECT MANAGEMENT PLAN (PjMP)

Changes to the Project Management Plan will be evaluated for inclusion of all tasks identified in Task Order No. 1.

7.5 TAB 10 UTILIZATION OF SMALL BUSINESS CONCERNS-SUBMITTAL
REQUIREMENTS

a) DEFINITIONS
(1) Small Business Concerns. For the purpose of this section, small business concerns refer to
Small Business, Small Disadvantaged Business, Women-Owned Small Business, HUBZone Small Business, and
Service Disabled Veteran-Owned Small Businesses.

(2) Prime Contractor. For the purpose of this section, a prime contractor refersto both large and
small contractors.

(3) Offeror. For the purpose of this section, Offeror refersto both large and small contractors.

(4) Hoor. Floor isthe term the U.S. Army Corps of Engineers usesto replace goal. It represents
the minimum level for small business performance.

b) SMALL BUSINESS
Only large business concerns must submit information for Tab 9 UTILIZATION OF SMALL BUSINESS
CONCERNS. Small business concerns shall state their business size classification based on the NAICS code and
size standard in Section 00100 of the solicitation.

¢) LARGE BUSINESS
UTILIZATION OF SMALL BUSINESS CONCERNS, which consists of 5 subfactors: Subcontracting Floors,

Mitigation Efforts, Utilization of Small Business Concerns, Description of Subcontracted Supplies and Services, and
Acknowledgements.
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The Offeror (only if alarge business) shall demonstrate how it plansto identify, commit, and utilize Small Business
(SB), Small Disadvantaged Business (SDB), Women-Owned Small Business (WOSB), HUBZone, and Severely
Disabled Veteran-Owned Small Business (SDV OSB) concerns as team members, subcontractors and/or suppliersin
the performance of the resultant contract of this solicitation. It isthe policy of the U.S. Army Corps of Engineers
that small business concerns have the maximum practicable opportunity to participate meaningfully in contracts. It
is further the policy of the U.S. Army Corps of Engineers that Offerors (large business only) demonstrate the extent
they plan to utilize small business concerns in any resultant contract and provide assurance in its offer that small
business concerns will have maximum subcontracting opportunities. The proposal shall clearly state factors that
demonstrate a strong commitment to use small business concerns.

(1) Subcontracting Floors: The Offeror (only if alarge business) shall develop and identify
percentage floors based on planned subcontracting that is challenging yet realistic. The following floors are
considered reasonable and obtainable for the resulting contract:

(i.) 61.4% of planned subcontracting dollars to be placed with all small business concerns.

(ii.) 9.1% of planned subcontracting dollars to be placed with those small business concerns
owned and controlled by socially and economically disadvantaged individuals.

(iii.) 5% of planned subcontracting dollars to be place with women-owned small business
concerns.

(iv.) 3% of planned subcontracting dollars to be place with service-disabled veteran-owned
small business.

(v.) 3% of planned subcontracting dollars to be place with HUBZone concerns.

(2) Mitigation Efforts: The Offeror (only if alarge business) shall identify efforts that
demonstrate its strategy to mitigate the effects of full and open competition on small business concerns. Specific
examples of mitigation efforts via subcontracting include (but are not limited to):

@i.) Teaming with small businesses.

(ii.) Utilization of the Small Business Administration "PRO-NET" web site to research
small business concerns (www.pronet.sba.gov).

(iii.) Exceed the small business subcontracting floors stated above in the subfactor for
SUBCONTRACTING FLOORS.

(iv.) Apply small business subcontracting goals toward actual dollars awarded rather than
a percentage of subcontracting dollars.

(v.) Ensure original small business team members have substantial subcontracting
opportunities and preferences throughout the life of the contract.

(vi.) Assurances that all members of the Offeror’ s team understand the rules, regulations
and procedures governing the review of subcontracting plan, subcontracting reporting, and subcontracting
compliance audits.

(vii.)  Ensure periodic review small business subcontracting plan compliance.

(3) Utilization of Small Business Concerns. The Offeror (only if alarge business) shall
demonstrate utilization and participation of small business concerns (clearly stated factors that demonstrate strong
commitments) as team members, subcontractors, and/or suppliers.

(4) Description of Subcontracted Supplies and Services: The Offeror (only if alarge business)
shall describe the supplies and services to be subcontracted and planned for subcontracting to SB, SDB, WOSB,
SDVOSB, and HUBZone concerns.

(5) Acknowledgements
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(i.) The Offeror (only if alarge business) shall acknowledge: The Offeror will include FAR
Clause 52.219-8, “ Utilization Of Small Business Concerns’ in all subcontracts that offer further subcontracting
opportunities. The Offeror will require subcontractors (including small business concerns) that receive subcontracts
in excess of $500,000 for supplies or services and $1,000,000 for construction to adopt a small business
participation program similar to the requirements of the resulting contract. The resulting subcontracting plan isa
material part of the resulting contract. Therefore, failure to comply in good faith with the requirements of the
subcontracting plan isin material breach of contract and can result in the Government assessing liquidated damages
as stated in FAR Subpart 19.702.

(ii.) The Government may conduct comprehensive subcontracting compliance visits by the
Contracting Officer (CO), Administrative Contracting Officer (ACO), and/or Small Business Administration.

(iii.) The Government may re-negotiate the subcontracting plan in the resulting contract if itis
determined to be in the Government’ s best interests.

(iv.) The Government may negotiate subcontracting plans on individual task orders and apply
goas/floors toward actual dollars awarded rather than a percentage of subcontracting dollarsif it is determined to be
in the Government’ s best interests.

(v.) The Offeror will twice annually (March and September) submit Standard Form 294,
“Subcontracting Report for Individual Contracts’ and Standard Form 295, “ Summary Subcontract Report.”

(vi.) The Offeror will include subcontracting plan compliance as an agenda item at periodic
partnering meetings.

7.6 TAB10 UTILIZATION OF SMALL BUSINESS CONCERNS—-EVALUATION

a) SMALL BUSINESS

Small business concerns will receive the highest evaluating rating under TAB 9 UTILIZATION OF SMALL
BUSINESS CONCERNS.

b) LARGE BUSINESS

Offerors will be formally evaluated under UTILIZATION OF SMALL BUSINESS CONCERNS which consists of
5 subfactors that are listed in descending order of importance:

(1) Subcontracting Floors: Offerors who propose subcontracting floors that exceed the suggested
floors will receive a more favorable evaluation than Offerors with floors that merdy meet the suggested floors.

(2) Mitigation Efforts: Offerors who demonstrate innovative and effective mitigation strategiesin
small business subcontracting will receive a more favorable evaluation than Offerors who merely meet the
Government's minimum requirements.

(3) Utilization of Small Business Concerns. Offerors will be evaluated on their proposed
utilization and participation of small business concerns as team members, subcontractors, and/or suppliersin the
resulting contract. The Offeror’swill be evaluated on it commitments that small business concerns will have
maximum subcontracting opportunities. Enforceable commitments to use small business concerns will receive more
favorable evaluations than non-enforceable commitments.

(4) Description of Subcontracted Supplies and Services: Offerors will be evaluated on their
proposed utilization of supplies and services to be subcontracted and planned for subcontracting to SB, SDB,
WOSB, SDVOSB, and HUBZone concerns. The Offerors will be evaluated on it commitments to utilizing supplies
and services to be subcontracted and planned for subcontracting to SB, SDB, WOSB, SDVOSB, and HUBZone.
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Enforceable commitments to use small business concerns will receive more favorable eval uations than non-
enforceable commitments.

(5) Acknowledgments: Offerors who acknowledge the Government’ s subcontracting compliance
efforts will receive afavorable evaluation. Offerors who omit acknowledgements to the Government’s
subcontracting compliance efforts will receive aless favorable evaluation. Offerors who qualify their
acknowledgements to the Government’ s subcontracting compliance efforts may receive a less favorable evaluation
depending on the effect of the qualification.

The evaluation of TAB 9 UTILIZATION OF SMALL BUSINESS CONCERNS is separate and distinct from the
requirement at FAR Clause 52.219-9, “Small Business Subcontracting Plan.” The Small Business Subcontracting
Plan will be submitted by the successful Offeror after the source selection is complete.

7.7 PRICE -SUBMITTAL REQUIREMENTS

Submittals for PRICE shall bein a separate binder aslabeled asVVolumelll and consisting of the following:
a) COVERLETTER
The Offeror will submit a cover letter containing:

(1) Solicitation number.

(2) Name, address, e-mail, and telephone and facsimile numbers of the Offeror.

(3) Names, titles, email, and telephone and facsimile numbers of persons authorized to negotiate
on the Offeror’ s behalf with the Government in connection with this solicitation.

(4) Name, title, and signature of the person authorized to sign the proposal.

(5) A statement specifying agreement with all terms, conditions provisionsincluded in the
solicitation.

(6) Deviations From the Solicitation: Offerors shall specifically identify, in a section entitled
“DEVIATIONS,” any significant deviations from the minimum solicitation requirements in Phase 2. All alternates
shall be addressed and expanded upon in the appropriate tab in the proposal. This section is not intended for minute
deviations and is separate from the deviation requirementsin Section 00110, Tab 7C SUPPORTING DATA.

(7) ldentification Of Items Exceeding Solicitation Requirements Offerors shall list all significant
items exceeding the minimum solicitation requirements in Phase 2. The list shall be entitled "IDENTIFICATION
OF ITEMS EXCEEDING SOLICITATION REQUIREMENTS." All items listed shall be addressed and expanded
upon in the appropriate tab in the proposal. This section is not intended for minute items exceeding requirements
and is separate from the betterment requirement in Section 00110, Tab 8 ¢) SUPPORTING DATA.

b) STANDARD FORM 1442 AND PRICE PROPOSAL SCHEDULE

Offerors shall submit a Standard Form 1442 (SF 1442) with Blocks 14-20 completed, including acknowledging all .
amendments in Block 19 of the SF 1442. Offerors shall submit a completed PRICE PROPOSAL SCHEDULE.

c) BONDING

(1) The Offeror shall furnish a guarantee in the form of a firm commitment (e.g., bid bond). See Section
00100 INSTRUCTIONS TO OFFERORS, clause BID GUARANTEE.
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d) (AM#2) Deleted

7.8 PRICE —EVALUATION

The Cover Letter and SF 1442 will only be used in evaluating the Offeror’ s responsiveness, conformance to the
Solicitation, and eligibility for award. Section 00010, Price Proposal Schedule, will be evaluated separately from
other evaluation factorsin Volumes | and Il considering price reasonableness. A comparison of proposed price
versus other price proposals and the Government Estimate will allow evaluation of price reasonableness.

a) (AM#2) Deleted.

8 FUNDING

The Design and Construction Cost Limitation for the First Task Order of this Contract is specified in the PRICE
PROPOSAL SCHEDULE.

9 COMPETITIVE RANGE

Upon completion of Phase 2 evaluations, and if discussions are determined to be necessary, the Government may
establish a competitive range for the purpose of conducting discussions. The competitive range will be determined
on the basis of the factors stated in the Solicitation and shall only include proposals that have a reasonable chance of
being selected for award. Offerors submitting proposals determined outside of the competitive range (lacking a
reasonable chance of being selected for contract award) will be notified in writing at the earliest practicable time.

10 FINAL PROPOSAL REVISIONS

The Government reserves the right to evaluate Phase 2 proposals and award a contract without discussions with
Offerors. Therefore, the Offeror’s proposal shall contain the Offeror’ s best terms from a cost or price and technical
standpoint. The Government also reserves the right to enter into discussionsif determined to bein the
Government’ s best interests. Proposal revisionsin Phase 2 (if required) will be received at the time and place
established by the Contracting Officer and communicated to the Offerors in the competitive range. Changesto
evaluated factors in the proposal revisions will be reviewed and evaluated.

11 SELECTION PROCEDURES

When combined, the technical factorsin Volume | and 11 are of approximately equal importance to the price factors
inVolumelll. Evaluationsfrom Volumesl, I, and 111 will be compared utilizing the Tradeoff Processin FAR
Subpart 15.101-1 in which the Government may accept other than the lowest priced proposal that represents the best
overall value to the Government. After a selection has been made, the Government will contact the selected Offeror,
advising the selection. The Government may reject any or all offersif such action is determined to be in the best
interests of the Government.

12 AWARD OF CONTRACT

The Government will award a contract resulting from this Solicitation to the responsible Offeror whose proposal
conforms to the Solicitation, represents the best value of all factors considered, and is judged to be the most
advantageous to the Government.
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13 DEBRIEFING

In accordance with FAR Subpart 15.505 and 15.506, an Offeror may request either a pre-award or post-award
debriefing in writing within three calendar days of notice of elimination from competition. Each Offeror is entitled
to only one debriefing per acquisition. Debriefing of Offerors, successful or unsuccessful, will be conducted by the
Contracting Officer. Release of source selection information after award will be the responsibility of Contracting
Division in conjunction with Office of Counsel, and in accordance with the Freedom of Information Act.

14 PROPOSAL EXPENSES AND PRECONTRACT COSTS

This solicitation does not commit the Government to pay costs incurred in preparation and submission of initial and
subsequent proposals or for other costsincurred prior to award of aformal contract.

15 RELEASE OF INFORMATION

After receipt of proposals and until contract award, source selection information will not be furnished to any firm.
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PERFORMANCE SUMMARY SHEET (CONSTRUCTION)
SOLICITATION NUMBER DACAG3-R-0017

Contractor’s Name:

Project Name:

Project Location:

Name & Title of Person Completing this Summary

Name of Firm of Person Completing this Summary:

Signature of Person Completing this Summary:

Date: Phone Number:

1. Overall Rating of this Contractor:
_ Excdlent
_____ AboveAverage
_____ HighAverage
_ Aveage
__ Poor
___ Unacceptable

2. Cost Growth:

Origina Construction Contract Award Amount:

Final Construction Contract Amount:

In your opinion, which of the following statement best describes your experience with cost growth on this
project:

a. The contractor did not contribute to any cost growth.
b. The contractor contributed to some degree to the cost growth experienced on this project.
¢. The contractor contributed significantly to the cost growth experienced on this project.

Any additional cost growth comments:
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PERFORMANCE SUMMARY SHEET (Construction, Page 2 of 2)
SOLICITATION NUMBER DACA63-02-R-0017
3. Time Growth:
Origina Contract Completion Date:
Final Contract Completion Date:
In your opinion, which of the following statement best describes your experience with time growth on this project:
_____a Thecontractor did not contribute to any time growth.
_____b. The contractor contributed to some degree to the time growth experienced on this project.
____c. The contractor contributed significantly to the time growth experienced on this project.

Any additional time growth comments:

4. Quality: Which of the following statements most accurately describe the quality of the work the contractor
provided on your project:

a The work provided by the contractor was of high quality.
b. The work provided by the contractor was of fair quality.
c¢. The work provided by the contractor was of poor quality.

Any additional comments on quality:

5. The willingness of past customers to have a contractor perform more work for them is an indication of overall
satisfaction with the contractor’ s performance. If you were to construct another project similar to the one recently
completed, and you had the responsibility and tota authority to select the contractor for the new project, which of
the following statements most accurately depicts the approach you would take?

a. | would have this contractor construct the new project.

b. I would consider this contractor, but | would also explore the possibility of using other
contractors to construct the project.

c. | would not consider using this contractor to construct the new project.

6. Any additional comments (additional sheets may be added, if necessary):
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PERFORMANCE SUMMARY SHEET (DESIGN)
SOLICITATION NUMBER DACA63-02-R-0017

Designer’s Name:

Project Name:

Project Location:

Name & Title of Person Completing this Summary

Name of Firm of Person Completing this Summary:

Signature of Person Completing this Summary:

Date: Phone Number:

1. Overadll Rating of this Designer:
_ Excdlent
____ AboveAverage
_____ High Average
_ Aveage
___ Poor
__ Unacceptable

2. Cost Growth:

In your opinion, which of the following statement best describes your experience with cost growth on
this project:

a. The designer did not contribute to any cost growth.
b. The designer contributed somewhat to the cost growth experienced on this project.
¢. The designer contributed significantly to the cost growth experienced on this project.

Any additional cost growth comments:
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PERFORMANCE SUMMARY SHEET Designers (Part 2)
SOLICITATION NUMBER DACA63-02-R-0017

3. Time Growth:

In your opinion, which of the following statement best describes your experience with time growth on this
project:

____a Thedesigner did not contribute to any time growth.

____b. The designer contributed somewhat to the time growth experienced on this project.
____C. Thedesigner contributed significantly to the time growth experienced on this project.
Any additional time growth comments:

4. Quality: Which of the following statements most accurately describe the quality of the work the
designer provided on your project:

a. The work provided by the designer was of high quality.
b. The work provided by the designer was of fair quality.
¢. The work provided by the designer was of poor quality.
Any additional comments on quality:
5. The willingness of past customers to have a designer perform more work for them is an indication of
overall satisfaction with the designer’s performance. If you were to design/construct another project
similar to the one recently completed, and you had the responsibility and total authority to select the

designer for the new project, which of the following statements most accurately depicts the approach you
would take?

a. | would have this designer involved in the new project.

b. I would consider this designer, but | would also explore the possibility of using other designers
on this project.

c. | would not consider using this designer on the new project.

6. Any additional comments (additional sheets may be added, if necessary):
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NET FLOOR AREA CALCULATION WORKSHEET
(Page 1 of 2)

OFFEROR UNIT TYPE
Exterior Wall Thickness: inches
Gross Square Footage*: SF (See Figures 4.2 & 4.3 of Air Force Family

Housing Guide (Figure 4.1 has been superseded))

NET AREA* CALCULATIONS:
(* See Section 01000 STATEMENT OF WORK for the definitions of Gross and Net Areas. )
1. INTERIOR AREA (area within inside finishes of exterior walls):

Dimensions: X =

X =

X =

@ R/ 4 4

TOTAL INTERIOR AREA SF =

2. EXCLUDABLE AREA (if included in interior area above) (Dimensions to center line of enclosing
interior partitions):

a. Utility Room:

Dimensions: X = SF

b. Laundry Room (if not in utility room)

Dimensions: X = SF

¢. Washer and Dryer Space (if not already included in separate utility or laundry room. Allowable is 30 SF)
= Sk

d. Interior Bulk Storage Rooms: (do not include bedroom/bathroom closets and entry way closets)

Dimensions: X = SF
X = SF
X = SF
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NET FLOOR AREA CALCULATION WORKSHEET
(Page 2 of 2)

OFFEROR UNIT TYPE

e. Furnace/Air Cond/DHW/Ductwork/Stacks (if not included in other excludable areas):

Dimensions: X = SF

f. Greenhouse (if used in a passive solar design):

Dimensions: X = SF

g. Stairway (to basement if included):

Dimensions: X = SF

h. Unfinished attic space and basements; porches, open or screened; terraces and patios; garages, and
other solar appurtenances (only if included in interior area calculations):

Dimensions: X = SF
X = SF
X = SF

i. Additional space needed for handicap adaptability (as appropriate and only if not included in other
excludable areas):

Dimensions: X = SF

j- TOTAL EXCLUDABLE SPACE = SF

3. Net Area (subtract 2.j. from 1.):

TOTAL NET AREA = SF

(basic = SF, maximum = SF)
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KITCHEN CABINET SIZE CALCULATION WORKSHEET

Pagelof 1
OFFEROR UNIT TYPE
Provided Required

Wall Cabinet SF SF
Base Cabinet SF SF
Drawer Area SF SF
Counter Top* SF SF
Percentage of Required Area SF SF

* Exclusive of area by sink and range.
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CONSTRUCTION MATERIALS, PRODUCTS, EQUIPMENT, AND SYSTEMS

For each listed item of construction materials, products, equipment, and systems listed after this page,
provide the following information. See attached sample form following the list of Construction Materials,
Products, Equipment, and Systems:

A. Manufacturer, Grade, Type, Thickness, Finishes, Warranty Period, Model Number and any other
information that will describe the item being provided. Only applicable information shall be provided. A
standard form is attached (may be edited as a Microsoft WORD file, location is on CD-ROM in folder

“ Guides’, file name is * stdform.doc” . Edit and print as many as needed for completion of TAB 7 ¢),
Supporting Data) that may be edited as appropriate for each category and item listed below. Submit one
form for each item listed. The Contractor may generate an equivalent form that utilizes the same format as
this standard form.

B. Manufacturer’s Data Cut-Sheet and Proposal Reference Location Number for each item listed.

Identify any item that is considered a Betterment (Exceeds the requirements of the solicitation). This shall
be noted in the information to be provided for each item and shall also be listed under Betterments item
below.

Identify any item that is considered a Deviation to the requirements of the solicitation. This shall be noted
in the information to be provided for each item and shall also be listed under Deviations item below.
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1. HOUSING UNIT EXTERIOR MATERIALS AND FINISHES
Exterior Walls

Foundation System
Waterproofing System
Foundation Drainage System
Framing

Insulation (All Types)
Sheathing

Air Infiltration Barrier
Vapor Retarder Membrane
Siding

Fascia/ Trim

Soffit

Exterior Paints

Doors and Hardware
Windows / Screens
Garage Doors

Roof

Framing

Vapor Retarder Membrane
Ice & Water Barrier
Sheathing

Insulation

Shingles

Attic Ventilation

Gutters & Downspouts

2. HOUSING UNIT INTERIOR MATERIALSAND FINISHES

Walls, Floors& Finishes

Concrete Floors on Grade

Framing

Structural Floor Decking

Doors and Hardware (All Areas)*

Stairs & Railings

Floor Covering (All Rooms)*

Wall & Ceiling Finish (Paint) — All Rooms*
Trim (All Rooms)*

* - A schedule may be provided for these items along with other required data.

Bathr oom

Water Closets

Sinks

Faucets

Bathtub and/or Shower Enclosure
Vanities, Cabinets & Hardware
Accessories
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Kitchen

Cabinets and Hardware
Sinks

Faucets

Counter Tops

3. SS TE EQUIPMENT AND MATERIALS

Playground Equipment
Landscaping
Driveways

Sidewaks

Patios

Fencing

Water Distribution
Sanitary Sewer
Exterior Electrical Distribution
Gas Distribution

Street Lighting

4. HOUSING UNIT MECHANICAL SYSTEMS

Water Heater
Plumbing (Piping)
Heating (Furnace)
Air-Conditioning
Exhaust Systems
Ductwork

5. HOUSING UNIT ELECTRICAL SYSTEMS

Distribution Panel

Electrical Wiring

Lighting Fixtures (Each Type)

Communication Systems (Telephone & Cable T.V.)

6. APPLIANCES

Refrigerator

Range

Range Hood

Dish Washer

Garbage Disposal

7. RECOVERED MATERIALS

Provide alist of all proposed materials composed of recovered (recycled) materials
8. BETTERMENTS

Provide alist of Betterments (materials, products, equipment, systems, etc) that exceed the basic

requirements of the solicitation. Thisincludes consideration of the items listed above and any other items
furnished as part of the construction and delivery of the housing units.
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9. DEVIATIONS

Provide alist of al other deviations, deemed necessary by the Offeror, to achieve cost limitations, meet
statutory requirements, and/or are mandatory due to technical flawsin the solicitation (i.e. performance,
structural integrity, safety, maintainability, applicable code requirements, etc) in order to deliver the
intended basic requirements of the solicitation. Each deviation shall include an explanation of why the
Offeror believes the deviation is necessary. The Government believes the solicitation requirements are
technically sound, comply with all statutory requirements, and are awardable within the specified cost
limitation. Deviations that, in the Government’s evaluation, negatively conflict with the solicitation
requirements may be evaluated unfavorably or even result in rejection of the proposal as non-responsive.
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**SAMPLE FORM**

CONSTRUCTION MATERIALS, PRODUCTS,
EQUIPMENT, AND SYSTEMS

1. [HOUSING UNIT EXTERIOR MATERIALS AND FINISHES]

(Insert thetitle of Items 1 through 9 as applicable)
[EXTERIOR WALL S] (Insert the appropriate category as applicable)

FRAMING (Or appropriate item as applicable)

Manufacturer - Source

Product Name

Model Number

Size — Capacity

Grade — Type - Classification

Use— Location

Warranty - Period

Description

Recycled Content

Other Characteristics

Betterment (Y es/No/NA — Explain)

Deviation (Yes/No/NA —Explain)

End of Section
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SPECIAL NOTICE TO OFFERERSWITH REGARD TO SUBJECT PROJECT
SOLICITATION/AWARD AND THE SERVICE CONTRACT ACT AND DAVIS-BACON
ACT WAGE DETERMINATIONS (DECISIONS) INCORPORATED THEREIN:

Please note that only those wage Decision/Rates applicable to Dyess Air Force Base (Taylor
County), Texas have been incorporated within the solicitation/award. Thisaction has been
taken dueto the preponderance of Delivery/Task Orders anticipated to beissued for those
installations within this specific County under this solicitation/award.

In accordance with FAR 22.404-9. Award of Contract Without Required Wage
Determination, if a Delivery/Task Order isissued for any area, within the geographic
boundaries of the U.S. Army Corps of Engineers, other than those counties for which the
applicable wage deter minations have been incor porated — then that wage decision(s) will be
incor porated by contract modification and contract pricing equitably adjusted.
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ACCOMPANYING AMENDMENT NO. 0003 TO SOLICITATION NO. DACA63-02-R-0017

APPLICATION OF WAGE DECISIONS

SOLI C TATI ON NO  DACA63- 02- R- 0017

PRQJECT: | DI Q FOR DESI GN\- BU LD REPLACE
FAM LY HOUSI NG
LOCATI ON: DYESS AFB, TEXAS

TAYLOR COUNTY

1. Service Contract ACT (SCA) Wage Determ nation Nunber 94-2517,
Revision 23, will be applicable to those activities perfornmed
installation support requirenment for certain mnor maintenance
repairs, clerical support services, grounds mai ntenance, and

| andscapi ng or those services requiring the utilization of

pr of essi onal / servi ce enpl oyees, i.e., Biologists, Agronom sts,
Envi ronnmental i sts, Environnmental Abatenent, Conputer Specialists,
Archi tect s/ Engi neers, Surveyors, and associ ated Techni ci ans

t hereof of the profession/technical trades.

Not e: Payroll records are not required to be submitted to the U. S. Arny Corps of
Engi neers for work perforned under the Service Contract Act (SCA). SCA payroll
records are required to be kept by the Prime Contractor and avail able for review
if requested , for a mnimumof three years fromthe date of contract

conpl etion. Labor conpliance will be nonitored by the U S. Departnment of Labor
for SCA | abor records.

2. Davi s-Bacon Wage Deci sion TX020076, RESI DENTI AL BUI LDI NG
projects are those involving the construction, alteration, or
repair of single famly houses or apartnent buildings of no nore
than four (4) stories in height. This includes all incidental
items such as site work, stormdrai nage, roads and street

lighting, privacy fencing, sidewal ks, electrical distribution, gas
& water distribution, sanitary sewer, turfing and | andscapi ng, and
denolition wth asbestos abatenent of |ike nunber of houses.

NOTE:

(1) CERTIFI ED PAYROLL RECORDS ARE REQUI RED, UNDER THE DAVI S- BACON AND RELATED

ACTS (DBRA), AND MUST BE SUBM TTED WEEKLY, TO THE U. S. ARMY CORPS OF ENG NEERS,
FOR ALL CONSTRUCTI ON PERFORMED.

(2) THE CONTRACT NUMBER AND WACGE DECI SI ON NUMBER APPLI CABLE TO THE WORK
PERFORMED FOR EACH CERTI FI ED PAYROLL PERIOD, IS TO BE SHOMNN ( ANNOTATED) ON EACH
AND EVERY CERI FI ED PAYROLL RECCORD SUBM TTED. MULTI PLE WAGE DECI SI ON USAGE DURI NG
ANY ONE- WORK PERI CD SHALL ALSO BE SO ANNOTATED TO THE CERTI FI ED PAYROLL RECORD.

* Any questions Prospective Bidders nay have with regard to Davi s-Bacon Act
Wage Decision Applicability must be addressed to the Fort Worth District
Contracting Division Labor Rel ations Team at 1-800-443-7914.
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ACCOMPANYING AMENDMENT NO. 0003 TO SOLICITATION NO. DACA63-02-R-0017

WAGE DETERMINATION NO: 94-2517 REV (23) AREA: TX,NORTHWEST TEXAS

WAGE DETERM NATI ON NO. 94- 2517 REV (23) AREA: TX, NORTHWEST TEXAS

REG STER OF WACGE DETERM NATI ONS UNDER | U S. DEPARTMENT OF LABOR

***FOR OFFI Gl AL USE ONLY BY FEDERAL AGENCI ES PARTI Cl PATING I N MOU W TH DOL***
| WASHI NGTON D. C. 20210

Revi sion No.: 23
Date O Last Revision: 05/29/2002

WIlliam WG oss Di vi si on of

|
|
| Wage Determnation No.: 1994-2517
|
Director Wage Determ nations|
|

States: New Mexico, Okl ahoma, Texas

Area: New Mexico Counties of Curry, Lea, Quay, Roosevelt, Union

Ol ahoma Counti es of Beaver, G marron, Texas

Texas Counties of Andrews, Arnstrong, Bailey, Borden, Brewster, Briscoe, Brown,
Cal | ahan, Carson, Castro, Childress, Cochran, Coke, Col eman, Collingsworth,
Comanche, Concho, Cottle, Crane, Crockett, Crosby, Dallam Dawson, Deaf Smith,
D ckens, Donl ey, Eastland, Ector, Fisher, Floyd, Foard, (aines, Garza,

d asscock, Gray, Hale, Hall, Hansford, Hardeman, Hartl ey, Haskell, Henphill,
Hockl ey, Howard, Hutchinson, Irion, Jeff Davis, Jones, Kent, Kinble, King, Knox,
Lanb, Lipsconb, Loving, Lubbock, Lynn, Martin, MCulloch, Menard, M dl and,
Mtchell, More, Mtley, Nolan, Cchiltree, O dham Parner, Pecos, Potter,
Presidi o, Randall, Reagan, Reeves, Roberts, Runnels, Schleicher, Scurry,
Shackel ford, Shernman, Stephens, Sterling, Stonewall, Sutton, Sw sher, Tayl or,
Terrell, Terry, Throcknorton, Tom Green, Upton, Ward, \Weeler, Wnkler, Yoakum
Young

**Fringe Benefits Required Foll ow the Cccupational Listing**

OCCUPATI ON TI TLE M NI MUM WAGE RATE
Admi ni strative Support and C erical Cccupations
Accounting Clerk I 7.71
Accounting Clerk 11 8.42
Accounting Clerk 111 10. 52
Accounting Clerk IV 12.35
Court Reporter 13. 99
Di spat cher, Mdtor Vehicle 11. 74
Docunment Preparation Cerk 11.95
Dupl i cati ng Machi ne Oper at or 11.95
Fi | m Tape Librarian 10. 84
General Cderk I 8.16
General Cerk Il 9.17
General Cerk 111 16. 25
General Cerk IV 16. 70
Housi ng Referral Assistant 14. 92
Key Entry Operator | 6. 86
Key Entry QOperator I 8.70
Messenger (Couri er) 7.68
O der derk | 9.34
Oder Cerk 11 10. 22
Per sonnel Assi stant (Enploynent) | 10. 66
Per sonnel Assistant (Enploynent) |1 11. 97
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Per sonnel Assistant (Enploynent) 111
Per sonnel Assistant (Enploynment) [V
Production Control Cerk

Rental d erk

Schedul er, Mai nt enance

Secretary |

Secretary |1

Secretary |11

Secretary |V

Secretary V

Service Order Di spatcher

St enogr apher |

St enogr apher 11

Supply Techni ci an

Survey Worker (Interviewer)

Swi t chboard Oper at or - Recepti oni st
Test Exam ner

Test Proctor

Travel Cerk |

Travel Cerk Il

Travel Cerk I11

Word Processor |

Word Processor |1

Word Processor 11

Aut omati c Data Processing Cccupations

Conmput er Data Librarian
Comput er Operator |
Conmput er Qperator |1
Conmput er Qperator I11
Conmput er Qperator |V
Conmput er Qperator V
Conput er Programmer |
Conput er Programmer |
Comput er Programmer |
Conput er Programmer 1V (1)
Conmput er Systens Analyst | (1)
Conmput er Systens Analyst 11 (1)
Conmput er Systens Analyst 111 (1)
Peri pheral Equi prrent Oper at or

Aut onoti ve Service Qccupations

Aut onoti ve Body Repairer, Fiberglass
Aut onpotive d ass Installer

Aut onoti ve Wor ker

El ectrician, Autonotive

Mobi | e Equi pent  Ser vi cer

Mot or Equi prent Metal Mechanic
Mot or Equi prent Metal Wor ker
Mot or Vehi cl e Mechani c

Mot or Vehi cl e Mechani ¢ Hel per
Mot or Vehi cl e Uphol stery Worker
Mot or Vehi cl e W ecker

Pai nter, Autonotive

Radi at or Repair Speci al i st

Tire Repairer

Transm ssion Repair Speciali st

Food Preparation and Service QOccupati ons

Baker

00710- 4

16.
16.
14.
10.
11.
11.
16.
16.
18.
20.
10.
10.
10.
16.
13.
.35
15.
15.
.54
.15
.73
10.
12.
14.

10.
.21
11.
15.
17.
19.
15.
18.
23.
27.
18.
22.
24,
10.

17.
17.
17.
18.
15.
20.
17.
20.
14.
16.
17.
18.
17.
12.
20.

57
79
93
84
90
45
30
46
29
26
21
44
85
25
39

39
39

31
90
44

33

74
77
52
40
24
94
09
94
11
70
70
76

49
73
73
94
35
11
73
38
18
56
73
94
73
90
11

.74



ACCOMPANYING AMENDMENT NO. 0003 TO SOLICITATION NO. DACA63-02-R-0017

Cook |

Cook 11

Di shwasher

Food Service Wrker
Meat Cutter
VWaiter/ Wi tress

Furni ture M ntenance and Repair Cccupations

El ectrostatic Spray Painter
Fur ni ture Handl er

Furni ture Refini sher

Furni ture Refinisher Hel per
Furniture Repairer, M nor
Uphol st erer

Ceneral Services and Support Cccupati ons

Cl eaner, Vehicles
El evat or Operat or
Gar dener

House Keeping A d
House Keeping A d
Jani t or

Laborer, G ounds Mi ntenance
Mai d or Housenman

Pest Controller

Ref use Col | ect or

Tractor Operator

W ndow Cl eaner

Heal th Cccupati ons

Dent al Assi st ant
Emer gency Medi cal Technician (EMI)/ Paranedi c/ Anbul ance Dri ver
Li censed Practical Nurse I
Li censed Practical Nurse Il
Li censed Practical Nurse |11
Medi cal Assi st ant
Medi cal Laboratory Technici an
Medi cal Record d erk
Medi cal Record Technici an
Nur si ng Assi stant |
Nur si ng Assistant 11
Nur si ng Assistant 111
Nur si ng Assistant |V
Phar macy Techni ci an
Phl ebot om st
Regi stered Nurse |
Regi stered Nurse |
Regi stered Nurse |
I
I

, Speci al i st
Regi st ered Nurse I
Regi st ered Nurse I, Anestheti st

I
I
I
I
Regi stered Nurse |V

Informati on and Arts Cccupations

Audi ovi sual Librarian
Exhi bits Specialist I
Exhi bits Specialist Il
Exhi bits Specialist Il
Illustrator |
Illustrator |1
Illustrator |1
Li brari an
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.47
. 26
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.33
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16
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10
13
16
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79
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14
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.37
.77
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.68
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. 56
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Li brary Techni ci an
Phot ogr apher |

Phot ogr apher 11
Phot ogr apher 111
Phot ogr apher 1V
Phot ogr apher V

Laundry, Dry C eaning, Pressing and Rel ated Cccupations

Assenbl er

Count er Attendant

Dry d eaner

Fi ni sher, Flatwork, Machine
Presser, Hand

Presser, Machine, Drycl eaning
Presser, Machine, Shirts
Presser, Machine, Waring Apparel, Laundry
Sewi ng Machi ne Qper at or

Tai | or

Washer, Machi ne

Machi ne Tool Operation and Repair QOccupations

Machi ne- Tool Operator (Tool room
Tool and Di e Maker

Mat eri al Handl i ng and Packi ng Cccupati ons

Forklift Operator

Fuel Distribution System Operator

Mat eri al Coordi nat or

Mat eri al Expediter

Mat eri al Handl i ng Laborer

O der Filler

Producti on Li ne Wrker (Food Processing)
Shi ppi ng Packer

Shi ppi ng/ Recei ving O erk

Stock Cerk (Shelf Stocker; Store Worker 11)
Store Wrker |

Tool s and Parts Attendant

War ehouse Speci al i st

Mechani cs and Mai nt enance and Repair Occupati ons

Aircraft Mechanic

Aircraft Mechani ¢ Hel per

Aircraft Quality Control |nspector
Aircraft Servicer

Aircraft \Worker

Appl i ance Mechanic

Bi cycl e Repairer

Cabl e Splicer

Car penter, Maintenance

Car pet Layer

El ectrician, Mintenance

El ectroni cs Technici an, Maintenance |
El ectroni cs Technici an, Mintenance |1
El ectroni cs Technici an, Maintenance 111
Fabric Wbrker

Fire Alarm System Mechani c

Fire Extingui sher Repairer

Fuel Distribution System Mechanic
Ceneral Mai nt enance \Wbrker

Heating, Refrigeration and Air Conditioning Mechanic
Heavy Equi prrent Mechani c
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17.
12.
20.
14.
15.
16.
12.
18.
16.
15.
19.
17.
21.
22.
14.
17.
13.
17.
13.
17.
17.

. 28
.14
.63
. 46
.08
.35

60
60
94
60
60
60
60
60
37
82
03

.47
. 00

. 66
.35
.25
.25
.52
.07
. 60
.91
.91
.99
.29
.25
. 60

49
33
49
40
42
47
90
97
47
42
36
23
02
35
40
49
35
49
82
49
49
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Heavy Equi pent QOper at or
| nstrunent Mechanic
Labor er

Locksm th

Machi nery Mai nt enance Mechanic

Machi ni st, Mai nt enance
Mai nt enance Trades Hel per
M |1 wight

O fice Appliance Repairer
Pai nter, Aircraft

Pai nt er, Mai ntenance

Pi pefitter, Mintenance
Pl unber, Mai nt enance

Pneudraul i ¢ Systens Mechanic

Ri gger
Scal e Mechani c

Sheet - Met al Wor ker, Mai nt enance

Smal | Engi ne Mechanic

Tel econmuni cati on Mechani
Tel econmuni cati on Mechani
Tel ephone Li neman

c |
c Il

Wl der, Conbi nati on, Mintenance

Vell Driller
Wbodcraft Worker
Wbodwor ker
M scel | aneous Cccupati ons
Ani mal Car et aker
Car ni val Equi pnent Oper at
Car ni val Equi pnment Repair
Car ni val Wor ker
Cashi er
Desk Cerk
Enbal ner
Li f eguard
Mortician
Park Attendant (A de)

Phot of i ni shi ng Worker (Photo Lab Tech.,

Recreati on Speci al i st
Recycl i ng Wbrker
Sales derk

or
er

Dar kr oom Tech)

School Crossing Guard (Crosswal k Attendant)

Sport O ficial

Survey Party Chief (Chief of Party)

Surveyi ng Ai de

Surveyi ng Technician (Instr.

Swi mm ng Pool Oper at or
Vendi ng Machi ne Attendant
Vendi ng Machi ne Repairer
Vendi ng Machi ne Repairer
Per sonal Needs Cccupations
Child Care Attendant
Child Care Center derk
Chore Aid
Homemaker

Hel per

Pl ant and System Operation Cccupati ons

Boi | er Tender
Sewage Pl ant QOperat or
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Per son/ Surveyor Asst./lnstr.)

17.
17.
10.
16.
17.
17.
12.
17.
16.
16.
16.
17.
16.
17.
17.
15.
17.
15.
18.
19.
18.
17.
18.
17.
.82
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49
49
36
47
72
84
33
49
47
59
47
49
47
49
49
42
49
42
47
55
04
49
64
49

97
89
76
73
15
46
93

9.42

17.
11.
. 56
10.
10.
.24
.90
.42
13.
. 67
13.
.24
.95
11.
.95

17.
16.

93
84

38
31

89

26

06

. 60
10.
.91
13.

72

16

49
47



ACCOMPANYING AMENDMENT NO. 0003 TO SOLICITATION NO. DACA63-02-R-0017

St ati onary Engi neer
Ventil ati on Equi prent Tender
Wat er Treatnent Pl ant Operator

Protective Service Cccupations

Al arm Moni t or
Corrections O ficer
Court Security Oficer
Detention O ficer
Firefighter

Guard |

Guard 11

Police Oficer

St evedor i ng/ Longshor emen Cccupati ons

Bl ocker and Bracer
Hat ch Tender
Li ne Handl er
St evedore |
St evedore |1

Techni cal Cccupati ons

Air Traffic Control Specialist, Center (2)

Air Traffic Control Specialist, Station (2)

Air Traffic Control Specialist, Termnal (2)

Ar cheol ogi cal Techni ci an |

Ar cheol ogi cal Technician 11

Ar cheol ogi cal Technician |11

Cart ogr aphi ¢ Techni ci an

G vil Engineering Technician

Conput er Based Training (CBT) Specialist/ Instructor
Drafter |

Drafter 11

Drafter 111

Drafter 1V

Engi neeri ng Techni ci an
Engi neeri ng Techni ci an
Engi neeri ng Techni ci an
Engi neeri ng Techni ci an
Engi neeri ng Technician V

Engi neeri ng Technician VI

Envi ronnental Technici an

Flight Sirmulator/lInstructor (Pilot)
Graphic Arti st

I nstructor

Laborat ory Techni ci an

Mat hemat i cal Techni ci an

Par al egal / Legal Assistant |
Par al egal / Legal Assistant |
Par al egal / Legal Assistant |
Par al egal / Legal Assistant |
Phot oopti cs Techni ci an
Technical Witer

Unexpl oded (UXO) Safety Escort

Unexpl oded (UXO) Sweep Personnel

Unexpl oded Ordnance (UXO) Technician |
Unexpl oded Ordnance (UXO Technician |1
Unexpl oded Ordnance (UXO) Technician |11

<— -

I
I
\Y

Weat her Observer, Conbi ned Upper Air and Surface Prograns (3)

Weat her Cbserver, Senior (3)
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17.
12.
16.

11.
14.
15.
14.
14.
.12
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18.

15.
15.
15.
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19.
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13.
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11.
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13.
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15.
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17.
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15.
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23.
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21.
17.
17.
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21.
26.
13.
15.
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33
47

39
99
56
99
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77
77
77
72
83

21
46
43
01
57
03
82
03
53
26
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47
95
43
28
09
57
24
33
85
58
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03
44
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34
40
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93
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93
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01
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Weat her Cbserver, Upper Air (3) 13. 66
Transportation/ Mbile Equi pment Qperation Occupations
Bus Driver 12. 56
Par ki ng and Lot Attendant 5.86
Shuttle Bus Driver 8.15
Taxi Driver 7.84
Truckdriver, Heavy Truck 12.51
Truckdriver, Light Truck 9.21
Truckdriver, Medium Truck 12. 07
Truckdriver, Tractor-Trailer 12.51

ALL OCCUPATI ONS LI STED ABOVE RECEI VE THE FOLLOW NG BENEFI TS:

HEALTH & WELFARE: $2.15 an hour or $86.00 a week or $372.67 a nonth

VACATI ON: 2 weeks paid vacation after 1 year of service with a contractor or
successor; 3 weeks after 8 years, and 4 weeks after 15 years. Length of service
i ncl udes the whol e span of continuous service with the present contractor or
successor, wherever enployed, and with the predecessor contractors in the
performance of simlar work at the same Federal facility. (Reg. 29 CFR 4.173)
HCOLI DAYS: A minimum of ten paid holidays per year: New Year's Day, Martin
Luther King Jr.'s Birthday, Washington's Birthday, Menorial Day, |ndependence
Day, Labor Day, Col unbus Day, Veterans' Day, Thanksgiving Day, and Christmas
Day. (A contractor may substitute for any of the nanmed holidays another day off
with pay in accordance with a plan conmuni cated to the enpl oyees invol ved.)

(See 29 CFR 4.174)

THE OCCUPATI ONS WHI CH HAVE PARENTHESES AFTER THEM RECEI VE THE FOLLOWN NG BENEFI TS
(as nunbered):

(1) Does not apply to enpl oyees enployed in a bona fide executive,

adm ni strative, or professional capacity as defined and delineated in 29 CFR
541. (See CFR 4.156)

(2) APPLICABLE TO Al R TRAFFI C CONTROLLERS ONLY - NI GHT DI FFERENTI AL:  An

enpl oyee is entitled to pay for all work perfornmed between the hours of 6:00
P.M and 6:00 AM at the rate of basic pay plus a night pay differenti al
anounting to 10 percent of the rate of basic pay.

(3) WEATHER OBSERVERS - N GHT PAY & SUNDAY PAY: |If you work at night as part

of a regular tour of duty, you will earn a night differential and receive an
addi ti onal 10% of basic pay for any hours worked between 6pmand 6am |If you
are a full-time enployed (40 hours a week) and Sunday is part of your regularly
schedul ed wor kweek, you are paid at your rate of basic pay plus a Sunday prem um
of 25% of your basic rate for each hour of Sunday work which is not overtine
(i.e. occasional work on Sunday outside the normal tour of duty is considered
overtinme work).

HAZARDQUS PAY DI FFERENTI AL: An 8 percent differential is applicable to enployees
enployed in a position that represents a high degree of hazard when working wth
or in close proximty to ordinance, explosives, and incendiary materials. This
i ncl udes work such as screening, blending, dying, mxing, and pressing of
sensitive ordnance, explosives, and pyrotechnic conpositions such as | ead azide,
bl ack powder and photofl ash powder. All dry-house activities involving
propellants or explosives. Demilitarization, nodification, renovation
denolition, and mai ntenance operations on sensitive ordnance, explosives and
incendiary materials. Al operations involving regrading and cl eani ng of
artillery ranges. A 4 percent differential is applicable to enpl oyees enpl oyed
in a position that represents a | ow degree of hazard when working with, or in
close proximty to ordnance, (or enployees possibly adjacent to) explosives and
i ncendiary materials which involves potential injury such as |aceration of

hands, face, or arns of the enpl oyee engaged in the operation, irritation of the
skin, mnor burns and the like; mninml damage to i medi ate or adjacent work
area or equi pment being used. Al operations involving, unloading, storage, and
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haul i ng of ordnance, explosive, and incendiary ordnance material other than
small arnms ammunition. These differentials are only applicable to work that has
been specifically designated by the agency for ordnance, explosives, and
incendiary material differential pay.

** UNI FORM ALLOMNANCE **

If enployees are required to wear unifornms in the performance of this contract
(either by the terns of the Governnent contract, by the enployer, by the state
or local law, etc.), the cost of furnishing such unifornms and maintaining (by

| aundering or dry cleaning) such unifornms is an expense that may not be borne by
an enpl oyee where such cost reduces the hourly rate below that required by the
wage determ nation. The Department of Labor will accept paynment in accordance
with the follow ng standards as conpli ance:

The contractor or subcontractor is required to furnish all enployees with an
adequat e nunmber of uniforns w thout cost or to reinburse enpl oyees for the
actual cost of the uniforns. In addition, where uniformcleaning and

mai nt enance i s nade the responsibility of the enployee, all contractors and
subcontractors subject to this wage determ nation shall (in the absence of a
bona fide collective bargai ning agreenment providing for a different anount, or
the furnishing of contrary affirmative proof as to the actual cost), reinburse
all enployees for such cleaning and nmai ntenance at a rate of $3.35 per week (or
$.67 cents per day). However, in those instances where the uniforms furnished
are made of "wash and wear"” materials, may be routinely washed and dried with
ot her personal garments, and do not require any special treatnent such as dry
cl eani ng, daily washing, or conmercial |laundering in order to neet the

cl eanl i ness or appearance standards set by the terns of the Governnent contract,
by the contractor, by law, or by the nature of the work, there is no

requi renent that enpl oyees be reinbursed for uniform maintenance costs.

** NOTES APPLYI NG TO THI S WAGE DETERM NATI ON **
Source of COccupational Title and Descriptions:

The duties of enployees under job titles |listed are those described in the
"Service Contract Act Directory of Cccupations,” Fourth Edition, January 1993,
as anended by the Third Suppl enent, dated March 1997, unl ess ot herwi se

i ndicated. This publication may be obtained fromthe Superintendent of
Docunents, at 202-783-3238, or by witing to the Superintendent of Docunents,

U S. Government Printing Ofice, Washington, D.C. 20402. Copies of specific job
descriptions may al so be obtained fromthe appropriate contracting officer
REQUEST FOR AUTHORI ZATI ON OF ADDI Tl ONAL CLASSI FI CATI ON AND WAGE RATE { St andard
Form 1444( SF 1444)}

Conf or mance Process:

The contracting officer shall require that any class of service enpl oyee which
is not listed herein and which is to be enployed under the contract (i.e., the
work to be performed is not perforned by any classification listed in the wage
determ nation), be classified by the contractor so as to provide a reasonabl e
relationship (i.e., appropriate level of skill conparison) between such unlisted
classifications and the classifications listed in the wage determ nation. Such
conformed cl asses of enpl oyees shall be paid the nonetary wages and furni shed
the fringe benefits as are determ ned. Such conform ng process shall be
initiated by the contractor prior to the performance of contract work by such
unlisted class(s) of enployees. The conformed classification, wage rate, and/or
fringe benefits shall be retroactive to the commencenent date of the contract.
{See Section 4.6 (C(vi)} Wen nultiple wage deterninations are included in a
contract, a separate SF 1444 should be prepared for each wage deternination to

DACAG63-02-R-0017 00710 - 10



ACCOMPANYING AMENDMENT NO. 0003 TO SOLICITATION NO. DACA63-02-R-0017

which a class(s) is to be conforned. The process for preparing a confornmance
request is as follows:

(1) When preparing the bid, the contractor identifies the need for a conforned
occupation(s)and conmputes a proposed rate(s).

(2) After contract award, the contractor prepares a witten report listing in
order proposed classification title(s), a Federal grade equival ency (FGE) for
each proposed classification(s), job description(s), and rationale for proposed
wage rate(s), including information regarding the agreenent or di sagreenent of
the authorized representative of the enployees involved, or where there is no
aut hori zed representative, the enployees thenselves. This report should be
submtted to the contracting officer no later than 30 days after such unlisted
cl ass(s) of enployees perforns any contract work.

(3) The contracting officer reviews the proposed action and pronptly submits a
report of the action, together with the agency's recommendati ons and perti nent
i nformation including the position of the contractor and the enpl oyees, to the
Wage and Hour Division, Enploynment Standards Adm nistration, U S. Departnent of
Labor, for review. (See section 4.6(b)(2) of regulations 29 CFR Part 4).

(4) Wthin 30 days of receipt, the Wage and Hour Division approves, nodifies, or
di sapproves the action via transmttal to the agency contracting officer, or
notifies the contracting officer that additional time will be required to
process the request.

(5) The contracting officer transmts the Wage and Hour decision to the
contractor.

(6) The contractor infornms the affected enpl oyees. Information required by the
Regul ati ons nust be submitted on SF 1444 or bond paper. When preparing a

conf ormance request, the "Service Contract Act Directory of Qccupations”

(the Directory) should be used to conpare job definitions to insure that duties
requested are not performed by a classification already listed in the wage
determ nation. Remenber, it is not the job title, but the required tasks that
determ ne whether a class is included in an established wage determ nation.
Conf ormances may not be used to artificially split, conbine, or subdivide
classifications listed in the wage determ nation

DACAG63-02-R-0017 00710- 11
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GENERAL DECI SI ON TX020076 03/01/02 TX76
CGener al Deci si on Nunber TX020076

Super seded Ceneral Decision No. TX010076
State: TEXAS

Construction Type:

RESI DENTI AL

Counti es:

CALLAHAN FI SHER STEPHENS
EASTLAND JONES TAYLOR
ERATH NOLAN YOUNG

RESI DENTI AL CONSTRUCTI ON PRQJECTS (consi sting of single famly
hones and apartnents up to and including 4 stories)

Modi fi cati on Nunber Publ i cati on Date
0 03/ 01/ 2002

COUNTI ES:
CALLAHAN FI SHER STEPHENS
EASTLAND JONES TAYLOR
ERATH NCLAN YOUNG

SUTX4011A 12/01/1982

Rat es Fri nges

Al R CONDI TI ONI NG MECHANI CS 8. 00
BRI CKLAYERS 9.00
CARPENTERS 8.02
CEMENT MASONS 6. 00
ELECTRI Cl ANS 9. 375
I NSULATORS 7.50
LABORERS 5.15
PAI NTERS 8. 00
PONER EQUI PVENT OPERATORS:

Dozers 5.15

Rol | ers 5.625

Tractors 5.15
PLUVBERS 9.00
ROOFERS 7.00
SHEET METAL WORKERS 6. 00
Tl LE SETTERS 7.785
TRUCK DRI VERS 5.75

VELDERS - Receive rate prescribed for craft perform ng operation
to which welding is incidental.

Unlisted classifications needed for work not included within
the scope of the classifications |listed nmay be added after
award only as provided in the | abor standards contract cl auses
(29 CFR 5.5(a) (1) (Vv)).

In the listing above, the "SU' designation nmeans that rates
listed under that identifier do not reflect collectively

DACAG63-02-R-0017 00710- 12
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bar gai ned wage and fringe benefit rates. Oher designations
i ndi cate uni ons whose rates have been determ ned to be
prevailing.

WAGE DETERM NATI ON APPEALS PROCESS

1.) Has there been an initial decision in the matter? This can
be:

An exi sting published wage determ nation

A survey underlying a wage determ nation

A Wage and Hour Division letter setting forth a
position on a wage determ nation matter

* A conformance (additional classification and rate)
ruling

* X o

On survey related matters, initial contact, including requests
for sunmaries of surveys, should be with the Wage and Hour
Regional O fice for the area in which the survey was conducted
because those Regional Ofices have responsibility for the
Davi s- Bacon survey program |If the response fromthis initia
contact is not satisfactory, then the process described in 2.)
and 3.) should be followed.

Wth regard to any other matter not yet ripe for the formal
process described here, initial contact should be with the Branch
of Construction Wage Determinations. Wite to:

Branch of Constructi on Wage Determ nations
Wage and Hour Division

U S. Departnment of Labor

200 Constitution Avenue, N. W

Washi ngton, D. C. 20210

2.) If the answer to the question in 1.) is yes, then an
interested party (those affected by the action) can request
revi ew and reconsideration fromthe Wage and Hour Adni ni strator
(See 29 CFR Part 1.8 and 29 CFR Part 7). Wite to:

Wage and Hour Admi ni strator

U S. Department of Labor

200 Constitution Avenue, N. W
Washi ngton, D. C. 20210

The request shoul d be acconpanied by a full statement of the
interested party's position and by any information (wage paynent
data, project description, area practice material, etc.) that the
requestor considers relevant to the issue.

3.) If the decision of the Adm nistrator is not favorable, an
interested party may appeal directly to the Admi nistrative Revi ew
Board (fornerly the Wage Appeals Board). Wite to:

Adm ni strative Revi ew Board

U S. Departnment of Labor

200 Constitution Avenue, N. W
Washi ngton, D. C. 20210

DACAG63-02-R-0017 00710- 13
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4.) Al decisions by the Admi nistrative Review Board are final.

END OF GENERAL DECI SI ON

DACAG63-02-R-0017 00710- 14
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ACCOMPANYING AMENDMENT #0003 TO SOLICITATION NO. DACA63-02-R-0017

SECTION 01000
STATEMENT OF WORK (TASK ORDER No. 1)

PART 1 - DESIGN AND CONSTRUCTION OBJECTIVES
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1 DESIGN AND CONSTRUCTION OBJECTIVES

The design and construction of Family Housing Units for FY 03, shall comply with specifications and
requirements contained in this Request for Proposals (RFP). Requirements for new construction emphasize
low maintenance exterior and interior finishes, aswell as high energy efficiency. Landscaping shall
conform to native type and low maintenance principals. The design and technical criteria contained and
cited in this RFP establishes minimum standards for design and construction quality except where
maximum sizes are identified for the housing unit net floor area, the number of housing units per building,
and the interior/exterior bulk storage spaces.

The objective is to allow prospective proposers maximum latitude in providing site design, housing types,
designs and materials to serve the Government's needs as Owner/Operator of suitable permanent quarters
for military personnel and their families.

1.1 SCOPE OF WORK

The objective of this solicitation is to obtain housing complete and adequate for assignment as quarters for
military personnel and their families. The scope of work consists of the demolition of 84 existing housing
units and the construction of 85 new housing units, which includes five units as Options (see Price Proposal
Schedule) . It isimportant to note that the Government intends that the Offeror develop his technical and
price proposal to include all 85 new units and demolition within funds available. Design and construction
requires a mixture of two-bedroom and three-bedroom units on Government-owned land at Dyess AFB,
TX. SeeTable 1-1 for the required building size and configuration standards. The site for this project will
be made available to the Contractor upon award in accordance with requirements given in Section 00800
and Section 01001.

The proposal documents shall include adequate information in the form of narratives, drawings,
calculations, catalog cuts, etc., to enable the Government to adequately review the proposal. See Section
00110 PROPOSAL SUBMISSION REQUIREMENTS AND INSTRUCTIONS for complete requirements.

1.2 REQUIREMENTSAND DESCRIPTIONS OF WORK
1.21 NEW HOUSING UNITS

Family housing units shall be provided with attached garage, exterior storage, individual central heating
systems, energy conservation systems and central air conditioning, and including the following Contractor-
furnished/Contractor-installed (CF/CI) equipment and appliances: refrigerators, garbage disposals,
dishwashers, water heaters, range/ovens, range hoods, automatic garage door opener rough-in, ceiling fan
rough-in circuits for future fan, wall mounted switches for fan and light and properly braced ceiling fan
mounting box, smoke detectors and carbon monoxide detectors. Occupant-furnished/Occupant-installed
(OF/OI) equipment and appliances includes the following: microwave ovens, washers, dryers, and ceiling
fans { AM#0003} (unless Option for ceilings fans is awarded). Family housing units shall be a mix of two-
bedroom units and three-bedroom units. Design units so that direct access to the garage from the residence
is accomplished without exterior exposure. { AM#0003} Design a minimum of 80% of garagesfor side
vehicular entrance (garages do not face street). All units shall be single story construction.
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1.2.2 SIZE STANDARDS

Table 1-1 indicates the allowable size standards with regard to Net Square Footage (NSF) and Gross
Square Footage (GSF) for Junior Noncommissioned officer (INCO), ranks E-1 through E-6. Minimum and

maximum ranges are given in thistable in terms of NSF and GSF. See Part 9 of Section 01000 for NSF

and GSF definitions. Technical proposals which provide larger living units by providing functional, useable

space above minimum requirements will be rated higher in appropriate categories than smaller units. The
range provided allows the Offeror flexibility to address site and budget constraints. The Government

encourages Offerors to maximize space within living units but cautions that maximums can not be

exceeded. Site standoffs and clearances must be met and budget limitations are real.

Table1-1
Housing Unit And Building Size/Configuration Standards

Required |Bedroom | Required | Minimum Desired Housing Unit Req'd
Number of | Count | Building | Building Building Side
Housing Type Config. | Configuration — , Entry
Units (Betterment) Minimum Area | Maximum Area Garage
(including NSF GSF NSF GSF
Options)
36 2BR 1-Story | Duplex Duplex 950 1180 1210 1500 | 1-Car
49 3 BR 1-Story | Duplex Detached 1200 1490 1420 1760 | 1-Car
NOTES:

1. Garagesdo not count as gross square footage. See Part 9 for area definitions.

2. Building density shall not exceed two units (Duplex) per building

3. Minimum and maximum aress listed above supersede those listed in the Air Force Family

Housing Guide, Chapter 4.

4. 80 housing unitsis Base Bid { AM#0003} with three 3-BR units and two 2-BR units as Options.
5. Duplex buildings shall be configured only as two 2-BR units or two 3-BR units.

123 ACCESSIBLE UNITS

Two 2-bedroom units and three 3-bedroom units shall be provided with special accessibility features. These

five housing units shall be part of the Base Bid and shall be designed and built in such away that they may
be easily and readily modified to accommodate physically challenged occupants at time of occupancy,
except as noted herein. Design of adaptable housing units shall conform to the Uniform Federal
Accessibility Standards (UFAS), the Department of Justice Regulation 28 CFR Part 36 and the American
Disabilities Act (ADA). Adaptable housing units shall be well dispersed throughout the development and
shall not be grouped or clustered so asto create segregated pockets within the housing community (See
paragraph 9.2 of this Section).

1.24 SITE AND SITE RESTRICTIONS

The site is described on the RFP drawings included as part of this solicitation. Space for housing
development is restricted by adjoining housing, an existing park with green space to the south and other site

restrictions. Housing units shall not be constructed outside of project limits, shall not be constructed in the
100-year floodplain, shall not be constructed within the 70 — 75 DNL noise contour (see paragraph 9.6 in

this section).

1.25 DEMOLITION

This project consists of 2 stages of demolition. Also, see Part 4 of this section for specific demolition scope.
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1.25.1 Stagel Demoalition

Stage 1 (also referred to as the project site) includes the removal and replacement of existing utilities,
streets and other infrastructure within the identified boundaries of the new housing unit construction area.
Stage 1 demolition also includes the removal of a single duplex building (addresses: 124 and 126
Washington Street) and its associated foundation. See drawing sheet CU101 for Stage 1 demoalition area.

1.2.5.2 Stage2 Demoalition

Stage 2 includes the demolition of 82 existing housing units (41 duplex buildings) and associated
foundations and other infrastructure within the boundaries of the Stage 2 demolition area. See drawing
sheet CD101 for Stage 2 demolition area. Stage 2 demolition will not be permitted to start until al new
housing units within the project site have been accepted by the Government.

The housing units within the Stage 2 demolition area have been surveyed for hazardous materials. The
Contractor shall remove and dispose of al hazardous and regulated materials as required. The Contractor
shall be responsible for locating appropriate disposal facilities. No waste areas exist on the Base. See
Appendix 2 for hazardous materials survey. Also see Sections 13280, 13281, and 13284 for abatement and
other requirements dealing with hazardous and regulated materials.

1.2.6 DESIGN FREEDOM

Requirements stated in this RFP are minimums except where GSF and NSF maximum sizes are identified
for the housing unit floor areas, number of housing units per building, and the interior/exterior bulk storage
spaces (or other areas indicated as maximum). Innovative, creative, or cost-saving proposals which meet or
exceed these minimum requirements (maximum requirements cannot be exceeded) are encouraged and will
be rated accordingly. Deviations from space and adjacency requirements are discouraged unless the
changes result in improvement to the facilities. Award of this project will be made to the offeror whose
overall proposal provides the best value to the Government. Technical proposals will be evaluated by the
Government in accordance with an evaluation system (see Section 00110) which considers the technical
merit of housing unit design, site design, housing unit engineering, site engineering, etc.

1.2.6.1 Housing (or Living) Units

All housing units shall be built in either duplex configuration or detached configuration as listed in Table 1-
1 of this section. A duplex is defined as two housing units joined together by a common party wall and each
housing unit entered separately and directly from the exterior. A detached configuration is defined as a
stand-alone building housing a single family. All units shall be single story.

a) Sitebuilt housing units are required for this project. Factory built and manufactured housing
units are prohibited. Site built housing is defined as aresidential building or housing unit
wholly or substantially constructed at the site.

b) Design Quality Objective: The objectives are to obtain housing structures and complimentary
site development within the funds available and to optimize livability. Design quality is
achieved through the optimization of interior planning, integration of housing structures to the
site, and balancing architectural attractiveness, variety, function, and design for low-cost
maintenance and operation. Items included by the offeror which exceed the RFP minimum
requirements will affect positively the rating of the presentation.

c) Design of this project shal incorporate, to the fullest extents possible, the design guidance and
criteria contained in the Air Force Family Housing Guide (Dec. 1995) and in the Dyess Design
Technical Letter Number 2 (Jun. 1998). See paragraph 2.3 for document references.

d) Ecological Benefits: Offerors are encouraged to consider products and materials which will
afford initial and/or long range reductions in the consumption of water, fuels, electrical power,
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raw materials, or accumulation of waste matter. The Air Force continues to emphasize
environmental quality and conservation of energy and resources.

Energy and Resources Conserving Features: Public Law 102-486, Executive Order 12902, and
Federal Regulations 10 CFR 435, require Federal buildings to be designed and constructed to
reduce energy consumption in alife-cycle, cost-effective manner using renewable energy
sources when economical. Products designed to conserve energy and resources by controlling
the amounts of consumed energy or by operating at increased efficiencies should be considered.
Minimum requirements for this project are high-efficiency central heating and air conditioning
units, energy efficient appliances, energy efficient water heater, water flow-limiting plumbing
fixtures, and double glazing for all glazed openings. Refer to paragraph 13.2 of Section 01000
for additional information.
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1.3 BETTERMENTS {AM#0003}

The tables below depict the betterments { AM#0003} for the project. Betterments are defined as
items which are desired by the Government to be included in the base bid as funds allow to remain within
the Construction Cost Limitation. Each betterment incorporated into the project will provide for amore
favorable technical evaluation. Table 1-2 lists the betterments desired in order of priority. { AM#0003}

. {AM#0003} With exceptions as noted in paragraph 1.1,

Options are for work anticipated to be in excess of available funding limitations and are awarded solely at

the discretion of the Government.

Table1-2

Summary Of Desired Betterments

Betterment
Priority Number

Betterment Item

Base Bid

Increase Net Floor Areacloser to the

Requirements as shown in Table 1-1

1 maximum authorized in Table 1-1 of :
Section 01000 of Section 01000
Duplex construction for
2 Detached construction for 3-BR units {AM#0003}____
3-BR units.
3 R2X carpeting by Philadelphia Carpet as specified in Paragraph
Carpets 9.10 of Section 01000
Half bath in 2 BR units . .
4 (in addition to 1 full bath) One full bath in 2 BR units
5 Ceramic Tile flooring (with emphasison | VCT flooring and painted gypboard
entrance) and wall finish in bathroom bathroom wall finish
6 Tilt-wash single-hung windows Standard single-hung windows
7 Built-in shelvesin garage No built-in shelves in garage
8 Concrete walking path No concrete walking path
9 Recycled plasticsin lieu of cedar wood Cedar wood privacy fence with
for privacy fence metal posts
10 Community covered Sh elter with No covered shelter or grill
charcoa grill
11 300 Ib. Architectural shingles 3-tab, 25 year warranty shingles
12 Copper roof valleys Galvanized metal valeys
13 3/4-inch plywood roof decking 5/8-inch plywood roof decking
14 Larger caliper trees Trees as specified in Part 7 of

Section 01000
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‘ Tornado Room (secure interior room for No Tornado Room

congregation with no windows)

1. Offeror shall clearly indicate in technical proposal all work included in base bid and work
included as a betterment.

2. Offeror shall highlight and list bettermentsin plans and narrative.

3. Offerors are cautioned that exceeding the Construction Cost Limitation set forth in this solicitation
may result in the Offeror being rejected due to lack of funds for award.

1.4 RECYCLED/RECYCLABLE MATERIALS

Design and Construction shall comply with Executive Order 13101, Greening of the Government Through
Waste Prevention, Recycling, and Federal Acquisition, requiring use of recycled (“environmentally
preferable”) materials. Included within this EO is the responsibility to make wise choicesrelative to life
cycle cost, recyclables, and waste prevention.

1.5 EXAMPLESQUALITY

Building systems, materials, and methods specified herein are defined as the minimum salient features
desired and preferred for alevel of quality, standards and compatibility throughout. Any appropriate
building systems, operational equipment, materials, and methods that meet or exceed the standards and
compatibility requirements set forth in the RFP may be proposed by the Design/Build Team. These shall
be clearly specified within the proposal as “betterments” on the CONSTRUCTION MATERIALS,
PRODUCTS, EQUIPMENT AND SY STEM S work sheets attached to SECTION 00110, PROPOSAL
SUBMISSION AND EVALUATION.

SECTION 01000, PAGE 1-8



2

ACCOMPANYING AMENDMENT #0003 TO SOLICITATION NO. DACA63-02-R-0017

PART 2 - CRITERIA REFERENCES
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2 CRITERIA REFERENCES

Criteriato be used for design and construction shall be taken from the most current references at the date of
issue of the RFP. Administrative, contractual, and procedural features of the contract shall be as described
in other sections of the RFP. Referenced codes and standards herein and those listed below are minimum
acceptable criteria.

21 LOCAL STANDARDS

The following specifications, standards, bulletins, and handbooks form a part of this document to the extent
specified herein.

Dyess Design Technical Letter Number 2, Jun. 1998 - See Appendix 3.

22 FEDERAL LAWS

The Federal laws and regulations listed in Table 2-1 form a part of this document. They are available from
the Superintendent of Documents, Government Printing Office, Washington, DC 20402-9325 (202) 783-
3238.

TABLE 2-1- FEDERAL LAWS & REGULATIONS

CFR/USC No. Description
P.L. 102-486 Energy Policy Act of 1992
10 CFR 430 National Appliance Energy Conservation Act (NAECA)
10 CFR 435 Voluntary Performance Standards for New Commercial and Multi-
Family High Rise Residential Buildings; Mandatory for Federal
Buildings.
10 CFR 436 Methodology and Proceduresfor Life Cycle Cost Analyses
16 CFR 1630 Standard for Surface Flammability of Carpet and Rugs
49 CFR 192 Transportation of Natural Gas and Other Gas by Pipeline: Minimum
Federal Safety Standards
10 USC 2826 Public Law 97-214, Military Construction and Military Family
Housing
24 USC 5301 Public Law 93-383, Community Development
42 USC National Environmental Policy Act (NEPA)
4321-4361

MIL HDBK 1008C Fire Administration Authorization Act of 1992
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TABLE 2-1- FEDERAL LAWS & REGULATIONS
CFR/USC No. Description
42 USC Noise Control Act of 1972
4901-4918 &
49 USC 1431
42 USC Federal Manufactured Housing Construction and Safety Standards
5401-5426 Act of 1974
Army Regulation Environmental Protection and Enhancement, May 1990
200-1
E.O. 12902 Ener gy Efficiency and Water Conservation in Federal Facilities

2.3 FEDERAL HANDBOOKSAND STANDARDS

The specifications listed form a part of this document to the extent specified herein. Federal Standard 795,
Uniform Federal Accessibility Standards, and federal specifications are available from the Commanding
Officer, Naval Publications and Forms Center, ATTENTION: NPODS, 5801 Tabor Avenue, Philadelphia,
PA 19120-5099.

a) HANDBOOKS

AFl Air Force Instruction 32-6002, Family Housing Planning,
Programming, Design, and Construction (See Appendices).

ETL 00-6 Air Force Carpet Standard
(http://www.af cesa.af.mil/Publications/ ETLS/ETL 00-6Final .pdf)

MIL HDBK 1008C (http://www.hnd.usace.army.mil/techinfo/milhbk.htm)

Air Force Family Housing Guide, Dec. 1995
(http://www. af cee.brooks.af.mil/dc/dch/mfhguide/guide.asp).

ACC Architectural and Interior Design Standards, Jan. 2002 (See Appendices).
Dyess Design Technical Letter Number 2, Jun. 1998 (See Appendices).

Southwestern Division, Design Criteria Architectural and Engineering Instructions Manual
(AEIM), October 2000 (http://www.swf.usace.army.mil/eandc/ec-a/2000aeim.html)

b) STANDARDS
FED-STD-795 Uniform Federal Accessibility Standards.

ADAAG Americans with Disabilities Act Accessibility Guidelines.

24 ADDITIONAL GOVERNMENT DOCUMENTSAND PUBLICATIONS
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The following Government documents and publications form a part of this document to the extent specified

herein:

a)

b)

NBS Handbook 135, Life-Cycle Costing Manual for the Federal Energy Management
Program. Available from the National Institute of Science and Technology, formerly National
Bureau of Standards (NBS).

The following United States Environmental Protection Agency criteriaare available from
National Technical Information Service, 5285 Port Royal Road, Springfield, VA 22161, (703)
487-4650: EPA/600/8-88/087, Radon-Resistant Residential New Construction; EPA/625/5-
88/024, Application of Radon Reduction Methods; and EPA/625/5-87/019, Radon Reduction
Techniques for Detached Houses.

25 NON-GOVERNMENT PUBLICATIONS

The following publications form a part of this document to the extent specified herein. Unless otherwise
specified, the issues of the documents which are Department of Defense (DoD) adopted are those listed in
the Department of Defense Index of Specifications and Standards (DODISS).

a)

b)

d)

Air-Conditioning and Refrigeration Ingtitute (ARI). Information listed below is available from
ARI, 1501 Wilson Boulevard, Suite 600, Arlington, VA 22209, (703) 524-8800:
(Unnumbered), Directory of Certified Unitary Air Conditioners, Unitary Heat Pumps and
Sound Rated Outdoor Unitary Equipment; ARI 210/240, Unitary Air Conditioning and Air-
Source Heat Pump Equipment.

Air Movement and Control Association, Inc. (AMCA). AMCA 210, Laboratory Methods of
Testing Fans For Rating, is available from AMCA, 30 West University Drive, Arlington
Heights, IL 60004, (312) 394-0150.

Home Ventilating Institute (HVI1): a Division of AMCA. Copies of HVI publications are
available at the following Web Site: http://www.lakehurst.com/hvihome.html or at (847) 394-
0150.

American Architectural Manufacturers Association (AAMA). AAMA specifications shown

in Table 2-2 are available from AAMA, 2700 River Road, Suite 118, Des Plaines, |IL 60018,
(312) 699-7310.
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TABLE 2-2- AMERICAN ARCHITECTURAL MANUFACTURERSASSOCIATION

SPECIFICATIONS

No. Description
AAMA 101 Voluntary Specification for Aluminum Prime Windows and Sliding
Glass Doors
AAMA 101V Voluntary Specification for Poly (Vinyl Chloride) (PVC) Prime

Windows and Sliding Glass Doors

AAMA 1002.10

Voluntary Specifications for Aluminum Insulating Storm Products for
Windows and Sliding Glass Door s

AAMA 1402

Standard Specifications for Aluminum Siding, Soffit, and Fascia

€)  (American Gas Association (AGA). Standards and specifications are available from AGA,
1515 Wilson Boulevard, Arlington, VA 22209, (703) 841-8400.

f) American National Standards Institute, Inc. (ANSI). Copies of the standards listed in Table 2-
3 are available from ANSI, 1430 Broadway, New York, NY 10018, (212) 354-3300.
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TABLE 2-3- AMERICAN NATIONAL STANDARDSINSTITUTE (ANSI)

STANDARDS
Std. No. Std. Description

A112.19.1 Enameled Cast Iron Plumbing Fixtures
A112.19.2 Vitreous China Plumbing Fixtures
A112.19.3 Stainless Steel Plumbing Fixtures

(Designed for Residential Use)
A112.194 Por celain Enameled Formed Steel Plumbing Fixtures
A112.195 Trim for Water-Closet Bowls, Tanks, and Urinals (Dimensional

Standards) (DoD Adopted)

Al161.1 Recommended Construction and Perfor mance Standards for Kitchen
and Vanity Cabinets

B16.5 Steel Pipe Flanges and Flanged Fittings
B16.22 Wrought Copper and Copper Alloy Solder Joint Pressure Fittings
(DoD Adopted)
B16.26 Cast Copper Alloy Fittingsfor Flared Copper Tubes
B31.8 Gas Transmission and Distribution Piping Systems
C2 National Electrical Safety Code
ANSI C105 Polyethylene Encasement for Ductile-Iron Pipe Systems
AWWA A215
Z21.10.1 Water Heaters, Gas, Volume, Storage Type, 75,000 BTUH Input or
Less
Z21.45 Flexible Connectors of Other Than All-Metal Construction for Gas
Appliances
760.1 American Standard for Nursery Stock
Z124.1 Plastic Bathtub Units
2124.2 Plastic Shower Receptorsand Shower Stalls

0) American Plywood Association. APA B840-K-88, 303 Siding Manufacturing Specifications,
are available from the American Plywood Association, P.O. Box 11700, Tacoma, WA 98411,
(206) 565-6600.

h)  American Society of Heating, Refrigeration, and Air-Conditioning Engineers (ASHRAE)

documents, listed in Table 2-4, are available from ASHRAE, 1791 Tullie Circle, N.E., Atlanta,
GA 30329, (404) 636-8400.
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TABLE 2-4 - AMERICAN SOCIETY OF HEATING, REFRIGERATION,
AND AIR-CONDITIONING ENGINEERS (ASHRAE)

No. Description
ASHRAE 2001 Handbook of Fundamentals
ASHRAE Residential Cooling L oad Calculations
ASHRAE 52 Method of Testing Air Cleaning Devices used in General Ventilation
for Removing Particulate M atter
ASHRAE 111 Practicesfor Measurement, Testing, Adjusting, and Balancing of
Building Heating, Ventilation, Air Conditioning, and Refrigeration
Systems
ASHRAE 2002 Refrigeration Handbook
ASHRAE 2000 HVAC Systems and Equipment Handbook
ASHRAE 1999 HVAC Applications Handbooks

ASHRAE 62-1999

Ventilation For Acceptable Indoor Air Quality

ASHRAE 90.2-2001

Ener gy Efficient Design of L ow-Rise Residential Buildings

i) American Society of Mechanical Engineers (ASME). ASME B16.11, Forged Fittings, Socket-

Welding and Threaded is available from ASME, 345 East 47th Street, New York, NY 10017,
(212) 705-7722.

i) American Society of Sanitary Engineers (ASSE). ASSE 1006, Residential Use (Household)
Dishwashers, and ASSE 1008, Food Waste Disposal Units, Household, are available from
ASSE, P.O. Box 40362, Bay Village, OH 44140.

k)  American Society for Testing and Materials (ASTM). ASTM specifications listed in Table 2-

5 are available from ASTM, 1916 Race Street, Philadelphia, PA 19103, (215) 299-5400.

TABLE 2-5- AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

SPECIFICATIONS

Spec. No. Spec. Description
A53 Pipe, Steel, Black and Hot-Dipped, Zinc-Coated Welded and Seamless
A526 Specification for Steel Sheet Zinc-Coated (Galvanized) by the Hot-Dip
Process, Commercial Quality
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TABLE 2-5- AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

SPECIFICATIONS

Spec. No. Spec. Description
(DoD Adopted)
B117 Method of Salt Spray (Fog) Testing (DoD Adopted)
C90 Specification for Hollow L oad-Bearing Concrete Masonry Units (DoD
Adopted)
C216 Standard Specification for Facing Brick (Solid Masonry Units Made

from Clay or Shale) (DoD Adopted)
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TABLE 2-5- AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

SPECIFICATIONS

Spec. No. Spec. Description

D3676 Rubber Cellular Cushion Used for Carpet or Rug Underlay

D1557 Test Method for Laboratory Compaction Characteristics of Soil Using
M odified Effort (56,000 ft-Ibf/ft 2700kN-m/m)

D1785 Standard Specification for Poly (Vinyl Chloride) (PVC) Plastic Pipe,
Schedules 40, 80, and 120 (DoD Adopted)

D2513 Standard Specification for Thermoplastic Gas Pressure Piping (DoD
Adopted)

D2683 Standard Specification for Socket-Type Polyethylene Fittings for
Outside Diameter -Controlled Polyethylene Pipe and Tubing (DoD
Adopted)

D2846 Standard Specification for Chlorinated Poly (Vinyl Chloride) (CPVC)
Plastic Hot and Cold-Water Distribution Systems (DoD Adopted)

D3018 Specification for Class A Asphalt Shingles Surfaced with Mineral
Granules (DoD Adopted)

E84 Standard Test Method for Surface Burning Char acteristics of
Building Materials (DoD Adopted)
E90 Standard Test Method for Laboratory M easurement of Airborne

Sound Transmission Loss of Building Partitions (DoD Adopted))

E108 Standard Methods of Fire Tests of Roof Coverings

E119 Standard Methods of Fire Tests of Building Construction and
Materials

E162 Standard Test Method for Surface Flammability of Materials Using a
Radiant Heat Energy Source (DoD Adopted)

E283 Standard Test Method for Rate of Air Leakage Through Exterior
Windows, Curtain Walls, and Door s

E330 Standard Test Method for Structural Performance of Exterior
Windows, Curtain Walls, and Door s by Uniform Static Air Pressure
Difference

E336 Standard Test Method for M easurement of Airborne Sound
Insulation in Buildings

E547 Standard Test Method for Water Penetration of Exterior Windows,
Curtain Walls, and Doors by Cyclic Static Air Pressure Differential

E648 Critical Radiant Flux of Floor-Covering Systems Using a Radiant

Energy Source
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TABLE 2-5- AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)
SPECIFICATIONS

Spec. No. Spec. Description
E779 Measuring Air L eakage by the Pressurization Method
E1007 Standard Test Method for Field M easurement of Tapping Machine

Impact Sound Transmission Through Floor-Ceiling Assemblies and
Associated Support Structures

E1465 Standard Guide for Radon Control Optionsfor the Design and
Construction of New L ow-Rise Residential Buildings

F1292 Specification for Impact Attenuation of Surface Systems Under and
Around Playground Equipment

E1423 Standard Practice for Deter mining the Steady State Thermal
Transmittance of Fenestration Systems

F1487-93 Standard Consumer Safety Performance Specification for Playground
Equipment for Public Use

G90 Standard Practice for Performing Accelerated Outdoor Weathering of
Nonmetallic Materials Using Concentrated Natural Sunlight

American Water Works Association, Inc. (AWWA). Specifications listed below are available

from AWWA, 6666 Quincy Ave., Denver, CO 80235, (303) 794-7711: AWWA C500, Gate
Vaves for Water and Sewerage Systems (DoD adopted); AWWA C502, Dry-Barrel Fire
Hydrants, and AWWA C503, Wet-Barrel Fire Hydrants.

Balance, is available from AABC, 1518 K Street N.W., Washington, DC 20005.

n)  Association of Textile Chemists and Colorists (AATCC). AATCC 134, Electrostatic

Propensity of Carpets, is available from AATCC, P.O. Box 12215, Research Triangle Park,
NC 27709, (919) 549-8141.

Builders Hardware Manufacturers Association, Inc. (BHMA). Specifications shown in Table

2-6 are available from the Builders Hardware Manufacturers Association, Inc. (BHMA), 60
East 42nd Street, Room 511, New York, NY 10165, (212) 661-4261.
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TABLE 2-6 - BUILDERSHARDWARE MANUFACTURERS
ASSOCIATION (BHMA) SPECIFICATIONS
No. Description
ANSI/BHMA Buttsand Hinges
A156.1
ANSI/BHMA Door Controls, Closers
A156.4
ANSI/BHMA Auxiliary L ocks and Associated Products
A156.5
ANSI/BHMA Bored and Preassembled L ocks and Latches
A156.2
ANSI/BHMA Interconnected Locks and Latches
A156.12
ANSI/BHMA A156- | Interchangeable Cores
5

p)  Building Officials & Code Administrators International, Inc. (BOCA). The BOCA National
Building Code is available from Building Officials & Code Administrators International, Inc.,
4051 W. Flossmoor Rd., Country Club Hills, IL 60478-5795. Telephone: (708) 799-2300.

q) {AM#0003} International Energy Conservation Code (IECC) 2000. This document is available
at the following web address: www.icbo.org

r)y  {AM#0003} International Residential Code (IRC) 2000. This document is available at the
following web address: www.icbo.org

) Electronic Industries Association Telecommunications Industry Association (EIA/TIA).
EIA/TIA Standard EIA/TIA-570, is available from Electronic Industries Association,
Engineering Department, 2001 Pennsylvania Ave., N.W., Washington, DC 20006. Telephone:
(202) 457-4966.

t) [1luminating Engineering Society of North America (IESNA). The IESNA Lighting
Handbook, is available from Illuminating Engineering Society of North America, 345 East
47th Street, New York, NY 10017.

u) Internationa Association of Plumbing and Mechanical Officials (IAMPO). The 2000 Uniform
Plumbing Code and 2000 Uniform Mechanical Code are available from the International
Association of Plumbing and Mechanical Officials (IAMPO) 5032 Alhambra Avenue, Los
Angeles, CA 90032 / (213 223-1471).

v) International Conference of Building Officials (ICBO). The 2000 International Building Code

is available from the International Conference of Building Officials (ICBO), 5360 South
Workman Mill Road, Whittier, CA 90601-2298. Telephone: (310) 699-0541.
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X)

y)

2)

aa)

bb)

cC)

dd)

National Association of Architectural Metal Manufacturers Association (NAAMA). NAAMA
Metal Finishes Manual, is available from the National Association of Architectural Metal
Manufacturers Association (NAAMA), 600 South Federal Street, Chicago, IL 60605-1842,
(312) 922-6222.

National Association of Corrosion Engineers (NACE). NACE RP-0286, The Electrical
Isolation of Cathodically Protected Pipelines, is available from NACE, P.O. Box 218340,
Houston, TX 77218.

National Association of Plumbing-Heating-Cooling Contractors (PHCC). The National
Standard Plumbing Code is available from National Association of Plumbing-Heating-Cooling
Contractors (PHCC), P.O. Box 6808, Falls Church, VA 22046-1148, 1-800-253-4491.

National Earthquake Hazard Reduction Program (NEHRP). Provisions for New Buildings and
Other Structures.

National Electrical Manufacturers Association (NEMA). NEMA standards listed below are
available from the National Electrical Manufacturers Association (NEMA), 2101 L Strest,
N.W., Washington, DC 20037, (202) 457-8400: NEMA DC 3, Wall-Mounted Room
Thermostats, and NEMA WD 1, General Requirements for Wiring Devices.

National Environmental Balancing Bureau (NEBB). NEBB-01, Procedural Standards for
Testing-Adjusting-Balancing of Environmental Systems, is available from NEBB, 1385 Picard
Drive, Rockville, MD 20850, (301) 977-3698.

National Fenestration Rating Council (NFRC). NFRC 100-91, Procedure for Determining
Fenestration Product Thermal Properties, is available from NFRC, 1300 Spring Street, Suite
120, Silver Spring, MD. Telephone: (301) 589-NFRC.

National Fire Protection Association, Inc. (NFPA). NFPA codeslisted in Table 2-7 are

available from the National Fire Protection Association, Inc. (NFPA), Battery March Park,
Quincy, MA 02269. Telephone: (617) 770-3000.
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TABLE 2-7- NATIONAL FIRE PROTECTION
ASSOCIATION (NFPA) CODES
Code No. Code Description
NFPA 54 National Fuel Gas Code
NFPA 70 National Electrical Code (State Adopted)
NFPA 72 National Fire Alarm Code
NFPA 101 Life Safety Code
NFPA 101M Alternative Approachesto L ife Safety
NFPA 255 Method of Test of Surface Burning Characteristics of Building
Materials
NFPA 701 Standard Methods of Fire Testsfor Flame Resistant Textiles and
Films
NFPA 241 Standard for Saf%qu_a_rding Construction, Alteration, and Demolition
Operations 2000 Edition
NFPA 51B Standard for Fire Prevention During Welding, Cutting, and Other
Hot Work” 1999 edition.

ee)

ff)

99)

hh)

National Sanitation Foundation, 3475 Plymouth Road, P.O. Box 1468, Ann Arbor, M1 48106.
Telephone: (313) 769-8010.

National Wood Window and Door Association (NWWDA) standard, NWWDA 1.S.2, Standard
for Wood Window Unitsis available from the National Wood Window and Door Association
(NWWDA), 205 Touhy Ave., Des Plaines, IL 60018, (312) 299-5200.

Sheet Metal and Air Conditioning Contractors National Association (SMACNA). SMACNA
Installation Standards for Residential Heating and Air Conditioning Systems and SMACNA-
07, HVAC Systems, Testing, Adjusting, and Balancing, are available from SMACNA, 8224
Old Courthouse Road, Tysons Corner, Vienna, VA 22180.

Southern Building Code Congress International, Inc. The Standard Housing Code is available
from Southern Building Code Congress International, Inc., 900 Montclair Road, Birmingham,
AL 35213-1206. Telephone: (205) 5921-1853.

Underwriters Laboratories, Inc. (UL) specifications listed in Table 2-8 are available from the

Underwriters Laboratories, Inc. (UL), 333 Pfingston Road, Northbrook, IL 60062. Telephone:
(312) 272-8800.
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TABLE 2-8 - UNDERWRITERS LABORATORIES SPECIFICATIONS

No. Description (Specs. are DoD Adopted)
UL 174 Water Heaters, Household Electric Storage Tank Type
UL 430 Waste Disposer s
UL 507 Electric Fans
UL 555 Fire Dampers
UL 749 Household Dishwashers
UL 858 Household Electric Ranges
UL 900 Test Performance of Air Filter Units
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41 SITEDEMOLITION
411 SCOPE
This project consists of 2 stages of demolition. See Section 01001 for phasing requirements.

4.1.1.1 Stage 1 Demalition

Stage 1 (also referred to as the project site) includes the removal and replacement of existing utilities
(water, sewer, gas, electric), streets, sidewalks, curbs, driveways and street lighting within the identified
boundaries of the new housing unit construction. Stage 1 demolition also includes the removal of asingle
duplex building (addresses: 124 and 126 Washington Street) and its associated foundation and capping of
service utilities back to the mains. The single duplex building to be demolished in this Stage is in the path
of the Contractor’s designated access route to the project site, therefore anew, temporary gravel surfaceis
required over the site of this demolished duplex building.

The Contractor may keep the existing sanitary sewer mains running north/south along Washington and
Virginia streets if the Contractor’s site layout accommodates this existing configuration. See drawing sheet
CU101 for Stage 1 demalition area.

4.1.1.2 Stage 2 Demalition

Stage 2 includes the demolition of 82 existing housing units (41 duplex buildings), associated foundations,
and capping service utilities (water, sewer, gas, electric) back to the mains. See drawing sheet CD101 for
Stage 2 demolition area. Housing units identified within this area shall be demolished and removed
completely, including foundations. House walks shall be removed in their entirety and driveways shall be
removed to the front of curb. Sidewalksin this area shall remain. The Contractor shall retain as many
existing trees as practical. All treesleft in place shall be protected during the demolition operations.

4.1.1.3 Housing Unitsto be Demolished

Housing units 124 Washington and 126 Washington shall be demolished during Stage 1. Street addesses of
the 82 housing units to be demolished in Stage 2 of the demolition plan shall be as follows:

Dwelling
Unit Building Floor

Address | Street Name Unit Type Plan Type
101 New York 3 BR Duplex 22
103 New York 3 BR Duplex 23L
105 New York 3 BR Duplex 23L
107 New York 3 BR Duplex 23R
109 New York 2 BR Duplex 23R
111 New York 2 BR Duplex 18
113 New York 2 BR Duplex 18
115 New York 3 BR Duplex 23L
117 New York 3 BR Duplex 23L
119 New York 3 BR Duplex 22
121 New York 3 BR Duplex 22
123 New York 3 BR Duplex 23R
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Dwelling
Unit Building Floor
Address | Street Name Unit Type Plan Type
125 New York 3 BR Duplex 23R
101 Oklahoma 2 BR Duplex 18
102 Oklahoma 2 BR Duplex 11
103 Oklahoma 2 BR Duplex 14
104 Oklahoma 3 BR Duplex 19
105 Oklahoma 2 BR Duplex 14
106 Oklahoma 3 BR Duplex 19
107 Oklahoma 2 BR Duplex 15R
108 Oklahoma 3 BR Duplex 21
109 Oklahoma 2 BR Duplex 15R
110 Oklahoma 3 BR Duplex 21
111 Oklahoma 2 BR Duplex 15L
112 Oklahoma 3 BR Duplex 19
113 Oklahoma 2 BR Duplex 15L
114 Oklahoma 3 BR Duplex 19
115 Oklahoma 2 BR Duplex 14
116 Oklahoma 3 BR Duplex 20L
117 Oklahoma 2 BR Duplex 14
118 Oklahoma 3 BR Duplex 20L
119 Oklahoma 3 BR Duplex 23L
120 Oklahoma 3 BR Duplex 20R
121 Oklahoma 3 BR Duplex 23L
122 Oklahoma 3 BR Duplex 20R
123 Oklahoma 3 BR Duplex 24
125 Oklahoma 3 BR Duplex 24
127 Oklahoma 3 BR Duplex 23R
128 Oklahoma 2 BR Duplex 17
129 Oklahoma 3 BR Duplex 23R
130 Oklahoma 2 BR Duplex 17
131 Oklahoma 2 BR Duplex 18
132 Oklahoma 3 BR Duplex 20L
133 Oklahoma 2 BR Duplex 18
134 Oklahoma 3 BR Duplex 20L
135 Oklahoma 3 BR Duplex 22
136 Oklahoma 2 BR Duplex 11
137 Oklahoma 3 BR Duplex 22
138 Oklahoma 2 BR Duplex 11
139 Oklahoma 2 BR Duplex 15L
140 Oklahoma 3 BR Duplex 21
141 Oklahoma 2 BR Duplex 15L
142 Oklahoma 3 BR Duplex 21
143 Oklahoma 3 BR Duplex 23R
144 Oklahoma 2 BR Duplex 17
145 Oklahoma 3 BR Duplex 23R
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Dwelling
Unit Building Floor
Address | Street Name Unit Type Plan Type
146 Oklahoma 2 BR Duplex 17
147 Oklahoma 2 BR Duplex 18
143 Virginia 3 BR Duplex 24
145 Virginia 3 BR Duplex 24
146 Virginia 3 BR Duplex 22
147 Virginia 3 BR Duplex 23R
148 Virginia 2 BR Duplex 11
149 Virginia 3 BR Duplex 23R
151 Virginia 2 BR Duplex 11
152 Virginia 2 BR Duplex 18
153 Virginia 2 BR Duplex 11
155 Virginia 3 BR Duplex 23L
157 Virginia 3 BR Duplex 23L
159 Virginia 3 BR Duplex 24
161 Virginia 3 BR Duplex 24
124 Washington | 2 BR Duplex 13
126 Washington | 2 BR Duplex 13
134 Washington 3 BR Duplex 20L
136 Washington 3 BR Duplex 20L
138 Washington 3 BR Duplex 21
140 Washington 3 BR Duplex 21
141 Washington 2 BR Duplex 18
142 Washington 3 BR Duplex 20R
144 Washington 3 BR Duplex 20R
146 Washington 3 BR Duplex 19
148 Washington 3 BR Duplex 19
150 Washington 3 BR Duplex 20L
152 Washington 3 BR Duplex 20L

Items Salvaged by the Using Services: The Government will remove and store all items desired for salvage
prior to the Contractor taking possession of buildings to be demolished. Dyess AFB intends to salvage the
following items:

a) 35HVAC systemsto include furnace with internal cooling system and exterior condensing units.

Ductwork and other parts of the system will remain.

b) 20 refrigerators.

c) 20rangeswith stoves.

d) 40 ceiling fans.

All remaining items on the project site will become the property of the Contractor.

4.1.1.4 Phasing of Demalition

The demolition scope of work will include 2 stages, as described abovein 4.1.1. Stage 1 demolition isto
prepare for new construction and must begin upon award. Stage 2 will be phased in accordance with
Section 01001.
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412 UTILITIESREMOVAL AND CUT-OFF

For Stage 1 of the demoalition plan, existing utility lines will be removed and replaced as indicated on the
drawings provided. Existing overhead electrical distribution lines within the Stage 1 project area (shown
on drawing sheet CU106) will be removed and replaced with an underground distribution system. Cable
television (CATV) and telephone service equipment will also be removed. Disruptionsin utility servicesto
the remaining existing houses shall be in accordance with Section 01363 of this RFP. Contractor is
responsible for coordinating actions prior to work and ensuring that water, sewer, storm and gas lines do
not leak after work is completed.

For Stage 2 of the demolition plan, the existing utility connections into the family housing units being
demolished shall be disconnected from the service mains serving the housing unit and removed. Electrical
service to each housing unit shall be terminated. Overhead electrical distribution lines and poles shall be
removed, except when they serve occupied units. Streets and light poles will also remain. Disruptionsin
utility services shall be in accordance with Section 01363 of this RFP. Contractor isresponsible for
coordinating actions prior to work and insuring that water, sewer, and gas lines do not leak after work is
completed.

413 PAVEMENT REMOVAL/UTILITY PROTECTION

No open trenching will be allowed in existing or new roads. When open trench methods are used on
sidewalks, they shall be sawcut, removed and replaced as required to construct the utility. Portions of
walks and concrete elements requiring removal shall be removed to the nearest contraction joint.

414 UTILITY INTERFERENCE

All existing utilities serving existing housing units shall remain in service except for outages as specified in
Section 01363. All underground utilities from field data and surveys, site investigations, and digging permit
locates, shall be marked within and adjacent to areas of the work. All work areas shall be investigated with
detection devices for cables and pipelines, to confirm locations, identify unknown utilities, and establish
depths. All active underground utilities potentially disturbed within both phases of work shall be found by
hand digging prior to mechanical trenching or excavating in the vicinity. Detection devices shall be on-site
at all times.

4.2 EXISTING SITE CONDITIONS
421 GOVERNMENT PROVIDED INFORMATION

Government provided plans and the Geotechnical report (see Appendix 1) are provided as information to
assist the Contractor in preparing the proposal. Any errors identified shall be brought to the attention of the
Contracting Officer immediately for resolution and direction. The Contractor shall take all professionally
prudent and reasonable actions to verify the accuracy of the data provided. During design and construction,
the contractor shall be responsible for obtaining any additional data necessary for the execution of this
project.

4.2.2 ENGINEERING SURVEY

A topographical survey of the project site is provided with this RFP. It should be noted that this survey was
conducted prior to the housing units on this site being demolished. Recently, the Government has removed
these housing units from the project site. The survey shall be used by the Contractor to prepare his design
drawings. { AM#0003} No new survey isrequired of the demolished area. Once construction of site
infrastructure and new housing units is complete, Contractor shall provide an updated survey of the project
site. All new utilities shall be surveyed for location prior to backfilling. New utility survey data shall be
provided to the Contracting Officer for inclusion into the Dyess AFB database, see Section 01012
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SUBMITTALS DURING DESIGN for document requirements. Coordinates of all branch lines and
changes in direction shall be documented and provided to the Contracting Officer.

4.2.2.1 Ground Control

The ground control for the new survey shall be developed with accuracy commensurate to support the
mapping. The survey will be developed using Texas State Plane Coordinate System, English unitsin U.S.
Survey Feet. The horizontal and vertical control reference datums shall be NAD 83 and NGVD 29
respectively. All final supplied results will be True State Plane at zero elevation. As per reference
EM1110-1-1002 (http://www.usace.army.mil/inet/usace-docs/eng-manual s'em1110-1-1002/toc.htm), use
the Type G monuments as a guide for any new control set as part of this contract.

4.2.2.2 CoordinateListing

The horizontal coordinates of all control used or installed shall be provided in tabular form on 8-1/2" X 11"
sheets. The coordinate system used shall be indicated and combination factor used shall be shown.
Coordinates accomplished in state plane zones shall not be listed in any other system (modified) than true
state plane at zero elevation.

42.2.3 ReferenceTies

Provide descriptions showing at least 3 ties to all monuments set in the field. Approximate directions and a
sketch shall illustrate measured distances. Coordinates and appropriate State Plane system designation
shall be shown. If field features (trees, posts, etc.) are not available for ties, then witness posts shall be set.
Fence posts or carsonite markers are suitable for this purpose. Reference EM 1110-1-1002 Survey Markers
and Monumentation for guidance in establishing these monuments.

4.3 SITE PLANNING
4.3.1 GENERAL

4.3.1.1 Phased Housing Replacement

Dyess AFB plans phased replacement of most existing housing in a program spanning approximately 10
years. This FY 03 project consists of Phase 3 of this overall program. Contained in the Appendix 7 of this
RFP is a proposed Dyess AFB Housing Master Plan. This sketch of the proposed family housing layout is
provided only for reference and to convey the overall theme the Government would like to achieve for the
Base housing area. Also provided is an enlarged sketch of the project site for the new Phase I11 family
housing units. The objective of the site plan included in Appendix 7 was to add green space to the existing
layout, minimize traffic on residential streets and provide essentially the same number of housing units
currently sited there. While some improvement was achieved, site density is fixed and multistory
construction denser than duplex construction is not viewed as a viable tradeoff to achieve ideal clustering
and green space possible on a clean site with generous space availability. Offerors are encouraged to
improve on the site plan presented.

It will be the responsibility of the bidders responding to this RFP to specifically site the new housing, new
roads and other infrastructure as specified in this document. A major site-planning objective isto ensure an
interesting, attractive, livable residential environment and to utilize the potential advantages of the site.
Housing unit arrangements should be informal and imaginative with setbacks and orientation to provide for
the best view, privacy, and variety. The proper grouping of units will provide natural or inherent backyard
screening, separation of pedestrian and vehicular traffic, and natural open spaces.

4.3.2 LAND USE
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Design plans shall reflect planning objectives outlined in the Air Force Family Housing Guide, dated
December 1995. No new housing units shall be constructed in the 100-year flood plain. It is noted that the
project site has limitations, however site planning shall, to the fullest extent practical, incorporate the
following objectives:

1) Provide adequate infrastructure. These systems include electrical power, water supply,
natural gas, sewage/waste disposal, storm water management systems, television/cable TV,
and roads and accessibility routes.

2) Useresidential building blocks to create neighborhood identity. The housing area plan should
employ the principle of a spatial "hierarchy” to give shape to the community and to achieve a
sense of local identification for residents.

3) Strengthen the neighborhood with efficient traffic patterns. Planning of local streets and
collector streets should provide safe, convenient access to and from the housing units and the
neighborhood.

4) Avoid creating green space between housing unit backyards. Dyess AFB desires a common
fence between backyards.

5) Useenvironmentally sensitive landscape design to enhance the environment. Landscape
design shall include the use of plant species that fit naturally into the environment and can
minimize maintenance demands. Plant materials are to be selected from the approved
Xeroscape List provided in Appendix 10 of this RFP. The landscape plan for the project site
should provide added privacy for residents by screening private areas from public view.

4.3.3 NOISE
See Section 9-6 for noise mitigating requirements.
4.3.4 HOUSING UNIT GROUPING

Variety in groupings, arrangements, and siting configurations of housing units is encouraged to provide
compatible and functional residential layouts and streetscapes. Building arrangements should be informal
and imaginative with setbacks and orientation to provide for the best view, privacy, and variety. The
proper grouping of housing units will provide natural or inherent backyard screening, separation of
pedestrian and vehicular traffic, play lots, and natural open spaces. The layout should reflect smplicity of
design and provide avisua sense of community.

435 HOUSING UNIT VARIATION

Housing unit variation shall afford distinctly different exterior appearances between the building types (2
BR duplex, 3 BR duplex and 3 BR detached). Additionally, each building type shall have a minimum of
two distinct exterior frontages designed. It is not required that interior floor plans within each building type
vary with frontage variations. Housing units shall also vary in color and siting. A reverse floor plan
(mirror-image), although an acceptable means of creating variety, shall not constitute a housing unit
exterior variation. Examples of floor plans and elevations are provided for reference in Appendix 7. These
examples are provided for reference and not to be considered mandated plans, but rather to convey the
architectural theme the Government wishes to achieve for this housing project.

4.3.6 HOUSING UNIT ORIENTATION

Housing units shall be oriented in accordance with good energy practices to the maximum extent practical.
The purpose of proper orientation is to expose a minimum surface areato direct solar gain.

4.3.7 HOUSING UNIT SET BACKS AND SPACING
Clearances between and adjacent to buildings must consider requirements for fire protection, safety,

privacy, and emergency access in addition to the following minimum criteria. Setbacks stated below are
mandatory except where superseded by more stringent requirements stated elsewhere in this RFP.
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4.3.7.1 Minimum Setbacks

Table 4-1
Minimum Setback Distances
Feature Criteria
Front setback of unit from back of curb 25ft.
Front to front of building 80ft.
Minimum separ ation between adjacent duplexes or detached units:
Between bedrooms 20 ft.
Between garage and bedrooms 20 ft.
Between garages 15ft.
Minimum distance from gar age to street, from back of curb:
Garage front to curb 25ft.
Garage side or back to curb 15ft.
Driveway car space length measured from garageto back of sidewalk
(minimum):
Single car space | 25 ft.
Stand Off Distance
Distance from any housing unit to installation 82 ft.
boundary fence

4.3.8 SITE SCOPE

This project consists of the demoalition of 84 existing housing units and the construction of 85 new housing
units and associated infrastructure within the funds available. Imaginative site design is encouraged,
however, the site boundaries and project composition are fixed. The scope shall be as indicated in this RFP
and shall, to the extents allowed by site limitations, follow the guidance provided in the Air Force Family
Housing Guide. See paragraph in this section entitled "LAND USE". All new construction is located
entirely within the limits of Government-controlled lands. Within the boundaries of the project site the
Contractor's design documents shall include removal and replacement of streets, curbs and gutters,
sidewalks, utility systems, and street lighting. Design documents shall also include new grading, storm
drainage, landscaping, and other work as necessary to support a fully functional housing area.

4381 Staging Area

The location of the Contractor's staging and storage area shall be as shown on the drawings. Thisareais
approximately 5 acres. Contractors parking areas shall be located within the staging area. Staging area
shall be returned to its original condition upon completion of all construction required under this contract.

4.3.8.2 Contractors Access Route

The Contractor’s access route from the designated Staging Areato the project site shall be as shown on the
drawings provided with this RFP. The single duplex building to be demolished in Stage 1 is currently in the
path of the this access route.

4.3.8.3 Curb and Gutter
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Streets shall be provided with concrete barrier curbs and gutters. Minimum curb radii at intersections shall
be 20 feet. Curbs shall be depressed at entrances to driveways with gradients providing positive drainage
(no ponding). Curb and gutter shall be reinforced as shown in the Southwestern Division AEIM (October
2000).

4.3.8.4 Streets

See Section 6.2 Paving.

4.3.85 Driveways

Provide reinforced, concrete driveways with a minimum width of 12 feet and minimum length of 25 feet,
exclusive of the sidewalk. Driveways shall slope down from the garage at a grade not greater than 10
percent. See Geotechnical Report for minimum paving requirements.

4.3.8.6 Off Street Parking

Asaminimum, provide off-street parking at arate of 2 spaces per housing unit. Garages count as one
space regardless of garage size.

4.3.8.7 Sidewalks
4.3.8.7.1 Sidewalk Repair

Where new or temporary utilities will be installed using open trench methods, existing sidewalks shall be
removed to the nearest joint and replaced to original thickness and cross section. See Geotechnical Report
for minimum requirements.

4.3.8.7.2 New Sidewalk

Provide continuous network of new concrete sidewalks along sides of all streets where housing is adjacent
to the street. Provide a4-foot set back from the back of the curb. Sidewalks and curb and gutter will be
reinforced as shown in the Southwestern Division AEIM. Sidewalks shall be a minimum of 4 feet wide.
Provide one walk to the garage and one walk to the street front sidewalk from the main entry. The walk to
the street sidewalk from the entry should be separate from the driveway. Walks accessing handicapped
entrances shall meet the requirements of the American Disability Act with respect to width and grade.

Curb cuts shall be provided for handicapped accessibility at intersections of drives and walks. Transverse
contraction joint spacing shall be 4 feet for walksthat are 4 feet wide. Longitudinal contraction joints shall
be constructed in sidewalk widths 8 feet and greater. Expansion jointsin concrete sidewalks shall be sealed
with cold-applied sealant, which is stone or gray in color. Expansion joint spacing shall not exceed 30 feet.

4.3.8.8 Traffic Control and Street Signs

Street and traffic control signs and installation shall be provided by the Contractor at all street intersections
and shall conform to requirements of ANSI D6.1 Manua on Uniform Traffic Control Devices for Streets
and Highways. Street names and Dyess AFB logo for signswill be provided to the Contractor by the
Contracting Officer.

4.3.8.9 Backyard Privacy Fence

Provide a 6-foot high fence in the backyards of all housing units to serve as an enclosed privacy screen.
Fence shall function as a visual barrier between adjacent units. Common fences between backyards of
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housing units are desired by Dyess AFB to avoid maintenance of any green space created behind housing
units. The fence shall be constructed of cedar wood members and metal posts. See Table 1-2 for fence
material betterment. Chain link fence is prohibited. It is desired that fencing enclose the entire back yards,
if funds permit. However, the minimum length of fencing required per housing unit shall be 110 linear feet.
The Offeror shall include the quantity of fencing included in the technical proposal in the Price and
Proposal Schedule. A minimum of one (1) pedestrian fence gate will be provided on the front (garage side)
of the fence enclosure. The Price and Proposal Schedule includes a unit price item for fencing, exclusive of
the fence gate. (see Section 00010).

4.3.8.10 Patio

Each family unit shall have areinforced, concrete patio with minimum dimensions as specified in
{AM#0003} Table 9-3, Section 01000. For additional patio requirements, see PART 9 Section 01000.

4.3.8.11 Recreation/ Common Areas
4.3.8.11.1 Children'sOutdoor Play Areas

The existing play area just south of the project site between Mississippi Street and Virginia Street will
remain and may be utilized by future tenants within the project site. Additionally, there is an existing play
lot within the project site located approximately at the corner of Pennsylvania Street and Virginia Street
(see Drawings provided with this RFP). The Contractor may use this existing play lot, if possible, however
it may not substitute for the new required play lot described below. Also, play equipment from this existing
play lot shall not be used in the required new play lot.

A minimum of one new play lot shall be incorporated into the overall project site layout. A second new
play lot, identical in size and features to the required new play lot, isidentified as an Option (See Price and
Proposal Schedule). A new play lot shall be a minimum of 3,500 sguare feet in area. New play lot(s) shall,
at aminimum contain play equipment for two age groups of children. See paragraph in this section entitled
“PLAY LOT” for detailed requirements.

4.3.8.11.2 Child Safety and Accessibility

a) New play lot(s) shall be accessible to children and adults with disabilities. In addition to
wheelchair users, the needs of children and adults who walk with canes, walkers, or
crutches; who have limited use of the upper body; who have visual or hearing disabilities, or
who have developmental disabilities shall be considered. Design criteria based on child
dimensions should be used for the proper functioning of the play lot. Every part of a play
lot may not be accessible to all its users, but the social experience provided should be
accessible to everyone. When more than one play activity of the same type is provided, one
shall be accessible. When one activity is provided, it shall be accessible. A diverse play lot
has the greatest potential for meeting the needs of all users. Separate play lots for the
physicaly challenged are not acceptable. Integrating al children in the same play setting is
emphasized. Standard ADA guidelines for accessible routes, ramps for wheelchair access,
transfer points, wheelchair accessible platforms, and accessible stepped platforms should be
followed.

b) Age appropriate scale is a term used to describe equipment which will alow safe and
successful use by children of a specific chronological age, mental age, and physical ability.
Play equipment height and complexity shall not exceed the user's ability. The children's
outdoor play lots shall meet age appropriate scale for the age groups that the areas are
designed to accommodate.

¢) Use Zones. In accordance with ASTM F 1487-01, a Use Zone is a clear, unobstructed area

under and around play equipment where a child would be expected to land when jumping or
faling from a piece of play equipment. These zones shall be equipped with a playground
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safety surface in accordance with ASTM F 1292. Requirements for use zones vary for the
age group and for different pieces of equipment. All Use Zones for play equipment shall be
shown on the site plan to ensure there is no conflict between play activities on the ground
and swinging or jumping from the equipment. Use Zones will not overlap except for spring
rocking equipment, balance beams, and playhouses.

d) Payground safety surface. A playground safety surface is constructed of a materia that
meets the shock absorbency criteria recommended in ASTM F 1292. Playground safety
surfaces shall be provided throughout all use zones and under all play equipment as required
by the ASTM.

€) The following play events are not appropriate for use in unsupervised play areas;, Chain
walks, chain or tire climbers, fulcrum seesaws, log roles, May poles, merry-go-rounds,
rotating equipment, spring rocking equipment intended for standing, swinging exercise bars,
trapeze bars, and whirls.

4.3.811.3 Play Lot

Play lot shall be provided with a manufactured play equipment setting. A manufactured play equipment
setting includes an age appropriate composite structure consisting of multiple play events for each of the
following age groups; 2 to 5 years of age, and 5 to 12 years of age. Other play eventsinclude freestanding
equipment such as spring rocking equipment, swing, and benches. The swing and spring rockers should be
located as a freestanding play event on the perimeter of the play lot. All play equipment shall be located in
the play zone with safety surfacing surrounding al structures.

The play lot is an unsupervised play area and does not have a supervised play program for child
development. These areas are not part of trained recreation, youth center or child development staff
support.

4.3.8.11.4 Play Lot Equipment

a) Agegroup 2 to 5 play equipment shall be the same as or equal to in play elements, features,
quality and guarantee as Little Tikes, Play Builders structure 11.

b) Agegroup 5 to 12 play equipment shall be the same as or equal to in play elements, features,
quality and guarantee as Little Tikes, Kids Builders structure 104.

¢) Additional play equipment shall include two swing sets with 2 seats each. One swing set shall be
installed near the 2 to 5 age group play structures and have belted tot swing seats. The other swing
set shall have belt seats and be located near the 5 to 12 age group play structures.

d) Three spring rockers shall be located near the 2 to 5 age group play structures. Rockers shall
include units that will be designed to seat one, two and three children at atime.

€) Four park benches, 6 feet long, with brown colored vinyl clad seat, back and frame made of steel
shall beinstalled around the periphery of the playground and near the sidewalks.

f) Safety surfacing shall be sand, encompassing the entire required play zone except that portion
required for handicap access to the transfer station which shall have 3 inch thick, 24 inch by 24
inch sguare rubber composition safety tiles designed for playground surfacing installed on 4 inch
concrete paving. Safety tiles shall connect to the walkway system designed adjacent to the
playground area and connecting to the new housing unit areas. Sand surfacing shall be a minimum
12 inches thick, except at the bottom of all dides, stairs, climbers, etc. The sand in these areas
shall be increased to athickness of 18 inchesin a 6-foot circle centered on the element.

g) A sand play area, aminimum of 144 square feet in size, shall be incorporated adjacent tothe 2to 5
year old play structure area. Play sand depth shall be a minimum of 18 inches.

h) The play zone containing play structures and the play sand area shall al be encompassed in a
containment structure made with recycled plastic timbers. Timbers shall be a minimum 6-inches
wide, 6-inches thick, and a minimum of 6-feet in length. Set timbers 12-inches below grade so the
tops of the timbers are at grade to reduce tripping hazard. Place timbers a minimum of two timbers
in depth, overlap the lengths in half, and secure together with 10-inch spikes set flush with the
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timber surfaces. All timbers shall be pre-manufactured with ¥2-inch radius edges. Radius all cut
exposed ends of timbers¥2-inch.

i) Colorsof al play elements, benches, and timbers shall be approved by the Contracting Officer
prior to ordering the equipment.

i) All equipment shall be located and spaced to provide more than adequate safety distances,
required open play and fall zones around all equipment.

k) All play lots shall be designed for no more than 2% slope { AM#0003} and no less than 1% slope
in any direction.

[) All equipment shall be installed by qualified personnel experienced in assembling this type of
equipment. A manufacturer’s representative shall thoroughly inspect and approve, in writing, the
installation of the play structures prior to use.

4.3.8.11.5 Common Areas

At aminimum, Contractor shall incorporate one new common area within the project site. Common area
shall be anewly turfed open area placed immediately adjacent to the new play lot. A second common area
isnot required adjacent to a second play lot, if that Option isincluded in the project (See Price and Proposal
Schedule). The common area shall measure no less than 7,500 square feet. It shall also be located no less
than 50 feet from any residential housing unit. The common area shall slope no more than 3% in any
direction. The common area shall be surrounded by a minimum of 4 “Shade Trees”, and a minimum of 8
“Specimen Trees”, as defined in the approved Xeroscape List provided in Appendix 10 of this RFP.

4.3.8.12 School Bus Shelters

There shall be aminimum of 2 school bus shelters provided within the project site. Shelter locations shall
be planned to minimize the walking distance between housing units served by each shelter. The
appearance of the shelters shall be consistent with the design of existing shelters in the Dyess AFB housing
area. Bus shelters shall have the following minimum dimensions: 4-feet 9-inches deep by 9-feet wide by 8-
feet high. The sides and back shall be tempered glass and the roof shall be plastic. A turnout shall also be
provided for each new school bus shelter. Turnout shall be of adequate length to allow a school busto fully
pull out of the travel lane. See PART 8 of Section 01000 for street lighting requirements.

4.3.8.13 Walking Path

A reinforced concrete walking path may be provided as a betterment, asindicated in Table 1-2. Design and
layout of the path should consider ease of future expansion in subsequent family housing construction
phases at Dyess AFB. If provided, the path shall be a minimum of 6 feet wide and shall connect the
existing play area, new play lot(s), common area and new housing units within the project site to facilitate
pedestrian circulation.
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PART 6 — GRADING, PAVING, AND EROSION CONTROL
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6 GRADING, PAVING, AND EROSION CONTROL

6.1 GRADING
6.1.1 GENERAL

The Contractor shall confine all work, except utility upgrades, to the project boundaries indicated on the
attached drawings. Drainage system shall be properly coordinated with surrounding propertiesto insure
that runoff does not cause damage to other properties. Ponding anywhere on the site will not be permitted.
The number of existing trees to be removed shall be kept to aminimum. No grading shall be done within
drip lines of existing trees to be preserved.

6.1.2 ADJUSTMENT OF EXISTING STRUCTURES

All manholes, valve boxes, or inlets of any nature within the project that do not conform to the new finish
grade in either surfaced or unsurfaced areas shall be adjusted to the new finish grade. Whereinlets,
manholes, or valve boxes fall within a surfaced or unpaved roadway or parking, the existing frames and
cover shall be removed and replaced with a heavy-duty frame and cover. The structure shall be adjusted as
needed to fit the new conditions. All structures shall be of atype suitable for the intended use and shall
conform to the requirements of the applicable section of these specifications.

6.1.3 BORROW {AM#0003}

Borrow materials shall be obtained from sources outside the limits of Government-controlled land. The
source of borrow material shall be the Contractor's responsibility. The Contractor shall obtain from the
owners the right to procure material, shall pay all royalties and other charges involved, and shall bear al
the expense of developing the sources, including rights-of-way for hauling.

6.1.4 SIDEWALKSAND CURB AND GUTTER

Concrete walks shall have a maximum transverse grade of 2 percent. Maximum longitudinal walk grade
shall be 5 percent. Handicapped accessible walks with alongitudina slope greater than 5 percent shall be
considered aramp. See FED STD 795 Uniform Federal Accessibility Standards for ramp requirements.
The use of stepsin waks will be avoided whenever possible. The use of single riser stepsis especialy
discouraged. When steps are unavoidable, they should have at least three risers and will be provided with
handrails.

6.1.5 HOUSE FLOOR ELEVATION

Finished floor elevations for buildings shall be a minimum of 8 inches above the highest point of the
adjacent outside finished grade, except at all entrances for ADA units { AM#0003}

{AM#0003} Entrances at ADA units shall have grade transition up to the living space finished floor
elevation at the front entrances.

6.1.6 GRADESAWAY FROM HOUSES
Drainage shall be diverted away from buildings at a5 percent dope for the first 10 feet away from the

building then a slope of at least 2 percent thereafter. Collection swales shall be a minimum distance of 20
feet away from a building.
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6.1.7 OVERLOT GRADES

Provide positive drainage for all areas. A minimum 1 percent slope for cohesionless sandy soilsis required.
A minimum 2 percent slope for cohesive soils or turfed areasis required.

6.1.8 DITCH SLOPES

a. A preferred minimum gradient shall be 0.5 percent with an absolute minimum grade of 0.3 percent for
channel flow is required.

b. All new ditches shall be graded at non-erodible slopes or the ditch shall be lined with an appropriate
material to prevent erosion. A design storm with areturn period of at least 10 years shall be used to
determine erodibility of ditches and swales.

6.2 PAVING

It will be the responsibility of the bidders responding to this Design-Build RFP to develop the new housing
lot layout and roadways. Guidelines established in the Air Force Family Housing Guide, Chapter 3, should
be followed as practical, given the limitations of the site.

Pavement design will be in accordance with the Government provided Preliminary Geotechnical Report
(See Appendix 1).

6.3 EROSION AND SEDIMENT CONTROL

The Contractor shall be responsible for selecting and implementing Best Management Practices (BMPs) to
minimize pollutants in storm water discharges associated with construction activity at the construction site.
The Contractor shall maintain all erosion and sediment measures and other protective measuresin effective
operating condition. All temporary structural practices shall be removed once the corresponding disturbed
drainage area has been permanently stabilized. The project requires coverage under a National Pollution
Discharge Elimination System (NPDES) general permit for storm water discharges associated with
congtruction activity. The Contractor shall comply with the requirements in Section 01355
ENVIRONMENTAL PROTECTION. The Contractor is required to prepare the EPA required Pollution
Prevention Plan for approval as contained in Section 01421.

6.3.1 TEMPORARY CONSTRUCTION ENTRANCE

Tracking of mud, dirt or other debris from the construction site onto adjacent roads and streets shall be kept
to aminimum. A temporary stabilized stone pad shall be constructed at points where vehicular traffic will
be leaving the construction site and moving directly onto a paved road or street. It shall extend the full
width of the vehicular ingress and egress area and have a minimum length of 70 feet. The entrance shall be
maintained in a condition that will prevent tracking or flow of mud onto adjacent roads or streets. If
conditions on the site are such that the majority of the mud is not removed by the vehicles traveling over
the stone, the tires of the vehicles shall be washed before entering the road or street. Any mud whichis
tracked onto roads or streets shall be removed at least once daily at the end of the day.

6.3.2 EROSION CONTROL BLANKET

Bottoms and side-dlopes of ditches and any other disturbed slopes 1V on 3H or steeper shall be covered
with an erosion control blanket immediately after seeding.

6.3.3 SILT FENCE

Silt fencing shall be installed below disturbed areas where erosion would occur in the form of sheet and rill
erosion. The size of the drainage area above the silt fence shall not exceed one fourth of an acre per 100
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feet of silt fence length. Silt fencing may be installed across ditches only when the maximum contributing
drainage areais not greater than 1 acre. Silt fence constructed across a ditch shall have wire support and
shall be of sufficient length to eliminate endflow.

6.3.4 STRAW BALE BARRIER

Straw bale barriers may not be installed across ditches.

6.3.5 OUTLET PROTECTION

Preformed riprap lined scour holes or other suitable measures shall be installed at outlets of culverts and
storm drains as needed to prevent erosion.

6.3.6 STORM DRAIN INLET PROTECTION

Storm drain inlet protection shall be installed around any new or existing storm drain inlets that will
become operational before permanent stabilization of the corresponding disturbed drainage area has
occurred. Storm drain inlet protection shall include either a sediment filter or an excavated area around the
storm drain inlet.

6.3.7 ROCK CHECK DAM

The maximum height of the dam shall be 3 feet. The center of the dam shall be at least 6 inches lower than
the outer edges. For added stability, the base of the check dam may be keyed into the soil approximately 6
inches. The maximum spacing between the dams should be such that the toe of the upstream dam is at the
same elevation as the top of the downstream dam.

6.3.8 TEMPORARY SEDIMENT TRAP

Temporary sediment traps may be constructed below disturbed areas where the total drainage areaiisless
than 3 acres.

6.3.9 TEMPORARY SEDIMENT BASIN

Temporary sediment basins may be constructed below disturbed areas where the total drainage areais equal
to or greater than 3 acres.

6.3.10 OTHER CONTROLS

Other controls such as diversion dikes, level spreaders, temporary seeding, etc. may be used if deemed
necessary by the Contractor.
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8 SITEUTILITIES

8.1 GENERAL

Utilities shall be designed to be compatible with the existing utility systems, and constructed to provide
minimum interruptions to service in the existing housing area. Ultility bypasses shall be provided where
necessary to ensure continued service to existing housing units during construction. Housing units may not
be sited over top of existing or new utilities. The Contractor shall avoid running utilities underneath streets
and sidewaks where at all practicable. In cases where it is necessary for the utilities to cross existing
streets and sidewalks, the Contractor shall install lines by trenchless methods. Open trench methods will
not be allowed in existing pavement. Portions of walks and concrete pavements requiring removal shall be
removed to the nearest contraction joint. All existing utilities, including but not limited to storm drains,
electrical, sewer, gas, water, and communication lines that are crossed during installation of new utilities
shall remain in service during construction. If thisis not possible, al outages shall be in accordance with
Section 01363. All underground utilities from field data and surveys, site investigations, and digging
permit locates, shall be marked within and adjacent to areas of the work. See Section 01363 for digging
permit requirements and coordination. All work areas shall be investigated with detection devices for
cables and pipelines, to confirm locations, identify unknown utilities, and establish depths. All underground
utilities potentially disturbed by the work shall be found by hand digging prior to mechanical trenching or
excavating in the vicinity. The Government Representative shall be notified of detection activities 48 hours
in advance. Detection devices shall be on-site at all times. Digging permits are required in accordance with
Section 01363 for al utilities.

82 WATERDISTRIBUTION AND WATER SERVICE LINES SYSTEM

821 WATER DISTRIBUTION

All active water mains are ASTM C-900 pipe. Abandoned water lines along streets can remain when they
do not interfere with new construction. Water mains exist in the vicinity of the locations shown on drawing
sheet CU102, contained in the Appendices of the RFP. Contractor is required to maintain water service to
existing housing units outside project site, except for pre-notified, limited periods in accordance with
Section 01363.

822 WATER DISTRIBUTION AND SERVICE DESIGN CRITERIA

All connections made by the Contractor to the existing water distribution system (water mains) shall be in
accordance with all applicable local, state, and federal standards and as stated herein. Water Distribution
systems and service lines shall be designed and constructed in accordance with the references listed in
Section 2  References to Criteia and TM  5-813-VAFM 8810 volumel

(http://www.usace.army.mil/inet/usace-docs/armytm/tm5-813-1/) and TM 5-813-5/AFM 88-10 volume 5
(http://www.usace.army.mil/inet/usace-docs/armytm/tm5-813-5/). The piping and valves shall meet a
minimum 150 psi working pressure for the water system. The water mains shall be defined as that part of
the water system which supplies water to the fire hydrants. Pipes supplying groups of housing units or one
housing unit exclusively shall be referred to as service lines. All water mains shall be valved so that not
more than two hydrants will be out of service due to a single break in the water distribution system.
Isolation valves shall be installed such that interruptions to service can be confined to no more than 10
family housing units or one-half of street or cul-de-sac. All water mains shall be looped, with no dead end
mains allowed, except if approved by Contracting Officer. Minimum main size is 6 inches. A copper
tracer wire shall be place directly above al non-metallic mains when plastic marking tape does not provide
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means of determining alignment of pipe by metal detecting equipment. Isolation valves shal be easily
accessible and as a minimum shall be at the intersection of mains.  The Contractor shall be responsible for
protection of the existing water main line where the new water service line is to be connected. If any
existing water line is damaged during construction, the repair shall be made by and at the Contractor’s
expense in a satisfactory manner. The Contractor shall disinfect al new water lines and any remaining
lines that do not remain fully pressurized during construction or connection.

The water service system shall be sized to provide adequate pressure and to accommodate the domestic
demand required for the new housing units served, as well as the existing houses to remain and the fire
hydrant loop system. The water domestic demand shall be in accordance with the AFM 88-10 Vol. 1 and
5. Water line trenches shall be of a depth to provide a minimum cover of 3 feet from the existing ground
surface or from the finished grade, whichever is lower, to the top of the pipe.

The 10-inch existing water main on the east of the site will be enlarged to 12 inches to the limits shown on
drawing sheet CU102. Thisline will be located within 20 feet of the existing security fence.

8.2.2.1 Water Service Lines Requirements

The service lines shall include the pipeline connecting the building piping to the existing water distribution
lines to the connections with the building service at a point outside the building where such building exists.
No metering of service is required. Service connections shall be via a new directly-tapped corporation
stops, or by aservice clamp for water serviceslines 2-inchesor smaller diameter. A corporation stop and a
copper gooseneck shall be provided with either type of connections. Service lineslarger than 2-inches shall
be connected to the main by a tapped saddle, tapping sleeve and valve, service clamp or reducing tee,
depending on the main diameter and the service line diameter, and shall have a full-port ball valve. All
service stops and valves shall be provided with service boxes. The service lines to each family housing unit
shall be not lessthan 1 1/2-inch size.

8.2.2.2 ValveBoxes

Valve boxes shall be cast iron. Boxes shall be extension type with dlide-type adjustment and flared base.
The word "WATER MAIN" shall be cast in the cover. Covers shall be lockable. The boxes shall be of such
length as will be adapted without full extension to the depth of cover required over the pipe at the valve
location. Vave boxes shall be suitable for traffic. If cast iron boxes are used, they shall have a protective
coating applied using a coa tar epoxy.

8.2.2.3 Existing Utilities

Abandoned water lines along streets can remain when they do not interfere with new construction. Where
connections are made between the new work and the existing mains, the connections shall be made by
using specials and fittings to suit the actual conditions. When made under pressure, these connections shall
be installed using standard methods as approved by the Contracting Officer. If any existing water main line
or fire hydrant is damaged during construction, the repair shall be made by the Contractor in a satisfactory
manner to the Contracting Officer, at no additional cost to the Government.

8.2.2.4 Flow Requirements

The domestic demand for the new housing units served shall be designed in accordance with the AFM 88-
10, Volumes 1 and 5, and the Air Force Family Housing Guide for Planning, Programming, Design and
Construction, Section 3.1.4, Water Systems.
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8.2.25 FireHydrants

Fire hydrants shall be compatible with those presently in use at the installation, with compatible pump and
hose connections. All fire hydrants shall be in accordance with MIL-HDBK-1008C, Section 5.7 "Water
Digtribution System” and NFPA 24 "Standard for Installation of Private Fire Service And Their
Appurtenances.” Working parts of fire hydrant shall be bronze. Design, material, and workmanship shall
be equal to the latest stock pattern ordinarily produced by the manufacturer. Hydrants shall be painted with
1 coat of red iron oxide, zinc oxide primer conforming to SSPC Paint 25 and 2 finish coats of silicone alkyd
paint conforming to SSPC Paint 21 of the installation’s standard color or as directed by the Contracting
Officer. Hydrants shall also be painted and have reflective glass beads applied to the paint for night
visibility. Locate fire hydrants such that no dwelling unit is more than 350 feet from one hydrant and no
more than 500 feet from a second hydrant. Provide a minimum of one hydrant per 25 housing units.
Measure the distance between housing units and hydrants along paved roads. Preference is to install
hydrants at intersections whenever possible. Hydrant laterals shall be 6 inches minimum in size, shall not
exceed 50 feet in length, and shall have an underground shut off valve with an adjustable valve box in each
lateral within 10 feet of the hydrant for isolating hydrant. Hydrants shall have their pumper outlet facing the
street. Hydrants shall be located a minimum of 3 feet and a maximum of 7 feet from pavement, and shall
not be located in sidewalks or where obstructed by parked vehicles or shrubbery. Guard post barriers shall
be provided where hydrant locations are subject to potential vehicle damage.

8.2.2.6 Materials

Steel, ferrous and concrete pipe shall be removed from the guide specifications, as they are not viable
materials due to the corrosive nature of the soil at the project site. Material for valves shall be compatible
with the material for the pipe.

8.2.2.7 Hydrostatic L eakage Tests

Hydrostatic pressure and leakage tests shall be conducted on the new water lines in accordance with
SECTION 02510 Water Distribution System. Where any section of a water line is provided with concrete
thrust blocking for fittings or hydrants, tests shall not be made until at least 5 days after the installation of
the concrete thrust blocking, unless otherwise approved.

8.2.2.7.1 Pressure Tests

After the pipe is laid, the joints completed, fire hydrants permanently installed, and the trench partially
backfilled leaving the joints exposed for examination, the newly laid piping shall be subjected for 1 hour to
a hydrostatic pressure test of 200 psi. Each valve shall be opened and closed several times during the test.
Exposed pipe, joints, fittings, hydrants and valves shall be carefully examined during the partially open
trench test. Pressuretest shall be in accordance with SECTION 02510 Water Distribution System.

8.22.7.2 Leakage Tests

Leakage test shall be conducted after the pressure test has been satisfactory. The duration of each leakage
test shall be at least 2 hours, and during the test the water line shall be subjected to not less than 200 psi.
Leakage test shall be in accordance with SECTION 02510 Water Distribution System.

8.2.2.7.3 Concurrent Hydrostatic Tests

If alowed by code, the Contractor may elect to conduct hydrostatic test using either or both of the
following procedures. Regardless of the sequence of tests employed, the results of pressure tests, leakage
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tests, and disinfection shall be satisfactory as specified. All replacement, repair or retesting required shall
be accomplished by the Contractor at no additional cost to the Government.

1) Pressure test and leakage test may be conducted concurrently.

2) Hydrostatic tests and disinfection may be conducted concurrently, using the water treated for
disinfection to accomplish the hydrostatic test. This may only be accomplished after the system has been
thoroughly flushed with water until al entrained dirt and mud has been removed. |If water is lost when
treated for disinfection and air is admitted to the unit being tested, or if any repair procedure results in
contamination of the unit, disinfection shall be re-accomplished. Testing, correction and retesting shall be
accomplished at no additional cost to the Government.

8.2.2.8 System Flushing and Disinfection

All potable water lines in this project shall be cleaned and disinfected. Prior to disinfection procedures,
each segment of the line shall be flushed with potable water sufficient to produce a minimum water
velocity of 2.5 feet per second. Flushing shall be continued until entrained dirt and other foreign materials
have been removed and until discharge water shows no discoloration. Where possible, Contractor shall
utilize existing fire hydrants and blow-off valves for flushing. In the event neither is available, Contractor
shall install a 2-inch (minimum) tap and temporary blow-off assembly. Tap shal be plugged upon
completion of flushing procedures unless otherwise directed by the Contracting Officer. Upon satisfactory
cleaning and flushing of the water lines, Contractor shall disinfect and test the lines in strict accordance
with the latest version of AWWA C651 and in accordance with SECTION 02510 Water Distribution
System.

8.2.2.9 Coordination

All work on existing and new water lines is to be coordinated with the Contracting Officer or his designee
prior to construction.

8.2.2.10 Cutting Pipe

Cutting pipe shall be done in a neat and workmanlike manner without damage to the pipe and in
accordance with SECTION 02510 Water Distribution System. Unless otherwise recommended by the
manufacturer and authorized by the Contracting Officer, cutting shall be done with an approved type
mechanical cutter. Wheedl cutter shall be used when practicable. Copper tubing shall be cut square and all
burrs shall be removed. Squeeze type mechanical cutters shall not be used for ductile iron. Asbestos pipe
must be cut according to 29 CFR 1926 1101, the cutting mechanism must be wet method with attached
ventilation device to collect the asbestos fibers.

8.3 SANITARY SEWAGE SYSTEM
8.3.1 GENERAL

All existing sewer mains and sewer service lines shall be removed within the boundaries of the FY03
housing area (see drawing sheet CU103), except for mains in Washington and Virginia Street. These lines
may be used in-place, if the new design allows. The Contractor shall provide a new sanitary sewer
collection system and connect to the existing manholes immediately outside the boundaries of the project
site. The existing manholes should remain in place and be reused where the new sewer will be connected
to the existing system, unless damaged under construction and shall be made watertight. The excavation
and backfilling of the lines shall be as specified in the SECTION 02316 Excavation, Trenching, and
Backfilling for Utilities.
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8.3.2 SEWER LATERALS

New sewer laterals shall be provided for each housing unit. Existing sewer laterals shall be removed and
the connections capped at the point of connection (as shown on drawing sheet CU103) to the main to
prevent infiltration of groundwater. Each housing unit lateral shall be connected directly to the sewer main.
Combining multiple laterals is prohibited. Sewer lateral lines (connections from interior family housing
sewer lines to main) shall be minimum of { AM#0003} 4 inches. Only interior house sewer lines may be
placed under buildings. All house sewers under buildings shall be as specified in Part 11 of this document
entitled "PLUMBING." House sewer lines from any one unit shall not pass under any other unit(s).
Cleanouts shall be provided to allow cleaning of al lines. Cleanouts, in yard areas, shall be set in a box
with ahinged cover or screw cap fitting. Cleanouts shall be provided for al branches at points of changein
direction before running out to amain. The building service sewer line (exterior to the unit) shall be
provided with a double clean out within 5 feet of the building. Foundation and roof drains shall not be
connected to the sanitary sewer.

8.3.3 SEWER MAINS

Existing sewage collection system mains are PVC and are located as shown on the RFP drawings. All
sewer mains in the project area shall be replaced, except as note in paragraph 8.3.1. The Contractor is to
verify the existing sewer main upstream and downstream where the new sewer will be connected and
identify existing pipe materials, slopes and elevations. The new sewer main pipe provided by the
Contractor shall be sized to handle the sewer flow from the existing housing areas to the southwest of the
project site as follows:

Flow To Flow To
Washington Street | Virginia Street
Sewer Main Sewer Main
Extreme Peak 205 gpm 157 gpm
Minimal Peak 104 gpm 81 gpm
Average Hourly 34 gpm 28 gpm

The remaining loads (flows) generated by the new housing units shall be split between the two main lines
that are currently on Washington and Virginia. Each sewer main shall accommodate at least 40 of the new
housing units (achieve approximately a 50/50 split, if possible). See Figure 8-1 at the end of this section
for a sewer flow schematic representation. Sewer main may be replaced by pipe bursting, or open
trenching.

8.34 DESIGN CRITERIA

Sanitary sewage system shall be designed and constructed as specified in the TM 5-814-1/AFM 88-11,
Volume 1, Sanitary and Industrial Waste Collection - Gravity Sewer and Appurtenances
(http://www.usace.army.mil/inet/usace-docs/armytm/tm5-814-1). The Contractor shall field verify the
sanitary sewer capacity and invert elevations to ensure that it is adequate for the flows generated by the
new family housing units. The minimum earth cover over sewer linesis 3 feet. Fittings, and joints shall be

compatible with the pipe supplied and have a strength not less that that of the pipe. Sewer lines shall be
constructed straight from manhole to manhole. Curvilinear alignments are prohibited.

8.35 MINIMUM VELOCITY
A minimum velocity shall be 2.0 feet per second, in accordance with AFM 88-11, Vol. 1.

8.3.6 DOMESTIC SEWAGE REQUIREMENT
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The domestic sewer demand for the new housing units served shall be designed and constructed in
accordance with the AFM 88-11, Val. 1.

8.3.7 WYE BRANCHES

Wye branches shall be installed where new sewer service connects to existing sewer main. The installation
of wye branches in an existing sewer shall be made by a method that does not damage the integrity of the
existing sewer. Wye branches shall be installed in accordance with SECTION 02531 Sanitary Sewers.

8.3.8 MANHOLES

Contractor is to construct all new manholes within the project site which shal be designed as indicated
herein. New manholes shall be provided by the Contractor when connecting new service lines to an
existing main sewer and the installation of a wye-connection could damage the integrity of the existing
sewer or manhole. Manholes shall be at changes of direction, slope, and size of pipe. Manholes shall be
spaced not more than 400 feet apart for pipe diameters 6 inchesto 15 inches, and 600 feet apart for pipe
diameters 18 inches and greater. Manholes should be located at intersections of streets when possible.
Avoid placing manholes where the tops will be submerged or subject to surface water inflow. Where the
invert of the inlet pipe would be more than 30 inches above the manhole floor, a drop connection shall be
provided. Manholes are permit required confined space. Personnel must have a master entry permit in
accordance with OSHA regulations. In addition, personnel must monitor all spaces prior to entry for O,,
LEL, CO, and H,S every 15 minutes.

8.3.8.1 Connection to Existing Manholes

Pipe connections to existing manholes shall be made so that finish work will conform as nearly as
practicable to the applicable requirements specified for new manholes, including al necessary concrete
work, cutting, and shaping. The connection shall be centered on the manhole. Holes for the new pipe shall
be of sufficient diameter to allow packing cement mortar around the entire periphery of the pipe but no
larger than 1.5 times the diameter of the pipe. Cutting the manhole shall be done in a manner that will
cause the least damage to the walls.

8.39 CALCULATIONSAND DRAWINGS

Details of all sanitary sewage structures shall be shown on the final design drawings. The Contractor shall
run the necessary topographic and utility surveys (see Part 4, Section 01000). Verification of actual rim
and flow line elevations, particularly at the taps, shall be made by the Contractor prior to beginning final
design.

8.3.10 COORDINATION

All work on existing and new sewer line to be coordinated by Contractor with the Contracting Officer or
his designee prior to construction.
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8.3.11 LEAKAGE TESTS

Lines shall be tested for leakage by low-pressure air testing, infiltration tests or exfiltration tests, as
appropriate. Low-pressure air testing procedures for pipe shall use pressures and testing times as described
in ASTM C 828 and C 924, after consultation with the pipe manufacturer. Prior to infiltration or
exfiltration tests the trench shall be backfilled up to at least the lower half of the pipe. If required,
sufficient additional backfill shall be placed to prevent pipe movement during testing, leaving the joints
uncovered to permit inspection. Visible leaks encountered shall be corrected regardless of leakage test
results. When the water tableis 2 feet or more above the top of the pipe at the upper end of the pipeline to
be tested, infiltration shall be measured using a suitable weir or other device acceptable to the (Contracting
Officer) CO. When the CO determines that infiltration cannot be properly tested, an exfiltration test shall
be made by filling the line to be tested with water so that a head of at least 2 feet is provided above both the
water table and the top of the pipe at the upper end of the pipeline to be tested. Thefilled line shall be
allowed to stand until the pipe has reached its maximum absorption, but not lessthan 4 hours. After
absorption, the head shall be reestablished. The amount of water required to maintain this water level
during a 2-hour test period shall be measured. Leakage as measured by either the infiltration test or the
exfiltration test shall not exceed 0.2-gallon per inch diameter per 100 feet of pipeline per hour. When
leakage exceeds the maximum amount specified, satisfactory correction shall be made and retesting
accomplished. Testing, correction and retesting shall be accomplished at no additional cost to the
Government. Leakage Test shall aso conform to SECTION 02531 Sanitary Sewers.

8.3.12 TEST FOR DEFLECTION

A deflection test shall be made on the entire length of the installed pipeline not less than 30 days after
completion of al work including the leakage test, backfill, and placement of any fill, grading, paving,
concrete, or superimposed loads. Deflection test shall conform to SECTION 02531 Sanitary Sewers.

8.3.13 SEPARATION DISTANCE

Separation distance between potable water and sanitary sewers shall conform to AFM 88-11, Val. 1.

84 EXCAVATION, TRENCHING, AND BACKFILLING FOR UTILITIES
84.1 TRENCHES

The trench for water lines, sewers, gas or electrical lines shall be as recommended by the manufacturer of
the pipe to be installed and in accordance with SECTION 02316 Excavation, Trenching, and Backfilling
for Utilities. New water mains and service lines shall have a minimum of 3 feet of cover. Water, sewer,
storm drains, and gas mains shall be placed in separate trenches. The separate trenches shall comply with a
minimum horizontal and vertical separation as required in local, state, and federal codes.

In cases where it is necessary for the utilities to cross existing streets and sidewalks that will remainin
service and not be replaced, the Contractor shall install lines by trenchless methods. Trenchless methods
shall be used when an underground utility line crosses any undisturbed roadway, and in the opinion of the
Contracting Officer, the pipe, cable, or duct can be safely and properly installed and backfill can be
properly compacted in such sections. Excavation by open trench methods will not be allowed in existing
pavement. Bedding and initial backfill material shall be in accordance with the manufacturer
recommendations and project’s Preliminary Geotechnical Report located in the Appendix 1. Trench
excavations shall adhere to requirements prescribed in EM 385-1-1, September 1996, Safety and Health
Requirements Manual (http://www.usace.army.mil./inet/usace-docs/eng-manuals’em.htm). Special attention
shall be given to slopes that may be adversely affected by weather or moisture content.
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84.2 PLASTIC MARKING TAPE AND MARKING WIRE

Warning tapes shall be installed directly above the utility, at a depth of 18 inches below finished grade for
areas that do not use trenchless method unless otherwise shown. Plastic marking tape shall be in
accordance with to Section 02316 Excavation, Trenching, and Backfilling for Utilities. Where the utilities
are installed using trenchless method, all “nonmetallic” line shall have #12 AWG TW (thermal-weather
resistant) coated conductor installed over the pipe for the reception of alocator transmitter signal. The wire
leads shall be brought up, identified and protected in valve boxes, on service risers or any other convenient
location. Contractor shall provide manufactured terminals with covers at ends of tracer wires.

85 STORM DRAINAGE SYSTEM

The design of the storm drainage system for the project site shall be in accordance with TM 5-820-4/AFM
88-5, Chapter 4 (http://www.usace.army.mil/inet/usace-docs/armytm/tm5-820-4/) and as supplemented by
thischapter. The existing storm drainage system within the project site is surface sheet flow from south to
north into the 100-year flood plain adjacent to the site. Curb inlets leading to a subsurface storm drainage
system exist to the north of the project site (as shown on drawing sheet CU105, contained in the
Appendices of the RFP). It isrequired that the new storm drainage system designed by the Contractor to
serve the new site layout be subsurface piping flowing into the 100-year flood plain adjacent to the site.
Channel flow is permitted in the 100-year flood plain area. Profiles shall be required for the underground
storm drainage systems design and sections shall be required for culverts.

851 DETERMINATION OF RAINFALL RUNOFF

8.5.1.1 Methods

Runoff from drainage areas of 1 square mile or less will be determined by the use of the Rational Formula
as defined below. For drainage areas larger than 1 square mile or where detailed consideration of ponding
is required, computation should be by unit-hydrograph and flow-routing procedures.
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Rational Formula: Q =C (I-F) A, where

Q isthe dischargein cubic feet per second

C isthe terrain factor

I istherainfall intensity in inches/hour

F istheinfiltration rate in inches/hour

A isthe drainage areain acres

TABLE 8-1
MINIMUM VALUES FOR SOLVING FOR Q IN THE ABOVE EQUATION
Drainage Area tc C F
(% Paved) (Minutes)
100 10 1.00 0.0
90 11 .96 .06
80 12 .92 A2
70 13 .88 18
60 14 .84 24
50 15 .80 .30
40 16 .76 .36
30 17 72 42
20 18 .68 48
10 19 .64 54
0 20 .60 .60

8.5.1.2 Design Storm Frequencies

Design storm frequencies shall be in accordance with TM 5-820-4/AFM 88-5 Chapter 4, as applicable.

8.5.1.3 Time of Concentration (tc)

The minimum times of concentration for various surfaces are as follows: turfed areas, 20 minutes; paved
areas, 10 minutes; roofed areas, 10 minutes. After the time of concentration has been determined, it will be
used to determine the rainfall intensity (1) using Intensity Duration curves.

8.5.1.4 Design Discharge

For small drainage systems (tc = 30 minutes/or less), “peak on peak” discharges shall be used to determine
the design discharge; for large drainage systems (tc greater than 30 minutes) phased discharges shall be
used for major trunk lines, and peak discharges for inlets and minor lines.

852 DRAINAGE SYSTEMS

85.2.1 Genera

The drainage system layout will be designed to best meet the requirements of the housing area. The system
will be as economical as practicable, taking into consideration topography, ultimate development of
drainage area, possible future extension, outfall locations, and coordination with existing drainage systems
and other existing or future underground utilities.
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8.5.2.2 Subsurface Drainage Systems

8.5.2.1.1 General: Design of such systems will be in accordance with TM 5-820-4/AFM 88-5 Chapter 4.
Whenever possible, pipe crowns will be matched in elevations. Profiles of pipes should show all existing
and new underground utilities and pertinent surface features. The minimum pipe gradient shall be 0.3
percent, and piping should be designed to provide a minimum velocity of 2.5 fps and limit outfall velocities
to non-erosive values (usually 4 fpsto 6 fps depending upon soil types). If non-erosive velocities cannot be
attained, erosion protection shall be provided.

8.5.2.1.2 Street Drainage: Subsurface street drainage shall be accomplished by the use of curb and gutter
and curb inlets. Curb gaps will be considered in areas where roadside ditches are used. The center one-
third of the street should not convey runoff during the passing of the design storm. Inverted crown sections
for the streets shall not be used without prior approval from the Contracting Officer. Curb inlets should not
be located in the radius of street intersections, at curb returns, or where pedestrian traffic is most likely to
occur.

8.5.2.1.3 Sizing of Inlets: The design of surface inlets and curb inlets shall be in accordance with AFM
88-5, Chapter 4.

8.5.2.1.4 Sizing of Pipes: New underground storm drainage pipes shall be sized by computation of
backwater surface profiles. The minimum pipe size shall be 12 inches. See Southwestern Division AEIM
for detailed information on required calculations.

8.5.2.3 Roof Drainage

Storm water will not be discharged into sanitary sewers. Grading adjacent to structures shall direct storm
water discharged from downspouts onto splash blocks away from the structure, and protective measures
will be provided where down spouts discharge onto erodible soils or gravel surfaces.

8.6 GASDISTRIBUTION SYSTEM

The Contractor shall be responsible for designing new gas mains and laterals to serve the new family
housing units. All gas distribution systems shall comply with the requirements of NFPA 54 and AFM 88-
12, Vol. 1 (http://www.usace.army.mil/inet/usace-docs/armytm/tm5-848-1/). When connecting to existing
stedl piping system, provision shall be made to ensure that the integrity of the cathodic protection is not
compromised. Shutoff valves shall be provided on the exterior of each housing unit. A gas regulator and
provision for future installation of an individual gas meter to monitor fuel use shall be provided for each
housing unit. The building service entrance shall be installed at a height sufficient to allow for future
installation of the gas meter. Abandoning existing gas piping is not allowed. All old gas piping shall be
removed and properly disposed of by the Contractor. See sheet CU104 of the RFP drawings for the
location of the existing distribution system.

8.6.1 MATERIALS

Materials and appurtenances shall be free of defects and suitable to accomplish the stated objectives of gas
distribution systems. Exterior pipe that is buried below grade shall be polyethylene as described below.
Exterior pipe that is above grade shall be galvanized steel pipe in accordance with ASTM A53.

8.6.1.1 Polyethylene Pipe

Polyethylene pipe is required for new gas distribution and shall conform to ASTM D2513, Standard
Specification for Thermoplastic Gas Pressure Piping Systems, with fittings complying with either ASTM
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D2513 or ASTM D2683, Standard Specification for Socket-Type Polyethylene Fittings for Outside
Diameter-Controlled Polyethylene Pipe and Tubing. Connections to metal pipe shall comply with ANSI
B16.5, Pipe Flanges and Flanged Fittings, or manufacturers recommended standards.

8.6.2 TESTING

Since the Contractor will be required to make use of the existing gas mains, he/she shall design and install
provisions in the new system to allow isolating it from all existing portions of the system to accommodate
pressure testing. The pressure test shall be in accordance with ANSI B31.8. The test shall continue for at
least 24 hours between initial and final readings of pressure and temperature.

8.6.3 EXISTING GASSYSTEM

In August 1996, a utility study was performed on all utilities, including the gas system. Offeror shall rely
on the following assumptions from the utility study:

(1) The natural gas distribution system, existing and new, was modeled and a
flow simulation was made using a computer program developed by Arkla Gas Co.
Information for modeling the system was taken from "Comprehensive Plan" drawings
furnished by Dyess Air Force Base and new housing construction drawings furnished by
Albuquerque District, Corps of Engineers. Outlet pressure of the regulator serving the
family housing area was assumed to be 20 psig as indicated on the drawings. Design
flow to each housing unit was assumed to be 75 cubic feet per hour for existing units
and 60 cubic feet per hour for new units. These numbers are consistent with Arkla Gas
Co. suggested design practice. A review of the historical usage data for the existing
housing, as provided by the Base, suggests a peak flow to each unit of approximately 12
cubic feet per hour. Therefore, the following findings should be considered very
conservative.

(2) Eindings: The results of the computer analysis that follows indicates a
minimum pressure in the distribution system of 8.0 psig. This is considered to be
acceptable, since the service regulator at each housing unit should function properly with
aslittleas 1 or 2 psig inlet pressure.

8.6.4 VALVES

Polyethylene plug valves shall be installed at intersections of existing mains and other locations so that
interruptions to service can be confined to no more than 30 housing units. In addition, shutoff valves shall
be provided on the exterior of each housing unit on service lines.

8.6.5 VALVE BOX

Valve boxes shall be cast iron with lockable cover. The words “GAS MAIN” shall be cast in the cover.

8.7 ELECTRICAL DISTRIBUTION
8.7.1 EXISTING SYSTEM

a)  Therearetwo primary feeders which supply the project site. These feeders are connected in a
loop fed arrangement and the system voltage is 12470/7200V.

b)  Thehousing areato the south and west of the project site, also referred to as the FY 94 housing

area, is supplied through one feeder from the Alpha Substation and one feeder from the Charlie
Substation.
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0)

d)

The existing electrical distribution system on the project site, including switches, conductors,
guys, light poles, fixtures and pole bases etc. shall be demolished by the Contractor prior to the
construction of the new housing units. See drawings provided with this RFP.

Existing equipment will not be returned to the Contracting Officer.

8.7.2 SYSTEM DESIGN

a)

b)

d)

Additional work required on the electrical system required by new construction or calculation
results, shall meet requirements of the National Electrical Code and the National Electrical
Safety Code.

The new primary distribution for the project site will be underground. One feeder from the
Alpha Substation and one feeder from the Charlie Substation will be extended to the site and
they will be connected in a loop feed arrangement. Pad mounted primary switchgear will be
used to connect the feeders and to supply the unit transformers. The existing feeder from the
Alpha Substation which extends around the eastern edge of the housing addition is overhead
from the substation to a point to the northeast the project site, where it then transitions to
underground. At a point in this overhead feeder near this transition, a new aerial to
underground transition will be made for the new east feeder for the project site. A pad-
mounted sectionalizing switch will be set at this transition and this will be one origination
point for the new feeder loop. The existing feeder from the Charlie Substation is overhead and
extends around the western edge of the housing addition. It will be tapped to the west of the
FY 94 housing near the existing pad mounted switches used for that project. At this location
another aerial to underground transition will be made, a pad-mounted sectionalizing switch
will be set and this will be used for the second origination point of the project site feeder loop.

Pad-mounted sectionalizing switches will be provided throughout the site to connect the
feeder-loop and to supply the housing unit transformers. These transformers will be fed in a
looped arrangement such that any transformer in the system will not be rendered out of service
due to the loss of another transformer in the loop.

The utilities shall be located at the back lot lines and shall be routed to each unit from the
transformer.

8.7.3 METHODS

8.7.3.1 Medium Voltage Cable

Medium voltage cable shall be installed in concrete encased PV C conduit in accordance with NESC with a
continuous cable marker tape 6 inches below grade. Cable shall have the same characteristics as the
existing underground feeder cables. The buria depth for primary feeders shall be 3 feet to top of

encasement.

8.7.3.2 Underground Splices

Underground connection or splices are prohibited, except in manholes. Splices shall be in a self-draining,
rodent resistant box with a cover.
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8.7.3.3 ServicelLaterals

Service laterals shall be underground. The length of secondary distribution service laterals from the
transformer secondary to the building service entrances shall be minimized. Service laterals shall be buried
3 feet below finished grade with a minimum separation of 1 foot from the telephone and TV cables. Cable
marking tape shall be installed over service laterals. Secondary service lateral cables shall be service
entrance rated, copper and installed in conduit. Buria depth of conduit shall be 2 feet to top of conduit.

8.7.3.4 Pad-Mounted Primary Switchgear

Pad-mounted switchgear shall be four-way and set on concrete pads. Switchgear shall have a switch for
each of the four circuits. Elbow type connections will be provided. Switchgear will be rated 15 kV with a
bil rating of 95 kV.

8.7.3.5 Service Entrance

Provide a service entrance to each housing unit and split to each unit using aNEMA 3R junction box. Each
unit shall have a meter socket with jumper plates and clear weather sealed cover. Locate entrance in
mechanical room or garage.

8.7.3.6 Transformers

Transformers shall be low profile pad-mounted and shall have two non-fused switches for a loop
connection. Transformers shall have four-way switches designated as follows: LINE A ONLY / LINE
A&B / LINE B ONLY / OPEN. Pad-mounted transformers shall be dead front, and have elbow type
separable insulated load break connectors. Transformers shall also be provided with oil-immersed, bayonet-
type, overload fuses in series with partial range current-limiting fuses. Transformer windings shall be
copper. Transformers shall have tap changer, dia type thermometer with maximum temperature indicator,
magnetic liquid level gage, pressure relief valve, pressure vacuum gage and a drain valve with sampler.
Transformer insulating liquid shall be FR3 Enviro Temp, or equal. Provide a fiberglass base with
basement. The high voltage compartment of the transformer shall have surge arrestors for each bushing
insert.

8.7.3.7 Street and Area Lighting

Residential roadway lighting, including collector streets, shall be provided in accordance with the IESNA
Lighting Handbook. Provide lighting at roadway intersections, bus stop locations, and at intervals not
exceeding 200 feet between intersections. Area lighting shall be provided at intervals not exceeding 200
feet along area walkways not otherwise illuminated, common area walks connecting play lots, and at all
steps in area walkways. Area lighting shall be provided in accordance with the IESNA Lighting
Handbook. Luminaries shall be actuated by photoelectric control, one photocell per circuit, and supplied
from multiple circuits originating from a pad-mounted transformer. Photoelectric controls shall have twist
lock base. Fusesin fuse holders at the base, will be provided for the circuit conductors.

Fixtures and poles shall be selected and located in accordance with the Dyess Design Technical Letter No.
2, July, 1998. (See Appendices).

8.7.3.8 New System Requirements

a) The primary distribution voltage is 12470/7200 volts. It isthe same as the existing system.
b)  All wires, cables, and transformer windings are to be copper.

¢) Use /O cablefor power from the distribution system to the transformers. Cable shall be EPR
insulated, 15KV jacketed concentric rated for continuous operation at 90 degrees C conductor
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temperature copper wire. Use 2/0 cable for power from the transformer laterals to the family
housing units.

d) Transformer pads are to be fiberglass ground sleeve/ground sleeve pads (heavy duty). The
insulation on exterior primary cablesisto be XLP 220mil, rated for 15 kV with afull concentric
neutral.

8.8 TELEPHONE

Southwestern Bell will design, furnish, and install the exterior telephone distribution cables, telephone
boxes, and connections to the existing telephone system and to the new housing units. Conduit (1-1/2 inch)
required between underground terminal boxes and each housing unit shall be provided by the Contractor.

a) SBC point of contact is Randy Pruett (915) 675-3635. The telephone system shall be located
underground in the rear of the housing units and installed in the same trench as the electrical
distribution and cable TV systems. The Contractor shall be responsible for assuring that
telephone, power, and cable TV layouts are thoroughly coordinated and that they are installed
in accordance with all codes, regulations, requirements, and specified clearances. The service
entrance shall be located in the mechanical room of the new family housing units.

b) The loca telecommunications company will provide the exterior telephone design. The
Contractor is responsible for coordinating with and for ensuring that this company receives
whatever information and drawings required to complete the exterior telephone design.

89 TELEVISION

a)  Cox Communications (local phone number: 915-698-3585) will design and install the exterior
CATV cables, pedestals, and connections to the new housing units. The Contractor shall
arrange a coordination meeting with Cox Communications prior to the 100 percent design
phase after award of the contract to ensure the design is accurate.

b) Thecable TV system shall belocated underground in the rear of the housing units and installed
in the same trench as the electrical distribution and telephone systems. The Contractor shall be
responsible for assuring that cable TV, power, and telephone layouts are thoroughly
coordinated and that they are installed in accordance with all codes, regulations, requirements,
and specified clearances. The service entrance termination box shall be located in the
mechanical room of each housing unit

¢) The Contractor is responsible for coordinating with and ensuring Cox Communications
receives information and drawings required to do the exterior cable TV system design.

8.10 GENERAL ELECTRICAL, TELEPHONE, AND CABLE TV
REQUIREMENTS

a) Electrical, telephone, and cable TV shall not be installed in the same trench as water, gas, or
sewer.

b)  Separation of utilities shall be per the National Electrical Safety Code, and other applicable
codes.

¢)  The Contractor shall coordinate the installation of electrical, telephone, and cable TV cabling
to minimize the time the trench is open.
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d)

f)

The Contractor shall provide complete calculations for the entire electrical design during the
100 percent design phase, after award of the contract. Asaminimum, provide calculations for
the transformer sizing, voltage drop on the service entrance cables, circuit breaker sizing,
electrical loads, short circuit ratings, and area lighting.

The Contractor is responsible for (i) the phasing of the demolition of the existing electrical,
telephone, and cable TV service drops to existing housing units, (ii) any temporary fixes
required to minimize disruption of services to surrounding areas (see Section 01363), and (iii)
the phasing of the installation of the new underground electrical, telephone, and cable TV
services to the new family housing units. The Contractor shall coordinate with the local
telephone and cable TV companies and the Contracting Officer to: (i) plan the phasing of the
demolition, (ii) design the temporary fixes to ensure minimal disruption of electrical,
telephone, and cable TV services to the surrounding areas (see Section 01363), and (iii) plan
the phasing of the installation of the new underground services.

The Contractor is responsible for coordinating with all utilities on details about demolition,
installation, and construction cost responsibilities.
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Figure8-1
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PART 9 - HOUSING UNIT DESIGN/CONSTRUCTION

INDEX

HOUSING UNIT DESIGN / CONSTRUGCTION ....cuuuitittieieeuesesesessssssssssssssssssssssssssssssssssssssssssssssssssssssssmsmme 4
9.1 (1= V] = 2 Y ISR 4
911 Gross area AefiNITION .........ooveiieeeeeeee e 4
91.2 Net area defiNitioN..........ooooiiii i 4
9.2 F Ao e =SS T =] [N 2T 5
9.3 [RS8 L0 Y 1 1 2T 6
9.4 IVLATINTAINABILITY 1uuttiiiiittttuiieeesseestsasseesseesssssassesssessssaassssassessssaasssasssessssaasssesssesssssnsssesssessssssnsseesseensnes 6
9.5 FIRE PROTECTION AND SAFETY ..iiiitttutiiiieeiietttsiiieesssesstsseesssesstssaeesstessssstesssessts et 6
951 Fireresistance of party walls and roof Material ............ccooeiiiiieiie e 6
95.2 MeChaNICal FOOMIS........coo e 7
953 Walls between garage and HOUSING UNITS..........cuoiiiiiiiieiiee et 7
954 E =T £ ST = 00 PP UPR 7
955 SeCoNdary MEANS Of ESCAPE. ... .ciitei ettt ettt ettt ettt et ettt e sae e e be e st e e e be e e abee e saee e sabeesnbeeenees 7
9.6 SOUND ATTENUATION ttttuutiieiietttttuseeessesssssseesseessssssstesssesssssteesteesssmtetttest ... 7
9.6.1 External Noise Level Reduction GUIAEITINES............ooooviiiii e 7
9.6.1.1  CompliaNCeTOr NLR 25......cciiieiiee ettt et e st e e ee s e e steeneeeseesteeneeaseesseenseaneesseeneeanenn 7
9.6.2 Sound attenuation at PArty WallS........oo.eio it 9
0.6.2.1  TESTING . ...ttt e ettt e e e e e e et aaeeeeeeeaaatbaeeaeeeeaasbsaaesaesaaassssaeaeeeeaaassrseseeeseaasrrrneaeaeaans 9
9.6.3 Plumbing and HVAC @QUIPMENL. ... ittt ettt et sebe et et e s be e saee e sabeesmbeesnbeeenees 10
9.7 DIMENSIONS AND AREAS .tttuiiiiiiittttiiieeeseestbasseesssees st seasteesbaateesttessaaaaseesseesssaasseessessssaansseesseessses 10
9.7.1 MINIMUMAIEBS........ccoo i 10
0.7.1.1  INLENIONEXIENTIOr SPBCES ...c.vveeeeueeiteeseeeniesteeseeeeesteeseeaneeaseesseaneeaseeaseaneeaseenseaneesseenseaneesseenseansesseenseensessesnsennes 10
9.7.1.2  Kitchen Cabinets, COUNtErS a0 PantliES.........coeeeiiieeieiiiee ettt e e ettt e e e e e e e e e e e e e s e s saaaeeeaessesssaneeaeseaaas 11

Lo I A TG T O 1o = = =TT 12
LS R = 10 10 ("o PRSP 12

9.8 YN @) 2 @) N1 =SSN 12
9.8.1 A o I ToTo D14 11 oo O SURRPRPT 12
9.8.2 FAMITY ROOIM......ce ettt et b et e b et e eh et e sh b e e s abe e sabe e e be e e abee e sabeesmbeeenbeeenees 13
9.8.3 BEATOOIMIS ... 13
9.9 LY T2 4o N = SN 13
99.1 BathrOONIS. ... ..o 13
99.1.1 FFUIT BN ...ttt e e e ettt e e e e e e e e et e e e e e e e aaseaaeeeeeseassaaeaaeessasssaaeaessssassssneaasssasasnens 14
9.9.1.2 [ = L == (o O RER ORI 14
9.9.13 [ 2 (0] [ RE R TRTRRRRRRTI 14

Lo e T I R N o e S o 1 = SRR 14

Lo e T T 7 0= = RO 14
9.9.2 Laundry Washer @n0 DIYEN .........oouei ettt saee e ssbe e sbe et e e be e e sbee e sabeesnbeesnbeeenees 14

L e I R O o 1< (=TT TR 14
9.9.2.2 DIOOT CIEBAIBINCE. ...ttt e e e et e e et e e e e e e et e eeeeeseessssaeeesesssassaseaaeessssssssaeaessssassssneaasssssasnens 14
9.9.3 ClOSELS ... 15
9.9.31 MASLEr BEOAIOOM CIOSEL. ... iieieeeie ettt ettt e e e e e e et e e e e e e e s aaeeeeesesassaseaaeessssssssneasssssssssseaassssassnens 15
LSRG T 1 o 1= = 1= Y. 1 oo PSR 15
LR R R T O 1o < Al B Lo o =TT 15
9.94 NS o =T TR 15
9.95 LT T =0 < TP UU PR 15
9951 (D10 0) =TT 16

S R I B oo @ o= o= SO RUPTUURURRRPR 16
9.9.6 FPONE ENEEY. ettt et e et e e e s b b e e e e e ab e e e s aabe e e e abb e e e s aabeeeesanrneaeanns 16
9.9.6.1 Y =TT ] oo ) RO RTRRRRRRRI 16

LS T = 10 11 o 1o S o "o (= PSSR 16

L T O I R 0 = Lo = T NTES o =5 16
9.10.1  WallS AN COIIINGS ..ottt sttt et e bt e e sae e e sabe e st e e e be e e sbee e sabeesmbeesnbeeenees 16

SECTION 01000, PAGE9 -1



ACCOMPANYING AMENDMENT #0003 TO SOLICITATION NO. DACA63-02-R-0017

1S L0 O o= T PO PP UR PP PP PP 17
9.10.3  RESHIENE FIOOMNG . ....ee ettt bbb a et sab e e st e e et e e e sbee e sabeesabeesnbeeenees 17
O0.10.4  FlOOT BASE.... . aaaanan 17
0.10.5 CEIAMUC Tl B anan 17
9.105.1 BANEUD VWAINSTOL ...ttt ettt e e e e e ettt e e e e e e e e et e e e e e eeaseaaeaeeesessassaasessssassssannaassssassnens 18

1S (O G = 11 ] o PRSP 18
O0.10.7  INEEIIOT FINISNES. ... annan 18
O0.11  ROOFING AND DRAINAGE ... .. iiiiiiittiiiieeee ettt e e e e s e eea b s e e e s st e s bt seseseea bbb s eesssess bbb s eeesseessbaansseessernsses 20
LS 80 I R oo S (0] TR TSUPRTR 20
O0.11.2 ROO TTUSSES. .. annnsnannan 20

0. 11,3 ROOI WWALE .. anan 20

0. 1114 ROOF SUMACE ... nnan 20

L I A e 1 = T TN TES =5 21
O0.12. 1 FACE BIICK e aaaan 21
0.12.2  {AMHOOOS} DEBLEA .......ccoeeiiiiieitii ettt ettt et e e sae e e sab e e st e e e be e e sbee e sabeesnbeesnreeenees 21

LS e R o= 11 1] oo PRSP 21
0.12.4 X E IO SO IS e anan 21

LS TR 2 TR 1101 21
.13 GLAZED OPENINGS ... .cccttttuiiiieiiittttttiseessetstssteessttesssaeesttesssatesttestsaatesstesstssteessseestsssnsseessersssns 22
S B R o = o (U =0 (= (=T OSSR 22
91311 SETUCEUTEL TESHING -t eueeveeteeeeeteeste e et este e ee s e e seeeneesseeseeeneeaseesseeneeaseeaseenseaseesseenseaneesseenseaneesseenseanenssenns 22
9.13.1.2 (@707 = 1] 0T 1 0 (0= PSSP 22
9.13.1.3 YN L8 137 1) F TR 22
9.13.14 ATV S 1= 0 1 o] o OSSP 22
0.14 BUILDING THERMAL ENVELOPE ...cuttuiiiiiiiiiiiiiii e ettt s e e s s ettt s e e e s e eab bt s e s s s s eab bbb s eeesseesbbaseeesseensses 22
9.14.1.1 U-VAUES AN R-VBIUBS ...ttt ettt e e e e et e e e e e e e e et e e e e s e seaaaaeeeaessasssannaasessasnens 22
9.14.1.2 TREIMNAL INSUIBETON. ...ttt ettt e e e ettt e e e e e et e et e e e e e eaeaaeeaeeessaasesseaaessssasssasaasssssssrennaens 23
9.14.1.3 YN L8 1= 1) RSN 23
O.14.2  GlAZEA TOOIS... e nannan 23
.15  VVINDOW UNITS tuuuuiiiiiiittttiiiieesseeststssesssesstsaaasseesssessssaasseassessssaassessseesssaasseesssessssssssesesseessssnsseessernsses 23
9.15.1 AIUMINUMWMINOOWS ... s 23
9.15.2  INEMION WINAOW SHIS ... s 24
0.15.3  SINGIE-NUNG WINTOWS.......coneiiiiiit ettt ettt ettt e sae e e sab e e st e e e be e e rbee e eaeeesmbeesmbeeenees 24
9.15.4  ThErmMal STANUAIAS .......e s 24

S LSRR €T v o To T PRSP 24
0.15.6  TemMPered SAfELY GIaSS.........oiiiiiiiii ettt ettt sa et e sab e e st e e s be e e rbe e e sabe e sabeesnbeeeees 24
O.15.7  ODSCUINE GIASS..... e nnannan 24

L T TS @ = = = N T 24
0,17  VVINDOW T REATIMENT S cttttuuiiieiiitttttiiseesstesssaaseessteesssasseesseesssaasteesseessssasseesssessssssteessseessssinseeesserssses 24
L TS T I 10 o =2 TN 24
O.18.1  ENETANCE UOOIS... . s nnannan 25
O0.18.2 SOIMIUOOTS. .. anaan 25
9.18.3 Mechanical and SOrage ROOM DOOIS.......ccocuiiiiiiiiiie e riee ettt sbe e sae e e sebe e sbeeeees 25
O.18.4  INEENION GOOIS.. . nnnssannan 25
O.18.5  PaliO UOOIS.... . anan 25
O0.19  BUILDERS HARDWARE ....tttuuiiiiiiitttttiiiteeeteestbtasseessssesssa s tessstessaaaasessstessbaassesssesssbaasseessseessbansseessernsses 25
0.19.1  LOCKS BNA KEYS......ooeee ettt ettt et e e a et e sab e e st e e et e e e ebe e e sabeesnbeeenbeeeees 26
S I VY = 1 T £ 1o o ] oo [P RSUSURRTR 27

1S G R Yo o [ o= U] PRSP 27
0.19.4  NAMEPIAIE NOITEIS. ... ettt a e sab e e st e e et e e e rbe e e sate e snbeesnbeeenees 27
0.20  KITCHEN/BATH CABINETS ...t iiiiieie ettt ettt ettt ettt ettt et ettt e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e aeaaaans 27
0.20.1 K CNENS .. aaaaaan 27
0.20.2  KITCHEN CADINELS.... .. s 27
9.20.3 Storage and Countertop REQUITEIMENTS........ocueiiieieiie et iee ettt e b sbe e e seee e sabe e seeeeees 28
0.20.4  CaADINEL CONSIIUCTION. ... .. nnan 28
9.20.4.1 (010007 gl = 0o (U (=TSRSS 28
9.20.4.2 S (S ALY <= 28

SECTION 01000, PAGE 9 - 2



9.20.5

ACCOMPANYING AMENDMENT #0003 TO SOLICITATION NO. DACA63-02-R-0017

L0001 U 01 (= (0] o TN PP PP OUPRRTP

SECTION 01000, PAGE 9- 3



ACCOMPANYING AMENDMENT #0003 TO SOLICITATION NO. DACA63-02-R-0017

9 HOUSING UNIT DESIGN / CONSTRUCTION

9.1 GENERAL

Unit design for square footage shall be within the ranges specified in Table 1-1. Increases in unit design above the
maximum GSF or NSF are prohibited, except as noted below to accommodate accessible units.

9.11 GROSSAREA DEFINITION

Grossfloor areaincludes all interior spaces (finished and unfinished) within the exterior faces of exterior walls and
centerline of party walls (in duplex units) of housing units with the following exclusions:

a) Garages.
b)  Exterior bulk storage.
¢)  Trashenclosures.

d)  Porches, open or closed, which are not heated or cooled and which retain the basic characteristic of a
porch.

€)  Terraces, patios, decks, balconies, and entrance stoops.

9.1.2 NET AREA DEFINITION

Net areais defined as the space inside the exterior and party walls. Net area excludes:
a)  Exterior and party walls.
b)  Half thickness of interior walls adjacent to excluded aress.
¢)  Utility (Laundry) rooms.
d) Interior and exterior bulk storage.
€)  Washer and dryer alcoves (not to exceed a combined 30 ft?).
f) Mechanical room.
g) Unfinished attic.
h)  Patios.
i) Garages.
i) Increases required to meet accessibility standards (not to exceed 75 ft?).

k)  Open or enclosed porches without heating, air conditioning, or interior-type finish.
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9.2 ACCESSIBILITY

(8) Accessible Units. (See paragraph 1.2.3) Accessible units shall be designed in such away that they may be
easily and readily modified to accommodate physically challenged occupants, at time of occupancy. This means
required door hardware, bathroom layout, kitchen layout, grab bars, plumbing hookups, light switches, outlets and
controls do not need to meet requirements at the time of construction but must meet the requirements at time of
occupancy. Also, requirements/replacements for cabinet heights, work surfaces, plumbing fixtures, and the warning
devices for the hearing and visually impaired shall be made at time of occupancy. Revisions/ replacements at the
time of occupancy will be made by the Government. Net square footage limitations can be exceeded if necessary as
noted in paragraph 9.1.2 (j), to accommodate disabled accessibility.

(b) A partial list of minimum accessibility measures to be included in the accessible units for this project are as
follows (see UFAS 4.34 and ADA (Americans with Disabilities Act) for the complete requirements):

1 Provide minimum of one accessible (barrier free) entrance into accessible housing unit with walks
and access to trash disposal and other housing exterior features, including parking.

2. All exterior doors shall be aminimum 3'-0" wide. Provide thresholds with a maximum height of
1/2-inch above adjacent surface at all exterior doors to housing unit.

3. Provide standard base and wall cabinets to be modified by the Government as the need arises.
Adjust rough-in plumbing to accommodate future lowered sinks and lavatories.

4. Doors between al interior rooms including interior storage and utility shall be a minimum of 2'-
10" wide.
5. Provide necessary blocking and reinforcing for the future installation of grab barsin appropriate

locations, per the UFAS.

6. A full bathroom to provide barrier-free access, except that standard vanities shall be provided.
Rough-in shall accommodate future barrier-free lavatories. The Government will replace items as
the need arises.

7. Provide standard height toilet. The Government will provide handicap toilets as the need arises.

8. Bedroom closets shall have alternate cleats installed to provide barrier free heights for rod and
shelf.

9. Sink and kitchen faucets shall be standard equipment, except that the faucets must have lever-type

handles at the time of construction.

10. Standard range, dishwasher and other appliances shall be provided for all units. Space and kitchen
layout shall accommodate future equipment complying with UFAS 4.34.6.6 and UFAS 4.34.6.8.
The Government will replace items as the need arises.

11. Accessible spaces shall have maneuvering space complying with UFAS 4.2.2 and UFAS 4.2.3 and
surfaces complying with UFAS 4.5 (with exceptions as noted herein).
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9.3 FUNCTIONALITY

Rooms shall be sized and arranged for efficient use, good circulation, and furniture placement. The distribution of
space for food preparation living and dining, sleeping, bathing, halls, closets, and services should be balanced and
should enhance the intended functions. See Appendix 7 for example floor plans of a 2-BR duplex, a 3-BR duplex
and a 3-BR stand-alone housing unit. These example floor plans are provided for reference only and are not intended
as mandated plans representing all required features. Example plans may not satisfy RFP requirements as set forth
herein. Offeror is solely responsible for satisfying RFP requirements.

a)  Habitable rooms shall not be used as halls for entry into a housing unit or for primary circulation within
ahousing unit.

b)  Indoor and Outdoor Integration. Emphasize factors that enhance indoor and outdoor living. Consider
size, layout and location of patios, balconies, yards, and features that encourage family use of outdoor
aress.

94 MAINTAINABILITY

The design of housing units including the selection and specification of exterior and interior finishes, equipment,
appliances, and systems shall include consideration of maintenance ease and cost. Avoid products that require
continuing maintenance at high cost.

95 FIREPROTECTION AND SAFETY

Housing units will comply with the applicable National Fire Codes, including NFPA 101, Life Safety Code and MIL
HDBK 1008C. Construction features will be provided in accordance with the International Building Code (IBC)
2000 and the Air Force Family Housing Guide, Dec. 1995. Housing units in this project are not required to be
sprinkled.

951 FIRE RESISTANCE OF PARTY WALLSAND ROOF MATERIAL

Party walls shall extend as asingle UL design assembly, from ground to the underside of roof sheathing. Provide
firestops at floor, and ceiling or roof line. Penetrationsin afire rated partition are to maintain the fire rated integrity
assigned to that partition. Provide Class A (ASTM E108, Standard Methods of Fire Tests of Roof Coverings) roof
covering material throughout. Party walls (walls separating housing units) shall have a minimum fire-resistance
rating of { AM#0003} one (1) hour.
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952 MECHANICAL ROOMS

Rooms equipped with fuel-fired equipment such as a furnace and/or fuel-fired water heater shall serve only one
housing unit and shall be lined with 5/8-inch Type X gypsum wallboard or equivalent noncombustible material. The
mechanical room shall be located on an exterior wall and adjacent to the garage. The mechanical room space shall
have a single door providing access from the exterior. A door between the garage interior and the mechanical room
is prohibited. { AM#0003} The floor dab elevation of the mechanical room shall be the same elevation as the
garage slab. The mechanical equipment room layouts shall be provided with ample floor space to alow for
unobstructed access to accommodate routine servicing and maintenance of equipment and to have sufficient
headroom to accommodate required equipment. Easy access to the furnace filter shall be provided. Contractor shall
provide afloor drain in this room and slope floor dab to drain.

953 WALLSBETWEEN GARAGE AND HOUSING UNITS

Provide UL designed one-hour fire rating extending from the ground to the underside of the roof sheathing, for walls
between garage and housing units.

954 ALARM SYSTEMS

Provide smoke alarms and carbon monoxide detectors within the housing unit that provide alocal alarm only. See
PART 14 of Section 01000 for specific alarm locations and additional requirements.

955 SECONDARY MEANSOF ESCAPE

Every seeping room and living area shall have a secondary means of egress in accordance with NFPA 101.

9.6 SOUND ATTENUATION

9.6.1 EXTERNAL NOISE LEVEL REDUCTION GUIDELINES

The limits of this project site fall within two separate noise zones (Compatible Use Zone). The western-most portion
of the project site iswithin the 70-75 DNL noise contour (75 dB zone) while the remaining area is within the 65-70
DNL noise contour (70dB zone). See drawings provided with this RFP for noise zone delineation. Contractor must
incorporate sound-reducing measures into the design and construction of the housing to achieve an outdoor to indoor
noise level reduction (NLR) of at least 25 dB in the 65-70 DNL noise contour. Locating new housing units within
the 70-75 DNL noise contour is prohibited.

9.6.1.1 Compliancefor NLR 25

Compliance with the following standards shall be deemed to meet the requirements of the Compatible Use Zonein
which an NLR 25 is specified.

9.6.1.1.1 General

a) Brick veneer, exterior walls shall be constructed airtight. All joints shall be grouted or caulked airtight.
Weep-holes with typical spacing are acceptable.

b) At the penetration of exterior walls by pipes, ducts or conduits, the space between the wall and pipes, ducts or
conduits shall be caulked or filled with mortar.

) Through-the-wall/door mailboxes shall not be used.
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9.6.1.1.2 Exterior Walls

a) Stud walls shall be at least 4 inches in nominal depth and shall be finished on the outside with brick veneer.

b) Interior surface of the exterior walls shall be of gypsum wallboard 5/8-inch thick. The gypsum wallboard
shall be fastened rigidly to the studs.

C) Sheathing panels shall be butted tightly and covered on the exterior with overlapping building paper. Thetop
and bottom edges of the sheathing shall be sealed.

9.6.1.1.3 Windows

a) Windows other than as described in this section shall have alaboratory sound transmission class rating of at
least STC-31.

b) Windows shall be double-glazed and shall be a minimum of 1/8-inch thick (each pane) with a minimum 3/8-
inch air gap.

) All operable windows shall be weather-stripped and air tight when closed so asto conform to an air
infiltration test not to exceed 0.5 cubic feet per minute per foot of crack length in accordance with ASTM
E283-65-T.

d) The perimeter of window frames shall be sealed airtight to the exterior wall construction with a sealant
conforming to any of the following Federal Specifications: TT-S-00227
(http://astimage.daps.dla.mil/docimages/0000/58/72/51590.PD3 , with amendment
http://astimage.daps.dla.mil/docimages/0000/58/72/51590.PD4) or TT-S-00230
(http://astimage.daps.dla.mil/docimages/0000/32/99/51593.PD2, with amendment
http://astimage.daps.dla.mil/docimages/0000/32/35/51593.PD9 ).

€) Thetotal area of glass for the housing unit shall be greater than 10%, but shall not exceed 20% of the floor
area.

9.6.1.1.4 Doors

a) All exterior side-hinged doors, excluding patio door, shall be metal insulated doors with fibrous insulation
and shall be fully weather-stripped. All doors shall be a minimum 1-3/4 inch thick throughout.

b) The perimeter of al exterior door frames shall be sealed airtight to the exterior wall construction in
accordance with TT-S-00227 or TT-S-00230.

C) If any door contains glass, the glass shall be set and sealed in an airtight non-hardening sealant, or a soft
elastomer jacket or glazing tape. Any door glazing in the front or side entrance doors shall not exceed 6
inches by 6 inchesin size and shall be at least 3/16-inch thick.

d) French type patio doors are required at the rear of the unit. See section 9.17 for requirements.

9.6.1.1.5 Roofs

a) With an attic or rafter space at least 6 inches deep, and with a ceiling below, the roof shall consist of closely
butted 5/8-inch thick plywood sheathing topped by roofing as required.

b) Skylights are prohibited.

9.6.1.1.6 Cellings
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a) Gypsum wallboard ceilings 5/8-inch thick shall be provided. Ceilings shall be substantially airtight, with a
minimum number of penetrations.

b) Glass fiber or mineral wool insulation shall be provided above the ceiling between joists, as required in Table
9-10.

9.6.1.1.7 Ventilation

a) The powered ventilator attic opening shall be fitted with sheet metal transfer ducts of at least 20 gauge stedl,
which shall be lined with 1 inch thick coated glass fiber, and shall be at least 5 feet long with one 90 degree
bend. Soffit vents are required for air intake. Gabled roof vents, if provided, shall have baffles.

b) All vent ducts connecting the interior space to the outdoors, excepting domestic range exhaust ducts and dryer
vents, shall contain at least a 10 foot length of internal sound absorbing duct lining. Each duct shall be
provided with alined 90-degree bend in the duct such that there is no direct line of sight through the duct
from the venting cross section to the room opening cross section.

) Domestic range exhaust ducts connecting the interior space to the outdoors shall contain a baffle plate across
the exterior termination to allow for proper ventilation. The dimensions of the baffle plate should extend at
least one diameter beyond the line of sight into the vent duct. The baffle plate shall be of the same material
and thickness as the vent duct material.

d) Contractor shall minimize the number and size of openingsin the attic.

9.6.2 SOUND ATTENUATION AT PARTY WALLS

Party walls (walls separating adjacent housing units) shall be designed to provide the minimum airborne sound
transmission ratings and impact isolation ratings stated in Table 9-1. Party wall shall be provided with 3-inch
acoustical insulation woven between the studs and extending up to the top of the ceiling insulation. Penetrations
shall be minimized and firestopped.

Table9-1
Sound Transmission Standards For Party Walls
Area FSTC'
Party Walls (Housing Unit Separation) 56
{ AM#0003} .
{ AM#0003} .

NOTE 1: Field Sound Transmission Class. See ASTM E336.

9.6.21 TESTING

Certified proof-of-performance field tests will be conducted to demonstrate that the party wall systems as
constructed provide the required sound isolation. Tests for air-borne sound shall be made in compliance with
ASTM E336. Testsfor impact sound shall be made in compliance with ASTM E1007. Testing of 10 percent
(minimum) of each type of party wall system isrequired. Location of test sites will be chosen at random by the
Contracting Officer.

a)  Any party wall system found to be inadequate shall have the deficiencies corrected and the additional
qualifying tests conducted at the Contractor's expense. Testing at the Contractor's expense of greater
than 10 percent of each system may be required if the Contracting Officer determines that the quality of
construction requires this additional testing.
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b)  Incaseswhere the field tested performance of the systems does not meet the designed performance, the
maximum acceptable difference between field tests and sound transmission ratings shall be 2 decibels
(dB) for airborne sound ratings and 5 dB for impact sound ratings.

9.6.3 PLUMBING AND HVAC EQUIPMENT

Design of plumbing and Heating, Ventilating and Air-Conditioning (HVAC) equipment shall include design
provisions such as location, enclosure and acoustical treatment, to minimize transmission of noise generated by
equipment within each housing unit and to eliminate transmission of noise to other housing units.

9.7 DIMENSIONSAND AREAS
9.71 MINIMUM AREAS
9.7.1.1 Interior/Exterior Spaces

Minimum areas/dimensions for interior spaces are shown in Table 9-2. Minimum areas/dimensions for exterior
spaces are shown in Table 9-3.

Table 9-2
Minimum Areas and Dimensions — Interior Spaces
: A
Space Area ngth Wi dth/_Depth Hei ght

ft° ft-in ft-in ft-in
Living® 150 11-6 11-6 8-0
Dining (2/3 BR)? 100 9-0 9-0 80
Family Room® 100 9-0 9-0 8-0
Kitchen®® 64 8-0 8-0 8-0
Eating Areain 72 8-6 8-6 8-0
Kitchen®
Refrigerator 6 3-0 2-0 6-0
Washer acove 11 3-2 3-2 7-0
Dryer acove 11 3-2 3-2 7-0
BR #1 150 10-0 10-0 8-0
BR #2 130 10-0 10-0 8-0
BR #3 90 9-0 9-0 8-0
Full Bath® 40 8-0 5-0 8-0
Entry Hall 13 33 4-0 8-0
Hallways - - 3-0 8-0

NOTES:

1. Caeiling heightsin habitable rooms shall be a minimum of 8 feet-0 inches. Ceiling heights can be reduced in
parts of these roomsto 7 feet to accommodate ducts.

2. Room dimensions are exclusive of circulation. Circulation paths along one side of aroom are permitted but
add 3 feet-0 inches to the minimum dimension.

3. aminimum of 4 feet must be maintained in front of and between cabinets.

4. Minimum area and dimensions are measured from face of cabinetsto walls.

5. Accessible units must conform to UFAS, which requires greater minimum dimensions.
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Table 9-3
Minimum Areas and Dimensions — Exterior Spaces
Spaces Arga Length Width/Depth Hel g_;htl
ft ft-in ft-in ft-in
Garage 282 12-8 22-4 8-0
Patio - 2 BR 120 { AM#0003} { AM#0003} 8-0
Asrequired 8-0 (to underside of
cover)
Patio - 3BR {AM#0003} | {AM#0003} { AM#0003} 8-0
120 Asrequired 8-0 (to underside of
cover)

9.7.1.2 Kitchen Cabinets, Countersand Pantries

See Table 9-5. Flat areais shown for countertops and drawers. Combined vertical shelf areais shown for pantry
and base, wall and wall cabinets. Minimum sized wall cabinet space required for tenant-furnished microwaveis 16
inches x 27 inches. Shelf to support microwave shall be 17 inches deep. A door is not required for microwave
shelf. All other kitchen cabinets shall be 12 inches deep as noted in Table 9-4.

Table 9-4
Kitchen Cabinet, Counter & Pantry Area
Type of wall Pantry/Base Drawer Counter
Housing Unit 2 = 2 2
2BR/3BR 24128 24128 12/14 18/20
Minimum 12-inch 24-inch 24-inch 24-inch
Depth
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9.7.1.3 Closets

Minimum closet width requirements are clear from the face of wall and stated in Table 9-5.

Table 9-5
Minimum Closet Widths
2 BR Units 3 BR Units

Closet Ft-in Ft-in
Coat/

Entry Hall 50 50

BR #1(Master) 6-0 8-0

BR #2 4-0 6-0

BR #3 3-0 4-0

Broom 3-0 3-0

Linen 2-0 4-0

9.7.1.4 Bulk Storage

Minimum and maximum requirements for interior, exterior bulk storage are shown in Table 9-6.

Table 9-6
Bulk Storage
Type of Type of Minimum Maximum
Unit Storage ft* ft*
Int. 24 70
2BR Ext. 24 70
Int. 24 80
3BR Ext. 24 80

9.8 MAJOR ZONES
9.8.1 LIVING AND DINING

The living room should have direct access to the front entrance vestibule and to the dining area without passing
through another room. When circulation is required along the perimeter of the space or between areas in open plans,
minimum circulation space of 3-feet O-inches shall be added to the required minimum room dimension.

a) Thedining area may be an extension of, or an "L" off the living room.

b)  Thedining area shall be directly accessible from the kitchen without passing through another room.

¢)  Thekitchen shall provide an efficient work triangle. A base cabinet, minimum 15 inches wide, shall be
provided on the handle side of the refrigerator. The range shall not be located adjacent to the

refrigerator, in a corner, adjacent to a passageway, or under or within 1 foot either side of a window
opening. The dishwasher shall be installed adjacent to the kitchen sink. Provide a backsplash behind
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the range, extending to the underside of the range hood, finished to match the countertop or range and
the range hood.

d) Provide auxiliary dining areas in the form of table space in the kitchen or in afamily room adjacent to,
or as an extension of the kitchen. The auxiliary dining area shall not be located in the living or dining
rooms.

€) In the kitchen, shoe molding (1/4 round) is required at al base cabinets where they meet the floor
surface.

f) A Pantry isadesired feature. Also see paragraph { AM#0003} 9.20.3 entitled “Storage and Countertop
Requirements.”

g)  Fireplaces are prohibited in the housing units.

h)  Theliving roomisrequired to have a future ceiling fan roughed-in with circuits for fan and light, wall
mounted switches for fan and light and a properly braced { AM#0003} mounting box
{AM#0003} for ceiling fan.

982 FAMILY ROOM

Provide a separate family room, adjacent to and contiguous with the kitchen, for al three-bedroom units. A separate
family room is desired, but not required for al two-bedroom units.

9.83 BEDROOMS

Bedrooms shall be designed to accommodate king-size beds in master bedrooms and double beds in the other
bedrooms. Each bedroom shall have a clothes closet (see Table 9-5 for minimum sizes) with shelf provided. Each
bedroom shall be accessible without passing through another bedroom. Design consideration shall be given to the
movement of oversized furniture in and out of the bedrooms. Each bedroom shall be required to have a future
ceiling fan roughed-in with circuits for fan and light, wall mounted switches for fan and light and a properly braced
{ AM#0003} mounting box { AM#0003} for ceiling fan.

9.9 MINOR ZONES
99.1 BATHROOMS

Emphasis shall be placed on size, furnishings, layout, and privacy. Direct accessto a bathroom from the master
bedroom is required for three-bedroom units. Compartmented bath design, for family and guest use, is encouraged.
Determine the minimum number of bathrooms based on Table 9-7. No bathroom features (sink and mirrors) are to
be located in the master bedroom but shall be in the master bathroom. All full bathrooms shall have awood linen
closet with 12-inch minimum nominal depth shelves. See Table 9-5 for minimum width requirement.

Table 9-7
Bathroom Requirements

Number of Full
Number of Bedrooms Bathrooms
2BR L
3BR 2

SECTION 01000, PAGE 9 - 13



ACCOMPANYING AMENDMENT #0003 TO SOLICITATION NO. DACA63-02-R-0017

9.9.1.1 Full Bath

A full bath shall contain awater closet, lavatory and a tub with shower assembly (Note: Tub with shower assemblies
shall not be placed under windows). One full bath in each housing unit shall be directly accessible from a hallway
without having to pass through another room. Tubs with shower assemblies shall include a shower rod. Sliding
shower doors are prohibited.

9.9.1.2 Half Bath

A half bath is desired as a betterment (see Table 1-2) in 2-bedroom housing units, in addition to the minimum
required bathrooms listed in Table 9-7. A half bath consists alavatory and a water closet.

9.9.1.3 Lavatories

Provide lavatories mounted in 2-feet wide (minimum) countertops, with vanity bases. In master bedroom areas
provide double sinks in bathrooms. Countertops shall be cultured marble with a minimum 4-inch high back splash.
One-piece molded countertops/basins are not permitted. See paragraph 11.7 for lavatory requirements.

9.9.1.4 Accessories

Bathroom accessories may be surface mounted or recessed, of non-corrodible metal, and shall include towel bars
totaling not less than 42 inches for afull bath and not less than 30 inches for ahalf bath. Accessories shall also
include amirror, toilet paper holder, 2 bathraobe hooks, and toothbrush and tumbler holder.

Medicine cabinets are not desired. Functionality of medicine cabinet will be provided by shelf space within required

linen closet.

9.9.1.5 Exhaust Fans

Exhaust fans shall be switch operated separately from the lights and shall be ducted directly to the exterior of the
building. See Part 13 for additional requirements.

9.9.2 LAUNDRY WASHER AND DRYER

Laundry washer and dryer space shall be in a separate utility room for three-bedroom units. If utility room and
interior storage are combined into one space, do not count this area in the calculation of NSF. In two-bedroom units,
provide a separate non-enclosed space for the washer and a separate non-enclosed space for the dryer between the
kitchen and the garage. These spaces (alcoves) for the washer and dryer shall face each other with an adequate
circulation space between. Bi-folding doors are prohibited. Dryer vent shall vent through an exterior wall and shall
not be visible from the street (see paragraph 13.7).

9.9.2.1 Cabinets

A cabinet with 12-inch minimum nominal depth shelvesis required above the washer and the dryer. Cabinets shall
be custom grade and painted or pre-finished.

9.9.2.2 Door Clearance

Minimum door width to utility room, when open, is 2 feet-8 inches, except within handicapped units where this
width shall be increased to 3 feet. Swing door is preferred, but shall not conflict with operational space in front of
washer/dryer appliances.
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993 CLOSETS

Closets shall provide the minimum widths indicated in Table 9-5. A broom closet shall be provided convenient to
the kitchen, and a coat closet shall be located in the entry hall.

9.9.3.1 Master Bedroom Closet

A walk-in style clothes closet is preferred, but not required, in the master bedroom. The closet shall be provided
with a door.

9.9.3.2 Closet Shelving

Closets (except linen closets) shall be equipped with a single 12-inch deep shelf and a clothes hanger rod. Linen
closets shall be provided with at least four full-depth shelves. Closet shelving and rods in excess of 4 feet shall have
center supports. Shelves and supports shall be capable of carrying 35 Ibs/ft. Closet shelving shall be minimum %z
inch thick solid wood or plywood. Factory finished welded wire shelving is prohibited.

9.9.3.3 Closet Doors

Closet doors should be located to permit placement of furniture in the corners of the rooms by providing an 18-inch
return adjacent to afurnishable wall. Wall closet width shall not extend beyond either doorjamb more than 20
inches. All closet doors shall be hinge-type doors. Accordion, sliding and bi-fold doors are not permitted.

9.94 BULK STORAGE

Provide each housing unit with interior and exterior bulk storage space meeting the minimum requirements of Table
9-6. Provide interior storage in a separate room. Provide exterior { AM#0003} bulk storagein, or adjacent to, the
garage. { AM#0003} Exterior bulk storage slab elevation shall be 4 inches above garage slab elevation. A separate
storage areafor the trash containers shall be provided in the garage, near the garage door. The trash container area
shall be large enough to hold two standard garbage cans and one recycle container (18 inches wide by 26 inches
long by 14 inches tall).

a)  Bulk storage space shall be at a minimum 4 feet in depth and a minimum clear height of 6 feet-6 inches.

b)  Provide aminimum of three nominally 12 inches deep shelves with a combined length of 24 feet within
each bulk storage area (both exterior and interior).

¢) Common walls and ceilings between adjacent storage areas shall be finished on both sides.

995 GARAGES

Provide an attached single-car garage for each housing unit with 2 car option for all units per the Price and Proposal
Schedule. Detached garages are prohibited. { AM#0003} A minimum of 80% of garages shall have side vehicle
entry doors that do not face the street. { AM#0003} Garages facing the street are discouraged but will be allowed for
amaximum of 17 living units to facilitate cul-de-sac layout, etc. Trash areain garage shal be in addition to the
required car storage area. Refer to Table 9-3 in this section for garage minimum dimensions. Set the garage slab
{AM#0003} and mechanical room dab elevations a minimum of 4 inches below the level of the finished floor for
the living space. { AM#0003} . Slope dab to drain out the garage door.
Garage shall have a 4-inch high, 3 %2 foot deep concrete tire bumper along the entire length of the interior back wall
of the garage. This change in elevation can be provided by the 4-inch drop from finished floor elevation of the
living space to the garage floor elevation.
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Garages for ADA units shall have a cast-in-place concrete ramp from the living space to the garage finished floor
elevation. Ramp shall not interfere with access to a parked vehicle in the garage (al so see paragraph 9.2). The
minimum required garage area stated in Table 9-3 may be increased for ADA units to accommodate circulation with
ramp. The tire bumper is not mandatory in the garage of ADA units.

9.95.1 Doors

Garage doors shall be insulated with steel sandwich panel SDP-38 by Phoenix or approved equal, with pre-finished
sides, 26-gauge embossed pebble-grained textured acrylic polyester coatings on exterior and hardware that can be
opened and locked from inside and outside of the garage. Garage door shall be insulated to approximately R-8.
Garage door shall not have windows.

9.9.5.2 Door Opener

Garage door shall be manually operated. Contractor shall provide a pre-wired electrical outlet at the celing for a
future garage door opener. Also see Part 12 of this section for additional requirements..

9.9.6 FRONT ENTRY

9.9.6.1 Mailbox

A mailbox shall be located on the exterior of the front entry of each housing unit. A through-door mailbox is
prohibited.

9.9.6.2 Building Signage

Each housing unit will have a 3-digit number visible from the street, located near the front entry. See Paragraph
14.6.2. House numbers shall be 3-inch to 6-inch high numbers on a lighted fixture located in such a position asto be
easily seen from the street. Signage house numbers shall be an energy efficient lighting with the following
specifications: (a) Housing lens or diffuser - Thermoplastic, recognized component polycarbonates. (b) Frame
deeves - Thermoplastic recognized component ABSresin, U.V. stabilized. (c) Number plate translucent white
thermoplastic recognized component polycarbonate U.V. stabilized. (d) Back plate — Pre-painted white steel
A/S/1010/Thickness 0.0315. (e) Photocell - U-shaped mounting bracket which secures to back plate by a snap fit. (f)
Socket assembly must be UL listed.

9.10 INTERIOR FINISHES
9.10.1 WALLSAND CEILINGS

Provide 5/8-inch, gypsum wallboard (gypsum board finish level #4) and light orange peel texture finish. Water-
resistant wallboard shall be used in wet areas such as bath (as a minimum finish) and utility rooms. Interior finish
shall have aflame-spread rating of 25 or less and a smoke-developed rating of 50 or less when tested in accordance
with ASTM E84.

The color, texture and pattern selections for the finishes of the housing units shall provide a warm, comfortable,
easily maintainable and functional environment for the occupants. Coordination of finish colorsis necessary for a
cohesive design. The design should include neutral colors that accommodate the varied occupant’s furnishings. Itis
desirable for ceilingsto be alighter shade of white than the walls. Provide a painted wood base throughout the
living areas of the housing units. Plastic laminates shall have patterns that are mottled, flecked or speckled with a
mar-resistant finish, such as Formica’s “Crystal” finish.
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Ceiling heights higher than those specified in Table 9-2 for the kitchen, living room, family room and dining room
are preferred.

All receptacle boxes and electrical switches prior to gypsum wallboard taping shall be masked to prevent gypsum
wallboard cement from entering electrical boxes or touching sheathing on electrical sheathed cable.

Due to severe local problems with termite infestations, exterior and interior wall framing shall be treated wood or
metal studs. See Part 10 for wall framing and sheathing requirements.

Garage ceiling and all exterior garage walls are not required to be insulated.

9.10.2 CARPET

Carpet shall meet the minimum requirements outlined in ETL 00-6 AIR FORCE CARPET STANDARD
(http://www.af cesa.af.mil/Publications/ETL SETL 00-6Final .pdf). Carpet color shall be neutral, such as beige or
taupe, and patterns are to be avoided. Grey colored carpeting is prohibited. Carpet type shall be twisted loop and
shall have a minimum 7-year limited warranty against soiling and liquid spills, and minimum 7-year wear warranty.
Carpet fiber shall be 100% continuous filament nylon or 100% PET polyester. Primary backing shall be
polypropylene. Minimum pile density rating shall be 4500 and minimum face weight shall be 28 ounces per cubic
yard. Specify yarn that is branded by the fiber producer, 6 or Nylon-6 with a soil and stain resistant finish.
Minimum gauge shall be 1/8. Provide 3/8-inch to ¥-inch high-density polyurethane foam underlayment that meets
HUD Use of Materia Bulletin 72A HUD Building Product Standard and Certification Program for Carpet Cushion.
Carpet must pass the Department of Commerce (DOC) FF 1-70 Pill Test (7 passes from 8 specimens) and the
requirements of NFPA 101, The Life Safety Code. Carpet shall comply with 16 CFR 1630 and have a minimum
average critical radiant flux of 0.45 watts per square centimeter when tested in accordance with ASTM E 648.
Carpet shall beinstalled according to the manufacturer’s instructions.

9.10.3 RESILIENT FLOORING

Vinyl composition tile (VCT) shall conform to ASTM F 1066, Class 2 (through pattern tile), Composition 1,
asbestos-free. Tile shall have the color and pattern uniformly distributed throughout the thickness of thetile. VCT
shall be provided as a minimum floor finish in main entry area, kitchen, bathrooms, washer/dryer alcove or utility
room, and interior storage spaces, see Table 9-8. { AM#0003} Sheet vinyl is prohibited.

9.10.4 FLOOR BASE

Provide a painted wood (semi-gloss finish) base throughout the living areas of the house with carpet or VCT
flooring. A stained base is prohibited. Where applicable, provide a ceramic tile base throughout the areas of the
house with ceramic tile flooring.

9.10.5 CERAMICTILE

Ceramic tile may be provided as afloor finish betterment in lieu of VCT, asindicated in Table 9-8. A mottled or
speckled, glazed, 8 inch by 8 inch, ceramic floor tile shall be used. Ceramic tile shall conform to ANSI Al37.1,
moderate to heavy grade only. A medium to dark toned grout which coordinates with the floor tile is required to
avoid a stained or soiled appearance. Grout shall be sealed.

Ceramic tile may be provided as awall finish betterment in bathrooms, asindicated in Table 9-8. Provide ceramic

wall tile patterns appropriate to room size and shape. Accent tile color shall be another neutral shade that coordinates
with the dominant tile color.
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9.10.5.1 Bathtub Wainscot

Provide a water impervious wainscot, to a minimum of 72 inches above finished floor, around all bathtubs and
showers. Bath and shower wainscot shall be a 3-piece panel system. One-piece tub/shower/wainscot units are
prohibited. If ceramictileis provided in bathrooms, it shall not be used as a tub surround.

9.10.6

PAINTING

Finishes shall be lead free. Interior surfaces, except factory pre-finished material, shall be painted a minimum of
one prime coat and two finish coats. Wallsand ceilingsin kitchen, baths and utility rooms shall be painted antique
white or off-white. All trim shall be painted white.

9.10.7

a)

b)
c)
d)
€)

f)

INTERIOR FINISHES

Carpet shal not be installed in kitchens, baths, utility rooms, washer/dryer alcoves or entry areas. Provide
floor space at all exterior doors with VCT or ceramic tile finish.

Concrete masonry is a prohibited interior finish.
Vinyl wall covering or wallpaper is prohibited.
Sprayed-on acoustical ceiling finish is prohibited.
Wood floors are prohibited.

Accents of stained woods, and built-in features, are prohibited.
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Table 9-8
Wall, Ceiling And Floor Finish Minimums And Betterments
Desired Floor Desired Wall
Functional Area [ Minimum Finish Minimum Wall Finish Finish Ceiling
Floor Finish| (Betterment) (Betterment)
Textured & Painted
Main Entry Hall | VCT (1) | Ceramic Tile| Gypboard (5), (1) N/A Light texture (6)
Textured & Painted
Hall Carpet (1) N/A Gypboard (5), (1) N/A Light texture (6)
Textured & Painted
Kitchen (3) VCT (1) | CeramicTile| Gypboard (4), (1) N/A Light texture (5)
Textured & Painted
Living Room Carpet (1) N/A Gypboard (5), (1) N/A Light texture (6)
Textured & Painted
Family Room Carpet (1) N/A Gypboard (5), (1) N/A Light texture (6)
Textured & Painted
Bedrooms Carpet (1) N/A Gypboard (5), (1) N/A Light texture (6)
Textured & Painted
Bathroom (3) VCT (1) | CeramicTile| Gypboard (4), (1) Ceramic Tile | Light texture (5)
3-piece panel system
Tub/Shower N/A N/A 4, (1) N/A Light texture (5)
Textured & Painted
Other Entry VCT (1) | CeramicTile| Gypboard (5), (1) N/A Light texture (6)
\Washer & Dryer Textured & Painted
Alcoves (3) VCT (1) | CeramicTile| Gypboard (4), (1) N/A Light texture (5)
Textured & Painted
Utility Room (3) | VCT (1) | Ceramic Tile| Gypboard (4), (1) N/A Light texture (5)
Textured &
Gypboard - Tape & |Painted Gypboard| Gypboard - Tape
Garage Concrete None Bed only (1) (4) & Bed only
Gypboard - Tape & Gypboard - Tape
Mechanical Rm. | Concrete None Bed only (1) N/A & Bed only
Textured & Painted
Interior Storage | VCT (1) N/A Gypboard (4), (1) N/A Light texture (6)
Textured &
Gypboard - Tape & |Painted Gypboard| Gypboard - Tape
Exterior Storage | Concrete N/A Bed only (1) (4) & Bed only
Textured & Painted
Closets (2) N/A Gypboard (5), (1) N/A Light texture (6)
{ AM#0003} | { AM#0003}
{AM#0003} | VCT(7) |CeramicTile| .. {AM#0003} {AM#0003} | {AM#0003}
L Textured & Painted .
Dining Room Gvoboard (5). (1 N/A Light texture (6)
Carpet (8) N/A Cyphoard (3). (L
NOTES:

(1) Government will allow ONLY minimum or betterment if listed.
(2) Match flooring finish in adjoining space.
(3) Water resistant gypboard shall be used in kitchens, baths, utility rooms and washer/dryer alcoves
(4) Paint finish is semi-gloss latex.
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(5) Paint finish is satin.

(6) Paint finish isflat.

{AM#0003} (7) If Dining Room is separate from Family Room, VCT is minimum finish.
{AM#0003} (8) If Dining Room is a part of a great room concept, carpet is minimum finish.

9.11 ROOFING AND DRAINAGE
9.11.1 ROOF SLOPE

Provide roof slopes for al housing units including garages and covered patios as shown in Table 9-9. Provide
approximately half the housing units with gable end roofs and half the housing units with hip roofs. Distribute the
roof types randomly throughout the project site.

Table9-9
Roof Slopes
Roof Types Rise Run
3-Tab shingles with 25-year warranty 4 min., 5 max. 12

9.11.2 ROOF TRUSSES

Roof trusses shall be constructed of treated wood or steel members.

9.11.3 ROOF WATER

Guitters with leaf guards and downspouts shall be provided for all roof areas. Construction will be heavy wall,
seamless aluminum (thickness = 0.032 inch). Roof water shall be diverted away from entrances. Prefabricated
concrete splash blocks shall be provided under downspouts. Gutters and downspouts shall be factory finished to
coordinate with building color and materials and shall be sized and designed in accordance with the SMACNA
manual. Gutter support by spike and ferrulesis not permitted. Attachment shall be by straps attached directly to the
roof structure. Downspout extensions emptying onto concrete splash blocks shall be provided.

9.11.4 ROOF SURFACE

Roofing shall be limited to the following:
a)  Minimum of 3-tab shingles containing a 25-year product warranty. Contractor shall install shinglesin
strict accordance with the manufacturer’sinstallation instructions. Contractor shall warrant roof system
from leaks for a period of five (5) years.

b)  Roof sheathing to be 5/8-inch treated exterior grade plywood. Waferboard or pressed wood roof
sheathing are not permitted.

c¢)  Contractor shall avoid the use of dark colors for roof surface. Lighter colors are desired for increased
unit energy efficiency.

d) Galvanized metal valeys are required as base bid. See Table 1-2 for betterment.

€)  Patiosshall be covered and shingled.
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f) Parapet walls are prohibited.

9.12 EXTERIOR FINISHES

Emphasis shall be placed on low maintenance and durability for exterior finish materials. Materials shall be
residential in size, scale, and texture. Exterior finish materials for garages will match the primary housing unit.
Submit aminimum of 3 exterior color and finish schemesin the earth tones range for all the housing units. Each
structure in turn should have a minimum of 3 colors, and a maximum of 4. The colors should be selected so that no
two adjacent structures are colored alike, yet the selected colors of one should harmonize with its neighbors. For
other exterior items, al building exterior corner trim, corbel and dentil trim, soffit and fascia, garage doors, window
and garage head jamb and sill trim shall be painted, or pre-finished.

9.12.1 FACE BRICK

Brick shall conform to ASTM C216, Standard Specification for Facing Brick (Solid Masonry Units Made from Clay
or Shale). Provide brick cap and flashing for al offset brick veneer. For grade beam design, the brick shall run a
minimum of one course below the finished floor and shall be flashed at that level.

The housing units shall have a non-bearing brick masonry veneer. { AM#0003} All gabled-ends shall also have non-
bearing brick masonry veneer. No other exterior cladding materials are acceptable. The Contractor will have the
option to use either treated wood or a light-gauge metal stud wall system for the framing system. Contractor shall
use 5/8-inch gypsum board sheathing and damp proofing for the exterior envelope. Provide termite shield at bottom
of exterior walls. Also provide running bond pattern, joint reinforcement, wall ties, weeps, { AM#0003}

and concave mortar joints. { AM#0003} A vapor permeable weather-resistive barrier shall be installed on the
exterior side of the sheathing in the cavity between the sheathing and the backside of the brick.

9122 {AM#0003} DELETED

9.12.3 PAINTING

Exterior surfaces requiring painting shall be kept to a minimum, but where painting is absolutely necessary, exterior
surfaces shall receive a minimum of one prime coat and two finish coats of paint. Wood trim frames, etc., shall be
back primed.

9.12.4 EXTERIOR SOFFITS

Exposure of roof framing and underside of roof/floor decks are not permitted. Exterior wood materials that require
field finishing are not permitted. { AM#0003} Roof soffits, patio soffits, roof edge trim, fascias,

{AM#0003} , downspouts and gutters shall be factory color finished steel or aluminum. Exterior
soffits shall be preformed and pre-finished metal with vented holes. Attic ventilation shall not be provided using
only vented panels. A powered ventilator and vented panels shall be used together. See paragraph 13.9 for powered
ventilator requirements. Vented panels shall be evenly spaced along the eaves. Cement asbestos ceilings or soffits
are not permitted.

9125 PATIOS

Patios shall be sloped to drain away from the residence and have a broom-finished concrete floor surface. Patios
shall be covered and shingled. For al units, the patio slab shall be 4-inches below the finished floor elevation of the
living space. For ADA units, a cast-in-place concrete ramp is required between the living space and the patio. The
patio space lost due to the ramp shall be off-set by increasing the patio areafor ADA units.
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9.13 GLAZED OPENINGS

Windows and glazed door (50 percent or more glass) units shall meet the following standards and must be certified
by an independent testing laboratory. In addition, windows must meet requirements of Section 9.6. Skylights are
prohibited. The Contractor shall provide the manufacturer's certification that the windows/glazed doors provided
meet the test requirements listed below.

9.13.1 REQUIRED TESTS

Hung window units will meet a National Fenestration Rating Council (NFRC) design pressure rating of DP 25.
Evidence of passing the following specific tests and minimum standards are required to achieve these design
pressure standards.

9.13.1.1 Structural Testing

Using ASTM E330 test results shall demonstrate no glass breakage, damage to hardware, or permanent deformation
that would cause any malfunction or impair the operation of the unit. Residual deflection of any member shall not
exceed 0.4 percent of its span. Hung windows shall be tested at pressures of 37.5 Ib/ft?.

9.13.1.2 Operating Force

The force necessary to unlatch and open window units shall not exceed 30 Ib.

9.13.1.3 Air Infiltration

Using ASTM E283 |eakage rate shall not exceed 0.25 ft3/min/ft® at atest pressure of 1.57 |b/ft.

9.13.1.4 Water penetration

Using ASTM E547, no leakage shall be evident when tested in three, five-minute cycles with a one-minute rest

period between cycles at 3.75 Ib/ft?,

9.14 BUILDING THERMAL ENVELOPE
9.14.1.1 U-Values and R-values

U-values and R-values shall comply with the Thermal Characteristics Reguirements below in accordance with the
standards set forth in TI{ AM#0003} 801-02 (www.hnd.usace.army.mil/techinfo/ti.htm) and TM 5-785/ AFM 88-29
“Engineering Weather Data” (www.usace.army.mil/inet/usace-docs/armytm/). U-values shall be calculated using
ASTM E1423 and NFRC 100-91.

Table9-10
Thermal Characteristic Requirements 2

Weather | Wall® | Ceiling/Roof Door Glazed Openings
Region | R-Vaue| R-Vaue' | R-Vaue U-Value®

Window | Door
11 13 38 5 0.50 0.38

NOTES:
1. R-valuesarein sguare foot-degrees F/BTUH. (R=1/U)
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2. R-valueslisted represent the minimum acceptable insulation values for each construction type. Listed U-
values represent the maximum thermal conductance allowed for windows and doors.

3. Requirements for opaque exterior walls.

4. For buildings with ventilated attics, no credit may be taken for the roof construction. R-value shall be
computed for construction between conditioned space and ventilated attic or building exterior.

5. Requirements for opagque doors in exterior walls (insulated metal).

6. Window requirements for double pane, low-emissivity glass windows U-values as rated by the National
Fenestration Rating Council (NFRC). Solar Heat Gain Coefficient shall be limited to 0.55.

{AM#0003} 7. Unless noted otherwise all valuesin Table 9-10 are component values.

9.14.1.2 Thermal Insulation.

Thermal insulation shall have a flame-spread rating of 25 or less and a smoke-development rating of 50 or less,
exclusive of the vapor barrier, when tested in accordance with ASTM E 84. A vapor barrier shall be provided on the
warm-in-winter side of exterior wall and ceiling insulation. { AM#0003} .

9.14.1.3 Air Infiltration

{ AM#0003}

A blower door test, performed in accordance with ASTM E 779, Measuring Air Leakage by the Pressurization
Method, shall be performed on { AM#0003} the prototype buildings. No other buildings require a blower door test.

Before beginning the test, all combustion devices shall be turned off, and all intentional openings in the building
envelope (dryer vent, bathroom and kitchen exhaust, etc.) shall be sealed. All doors and windows shall be closed
and latched.

To pass the blower door test, the building shall have an air tightness rating within the range of 3to 4 ACH at 0.2
inch of water. The Contractor shall { AM#0003} be responsible for al labor and materials required to
reduce air leakage to within acceptable parameters. All testing shall be performed by afirm certified by the
Associated Air Balance Council, the National Environment Balancing Bureau, and licensed by the State of Texas to
perform such tests.

Any measures taken to reduce the air leakage to acceptable values shall be permanent, and shall be implemented on
all similar housing units.

9.14.2 GLAZED DOORS

Glazed doors shall have insulated stedl, or thermally broken aluminum frames conforming to the above
requirements. Finish shall be factory applied and conform to 44-C-22431 in accordance with the requirements of
the National Association of Architectural Metal Manufacturers (NAAMM) Metal Finishes Manual. Doors shall have
interior operated latch, and securing pin or throw-bolt in frame.

9.15 WINDOW UNITS
9.151 ALUMINUM WINDOWS

Aluminum windows shall be of standard stock dimension and design. Weather-stripping shall be factory applied.
Windows shall conform to the requirements of ANSI Standard 302.9 - 1977 (latest edition) for the type specified
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and shall include avinyl thermal break. Window units shall be provided with an AA-C-22431 anodized finish in
accordance with the requirements of the National Association of Architectural Metal Manufacturer's "Metal Finishes
Manual”. Color shall be dark bronze selected from the window manufacturer's standard colors.

9.15.2 INTERIOR WINDOW SILLS

Interior side of window sills shall be paint-grade, solid wood with minimum thickness of 3/4 inch.
Stained/varnished wood is prohibited.

9.153 SINGLE-HUNG WINDOWS

Windows shall be single-hung { AM#0003} . Window sash shall operate vertically with the weight of the
sash offset by a counterbalancing mechanism mounted in window to hold the sash stationary at any open position,
and shall be complete with two locking devices to secure the sash in the closed position.

9.154 THERMAL STANDARDS

Aluminum windows and doors shall conform to AAMA 1504-83, "Thermal Performance of Residential Windows
and Sliding Glass Doors'. The perimeter of window frames shall be sealed airtight to the exterior wall construction
with a sealant.

9.155 GLAZING

All door and window glazing shall be tinted, high efficiency, low E, double-glazed and insulated glass. Double-
glazed window units shall be hermetically sealed. Provide a manufacturer's 10-year written warranty on the
hermetic seal against condensation. See Section 9.6 for other glazing requirements.

9.156 TEMPERED SAFETY GLASS

Where glass extends to floor or to within 18 inches of floor, it shall be fully tempered safety glass.
9.15.7 OBSCURE GLASS

Provide double-glazed, patterned or obscure glazing for al bathroom windows.

9.16 SCREENS

Wire mesh fabric, aluminum screens and aluminum frames shall be provided at all operable sashes. Screens shall be
black in color, shall be of window manufacturer's standard design, and shall conform to AAMA 1002.10, Voluntary
Specification for Aluminum Insulating Storm Products for Windows and Sliding Doors.

9.17 WINDOW TREATMENTS

Provide 1-inch metal blinds at all windows. Color shall be coordinated with wall color.

Drapes or curtains are not permitted. Shades are not permitted.
9.18 DOORS

See Table 9-10 THERMAL CHARACTERISTIC REQUIREMENTS for thermal performance requirements for
exterior doors. See paragraph 9.19 for Door Hardware.
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9.18.1 ENTRANCE DOORS

The housing unit primary entrance door and the door between garage and living units shall be 3 feet in width by 6
feet 8 inchesin height by 1-3/4 inch thick, 16 gauge, metal with fibrous insulation, and decorative panel treatments
embossed into both face sheets. Other housing unit entrance doors should meet this requirement but may be of
lesser width. Primary entrance door shall have glazing provided not to exceed a 6-inch by 6-inch area. Metal doors
shall conform to ASTM E 152, NFPA 252. The perimeter of exterior door frames shall be sealed airtight to the
exterior wall construction with sealant. All exterior door frames to be painted hollow metal. Entrance doors shall
meet the requirements specified herein, or as specified in Section 9.6 SOUND ATTENUATION, whichever is more
stringent.

9.18.2 STORM DOORS

An aluminum storm door shall be provided for al housing unit exterior hinged doors. The middle panel of the storm
door shall have a multi-track system containing both a screen and a vertically siding glass pane. Frames shall be a
minimum of 1 inch thick and 5 inches wide aluminum clad with heavy-duty extruded aluminum. Screening
materials shall be 18-inch x 18-inch aluminum mesh screen and black in color. All storm doors shall have closers
provided.

9.18.3 MECHANICAL AND STORAGE ROOM DOORS

Exterior bulk storage and mechanical room doors shall be a minimum of 3 feet in width by 6 feet 8 inchesin height
by 1-3/4 inchesthick, 16 gauge, painted hollow metal flush type. Metal doors shall conform to ASTM E 152, NFPA
252. Mechanical room doors shall be insulated and weather-stripped.

9.18.4 INTERIOR DOORS

Interior doors shall be hollow core, flush plain wood doors, 6 feet -8 inchesin height by 1-3/8 inch thick. Wood
doors and trim shall be painted. Door frames to be solid wood construction, paint grade. Closet doors shall be hinge
type. Accordion, sliding and bi-fold doors are prohibited.

9.185 PATIO DOORS

Patio doors shall be in-swinging, hinged, 36-inch wide, double doors with windows and muntins (French type)
meeting the requirements of NWWDA 1.S. 8. Patio Door and 1.S. 2 Window Rating Grade 60. Patio doors shall be
metal construction with athermal break. Individual lites shall be glazed with 1/2-inch insulating glass units
constructed of two panes of 1/8-inch tempered glass with a 1/4-inch air space. Glass shall be sealed in door and
back bedded with bedding compound or glazing beads. Sliding glass doors will not be permitted. Wood molding
shall be provided around the interior frame of the door and shall be painted. Blinds are not desired at patio doors.

9.19 BUILDERSHARDWARE

Hinges, locks, and latches will comply with the specifications indicated in Table 9-11, and the following
subparagraphs:
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Table9-11
Hardware Specifications

Hardware Type/ Specific Requirements

Specification

Hinges Hinges shall be 4 inches x 4 inches at exterior doors, and 3-1/2 inches x 3-1/2

ANSI/BHMA 101 inches at interior doors. Hingesto be ball bearing type with a base material of
brass or bronze, except as required for fire rated door.

Locks & Latches Series 4000, Grade 2, at exterior doors. Grade 2 at interior doors. Provide trim of

ANSI/BHMA A156.2 wrought brass, aluminum, or stainless steel.

Auxiliary Locks Series 4000, Grade 2. Provide matching trim of wrought brass, aluminum, or

ANSI/BHMA A156.5 stainless stedl.

Interconnected Grade 2. Provide matching trim of wrought brass, aluminum, or stainless steel.

Lock & Latches

ANSI/BHMA A156.12

9.19.1 LOCKSANDKEYS

Keys: Lock cores shall be removable type keyed in sets or subsets as scheduled. Lock cores shall be seven (7) pin.
Cores shall be pinned for an A-3 (.018 differential) type system. Lock cores shall be keyed to existing base master
keying system in sets or subsets in accordance with the approved schedule below. Dyess’ existing master key
systemisby “BEST.” Locks shall be furnished with the manufacturer’s standard construction cores and key system.
Permanent cores and keys including a typewritten key codes/biting schedule shall be sent by the lock manufacturer
directly to Dyess Air Force Base by registered mail or other approved means. The addressis:

7 CES/CEOL2

Attn: Locksmith

718 Third St

Dyess AFB TX 79607-1618

Keysfor locks shall be stamped with change number and the inscription “U.S. Property - Do Not Duplicate.”” Dyess
usesa“K” and “L” type keyway. Keys shall be supplied as follows:

Locks: 2 change keys each lock

Master keyed sets: 6 keys each set

Construction keys: 6 total

Blank keys: One per lockset provided

A3 Key kit: 1 kit for each 100 locksets (or fraction thereof)

The keys shall be furnished to the Contracting Officer arranged in a container specifically designed for key control
system storage in sets or subsets as scheduled.

Keying Schedule: Before any hardware is delivered, a proposed keying system schedule shall be prepared and
submitted to the Contracting Officer for approval. The lock manufacturer and/or their supplier must be furnished by
the contractor with this project number, contract number, title, street address, and building number(s) before correct
schedule can be developed. The base Locksmith shall be contacted (address above) to secure existing key
codes/bitting if necessary to successfully master key new work under this contract.

Locksets and Latchsets: Locksets and latchsets shall meet ANSI/BHMA A156.2, Series 4000, Grade 2, bored type
with roses. Handles/levers shall be provided on required handicapped accessible doors only. Locksets and latchsets
shall be capable of accepting “BEST” removable cores. Other hardware manufacturers (“FALCON”) have recently
successfully demonstrated full capabilities of providing totally and completely interchangeable cores (round top/
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unslotted) including pins, springs, etc, with Dyess’ existing “BEST” system and can provide locksets and latchsets
which accept same.

Contracting Officer shall provide master key codes to hardware manufacturer.

9.19.2 WEATHERSTRIPPING

Westherstripping and exterior thresholds. Weatherstripping for heads and jambs of exterior doors shall be spring
tension type, or cold rolled spring bronze, zinc, or other nonferrous metal. Vinyl magnetic weatherstripping is
acceptable for metal doors. Exterior thresholds shall be nonferrous metal.

9.19.3 APPLICATIONS

L ocks and hinges shall be applied as follows:

a) Exterior hinged doors shall have 1-1/2 pair of hinges and a lockset. All exterior doors will also have a
keyless dead bolt lock provided.

b)  Patio doors shall have 2 pair of hinges, alockset and a pair of lever extension flush bolts top and
bottom, with bottom bolt into dust proof strike at threshold.

¢)  Each windowless entrance door will have aviewer mounted at eye level.

d) Interior doors shall have 1-1/2 pair of hinges and latchset with ANSI/BHMA A156.2, F75 or F76
operations.

e)  Doorsin fire-rated walls (from housing unit to garage) shall have 1-1/2 pair of steel ball-bearing hinges,

lockset, auxiliary lock or interconnected lock and latch.

9.194 NAMEPLATE HOLDERS

Extruded aluminum nameplate holders shall be provided for each family housing unit. Size of nameplate holders
snall be 1-3/4 inches by 26 inches and shall be slotted to receive existing plastic or metal |etters inserted into the
slot.

9.20 KITCHEN/BATH CABINETS

9.20.1 KITCHENS

Kitchen design and layout shall be in accordance with the Air Force Family Housing Guide, Dec. 1995.

9.20.2 KITCHEN CABINETS

Kitchen cabinets shall be factory manufactured. Cabinets shall conform to the requirements of the Architectural
Woodwork Institute (AWI) publication Architectural Woodwork Quality Standards, Guide Specifications & Quality
Certification Program for "custom"” grade kitchen and bathroom vanity cabinets, and the requirements of the
National Kitchen Cabinet Association.

a)  Thefinished material of exposed fronts and ends of cabinets, door and drawer fronts shall be natural
stained solid hardwood or hardwood veneer plywood with a durable maintenance free protective finish.

b)  Meta or plastic laminate cabinets will not be permitted.
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¢) Raised panel cabinet doors are required.
d)  Top mounted center drawer guides will not be permitted.
€)  Cabinet catches shall be magnetic or hinges shall be spring loaded.

f) In addition to the minimum requirements, accessories such asroll out trays, adjustable shelving, cutting
boards and utensil dividers, etc., are desirable.

g) Cabinetsand countertops shall have aflame-spread rating that does not exceed 200 when tested in
accordance with ASTM E84 and ASTM E162, Test Method for Surface Flammability of Materials
Using a Radiant Heat Energy Source.

h)  Refer to Table 9-5 for minimum kitchen cabinet area requirements.

9.20.3 STORAGE AND COUNTERTOP REQUIREMENTS

Kitchens shall meet the minimum storage/countertop areas required per Table 9-4. Proposers shall submit
calculations in accordance with Figure 4-24 and Figure 4-25 within Chapter 4 of the Air Force Family Housing
Guide. Kitchen cabinet layouts shall utilize all inside corners for storage. A "Lazy Susan” type revolving shelving
shall be used at least in one corner. A 12-inch wide cabinet with a minimum of two vertical dividersto serveasa
cookie sheet and pan holder shall aso be included in the cabinet design.

In addition to the minimum requirements, pantriesin or adjacent to the kitchen for storage or packaged food and
housecl eaning equipment and supplies are highly desirable.

9.20.4 CABINET CONSTRUCTION

Frame members shall be mortised and tendoned, dove-tailed or doweled, and glued together. Brace the top and
bottom corners with hardwood blocks that are glued with water-resistant glue and nailed in place. Wood cabinet
materials and dimensions - Materials and minimum dimensions and thicknesses for cabinet construction materials
shall comply with Table 9-12 and requirements below.

9.20.4.1 Lumber Products

a)  Softwood lumber: PS 20 custom grade, moisture content 6 percent.
b)  Hardwood lumber: PS 58, custom grade.

9.20.4.2 Sheet Materials

a) Hardwood plywood: PS-51 custom grade; core material of particle board, rotary cut Natural Birch,
grade "A" finished side and grade "3" for back ply material.

b)  Wood particleboard: composed of wood chips made with waterproof resin binders of 45 pound density
sanded faces.

c¢)  Softwood plywood: PS 1, custom grade, core material of particleboard; species of Douglas Fir.

Table9-12
Kitchen Cabinet Specifications
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Element Description

Specific Requirements

Frame Members Per AWI.

Base Cabinet 2-1/2 inches x 4 inches with 3/16-inch Oak face.

Toe Space

Cabinet Bottoms, Backs Melamine finish over 3/4 inch plywood (except 1/4 inch plywood
Ends, & Tops minimum at back). Brace bottoms with wood members glued in place.
Doors Oak panel with oak face, stile and rail.

Drawer Slides/Guides

KV 1284 or approved equal solid stud acetyl roller, captive in one channel
member, 100 pound/pair load capacity, side mounting, white color epoxy-
coated cold rolled steel with positive stop. Lift-out disconnect "stay closed
design”.

Drawers

Oak face front. Conventional dovetail joint used to fasten side to back and
front. All joints glued. All drawers and pull out shelves shall be mounted
with side mounted slides.

Drawer Sides and Bottoms

Drawer sides shall be ¥2-inch thick plywood. Bottoms shall be ¥2-inch
thick, spot-glued and set into members in grooves 1/4-inch deep with
minimum 3/8-inch standing shoulder, fastened with glue blocks, except
that at backs, it shall be glued and nailed to bottom edge at back.

Bumper Pads

Cork.

Shelves

3/4-inch industrial grade plywood with melamine top coat on both sides
and hardwood edges. Steel supports of flush mounted angle with 1/4-inch
diameter by 3/8-inch long on 2 inch centers.

Shelf edges exposed to view shall be oak, rounded, filled, sanded, and
finished.

9.20.5 COUNTERTOPS

Countertops shall be high pressure laminated plastic (0.043 inches for post formed tops and nominal thickness of
0.05 inches) with heat resistive adhesive, fully formed with a continuous sheet of plastic combining ano drip bull
nose edge and an integral coved backsplash with a4-inch minimum height. Backsplashes shall be provided at both
back of counters and at side of counters where abutting a wall. The substrate for countertops shall be 3/4-inch thick
particleboard.
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PART 10 - HOUSING UNIT STRUCTURAL DESIGN
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10 HOUSING UNIT STRUCTURAL DESIGN

1021 SECTION SUMMARY

General: The structural criteria established herein shall be used for structural loading, design and
installation of all structural systems and foundations, including manufacturing, erection, and supervision,
testing, and quality assurance of the completed installation of the housing units. All structural calculations
shall be checked and initialed as such by aregistered structural engineer other than the original design
engineer. Refer to the Foundation Design Analysis contained in the Preliminary Geotechnical Report as
prepared by the Corps of Engineers for al foundation requirements and recommendations. The structural
work generally consists of design, using the DESIGN LOADS and DESIGN CRITERIA below, and of
construction of but not limited to:

(@D} Foundations.

2 Retaining Walls.

3 L oad Bearing and Non-Load Bearing Walls.
4) Vertical Framing Members.

(5) Horizontal Framing Members, including roof decks and diaphragms, roof beams and joists.

(6) Interconnection Details including all fastening requirements.

(7 Specia Conditions, such as expansion, construction, and control joints, and changes in floor
levels.

(8 Appendix provisions for architectural, mechanical, and electrical elements.

9 Site fencing structure and foundations.

10.2 REFERENCES

Design methods and stress allowances or load factors for the various structural materials shall bein
accordance with the current editions of the codes and specifications listed in the table below.
Recommendations made in the codes, specifications and industry standards in this paragraph are
requirements of this RFP, unless specified otherwise in this RFP.

American Concrete Ingtitute (ACI 318-02), Building Code Requirements for Reinforced Concrete.
American Concrete Institute (ACI 302), Guide for Concrete Floors and Slab Construction.

American Institute of Steel Construction (A1SC), Manual of Steel Construction, Load and Resistance
Factor Design

American Institute of Steel Construction (A1SC), Design of Cold Formed Steel Structural Members, L atest
Edition.

American Plywood Association, "APA Design/Construction Guide".
American Welding Society (AWS), Structural Welding Code

Federal Manufactured Housing Construction and Safety Act (FMHCSS)
International Building Code 2000 (IBC).

Southwestern Division, Design Criteria Architectural and Engineering Instructions Manual (AEIM),
October 2000 (http://www.swf.usace.army.mil/eandc/ec-a/2000aeim.html)

Preliminary Geotechnical Report (see Appendix 1 of this RFP)
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10.3 DESIGN
10.31 GENERAL

The overall structural system shall be selected based on durability, maintainability, and cost-effectiveness.
{AM#0003} . Thelateral support system shall be selected from conventional industry
standard systems and shall be compatible with the vertical load carrying system. The design drawings shall
contain in the General Notes alist of the design loading criteria, alist of the strengths of the engineering
materials used, the design soil values and any other data that would be pertinent to remodeling and/or
future additions. Structural calculations to substantiate the structural design shall be submitted in
accordance with the requirements of Section 01330 CONSTRUCTION SUBMITTAL PROCEDURES.

10.3.2 DEAD LOADS

The structural system shall be designed and constructed to safely support all dead loads, permanent or
temporary, including self weight, partitions, insulation, ceiling, floor covering, and all equipment that is
fixed in position.

10.3.3 ROOF LIVE LOADS

Roofs shall be designed to support live loads, snow loads, including drifting snow, sliding snow, and rain
on snow, and support wind loads including components and cladding in accordance with the IBC 2000
Edition. Snow loads, full or unbalanced, shall govern where such loading will result in larger members at
connections. Other criteriais asfollows:

(1) Basic Wind Speed - 90 mph.
(2)  Minimum Roof Live Load - 20 psf.
(3 Ground Snow Load - 5 psf.

If the design roof snow loading is less than 20 pounds per square foot, a minimum roof live loading for
construction and maintenance of 20 pounds per square foot shall be used for design of the structure. This
roof liveloading isin lieu of and not in addition to the snow loading. However, unbalanced snow loads,
diding and drifting snow (in particular areas), or wind loads may be the controlling load case for particular
elements.

10.34 FLOORLIVELOADS

Living Space 40 psf
Exterior Porches and Corridors 60 psf
Stairs (Concentrated L oad) 3001b
Uninhabitable Attics without storage 10 psf
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10.3.5 LATERAL LOADS

10.3.5.1 Horizontal L oads (Acting I nward and Outwar d)

The structural system wind design, including components and cladding, shall be designed in accordance
with the { AM#0003} IBC 2000 based on the following criteria:

(1) Basic Wind Speed - 90 mph.
(2) Exposure"C".
(3) Important Factor - 1.0.

10.3.5.2 Seismic L oads

Seismic design for this project will be in accordance with the ACC Seismic Design Criteriafor New
Construction Memorandum dated 9 September, 1998 (See Appendices). This document states that the 1997
Edition of the National Earthquake Hazard Reduction Program (NEHRP) establishes the new seismic
design criteriafor all new Air Force projects. Dyess AFB is located within Seismic Design Category A, per
1997 edition of NEHRP. As such, no specific seismic design requirements exist for these housing units.

104 DESIGN CRITERIA

1041 GENERAL

The design drawings shall contain General Notes which shall contain alist of the design loading criteria, a
list of the strengths of the engineering materials used, the design soil values, a fastening schedule, and any
other data that would be pertinent to remodeling and/or future additions.

Walls mostly below grade that are supported laterally by diaphragms at or near the top and bottom, shall be
designed using loadings based on at-rest soil pressures.

Freestanding earth retained walls shall be loaded with active soil pressure and surcharge loading if present,
and with this loading the vertical resultant shall be in the middle 1/3 of the footing base width. For this
design, factors of safety for overturning and diding shall be at least 1.2. Retaining walls shall be
constructed of reinforced concrete only. Weep holes shall be provided in the wall to eliminate saturated
soil conditions behind the wall.

Diaphragms shall have continuous chord members on all edges and shall have direct positive connection
for transferring load to all members of the main lateral force resisting system.

Sheetrock wall covering shall not be used as a lateral resisting element of the lateral design.

104.2 MINIMUM FOOTING DEPTH

The minimum footing depth from bottom of footing to finish grade for frost penetration and/or earth cover
shall be 18 inches unless noted otherwise.

104.3 FOUNDATION DESIGN

The foundation system shall be as indicated in the Foundation Design Analysis as contained in the
Preliminary Geotechnical Report (see Appendix 1).
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104.4 ROOF SLOPE

See PART 9, Table 9-10 of Section 01000 for slope requirements.

1045 SERVICEABILITY
10.4.5.1 Foundation Settlement Strength

An adequate level of protection against structural failure due to uniform and/or differential foundation
settlement or general shear shall be provided.

10.4.5.2 Vertical Deflection of Suspended Horizontal Framing Members

Building serviceahility shall not be impaired by vertical deflections. The sum of the instantaneous vertical
deflections due to live load plus long-term sustained load deflections shall not exceed the span divided by:

(1) 240at roofs.
(2) 600 at masonry lintels for masonry walls.

10.4.5.3 Horizontal Deflection

Horizontal deflection shall not exceed the limits set forth in the IBC 2000 Edition when the structureis
subjected to the required seismic or wind loads.

10.4.5.4 Ultimate Strength of Structural Elements

An adequate level of protection against structural failure under extreme loads shall be provided. The
proposer shall check the usual loading conditions for normal factors of safety and the extreme loading
conditions, if present, for appropriate (unusual) factors of safety to provide levels of protection appropriate
for the conditions.

10.4.6 CONSTRUCTION TOLERANCES

Allowable variations from level, or specific dopes, shall be asfollows:

(1)  For overal length, or surface of 10 feet or less: plus or minus 1/8-inch.
(2) Upto20feet: plusor minus 1/4-inch.

(3) Upto40feet: plusor minus 3/8-inch.

104.7 DURABILITY

Structural components shall be protected from condensed moisture that could impair their structural
adequacy through deterioration.

Special attention shall be given to protection for corrosion or oxidation of metals, decay of wood and wood
base materials, spalling of concrete, leaching of mortar, and deterioration of adhesives. Prevention of these
hazards shall be especially important.

The materials used in structural elements, components, and assemblies shall be resistant to or protected
from damage by exposure to normal climatic conditions.
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10.5 CONCRETE DESIGN
1051 GENERAL

All concrete shall have a minimum compressive strength of 3000 psi at 28 days unless noted otherwise. All
foundation walls and footings shall be constructed of reinforced cast-in-place concrete.

1052 TESTING

Testing of concrete work shall be done at the proposer's expense by an approved independent testing
laboratory.

1053 FORMS

Materials for forms shall be plywood, metal, metal-framed, aluminum, reinforced fiberglass, or plywood-
faced, to provide continuous, straight, smooth, exposed surfaces. Forms shall not be left in place.

1054 REINFORCING MATERIALS

Reinforcing Bars: ASTM A 615, minimum Grade 40, deformed.

1055 CONCRETE MATERIALS

(1) Cement: ASTM C 150, Type I-11 Portland cement low akali (0.6% or less).

(2) FineAggregate: ASTM C 33.

(3) Coarse Aggregate: ASTM C 33.

(4)  Air-Entraining Admixture: ASTM C 260.

(5) FHowing Concrete Admixture: ASTM C 1017, Type 1 or 2.

(6) Calcium Chloride will not be permitted.

(7) FyAsh: ASTM C 618, Class"F"; fly ash content shall not exceed 20 percent of cement content or
100 pounds of fly ash per cubic yard of concrete, whichever isless.

105.6 VAPOR BARRIER

Provide under al interior floor slabs. Polyethylene sheet not less than 6 milsthick. Provide 4-inch
capillary water barrier under the vapor barrier.

10.5.7 CURING COMPOUND

Liquid type membrane-forming curing compound complying with ASTM C 309, Type, Class A or B.

10.5.8 READY-MIX CONCRETE

Ready-mix concrete shall be in accordance with ASTM C 94.

1059 FOUNDATION SYSTEMS

The foundation system shall conform to the minimum requirements for a"Ribbed-Mat Slab” foundation
system as specified in the Preliminary Geotechnical Report (See Appendix 1). { AM#0003}
Conventionally reinforced foundations are required; post tension construction is not acceptable
in this application. Also see Section 02364A of the RFP for termite protection requirements.

SECTION 01000, PAGE 10- 7



ACCOMPANYING AMENDMENT #0003 TO SOLICITATION NO. DACA63-02-R-0017

10.5.10 CONDUITSAND PIPES

Horizontal runs of conduits and pipes will not be embedded in foundation ribs and slabs supported by
ground. Vertical penetrations will conform to ACI 318-02. Aluminum conduit and pipe shall not be
embedded in any concrete structure.

10.5.11 SLAB JOINTS

Slab crack control joints may be construction joints, expansion joints, or weakened plane joints consisting
of plastic insert "T" strips (minimum depth shall be 1/4 depth of dab thickness) placed in the fresh
concrete. Saw cut joints will not be allowed. Reinforcement will be interrupted at (2 inches clear each
side) crack control joints. Bars shall be located at mid-depth or the slab, and starting 2 inches from the
edge of dab. The ends of crack control and corners of isolation joints will meet at a common point so far
aspractical. Stop reinforcing at expansion joints and provide smooth dlip dowels (minimum 1/2-inch
diameter) across the joint (dowels shall be ASTM A 615 material, plain bars).

When thickened slabs are employed under column bases or partitions, crack control joints parallel to the
thickened slabs shall be offset from the thickened areas.

Walls, when used or required for lateral resistance to wind or earthquake, shall be founded on afull
foundation.

Reentrant corners in slabs will be reinforced with aminimum of one No. 4 bar at 45 degreesto the corner.

10.6  MASONRY DESIGN

Provide solid brick where cores in cored brick might be exposed.
Joints shall be 3/8-inch, tooled concave, Type"S' mortar.

Ties shall be corrugated galvanized steel, 22 gage minimum, length to extend to 3/4-inch from brick face.
Space ties amaximum of 24 inches on centers vertically and 16 inches on center horizontally.

Installation of brickwork shall comply with the latest edition of the Brick Institute of America Technical
Notes No. 28; Brick Veneer, New Construction.

10.7 STEEL DESIGN
10.7.1 STRUCTURAL STEEL DESIGN

The detailing of structural steel framing, if used, shall be complete including connections. All weld types,
weld sizes, bolt layouts, bolt sizes, connection plates, members sizes and locations, and stiffener plates
sizes and locations shall be shown.

All members, elements, and connections that are a part of the main vertical and/or lateral force resisting
system must be completely detailed.

{ AM#0003}
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10.7.2 STRUCTURAL COLD FORMED STEEL FRAMING DESIGN

Cold formed steel structural framing design shall comply with the American Institute of Steel Construction
(A1SC), Design of Cold Formed Steel Structural Members, Latest Edition, except as herein noted.

The detailing of cold formed steel structural framing, including connections, shall be complete. All welded
connections, metal connectors, bolt layouts, bolt sizes, screw fastener patterns, and screw sizes shall be
shown in details, notes and calculations. All members that are a part of the main vertical and lateral force
resisting system must be completely detailed.

Walls, when used or required for lateral resistance to wind or seismic, shall be considered bearing walls.

10.7.3 STRUCTURAL VERTICAL WALL FRAMING

Structural vertical (load bearing and non-load bearing) wall framing shall be no less than 3-1/2 inches wide,
C-shaped, at 16 inches on center maximum spacing. Framing for al exterior walls shall be 18-gage
thickness minimum, and framing for interior walls shall be 20-gage thickness minimum. Vertical studs
which are attached to diagonal steel tension strap bracing shall have three horizontal rows of equally spaced
solid blocking (blocking shall be the same size member as the vertical studs) between the studs for the
horizontal distance of the brace. Double vertical wall studs shall be located under the point of connection
of the diagonal brace to the top track of the wall. The bottom of the diagonal tension braces shall be
attached with Phillips pan head self-tapping screws (number of screws shall be calculated) to aminimum
12 gage thick, L-shaped anchor plate which shall be anchored to the foundation system with a minimum of
two 3/8-inch diameter anchor bolts. Wall framing shall be attached to the foundation with minimum 3/8-
inch diameter washer on top of the bottom wall track at each anchor bolt. All vertical studs shall be
attached with a minimum of one Phillips pan head self-tapping screw to each flange of the wall top and
bottom runner tracks. Welding will not be permitted for material less than 18 gage thickness. Interior non-
load bearing walls can be a minimum 3-1/2 inches wide, C-shaped, 25-gage minimum thickness at 16
inches on center maximum spacing.

10.74 ROOF TRUSSES

Roof trusses shall be designed for the loads indicated. The truss diagonal members and top and bottom
chords shall be custom rolled shapes, with a minimum 20-gage thickness, such that the truss is a concentric
design. The end of the trusses for the overhang outriggers shall be a combination of metal stud units and
the custom top chord unit. The design of trusses shall be integrated into the vertical and lateral 1oad
carrying systems. Truss member connections (chord and diagonal members) shall be fastened together
with self-tapping screws sized for member axial 1oads and any eccentricity of the members.

{AM#0003} . {AM#0003} Truss system shall be designed in accordance with IBC 2000
and IRC 2000.

10.8 WOOD
10.81 GENERAL

Wood shall conform to the requirements of IBC 2000 and the following:
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10.8.2 STRUCTURAL WOOD DESIGN

The detailing of structural wood framing, if used, shall be complete including connections. All members,
elements, and connections that are part of the main vertical and/or lateral force resisting system must be
completely detailed. All metal connectors, bolt layouts, bolt sizes, nailing patterns and nail sizes shall be
shown in details, notes and calculations. Staples shall not be used for the connections.

Wood stud spacing not to exceed 16 inches on center.

10.8.3 WOOD TREATMENT

All wood shall be treated in accordance with American Wood Preservers Association, AWPA, C-2 for
above ground application. Wood that can come in physical contact with people such as decking and railing
shall not contain arsenic based preservatives.

10.9 SHEATHING

Wood sheathing design shall comply with the IBC 2000 Edition except herein noted.

Termite Protection: All wood used for sheathing shall be treated in accordance with American Wood
Preservers Association, AWPA, C-2 for above ground application. See Section 02364A of the RFP for
additional termite protection reguirements.

The detailing of wood sheathing, including connections, shall be complete. All metal connectors, bolt
layouts, bolt sizes, nailing patterns and nail sizes shall be shown in details, notes and calculations. Staples
shall not be used for the connections. All membersthat are a part of the lateral force resisting system must
be completely detailed.

10.9.1 ROOF SHEATHING

Roof sheathing shall be plywood APA RATED STRUCTURAL | or Il SHEATHING, 5/8-inch minimum
thickness. Joints shall be tongue and grooved or be square edges provide with H clips. All roof sheathing
laid shall be covered with felt by the end of each day or when a storm is approaching. Roof sheathing
damaged due to moisture shall be replaced.

10.9.2 STRUCTURAL WALL SHEATHING

Wood structural panels, if used, shall be as defined by IBC 2000 Edition. Particle board and fiberboard
shall not be used in structural applications.

10.9.3 STEEL STRAP TENSION BRACING

Straps shall be a minimum 14 gage thickness by a minimum 2 inches wide. Straps shall be fastened to
flange of each intersecting vertical wall stud, to the wall top runner track flange and to the metal plate
anchor at the bottom of the walls with Phillips pan head self-tapping screws. Calculations shall be
provided for the design of the size and number of the screw fasteners.

10.10 CONSTRUCTION
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10.10.1 FOUNDATION WALLS

Foundation wall shall be constructed of reinforced concrete or masonry.
Foundations walls shall extend at least 8 inches above finish grade.

Foundation walls supporting basements shall have a foundation drainage system installed around the
foundation perimeter in accordance with IBC 2000.

10.10.2 SLABS-ON-GRADE

Concrete dabs-on-grade shall be { AM#0003} designed as a monoalithic ribbed mat slab for
bidding purposes. See Preliminary Geotechnical Report in Appendices for additional details. Bond
breaker, such as building felt, shall be used between slab edges and abutting vertical surfaces.

Slabs shall be damproofed in accordance with IBC 2000.

{ AM#0003}

Crack control measures shall be incorporated into slab construction. Area of sections bounded by crack
control joints shall be approximately square shall not exceed 225 sguare feet, and distance between crack
contral joints will not exceed 15 feet. All dab crack control joints, joints between edges of slabs and
vertical surfaces, and any mechanical, plumbing or electrical penetrations through the floor slab shall be
sealed with a flowable polyurethane caulk. Interior slabs shall be given a stedl troweled finish.

10.10.3 {AM#0003} DELETED
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PART 11 - UNIT DESIGN — PLUMBING
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11 UNIT DESIGN - PLUMBING
11.1 GENERAL

Plumbing system shall be designed and installed in accordance with the Uniform Plumbing Code.
Inspection and testing of the plumbing system shall be performed as prescribed in the Uniform Plumbing
Code. Endpoint devices (i.e. lavatory faucet, kitchen faucet, and drinking fountain) shall be in accordance
with ANSI/NSF 61-1998 Part 9. See Section 01000, PART 8, SITE UTILITIES for additional exterior
mechanical requirements. Additional consideration in the technical evaluation will be given to systems
which incorporate measures beyond the requirements of this Section which are designed to increase energy
conservation, ease of maintenance, higher efficiency water heating systems, higher grade plumbing fixture
materials, etc.

11.2 WATER PIPING

Under dlab supply piping shall be limited to housing unit service entrance only. Service line to each
housing unit shall be no less than 1 1/2 inch diameter and new lines shall be installed a minimum of 24
inches below grade. Underdlab piping shall be encased in Schedule 40 PVC protective tube to prevent
damage during construction. New curb stops are required. All water piping shall be sized in accordance
with methods outlined in the Uniform Plumbing Code, to limit water velocity in the pipe to 8 ft/sec unless
a lower velocity is recommended by the plumbing fixture manufacturer(s). Cross connections between
water supply piping and waste, drain, vent, or sewer piping is prohibited. A valve box is required for each
housing unit. An isometric diagram of the water system shall be included in the 100% design submittal
after contract award (see Section 01330 CONSTRUCTION SUBMITTALYS). Allowable pipe materias are
listed below.

11.21 COPPER TUBING

Water piping under concrete slabs shall be copper tubing, type K, annedled. Joints under the dabs are
prohibited. Interior water piping shall be type K or L hard-drawn copper. Fittings for soft copper tubing
shall conform to ANSI B16.26, Cast Copper Alloy Fittings for Flared Copper Tubes, and for hard-drawn to
ANSI B16.22, Wrought Copper and Copper alloy Solder Joint Pressure Fittings. Underslab supply piping
shall be limited to unit service entrance only. Upon completion of rough-in operation and prior to
concealing in the structure and the setting of plumbing fixtures, The entire hot and cold water piping
systems shall be tested at a hydrostatic pressure of not less than 100 pounds per square inch gage, and
proved tight at this pressure for 2 hours. Where a portion of the water piping system is to be concealed
before completion, such portion shall be tested separately in the same manner as specified for the entire
system.

11.3 SOIL, WASTE, VENT, AND DRAIN PIPING

Except as noted below, soil, waste, vent, and drain piping shall be Schedule 40 polyvinyl chloride (PVC),
except that lateral water lines into the family units and condensate lines shall be copper. Soil, waste, and
drain piping installed below floor dabs shall be service weight hub and spigot cast iron, or Acrylonitrile-
Butadiene-Styrene (ABS). Building waste main lines { AM#0003} serving the housing units shall be
{AM#0003} minimum 4-inch diameter. All soil, waste, and drain piping shall be sized in accordance with
the methods outlined in the Uniform Plumbing Code. Each fixture and piece of equipment, except water
closets, requiring connection to the drainage system, shall be provided with a trap. Provide deep-sed
trapped drain with airgap for the furnace cooling coil condensate drain line. Provide an approved double
wye cleanout immediately outside of the building’s main waste line. Plumbing vents shall not vent into
atic but, penetrate roof { AM#0003} and extend above the roof per code. {AM#0003} Pipe
flashing at roof penetrations is required. Locate vents on the backside slope of the roof so as not to be
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visible from the front of the housing unit. On straight runs of pipe, cleanouts shall be provided at not more
than 50 feet apart. Cleanouts shall be provided at each change of direction of pipe and shall be provided at
the base of all soil, waste, and vent stacks. All unfinished plumbing work, such as cleanouts, fittings, etc,
exposed to finished rooms or spaces shall be concealed by an escutcheon plate or similar finished device of
chrome plated brass or stainless steel. Soil, waste, and drain piping shall be tested with water or air before
fixtures are installed. After the plumbing fixtures have been set and the traps filled with water, the drain
and waste lines shall be submitted to a visual test for leakage. An isometric diagram of the sanitary sewer
system shall be included in the 100% design submittal after contract award (see Section 01330
CONSTRUCTION SUBMITTALS).

11.31 WATERTEST

Water test shall be applied to the soil, waste, and drain system either in the entire system or in sections. If
the test is applied to the entire system, all openings in the piping shall be tightly closed except the highest
opening, and the system shall be filled with water to the point of overflow. If the system is tested in
sections, each opening except the highest opening of the section under test shall be tightly plugged, and
each section shall be filled with water and tested with at least a 10 feet head of water. In testing successive
sections, at least the upper 10 feet of the next preceding section shall be tested so that each joint or pipein
the building. Except the uppermost 10 feet of the system, has been submitted to a test of at least 10 feet of
head of water. Water shall be kept in the system or portion under test, for at least 15 minutes before
inspection starts; the system shall then be tight at all joints.

11.4 GASCONNECTIONS

{AM#0003} . {AM#0003} Pipe internal to gas-fired equipment shall be stedl,
Schedule 40, black as specified in ASME B31.8. { AM#0003} Flexible connections are permitted outside
gasfired equipment, as allowed by code. Provide accessible gas shutoff valve and coupling for
{AM#0003} all gasfired equipment.

1141 GASPIPING

The interior gas piping, from the low-pressure regulator to the equipment, shall be wrought iron or stedl,
and the fittings, shall be malleable iron conforming to ANSI B36.10. The complete piping installation shall
conform to all aspects of NFPA 54, except as stated in paragraph “GAS CONNECTIONS” above.

1142 GASTESTING

The Contractor shall set up in an accessible position, where directed, a test pump and a mercury gauge
connected to the permanent gas piping. Pump and gauge shall be properly protected and kept in working
order until after final inspection. All gas piping shall be subjected to an air test of 15-inch mercury column
pressure without drop for 15 minutes. Gas piping shall be tested with air only. Tests shall be made by and
at the expense of the Contractor and at such time as directed, and in the presence of the authorized
Government representative. If there is any reduction in pressure during test period, test isolated sections
and joints with soapsuds and replace leaking joints and reapply test.

1143 GASPURGING

After testing is completed, and before connecting any equipment, all gas piping shall be fully purged.
Piping shall not be purged into the combustion chamber of an appliance. The open end of piping systems
being purged shall not discharge into confined spaces or areas where there are ignition sources unless the
safety precautions recommended in NFPA 54 are followed.

11.5 PLUMBING FIXTURES
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Residential type fixtures and trim shall be provided and shall comply with ANSI Standards. Fixtures shall
be provided complete with fittings, and chromium-plated or nickel-plated brass (polished bright or satin
surface) trim. All fixtures, fittings, and trim in the project shall be from the same manufacturer and shall
have the same finish. Faucets may be from a different manufacturer as the fixtures, fittings, and trim;
however, al faucets shall be from the same manufacturer for each of the new family housing units. Metal
escutcheons plates shall be installed at al water supply and drainpipe connections through walls or
cabinets.

Plumbing shall meet the following criteria.

a) Exposed traps shall be chromium-plated brass, adjustable-bent tube, 20-gauge brass.
Concealed traps may be plastic (ABS). Traps shall be removable and renewable.

b)  Faucets shall be chrome-plated brass with ceramic cartridges and dual chrome-plated brass
actuators with color-coded index. Faucets for lavatories, bathtub, shower and kitchen sinks are
to be from the same manufacturer and series. Water flow shall be no more than 2.5 gpm from
any faucet.

¢)  Shower and bath combination shall be of chrome-plated brass and controlled by a diverter
valve. Baths and shower and bath combinations shall be provided with waste fitting pop-up,
concealed with all parts removable and renewable through the overflow and outlet openings in
the tub. Shower and bath combinations shall be equipped with a combination valve and flow
control device to limit the flow to 2.5 gpm at pressure between 20 to 60 psi.

d)  All piping and shut-off valves shall be concealed. Individual shutoff valves with access panels
shall be provided on water supply lines to al plumbing fixtures including bathtubs and
showers. Shutoff valves shall be provided for each water heater and dishwasher. Access
panels shall match the finish of their surroundings.

e)  Fixtures shall be water conservation type, in accordance with the Uniform Plumbing Code.

f) Vitreous china plumbing fixtures shall conform to ANSI A112.19.2, Vitreous China Plumbing
Fixtures. Stainless steel fixtures shall be in accordance with ANS| A112.19.3, Stainless Steel
Plumbing Fixtures (residential design). Enameled cast iron plumbing fixtures shall comply
with ANSI A112.19.1, and enameled steel fixtures shall comply with ANSI A112.19.4.

11.6 WATER CLOSETS

Water closets shall be { AM#0003} elongated bowl with inclined, close coupled siphon jet, floor outlet with
wax gasket, closed-front seat and cover, and an anti-siphon float valve. Water consumption shall be no
more than 1.6 gal per complete flush cycle. Water closet shall be vitreous china and trim shall conform to
ANSI A112.19.5, Trim for Water-Closet Bowls, Tanks, and Urinals (Dimensional Standards).

SECTION 01000, PAGE 11 -4



ACCOMPANYING AMENDMENT #0003 TO SOLICITATION NO. DACA63-02-R-0017

11.7 LAVATORIES

Lavatories shall be rectangular counter top type, minimum 20 inches by 18 inches, or ova minimum 19
inches by 16 inches. Lavatories shall be self-rimming vitreous china, for counter top instalation.
Lavatories shall have pop-up drains. Faucetsin al ADA units must be lever-type.

11.8 BATHTUBS

Bathtubs shall be dlip resistant and shall be constructed of porcelain enamel formed steel or gel-coated,
glass fiber reinforced polyester resin with wainscot. Tubs shall have fiberglass pan. See PART 9 of this
section for wainscot requirements.

11.9 KITCHEN SINKS

Kitchen sinks shall be Type 302 stainless steel, 20-gauge minimum, seamless drawn, and sound deadened.
Sinks shall be a minimum of 8 inches deep, double bowl, self-mounting without mounting rings, complete
with cup strainer and plug. Surface of sink shall have a brushed finish. Strainer and plug shall be
eliminated where food waste disposals are provided. Kitchen sink faucet flow shall be limited to 2.5 gpm.
Provide a cleanout trap a minimum of 4 inches above the floor.

11.10 CLOTHESWASHER CONNECTIONS

Drainage and hot and cold water supply shall be provided for automatic clothes washers. Washer
connection, complete with 2-inch drain, with mouth 3 feet above the floor, 3/4-inch hose thread supplies
shall be provided in standard manufactured recessed wall box with single-face plate. Boxes shall be
constructed of plastic, ABS, or sheet steel. Steel boxes shall have a corrosion-resistant epoxy enamel finish
and shall be painted to match adjacent finishes. Boxes shall be mounted a minimum of 2 feet-10 inches
above the finish floor. Electrical outlets for both washer and dryer shall also be provided but can be located
separate from the washer connection box.

11.11 HOSE BIBBS

Hose bibbs (wall hydrants) shall be provided at the front and rear of each housing unit. Hose bibbs shall be
anti-siphon, automatic draining type non-freeze, frostproof, and shall be supplied with an integral backflow
preventer/vacuum breaker and stops.

11.12 PIPING LOCATIONS

Water piping shall be installed on the warm side of insulation and shall be wrapped with insulation and a
vapor barrier jacket. Determination of the warm side shall be the same as determined for vapor barrier
location. Water piping shall be run below floors, but not in attics. No water piping runs within exterior
walls shall be allowed except for hose bibbs.

11.13 CLEANOUTS

Accessible cleanouts shall be provided at each change in direction of sanitary sewer lines, at the intervals
specified in the Uniform Plumbing Code, and at the building service entrance. All cleanouts shall be
permanently accessible and shall be 2-way operational. Ground cleanouts shall be located in the front yard
and recessed in cast iron or plastic housing box. Top of housing box shall be flush with grade.
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11.14 WATER HEATER

Water heaters shall be located in the mechanical room. Water heaters shall have round, glass-lined tanks,
and shall be installed with an integral insulating wrap with a minimum R-value of 8.3. No additiona
insulating wrap isrequired. Storage water heaters that are not equipped with integral heat traps and having
vertical pipe risers shall be installed with heat traps directly on both the inlet and outlet. The water heater
relief drain shall be manufacturer approved, and shall be indirectly connected to the sanitary sewer system
by way of afloor drain. Water heaters shall be gas-fired, 40 gallons, AGA approved, electronic pilotless
ignition as shown in Table 11-1. Water heater energy factors shall meet or exceed the minimum
requirements of 10 CFR 430. Water heaters shall have factory-preset thermostats to limit water
temperature to 120 degrees F maximum. Additional consideration in the technical evaluation will be given
to designs, which exceed the minimum energy efficiency requirements.

Table11-1
Water Heater Sizing
Requirements b

Gas:

Storage (gal) 40

1 hour draw (ga) 76

Recovery (gph) 46

Heat Recovery Efficiency minimum 85 percent @ 90 degrees F temperature rise

Note: Storage capacity, input, and recovery may vary with manufacturer. Any combination of the above
which produces the required hour draw will be acceptable.

11.14.1 GASFIRED WATER HEATERS

Gas fired water heaters shall be in accordance with ANSI 221.10.1, Water Heaters, Gas, Volume |, Storage
Type, 75,000 BTUH Input or less, ASHRAE 90A, NAAECA 1990 and certified by American Gas
Association. Working pressure shall be 150 psig with a factory test of 300 psig. A pressure/temperature
relief valve and drain shall aso be provided. Water heaters with powered ventilation shall be vented in
accordance with manufacturer's instructions. Flue shall not be oversized. Flue when run through attic shall
penetrate roof and extend above the roof with weatherproof installation per code. Flue shall be routed out
through the roof and be located on the backside of the roof so as not to be visible from the front of the
housing unit. Double-wall UL-listed chimney shall be provided. Ducted combustion air shall be provided.

11.15 SHOCK ABSORBERS

Shock absorber units, to control water hammer, are required at clothes washer and dishwasher. Shock
absorber units shall be installed in accordance with the manufacturer’s recommendations. Air chambers are
unacceptable. Access panels shall be provided that match the finish of their surroundings, and shall be
hidden from view.
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11.16 MISCELLANEOUSPIPING

Cold water piping shall be installed behind the refrigerator with an angle valve and a 1/4-inch hose thread
supply to alow the occupant to use arefrigerator with an icemaker. Thisvalve shall be provided in a
standard manufactured recessed wall box with single faceplate (plastic or steel). Boxes shall be mounted a
minimum of 2 foot 10 inches above finished floor.

11.17 DRAINS

A trapped, 2-inch minimum diameter standpipe with the top of the pipe 3 feet above the floor and the
bottom of the trap a minimum 4 inches above the floor shall be provided in the space where the clothes
washer unit islocated. A floor drain shall be provided at the water heater location in the mechanical room.

11.18 FLUSHING

11.18.1 SYSTEM FLUSHING

Prior to disinfection procedures, each segment of the water line within each housing unit shall be flushed
with potable water sufficient to produce a minimum water velocity of 2.5 feet per second. Flushing shall
be continued until entrained dirt and other foreign materials have been removed and until discharge water
shows no discoloration. Removal of the aerator portion of the faucets shall be done to prevent clogging.
Upon satisfactory cleaning and flushing, Contractor shall disinfect and test all potable water lines within
each housing unit in strict accordance with the latest version of AWWA C651 and in accordance with
SECTION 02510 Water Distribution System.

11.18.2 LEAD RESIDUAL

Following disinfection and testing, the potable water system within each housing unit shall be flushed with
asufficient velocity of water and sufficient tests performed at each hot and cold water discharge point until
no more than 15 ppb lead residuals remain in the system. The Contractor shall adhere to NSF 61 for lead
leaching. All tests and samples shall be performed in accordance with state and, if applicable, Federal
regulations. Samples for testing are to be collected after a 6 hour continuous period of no flushing, and will
be considered first draw samples. The commercial laboratory shall be certified by the state’s approving
authority for examination of potable water. Once the Contractor has completed flushing and testing the
system and has determined the lead concentration to be within the limits, the Contractor shall notify the
Contracting Officer and the Government will then run tests to verify the results. Lead residual test results
shall be submitted to the Contracting Office. The system will not be accepted until satisfactory
bacteriological results and lead residual test results have been obtained. All flushing and testing for lead
residuals, including all costs, are the responsibility of the Contractor.

SECTION 01000, PAGE 11 -7



ACCOMPANYING AMENDMENT #0003 TO SOLICITATION NO. DACA63-02-R-0017

PART 12 - MAJOR APPLIANCES
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12 MAJOR APPLIANCES

121 GENERAL

The Contractor shall furnish major appliances in accordance with the requirements listed below. Color of
kitchen appliances, except disposals, shall be of matching finish, white in color.

12.2 REFRIGERATORS

Comply with UL 250, HOUSEHOLD REFRIGERATORS AND FREEZERS and shall bear the EPA
“Energy Star” certified label. Provide upright refrigerator with two doors with frost-proof top freezer,
automatic defrosting and icemaker. Refrigerator shall have two vegetable bottom baskets, at least four
adjustable, glass shelves, at least two shelves and egg container in door; freezer compartment shall contain
separate interior shelves, multiple door shelves, and icemaker. Provide reversible (left swing and right
swing interchangeable) doors. Refrigerators shall conform to the energy compliance standards of 10 CFR
430, including those refrigerators manufactured before the code took effect. The use of refrigerants with an
Ozone Depletion Potential (ODP) of .05 or less shall be investigated and used when commercially
available. Minimum refrigerator volumeis 20 cu ft. Water filter for refrigerator shall be in an accessible
location.

12.3 DISHWASHERS

Dishwashers shall conform to UL 749, Household Electric Dishwashers, under counter with drain, and
shall be UL listed, electric type, with air gap, racks, lift-out utensil holder, spraying arms, and detergent
dispenser. Unit shall be listed as “Energy Star” compliant and shall bear the “Energy Star” label. The
automatic controls shall cycle through the Wash, Rinse, Dry / Heat, and Stop phases, and shall be capable
of rinse and hold cycle aswell asano heat drying feature. The unit shall contain instantaneous, or in-line,
water heater booster, with automatic thermostat set for 140 degreesF.  Rated energy use for standard
capacity models will not exceed 620 kWh/yr. A plug connector is required.

124 GARBAGE DISPOSALS

Garbage disposals shall conform to UL 430 and ASSE 1008; disposals shall be continuous feed, minimum
1/2 HP motor, stainless steel grinding elements, two 360-degree stainless steel swivel impellers, manual
motor reset, and sound insulation. A plug connector is also required under kitchen sink for garbage
disposal.

125 RANGESAND OVENS

Range shall be a UL-approved, electric, 30-inches wide, free-standing range with ceramic-glass cooktop.
Cooktop should have 4 radiant element cooking zones, and should include a hot-surface indicator. Range
shall also be provided with oven, clock and timer, oven light, and cooking surface light. Oven shall have
black glass window door, broiler pan, and self-lock racks. Ovens shall be self-cleaning and have both broil
and bake functions. Range controls shall be at the back of rangesfor al housing units, to include ADA
units. Ranges with controls at the front for ADA units will be provided by the Government as required.
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12.5.1 RANGE HOODS

Provide metal range hoods, the same length and finish as the range, with separately switched light and
exhaust fan. The hood shall have awashable filter. The fan shall be two-speed or variable speed and shall
have a capacity of not less than 50 cubic feet per minute per linear foot of range hood. The sound level
shall not exceed 6 sones. Fan shall be ducted to the exterior and shall be provided with backdraft
protection. Range hood fan duct shall not be visible from the front of the unit or street.

12.6 MICROWAVE OVENS

Microwave ovens are not required but may be provided by occupants. See Part 9 for required cabinet space
for tenant-furnished/tenant-installed microwave. A dedicated circuit within this required cabinet space shall
be provided for a microwave oven.

12.7 GASWATER HEATER
See PART 11 of this section for water heater requirements and location.
12.8 CLOTHESWASHER/DRYER

Provide space for tenant-furnished/tenant-installed clothes washer and dryer. Provide heavy duty
grounding { AM#0003} receptacle that meets the requirements of NEC for a plug and cord type electrical
connection for the washer and the dryer. See PART 9 of this section for washer and dryer locations.

129 CEILING FANS

The ceiling light fixture boxes for tenant-furnished/tenant-installed ceiling fans in the living room, dining
room, and all bedrooms shall be provided with a metallic fixture box suitably supported from the ceiling
structure so that it may support a ceiling fan. If provided by the Contractor, (see Price and Proposal
Schedule) ceiling fans shall have a minimum 172 x 14 motor with five 52-inch blades. Each ceiling fan
shall have alight kit with four fixtures. See PART 14 of this section for wall switch control requirements.

1210 PROVISIONS FOR FUTURE GARAGE DOOR OPENER

A Contractor provided and installed garage door opener is not desired. Provide rough-in for afuture
automatic garage door opener. Provide aflush mounted ceiling electrical outlet for the garage door opener.

SECTION 01000, PAGE 12 - 3



ACCOMPANYING AMENDMENT #0003 TO SOLICITATION NO. DACA63-02-R-0017

PART 14— UNIT DESIGN — ELECTRICAL

INDEX

14 UNIT DESIGN - ELECTRICAL . .ttt e e e e e s saarbaee e e e e 2
14.1 CONFORMANCE TO CODE ......cciiiiiieeeeeeeeeee e, 2
14.2  SERVICEENTRANCE ..ottt 2
14.3  PANEL LOCATIONS....coiiiiiiieeee e 2
e R == 101 1 = o = T o [ O RROPO PR 2
14.3.2  SecONdary OVEICUITENE QEVICES. .......ueiiiieetie et e rtee ettt ettt ettt ettt e sae e sabe e sbe e e nbee e saneas 2
144 CONDUCTORS .....coiiiiiieeeeeeee e 2
145  OUTLET CIRCUITS .cc it 2
14.6  EXTERIOR LIGHTING AND OQUTLETS .. ..ottt 3
14.6.1  Ground-Fault Circuit-Interrupter QULIELS..........cocueiiiiiiiii e 3
14.6.2  Hluminated HOUSE NUNMDEIS........uviiiiiee ittt e et e e e e e e e eanbreeeeaeeean 3
14.7 INTERIOR LIGHTING AND SWITCHED OUTLETS ...ciiiiiiiiieeeeeeeeeeeeeeeeeee e 3
0 R = 1ol o oy RO 3
S W o 1[0 TSRO PP 3
141 SMOKEALARMS ..o 4
o TSROSO PR 4
14.9 CARBON MONOXIDE (CO) DETECTORS ...eetuteteteeesueeesureasuseessesassessassessusessasessasesassssesssessnsessnsessnses 4
14.10 TELEPHONE. ... 1tttttvttsesessesssssssssssssssssssssssessssssssssssssssssssssssssssssssssssssssssssssssssnsnssssnnnsssnsssnsnnnnnnnnns 5
14.10.1 MINIMUM OULIELS...... ..ottt e e e e e et e e e e e e e s s eabb b e e e e e e e s seanrrreeeas 5
14.10.2 Y010 1] oo ST OURRURRPRIN 5
14.11 CABLE TELEVISION ...ccciiiiiiiieee e, 5
14111 Yo 10 1] oo PR OURTRURRPRIN 5
14.12 DOORBELL ..o 5
14.13 CONVENIENCE QUTLETS. ..ttt 6
14.14 SPECIAL OUTLETS ittt 6
1415 WIRING ... 6
14.16 BRANCH CIRCUIT CONDUCTORS ......coiiiiiiiieeee et e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e aaaaaa e 6

SECTION 01000, PAGE 14 - 1



ACCOMPANYING AMENDMENT #0003 TO SOLICITATION NO. DACA63-02-R-0017

14 UNIT DESIGN - ELECTRICAL.

141 CONFORMANCE TO CODE

The electrical system shall be designed in compliance with the rules and recommendations of IEEE C2,
National Electrical Safety Code; Illuminating Engineering Society (IES) Standards; NFPA 70, National
Electrical Code (NEC), and applicable model codes, whichever is more stringent. Provide main circuit
breaker in the interior main panel for each housing unit, sized in accordance with the NEC.

All equipment, materials, fixtures, and other appurtenances shall be suitable for the intended application,
and shall conform to and be installed per the National Electrical Manufacturer's Association, American
National Standards Institute, Institute of Electrical and Electronics Engineers, Underwriters Laboratories,
and all other applicable standards/regul ations/codes.

14.2 SERVICE ENTRANCE

Each unit shall have a service rated at 200A. Service entrances shall be enclosed or sight screened.
Equipment clearances shall be maintained per NEC. A shunted meter base will be provided for each
individual housing unit. Provide service entrance grounding electrode system per NEC Article 250-50.

14.3 PANEL LOCATIONS
14.3.1 PANELBOARDS

Panelboards shall be located inside the housing unit mechanical room or garage. { AM#0003} Meter base
must be provided on the side or back of the housing unit and not visible from the front. Panelboards shall
be {AM#0003} NEMA 1, steel and furnished with main breakers. Panelboard doors shall have
{AM#0003} one-piece fronts. Panelboards shall be { AM#0003} surfaced mounted. {AM#0003}

14.3.2 SECONDARY OVERCURRENT DEVICES

All secondary over-current devices shall be of the circuit breaker type, installed in dead-front,
{AM#0003} enclosures, and shall be located inside the housing unit { AM#0003} mechanical
room .

144 CONDUCTORS
All secondary conductors shall be copper.
145 OUTLET CIRCUITS

Lighting and convenience outlets shall be on separate circuits. Outlets on party walls shall be offset a
minimum of 12 inches to maintain integrity of the firewall and sound deadening rating of the wall. All
equipment, appliances, lighting fixtures, and receptacles are to be grounded by an equipment grounding
conductor that terminates at the grounding screw in the outlet box with a jumper attached to the grounding
screw of the device.
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146 EXTERIOR LIGHTING AND OUTLETS

Provide energy efficient high quality lighting for each housing unit. The minimum efficiency standard for
lighting is 50 lumens/watt. This efficiency can be achieved with fluorescent and compact fluorescent
lighting. Lighting must also be color corrected with a Color Rendering Index (CRI) of 60 or better. Light
fixtures at entry and patio areas shall be switched from the housing unit interior. These lights shall be
controlled by photocell, activated by minimum light levels of 0.5 foot-candle. Provide afixturein the patio
area, except that the patio area light shall not be provided where the patio is adjacent to an exterior entrance
and is adequately served by the lighting fixture required herein before.

14.6.1 GROUND-FAULT CIRCUIT-INTERRUPTER OUTLETS

Provide a minimum of one Ground-Fault Circuit-Interrupter outlet at each unit's front and rear entrance,
garage, and patio area(s), and as required by code in bathrooms, kitchens, and laundry rooms. Ground-
Fault Circuit-Interrupter (GFCI) circuit shall be designed only for outlets requiring GFCI protection in
accordance with the National Electrical Code. No other outlets shall be connected to GFCI circuits.

14.6.2 ILLUMINATED HOUSE NUMBERS

Provide exterior wall, {AM#0003} auminum, flush mounted {AM#0003} lighted address sign
{AM#0003} with integra house unit numbers {AM#0003} for each housing unit.
{AM#0003} The type fixture shall have the address of the housing unit on the front lens
{AM#0003} and shall have a baked-on powder-coat paint finish. The fixture shall be on the same circuit as
the front entry light fixture { AM#0003} and shall be hard-wired using a recessed outlet box on the exterior
wall. {AM#0003} The sign shall be illuminated by light emitting diodes (LEDs) and shal turn on
automatically at dusk and turn off at dawn using a photocell that activates by minimum ambient light levels
of 0.5 foot-candle. {AM#0003} . House number shal NOT be adhesive type.
{AM#0003} The sign is desired to be similar to the “Becon Lighted Address Sign” model EZ2C, which
can be viewed at the following internet address: http://www.ledaddress.com

14.7 INTERIOR LIGHTING AND SWITCHED OUTLETS
14.7.1 EFFICIENCY

Interior lighting will be both efficient and color corrected. Fluorescent fixtures shall be used wherever
possible. Color Rendering Index (CRI) of { AM#0003} 82 or better and a standard lighting color of 3500 K
arerequired. As part of the submittal, contractor is to provide product data and model number of items to
supplied. Preferred manufacturers are Philips, Alto; General Electric, Ecolux; Sylvania, Octron; or equal.
Minimum efficiency standard for lighting are as follows:

a)  Huorescent tubes 4 feet and longer: 90 lumens/watt.
b)  Fluorescent tubes less than 4 feet: 80 lumens/watt.
¢)  Compact fluorescent and other lamps: 50 lumens/watt.

14.7.2 LOCATIONS

Provide light fixtures operated by wall switches for all rooms except living rooms. Wall-switch operated
ceiling lights shall be provided in dining and utility rooms, family rooms, halls, bedrooms, and kitchens.
{AM#0003} A minimum of two wall switch operated outlets shall be provided in the living room. Kitchen
sink shall have alight fixture above with light switch with receptacle located near the sink. Additional light
fixtures shall be provided in rooms whose configuration requires them for adequate lighting. Wall-switch
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operated wall-mounted lights shall be provided in bathrooms located above the mirror over the lavatory.
Exhaust fans in bathrooms and shall be separately switched from the lights. Walk-in closets and interior
and exterior bulk storage rooms shall be provided with wall-switch ceiling lights. A minimum of one
lighting fixture, ceiling or wall mounted, as appropriate, shall be provided in the garage. Where future
ceiling fans may be installed (see PART 12 of this section), Contractor shall provide additional wiring to
allow for independent wall switch control of the fan and light, as well as required bracing for fixtures to
support light and ceiling fan. Where exterior bulk storage is located within the enclosed walls of a garage,
each space shall be lighted separately. Garage lights shall be controlled by a switch (switches) located at
each door opening into the garage. A double switch shall be placed in the family room, the dining room,
and the bedrooms for switching a light fixture and ceiling fan. Fixture outlet boxes in these locations shall
be metallic and shall be suitably supported from the ceiling structure to support a future ceiling fan.

a) Dining room ceiling light fixtures shall be located for typical dining room furniture
arrangement. Fixtures may be designed for incandescent use, and do not have to meet the 50
L/Watt requirement.

b) The general lighting intensity in kitchens shall be 30 to 50 foot-candles. Supplementary
lighting shall be provided at the sink and under one of the wall cabinets for a work center to
produce a composite lighting level of 75 foot-candles using either down-lights, surface
fluorescent fixtures surface-mounted below wall cabinets or wall-mounted fixtures (5 feet and
higher above the floor) as appropriate. Kitchen range hood shall be provided with alight, fan,
and switches.

148 SMOKE ALARMS

Provide residential type smoke aarms conforming to the requirements of ANSI/UL 217 Sandard for
Safety Sngle and Multiple Sation Smoke Alarms, NFPA 72, and MIL HDBK 1008-C. Smoke alarms shall
be capable of detecting abnormal quantities of smoke and shall alarm prior to gray smoke level of 4 percent

per ft.

a)  Smoke alarms shall be provided in al sleeping rooms and outside each separate sleeping area
in accordance with NFPA 101. When two or more smoke alarms are required within a living
unit or similar area, they shall be arranged so that operation of any smoke alarm shall cause the
alarm in all smoke alarms within the living unit to sound.

b)  Smoke alarms shall be hard wired to the housing unit’s electrical system on a separate circuit
in accordance with NFPA 72. A secondary power supply is prohibited.

149 CARBON MONOXIDE (CO) DETECTORS

In accordance with UL-2034 (October 1998 edition), carbon monoxide detectors shall be residential
application, multiple-station, powered by a dedicated 60 Hz, 120V AC source (separate from the 120VAC
source for the smoke detectors), capable of being interconnected with up to 11 identical detectors. Carbon
monoxide detectors shall be 100% solid state, and meet sensitivity requirements of UL-2034. Detectors
shall have a service life not lessthan 5 years. A secondary power supply is prohibited.

Detectors shall incorporate an 85dB electronic horn at 10 feet that will sound an early warning or full alarm
depending on the level of CO. Detector shall include LED indicator lamp, test switch, and shall reset
automatically when level of CO clears. CO detector bases shall be flush with quick male-female plastic
snap on connectors for ease of mounting and dismounting the carbon monoxide detector. Install at least
one detector outside of each deeping areain the immediate vicinity of the bedrooms. Each detector should
be located on the wall, ceiling or other location as specified in the installation instructions that accompany
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the unit. CO alarms are not required in garages, mechanical rooms, or unfinished attics. Alarm signal from
one CO detector shall be wired to sound all CO detectors in that family housing unit.

1410 TELEPHONE

The interior telephone system shal be provided by the Contractor in accordance with the local
telecommunications company. The interior system shall consist of inside phone cable (pre-wired)
concealed in walls, device boxes with modular jacks, telephone terminal boxes, testing, and tagging.
Provide a separate { AM#0003} 4-pair, Category 3, UTP, copper phone cable run from terminal box to each
outlet. Loop wiring shall not be allowed. The cables inside each housing unit shall be identified by
address. All wiring shall terminate in a surface mounted, weatherproof, protected telephone terminal
located on an outside wall adjacent to the housing unit metering equipment. ("Demarcation Box"). The
protected telephone terminal cover shall be provided with means for padlocking, shall be accessible from
the outside, and shall be permanently labeled, "Telephone’. One protected telephone terminal shall be
required for each housing unit. A single #10, CU, green equipment grounding conductor shall be run in
1/2-inch non-metallic conduit from the housing unit metering equipment to the protected telephone
terminal box.

14.10.1 MINIMUM OUTLETS

As a minimum, provide a single phone line to each of the following areas: kitchen, family room, living
room, and all bedrooms. Provide each family housing unit with { AM#0003} a Grade 1 system, two phone
line capahility. Eight position modular jack connectors shall be provided at all outlets. The jack provided
in the kitchen shall be for a wall-mounted phone. Wiring shall comply with EIA/TIA Standard 570,
Residential and Light Commercial Telecommunications Wiring Standard.

14.10.2 MOUNTING

Outlets shall be flush mounted in single or double gang boxes in walls at an appropriate height above the
floor. Outlet plates shall beivory in color. Covers shall be parald to the floor.

1411 CABLE TELEVISION

The Contractor shall provide the interior cable TV system per Cox Communications. Provide CATVX,
RG-59 coaxial cable for all wiring. Verify cable compatibility with Cox Communications. Loop wiring
shall not be allowed. Provide outlets in the living room, all bedrooms, kitchen, and family room. Ouitlet
jacks shall be Type F. Each cable shall be provided with an appropriate tag, inside the termina box,
showing housing unit number and outlet location (i.e., Unit number 2, family room outlet). Provide one
terminal box for each individual housing unit. The terminal box shall be bonded to the service equipment
ground.

The cable TV system shall be complete and shall provide adequate reception for color receivers and both
UHF and VHF programming.

14.11.1 MOUNTING

Cable TV outlets shall be flush mounted in walls at 18 inches above the floor. Outlet plates shall be ivory
in color.

14.12 DOOR BELL
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The front entrance to each housing unit shall be provided with alow voltage bell or buzzer. Rough-in for a
doorbell visual enunciator shall be provided in the handicapped accessible family housing units.

14.13 CONVENIENCE OUTLETS

In addition to outlets required by NEC, provide convenience duplex outlets in the following areas:
a)  Utility room.
b)  Halway outside bedrooms.

c¢) Garage: Provide an outlet in the ceiling of the garage for future garage door opener, as well as
one outlet (minimum) per wall within the garage.

d) Front Soffit: Provide one duplex outlet near the front door under the soffit for holiday lighting.
14.14 SPECIAL OUTLETS

Provide 240 V electric outlet for electric dryer. Provide 240V electric outlet for electric range. Provide
120V electric outlet under kitchen sink for garbage disposal with a switch mounted above the counter for
control. Provide 120V electric outlet within specified kitchen cabinet for microwave oven. Provide 120V
electric outlet adjacent to the telephone outlet in the kitchen.

14.15 WIRING

Maximum use shall be made of non-metallic sheathed cable for branch circuit wiring, and of service
entrance cable for heavy-duty interior circuits and for service entrance conductors. Conductors insulated in
conduit shall be used only where specifically required by the NEC. Conductors shall be copper with a
minimum size of #12 AWG.

14.16 BRANCH CIRCUIT CONDUCTORS

Branch circuit conductors and over current devices shall be as rated by NEC. A minimum of one spare
circuit space in the panel shall be provided per housing unit. Individual circuits shall be provided for the
washer, dryer (with receptacles |ocated behind the washer and dryer), dishwasher, garbage disposal, kitchen
microwave, furnace or air handling unit, and air conditioning unit. Two utility circuits (20 amp) shall be
provided in the kitchen area for the convenience duplex outlets for small appliances serving the kitchen,
{AM#0003} and dining area. Arc fault circuit protection shall be provided for the bedrooms.
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SECTI ON 01001

DESI GN AND CONSTRUCTI ON SCHEDULE
03/ 2002
AVENDVENTS NO. 0002 and 0003

PART 1  GENERAL

1.1  SCHEDULE
Conmence, prosecute, and conplete the work under this contract in
accordance with the foll owi ng schedul e and Secti on 00700 CONTRACT CLAUSES

cl auses COMVENCEMENT, PROSECUTI ON AND COMPLETI ON OF WORK and LI QUI DATED
DAVACES:

Conmrencenent Conpl eti on Li qui dat ed

of Work of Work Danmages

(cal endar (cal endar per cal endar
Item of Work days) days) day[l]_ _

(1) Compl etion of

all design and

construction work

for Task Order

No. 1 (Base Bid and

all options),

FY03 Repl ace 85

Fam |y Housi ng

Units, except

Est abl i shrment

of Turf and

Landscapi ng Wthin 10
cal endar
days after
recei pt of

Noti ce of
Pr oceed 550 $1, 400. 00
(2) (AW3) DELETED
(3) Establishment
of Turf *x *x ---
(4) Landscaping *xk *xk ---

INOTES:
a. The Contract duration stated above for Wirk Item1 is the maxi mum
duration until Contract Award. Upon Contract Award, the Contractor's
proposed duration as stated on the Price Proposal Schedul e shall becone
the contract duration for this Wirk Item The |iquidated damages
stated above will be applied for each cal endar day the Contractor
exceeds the Contract schedul ed duration
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b. See Section 01012 SUBM TTALS DURI NG DESI GN and Section 01001
DESI GN AND CONSTRUCTI ON SCHEDULE, par agraph " SEQUENCE OF
DESI G\ CONSTRUCTI ON, " concerni ng start of construction

C. For construction planni ng purposes CGovernnent review tinme for
review submttals (100% site and utility and 60% bui |l di ngs desi gn, and
100% bui | di ngs design) is specified in 01012 SUBM TTALS DURI NG DESI GN

d. Delay in completion of design will not be considered as a valid
reason to delay conpletion of entire work.

e. Suppl erent al 1i qui dated damages for the E-1 thru E-6 2-Bedroom
and 3-Bedroomunits will be applied for each individual unit not
conpl eted by the Task Order date of conpletion.

*Est abl i shnent of Turf

Pl anting and mai ntenance for turfing shall be in accordance wth
Contractor's Section for TURFING . No paynent will be made for
establishnent of turf until all requirements of the section are
adequately perforned and accepted, as determ ned by the Contracting
Oficer.

**] andscapi ng

Pl anti ng and mai ntenance for |andscaping shall be in accordance with
Contractor's Section for LANDSCAPI NG No payment will be rmade for

| andscapi ng until all requirenments of the section are adequately
performed and accepted, as determ ned by the Contracting Oficer

1.1.1 Testing of Heating and Air-Conditioning Systens

The tines stated for conpletion of this project includes all required
testing specified in appropriate specification sections of heating, air
conditioning and ventilation systens includi ng H/AC Conmi ssi oni ng.
Exception: boiler conbustion efficiency test, boiler full |oad tests,
cooling tower performance tests, and refrigeration equipnent full |oad
tests, when specified in the applicable specifications, shall be preforned
in the appropriate heating/cooling season as determ ned by the Contracting
Oficer.

1.2 TIME EXTENSI ONS FOR UNUSUALLY SEVERE WEATHER (OCT 1989)
(ER 415- 1- 15) (52. 0001- 4038 1/ 96)

a. This provision specifies the procedure for determ nation of tine
ext ensi ons for unusually severe weather in accordance with the contract
clause entitled "Default: (Fixed Price Construction)." In order for the
Contracting OFficer to award a tine extension under this clause, the
foll owi ng conditions rmust be satisfied:

(1) The weat her experienced at the project site during the contract period
nmust be found to be unusually severe, that is, nore severe than the adverse
weat her anticipated for the project location during any given nonth.

(2) The unusually severe weather nust actually cause a delay to the

conpl etion of the project. The delay nust be beyond the control and

wi thout the fault or negligence of the contractor.

b. The follow ng schedul e of monthly antici pated adverse weat her del ays

Section 01001 Page 2



Dyess AFB IDIQ Design-Build Replace Fanm |y Housing DADFH
ACCOMPANYI NG AMENDMVENT NO. 0003 TO SOLI CI TATI ON NO. DACA63- 02- R- 0017

due to precipitation and tenperature is based on National Cceanic and

At mospheric Administration (NOAA) or simlar data for the project |ocation
and will constitute the base line for nonthly weather tine eval uations.

The contractor's progress schedul e nust reflect these anticipated adverse
weat her delays in all weather dependent activities. Wnd is not considered
in the Monthly Antici pated Adverse Weat her Cal endar Day Schedul e.

MONTHLY ANTI Cl PATED ADVERSE WEATHER DELAY
WORK DAYS BASED ON (5) DAY WORK WEEK
ABI LENE, TX AREA (DYESS AFB AND RESERVE CTRS. WTHI N 80 M LE
RADI US, EXCEPT WTHI N 40 M LES OF SAN ANGELOQ, TX.)

JAN FEB MAR APR MAY JUN JUL AUG SEP OCT NOv DEC
2 2 2 2 4 3 3 2 3 3 1 2

c. Upon acknow edgrment of the Notice to Proceed (NTP) and conti nui ng
t hr oughout the contract, the contractor will record on the daily CQC
report, the occurrence of adverse weather and resultant inpact to normally
schedul ed work. Actual adverse weat her del ay days nust prevent work on
critical activities for 50 percent or nore of the contractor's schedul ed
wor k day.

The nunber of actual adverse weather delay days shall include days inpacted
by actual adverse weather (even if adverse weather occurred in previous
nmont h), be cal cul ated chronologically fromthe first to the |ast day of

each nmonth, and be recorded as full days. |If the nunber of actual adverse
weat her del ay days exceeds the nunber of days anticipated in paragraph "b",
above, the Contracting Oficer will convert any qualifying delays to

cal endar days, giving full consideration for equivalent fair weather work
days, and issue a nodification in accordance with the contract cl ause
entitled "Default (Fixed Price Construction)."

1.3 ORDER OF WORK

1.3.1 Phasi ng

1. (AME2) New Construction and Denolition Phasing

a. As set forth in a subsequent paragraph, the Governnent desires to
accept new housing units in groups before the total project has been
conpl et ed.

b. Denolition of existing housing units will not conmence unti
occupants can be relocated to new housing with the foll owi ng exceptions:

- The Governnent will have 7 duplex buildings (14 of 84 units)
avail able for denolition on 1 January 2003.

- Contractor will not be required to initiate denolition on the
partial set of units to be denplished except for the duplex

buil ding to be denolished to gain access to the Contractor Staging
Site. That building is in addition to the 14 units available in
January and will be available for denpolition upon approval of
denolition rel ated design and adm ni strative requirenents.

- The Governnent may el ect to nake additional units available for
denolition as they becone avail able as new units are turned over
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and occupants vacate existing and nove into new units.

2. (AWH2) The Contractor will be given Task Order No. 1 (FY03 Repl ace 85
Fam |y Housing Units) at Contract Notice to Proceed. Prior to or upon
conpl etion of Task Order No. 1, another task order nmay be negotiated with
the Contractor to design and build another group of units.

3. Project Fence: In accordance with Section 01500 TEMPORARY CONSTRUCTI ON
FACI LI TIES AND CONTROL, the Contractor shall construct a tenporary project
security fence around the project site. After approval and construction of
this fence, the project site will be considered to be of f-base and not

under base security. On conpletion of the Contract, the Contractor shal
renove the fence and gates in accordance with Section 01500 TEMPORARY
CONSTRUCTI ON FACI LI TI ES AND CONTROL.

4. The Contractor shall construct prototypes of each housing unit type as
defined bel ow.

5. The Contractor shall conplete and turn over housing units (AW¥2) in_
groups of housing units, no less than 8 units nor nore than 20 units at a
tine. Adjust project fencing to all ow occupant access to the conpl eted
housi ng units.

1.3.2 Pr ot ot ype Housing Units

After Contract award, prototype famly housing units of each (AM#20 buil ding
type design (2-br unit, 3-br unit, and ADA unit) shall be constructed to
denonstrate construction details and quality of construction. Each stage

of work shall be conpleted and accepted on the prototype housing unit prior
to starting work on the same stage for simlar housing units. The

prototype family units will be used to verify the details of the accepted
design and material selections and to establish the standards of
constructi on and wor kmanshi p agai nst whi ch the remaining project will be

judged. Wdrk on each successive stage of the prototype housing unit my
begin i medi ately after the acceptance of the preceding stage. However, a
representative sanple of the work on one prototype unit for each stage of
construction shall be retained for exam nation with the prototype housing
unit (i.e. not worked over, covered, or concealed in any way) unti

conpl etion of that stage of the work throughout the project unless

ot herwi se aut horized by the Contracting Officer. As a mininum the stages
of the work in each prototype housing unit that will be subject to
acceptance by the Contracting O ficer include the follow ng:

Concrete Work

Rough fram ng (roofs, floors, ceiling, and exterior and interior walls).

Pl unmbi ng, nechani cal, electrical rough-in

Insulation (walls, ceilings, and roofs)

Gypsum wal | board installation

Gypsum wal | board fi ni shing

Door s

W ndows

Har dwar e

Infiltration conpliance

Installati on and operation of fixtures and equi pnent (pl unbi ng,
nmechani cal, and el ectrical)

Fi ni sh carpentry and cabi netry

Interior finishes and trim

(AMH#2) Exterior finishes and trim
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(AM#2) Roofing System

Prot ot ype housing units shall be conpleted to finished status upon
construction and acceptance of all other housing units.

.3.3 Superi nt endence O Subcontractors

a. The Contractor shall be required to furnish the following, in addition
to the superintendence required by the Contract Cl ause entitled
" SUPERI NTENDENCE BY CONTRACTCOR!

(1) If nmore than 50% and | ess than 70% of the value of the contract work
i s subcontracted, one superintendent shall be provided at the site and on
the Contractor's payroll to be responsible for coordinating, directing,
i nspecting and expediting the subcontract work.

(2) If 70%or nore of the value of the work is subcontracted, the
Contractor shall be required to furnish two such superintendents to be
responsi bl e for coordinating, directing, inspecting and expediting the
subcontract work.

b. If the Contracting Oficer, at any tine after 50% of the subcontracted
wor k has been conpleted, finds that satisfactory progress is being nmade, he
may wai ve all or part of the above requirenent for additiona
superintendence subject to the right of the Contracting Oficer to
reinstate such requirement if at any tine during the progress of the
remai ni ng work he finds that satisfactory progress is not being made.

4  WORK RESTRI CTI ONS
1.4.1 Exi sting Housi ng

Work is adjacent to existing housing units. Uilities and roads to
exi sting housing units shall remain operational throughout the Contract.

4.2 Wor ki ng Hour s

Wor ki ng hours are specified in Section 01363 SPECI AL PRQIECT PROCEDURES FOR
DYESS Al R FORCE BASE

. 4.3 Security Requiremnments

For the duration of this Contract, access to the Installation nay be

del ayed between 30 minutes to an hour or nore due to security precautions,
i ncludi ng the checki ng of vehicle occupants' |Ds, vehicle manifests, and
the searching of all vehicles. Any general or specific threat to the
safety of those working or living at Dyess AFB could result in |onger
waiting times at the access points to Dyess AFB.

.5 UTI LI TI ES
.5.1 Payment for Utility Services

In accordance with Contract Cl ause 52.236.14 AVAILABILITY AND USE OF
UTI LITY SERVI CES, water, gas, and electricity are available from
CGover nent - owned and operated systens and will be furni shed without charge
to the Contractor as specified in Section 01363 SPECI AL PROJECT PROCEDURES
FOR DYESS Al R FORCE BASE
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1.5.2 CQut ages

(AME2) See Section 01363 SPECI AL PROJECT PROCEDURES FOR DYESS Al R FORCE BASE

1.6 STREET CLOSI NGS

Street closing procedures shall be in accordance with Section 01363 SPECI AL
PRQIECT PROCEDURES FOR DYESS Al R FORCE BASE. T

1.7 CONTRACTCOR VERI FI CATI ON OF CONTRACT SURVEY DATA

During initial site |layout and before existing conditions are disturbed the
Contractor shall verify, in witing, the basic survey data provided on the
contract drawi ngs. Verification shall be initiated fromthe point shown on
the contract drawi ngs or fromthe contract draw ng reference point
designated by the Contracting Oficer's Authorized Representative and shal

i nclude, as a mininum benchmark el evations, horizontal control points, and
sufficient spot checks of critical elevations to ensure that the survey
data adequately reflects existing conditions. The Contractor shall not
proceed with construction until survey verification is provided to the
Contracting Officer's Authorized Representative. Before an existing
benchmark referenced on the contract drawi ngs is disturbed the Contractor
shal | establish a new benchmark whi ch has been approved by the Contracting
Oficer's Authorized Representative. Benchnmarks which are destroyed

wi t hout authorization fromthe Contracting Oficer's Authorized
Representative nust be replaced at the Contractor's expense as prescribed
in Section 00700 Contract C ause, "Layout of Wrk." The Contractor shal
refer to Contract Clauses, "Differing Site Conditions" and "Site

I nvestigation and Conditions Affecting the Work," for additiona
requirenents.

1.8 (AME3) SEQUENCE OF DESI GN CONSTRUCTI ON ( FAST TRACK)

(a) After receipt of the Contract Notice to Proceed (NTP) the
Contractor shall initiate design, conply with all design subm ssion
requi renents as covered under Division 01 General Requirenents, and obtain
CGover nrent revi ew of each subm ssion. The Contractor nay begin
construction on portions of the work for which the Governnment has revi ewed
the final design subm ssion and has determ ned satisfactory for purposes of
begi nni ng construction. The Contracting Oficer will notify the Contractor
when the design is cleared for construction. The Government will not grant
any time extension for any design resubmittal required when, in the opinion
of the Contracting Oficer, the initial submssion failed to neet the
m nimum quality requirenents as set forth in the Contract.

(b) If the Governnent allows the Contractor to proceed with linmted
constructi on based on pending m nor revisions to the reviewed Final Design
subm ssion, no paynent will be made for any in-place construction rel ated

to the pending revisions until they are conpleted, resubnitted and are
sati sfactory to the Government.

(c) No payment will be made for any in-place construction until al
required submtttals have been nade, reviewed and are satisfactory to the
Gover nnent .

PART 2 PRCDUCTS ( NOT USED)
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PART 3 EXECUTI ON ( NOT USED)

-- End of Section --
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SECTI ON 01012

SUBM TTALS DURI NG DESI GN
04/ 02
AMENDMENT NO. 0001, 0002, 0003

PART 1  GENERAL

1.1  SUMVARY

1.1.1  SECTI ON | NCLUDES
This section includes general requirenents for devel oping and submitting a
design including preparation of draw ngs, specifications and design
cal cul ations conformng to the requirenents contained in this section.

1.1.2 SECTI ON EXCLUDES

This section does not include requirenents for construction submttals,
whi ch are specified in Section 01330 CONSTRUCTI ON SUBM TTAL PROCEDURE. "

1.2 DESI GN COVPLETI ON SCHEDULE
See paragraph COMVENCEMENT, PROSECUTI ON, AND COVPLETI ON OF WORK in Section
01001 DESI GN AND CONSTRUCTI ON SCHEDULE for the Conpl etion Schedul e of the
entire work.
1.3 REFERENCES
The publications listed below forma part of this specification to the
extent referenced in the Contract. The publications are referred to in the
text by basic designation only.
THE CONSTRUCTI ON SPECI FI CATI ONS | NSTI TUTE ( CSI)
CSl Mast er f or mat (1995) Mast er For mat
U. S. DEPARTMENT OF DEFENSE
M L- HDBK- 1008C (10 June 1997) Fire Protection For
Facilities Engi neering, Design and

Constructi on

| NTERNATI ONAL CODE COUNCI L (1 CC)

| CC Bui |l di ng Code (2000) ICC International Building Code

| CC Pl umbi ng Code (2000) ICC International Plunbing Code
(1 PA)

| CC Mechani cal Code (2000) ICC International Mechanical Code

| CC Fire Code (2000) ICC International Fire Code

| CC Fuel Gas Code (2000) ICC International Fuel Gas Code

(AM#3) | NTERNATI ONAL ASSOCI ATI ON OF PLUVBI NG AND MECHANI CAL
OFFI CI ALS (1 APND)
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| APMD- 01 (2000 Edition) The Uniform Pl unmbi ng Code

NATI ONAL FI RE PROTECTI ON ASSCOCI ATl ON ( NFPA)

NFPA 1 (February 5,2001) Fire Prevention Code
NFPA 54 ( AWV#3) (1999) National Fuel Gas Code

NFPA 70 (2002) National Electrical Code

NFPA 101 (2000) Life Safety Code

(AME2) TEXAS STATE DEPARTMENT COF H GHWAYS AND PUBLI C
TRANSPORTATI ON STANDARD SPECI FI CATI ONS ( TSDHPT)

TSDHPT- 01 (Current Edition) Standard Specifications
for Construction of H ghways, Streets and
Bri dges

US ARMY CORPS OF ENGQ NEERS, SOUTHWESTERN DI VI SI ON ( SV\D)

SWD- AEI M (Cct ober, 2000) Architectural and
Engi neering Instructions Manual (SWD- AEIM

.4 SUBM TTALS

SD- 05 Design Data
Design Certification and Transmittal Letter; G

See DESI GN CERTI FI CATI ON paragraph. Formis attached at the end of this
Sect i on.

.5 (AME1l) ENGLI SH REQUI REMENTS

(AM#2) This is an English di nensi oned project.

.5.1 (AW#1) Not Used
5.2  (AW#1) Not Used
.5.3  (AW¥1) Not Used
5.4 (AW¥1) Not Used

.5.5 (AME1l) Not Used

6 DEFI NI TI ONS
6.1 Accept ance

This is the Government's review of the design submittals, construction
submttals, and record draw ngs for conformance to the Contract

requi renents. Acceptance shall not be construed to be an endorsenent of

t he accuracy or conpl eteness of the design. The Contractor is ultimtely
responsi ble for the contract design and construction. Design deficiencies
or omssions in the accepted design shall be the responsibility of the
Contractor and the Designer of Record.

6.2 Approve, Approved, and Approval
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As these words are used throughout the documents, they shall mean "as
approved by the Designer of Record unless otherw se expressly stated.” See
Section 01330 CONSTRUCTI ON SUBM TTAL PROCEDURES.

1.6.3 Conpl et e Specification Section

A Compl ete Specification Section is one that foll ows the Construction
Specifications Institute's (CSI) 16-Division, 3-Part Section format,
including the required subnittal register and testing requirenents.

1.6.4 Contract or
Firm or conpany to whomaward is made to design and construct the project.
1.6.5 Contract Docunents

Contract Documents, in addition to the signed Contract Form and the
Contract C auses, include the Request for Proposal, all anmendnments, the
Contractor's proposal as accepted at the tine of contract award, and the
Contractor approved, CGovernnment accepted 100% fi nal constructi on docunents.

1.6.6 Constructi on Document s

Docurent s provided by the Contractor and accepted by the Government for use
in constructing the project, including but not Iimted to final design
drawi ngs and specifications, schedules, submttal registers, and col or

boar ds.

1.6.7 Corps of Engineers Unified Facilities Guide Specifications (UFGS)

I ncl udes the Corps of Engineers Unified Facilities Guide Specifications
(UFGS) for MIlitary Construction, the narrow scope sections devel oped by
the Fort Worth District (UFSW GS), and the Fort Wrth District Suppl ements
to the UFGS.

1.6.8 Desi gn Document s

Docurent s whi ch include design draw ngs, project specifications, and design
anal yses (basis of design and cal cul ations) prepared by or under the direct
supervision of registered professional architects and engi neers and
proposed by the Contractor to nmeet the requirenments of this Contract.

1.6.9 Desi gn Dr awi ngs
Docurent ati on showi ng in graphic and quantitative formthe extent, design,
| ocation, relationships, and di nensions of the construction to be provided
by the Contractor. (Note: Shop Draw ngs, as defined in Section 01330

CONSTRUCTI ON SUBM TTAL PROCEDURES, are not to be provided until after
design drawi ngs are accepted for construction.)

1.6.10 Desi gner
Architects and Engi neers (A/E) associated with the Contractor who are
responsi ble for the design and have the qualifications and experience

speci fi ed.

1.6.11 Desi gner of Record
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The Contractor's Architect/Engineer (AJE) is the "Designer of Record" and
officially approves the design submittals, construction submttals, and
record drawi ngs. There shall be a designer of record for each design

di scipline. The designer of record is solely liable for design errors

and/ or om ssions and shall have professional liability insurance to insure
t he desi gner agai nst design errors and omi ssions. The Contractor's
Construction Quality Control Staff will check and certify all construction

submttals. See paragraph DESI GNER(S) OF RECORD for additiona
requi renents.

1.6.12 Mandat ory Gui des

Mandat ory Cui des are those guides included in Divisions 2 through 16 of the
Contract as unedited or partially edited guides and which shall be included
in the Contractor's construction specifications. Sone of the guides may be
partially edited while others may not be edited at all. The Contractor
shall edit or finish editing these guides.

1.6.13 Mandat ory Secti ons

Mandat ory Sections are those sections included in Divisions 2 through 16 of
t he RFP whi ch have been conmpletely edited and shall be included in the
Contractor's construction specifications verbatim

1.6.14 Solicitation or Request for Proposal (RFP)

Docurent s furni shed to prospective offerors containing proposal information
and specifying criteria and project requirenents for design and
construction of the project. The docunents include this specification
attachments, and the information draw ngs.

1.6.15 Construction Specifications

Construction specifications are the Contractor's devel oped construction
specifications consisting of the Government-furnished Division 1 (Genera
Requi renents) sections and the Contractor-witten sections in Divisions 2
t hrough 16 which will be used to construct the project. Di vi sions 2

t hrough 16 shall include any the Contract mandatory specifications

1.6.16 Desi gn Devel oprment (60 Percent Design) Subnitta

Desi gn Devel opnent (60 Percent Prelimnary Design) Submittal shall nean 60

percent buil ding, including foundations, and 100 percent site work and

utilities (including utilities within the 5 feet line of the housing units).
See paragraph DESI GN SUBM TTALS for further clarification

1.7 QUALI TY ASSURANCE
1.7.1 DESI GN AND CONSTRUCTI ON PERSONNEL QUALI FI CATI ONS

Desi gn and Construction Personnel experience shall be as submitted in
accordance with the requirenents of Section 00110 PROPOCSAL SUBM SSI ON AND
EVALUATION. |If, because of reasons beyond the control of the Contractor

t he naned individuals are not able to fulfill their obligations,

repl acenent personnel with simlar skills and experience shall be presented
for acceptance by the Contracting Officer. The Contractor shall obtain the
Contracting Oficer's witten consent before making substitutions for

desi gnat ed per sonnel
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1.7.1.1 Proj ect Manager

The project manager shall have a recogni zed four-year or higher college
degree in architecture, engineering (or related technical fields), or
constructi on managenment and have at |east 5 years experience in managi ng
design and construction projects or 10 years experience in nanagi ng
construction projects only. Experience shall be related to housing
projects simlar in size and scope of this Contract. The Project Manager
may be the | ead designer.

1.7.1.2 Desi gners

Provi de at |east one professional |licensed architects or engineers for each
of the design disciplines (landscape, architectural, civil, structural
nmechani cal, and electrical) who have at least 5 years experience in their

di scipline. Each |ead designer shall have a recognized four-year (or higher
) college degree in architecture or engineering and 3 years experience as a
| ead designer. The architect shall be proficient with sustainable design
or LEED Green Building Rating Systenms and its building practices,

t echnol ogi es, policies, and standards as devel oped by the U S. Geen

Buil ding Council. The field work, analysis, and design of the cathodic
protection system shall be acconplished by or under direct supervision of
an engi neer licensed in corrosion engineering or a corrosion speciali st
certified by the National Association of Corrosion Engineers (NACE). The
corrosi on engi neer or corrosion specialist shall have a m ni mum of five
years experience in designing and installing cathodic protection systens.

1.7.1.3 Sur veyor

The Surveyor should be licensed in the State of Texas and have at |east 5
years experience in the field of surveying.

1.7.1.4 CGeol ogi st/ Geot echni cal Engi neer

The Geol ogi st/ Geot echni cal Engi neer should be a |icensed geol ogi st or
regi stered professional engineer and have at | east 5 years experience in
soi|l borings and soil classification

1.7.1.5 Early Chil dhood Pl ay Speciali st

The early chil dhood play specialist shall have a recogni zed four-year
col l ege degree in early childhood education or related technica
fields, and have at |east 5 years experience in the design of play

ar eas.

1.7.1.6 Desi gn Quality Control Manager

Design quality control nanager and the alternate nanager qualifications are
specified in Section 01430 DESI GN QUALI TY CONTROL. Design quality contro
manager shall not be the same person as the construction quality contro
manager .

1.7.1.7 Construction Qality Control Manager
Construction quality control manager and assistants qualifications are
specified in Section 01451 CONSTRUCTI ON QUALI TY CONTROL. Construction

quality control manager shall not be the sane person as the design quality
control manager.
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1.7.1.8 Proj ect Superintendent

The Project Superintendent should be a graduate engi neer or experienced
construction person and have at least 5 years experience in related work on
housi ng projects simlar to this project. See Section 01451 CONTRACTOR
QUALI TY CONTROL for additional requirenents.

1.7.1.9 Proj ect Schedul e Schedul er

Qualifications for the Schedul er are specified in Section 01320 PRQJECT
SCHEDULE

1.7.1.10 CADD Per sonne

CADD personnel shall be proficient in the preparation of architectural and

engi neering drawi ngs and the CADD equi prent that will be used to create the
requi red drawi ngs and record drawi ngs. The |ead CADD person shall have at

| east 5 years experience on the proposed equi prent.

1.7.1.11 I ndustrial Hygienist

I ndustrial Hygienist (IH), or Designated |Industrial Hygienist, shall be a
prof essional qualified by education, training, and experience to

antici pate, recogni ze, evaluate, and develop controls for occupationa
heal t h hazards.

The Designated IH shall be board certified in the practice of industrial
hygi ene as determ ned and docurmented by the American Board of Industrial
Hygi ene (ABIH), have EPA Mddel Accreditation Plan (NMAP)
"Contractor/Supervisor" training accreditation required by 40 CFR 763,
Subpart E, Appendix C, and have a mininumof 5 years of conprehensive
experience in planning and overseei ng abatenent activities for asbestos,

| ead, regulated materials, and nold. Provide copies of the Designated IH s
current valid ABIH certification, "Contractor/Supervisor" course
conpletion certificate(s), the nost recent certificate(s) for required
refresher training, and the enployee "Certificate of Wrker Acknow edgnent"”
as required in Section 13280 ASBESTOS ABATEMENT. The Designated | H shal

be conpletely i ndependent fromthe Contractor according to federal, state,
or local regulations; that is, shall not be a Contractor's enpl oyee or be
an enpl oyee or principal of a firmin a business relationship with the
Contractor negating such independent status.

1.7.2 CONSTRUCTI ON MANAGEMENT KEY PERSONNEL

The Contractor's constructi on managenent key personnel shall be actively

i nvol ved during the design process to effectively integrate the design and
construction requirenents of this Contract. |In addition to the typica
requi red construction activities, the Contractor's involvenment shal
include, but is not limted to, actions such as integrating the design
schedule into the Master Schedule to maxim ze the effectiveness of
fast-tracki ng design and construction (within the limts allowed in the
Contract), ensuring constructability and econony of the design, integrating
the material and equi pnent acquisition prograns to nmeet critical schedul es,
effectively interfacing the construction QC programw th the design QC
program and maintai ning and providing the design teamw th accurate,
up-to-date redline and as-built docunentation. The Contractor shal

requi re and manage the active involvenment of key trade subcontractors in

t he above activities. The Contractor's Quality Control Staff will check
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and certify all submttals.
1.7.3 DESI GNER( S) OF RECORD

The Contractor shall identify, for approval, the Designer of Record for
each area of work. One Designer of Record nmay be responsible for nore than
one area. All areas of design disciplines shall be accounted for by a
listed, registered Designer of Record. The Designer(s) of Record shall
stanp, sign, and date all design and constructi on drawi ngs under their
responsi bl e discipline at each design submttal stage, including

nodi fication drawings after start of construction (See Section 00700,
CONTRACT CLAUSES, d ause 52.236-25 entitled "Requirements for Registration
of Designers").

1.7.4 CODES

Make all portions of the project conply with all applicable Iocal, State,
and federal regulations, including those Iisted bel ow

a. In the event of conflict or inconsistency between any of the
provi sions of the various codes, standards, or references, precedence
shall be given in the foll ow ng order:

1) Contract requirements

a) The code, standard, or reference that is listed in the
Contract design or perfornmance requirenent;

b) When conflict exists between references, the nore stringent
requi renent shall govern;

c) Where a particul ar design aspect is not covered by any of
t he codes, standards, or references listed, nor by the
requi renents specified in the Contract, the Contractor shall be
gui ded by other nationally recognized and accepted codes or
st andards whi ch do apply;

d) The "authority having jurisdiction," or the role of the code
official, as cided in codes, standards, or references, will be the
Contracting O ficer.

2) Installation Design Guide

3) Southwestern Division's Architectural and Engi neering

I nstructions Manual (SWD- AEIM

4) Techni cal and Engi neering Manual s, Instructions, Letters,
Desi gn Cui des, Engi neer Regul ations, Panphlets, and Bulletins.

b. Federal Regul atory Requirenents:
1) 29 CFR 1910-1997, Occupational Safety and Health Standards, and
in particular 29 CFR 1910. 1001, Appendix F, "Wrk Practices and
Engi neering Controls for Autonotive Brake and Clutch | nspection,
Di sassenbly and Assenbly."
2) U.S. Environnental Protection Agency (EPA), National Pollution
Di scharge Elinination System (NPDES) Storm Water Construction
Permit in accordance with Federal register, Volume 63, Nunber 128,
July 6, 1998.

c. State of Texas regulatory requirenents
1) Texas Natural Resource Conservation Comm ssion ( TNRCC)
a) Air emission in accordance with 30 Texas Admi nistrative
Code (TAC) 116.111 and 30 TAC 106
b) Underground and Aboveground Storage Tanks per 30 TAC 334
c) Erosion and sedinmentation control regul ations, see NPDES
requi renents above and Section 01421 OUTLI NE OF A BASI C STORM
WATER PCLLUTI ON PREVENTI ON PLAN, Vol ume |11 SPECI FI CATI ONS.
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d. Non-Regulatory Criteria Docunents:
1) NFPA 1, Fire Prevention Code
1A) NFPA 54 National Fuel CGas Code (AMt3)
2) NFPA 70, National Electrical Code.
3) NFPA 101, Safety to Life FromFire in Buildings and Structures.
4) 1CC International Fire Code
5) ICC International Building Code
6) | APMO-01 The Uniform Pl unmbi ng Code (AM3)
7) 1CC International Mechanical Code
8) ICC International Fuel Gas Code
9) SWD Architectural and Engi neering Instructions Minua

(SVD- AEI M) .
10) For Environnental Design, see Chapter Xl | ENVI RONMENTAL DESI GN
of SWD- AEI M

11) M L-HDBK-1008C, Fire Protection For Facilities Engi neering,
Desi gn and Construction

12) Arnmy Regul ation (AR) 200-1, Environnental Protection and
Enhancenent, February 1997.

(AMH#2) Texas Standard Specifications for Construction of H ghways,
Streets and Bridges (TSDHPT-01 Current Edition)

8 SUBM SSI ON OF CONSTRUCTI ON DRAW NGS, SPECI FI CATI ONS, AND DESI GN ANALYSES
8.1 DESI GN CERTI FI CATI ON

Wth each submttal the Contractor shall certify that all itenms subnmitted
in the design docunents (after contract award) conply with the Contract
requirenents. The criteria specified in this Contract are binding contract
criteria and in case of any conflict, after award, between the Contract
criteria and Contractor's submittals, the criteria stated in the Docunent
Order of Precedence in Section 00800 SPECI AL CONTRACT REQUI REMENTS wi | |
govern. The Contractor shall present with the letter of transmittal for
each design subnmittal (including the 100 percent corrected design
(compliance check) submittal) a certification that the submttal (draw ngs,
speci fications, design analysis, etc.) conmplies with the requirenents
stated above. Prepare the design certification and transmittal letter in
the format shown on Attachnent A attached at the end of this Section

.8.2 DEVI ATl ONS

Devi ations fromthe Contract requirenents shall be identified in each
design submttal's letter of transmittal. These deviations will be

consi dered for approval by the Contracting Officer if the changes result in
significant inmprovenents to the project or they exceed the m ni num Contract
requi renents. The Contracting O ficer may reject any deviation proposed by
the Contractor w thout explanation

.8.3 FI ELD | NSPECTI ON

The Contractor shall verify field conditions which are significant to
design by field inspection, researching and review ng the existing
docunents pertaining to the site and existing building(s), and eval uating
observabl e existing conditions. The information shall be reflected in the
design docurments. It is the responsibility of the Contractor to eval uate
exi sting conditions in the inmrediate proximty of the project to determn ne
if such conditions may affect, or be affected by the proposed construction
If there are site conditions which appear to affect the proposed
construction the Contractor shall informthe Contracting Oficer, in
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witing, before proceeding with the work.
1.8.4 NUMBER OF COPI ES

The nunber of copies for distribution is specified in paragraph "Revi ew
Docurent Distribution.” For each design submittal, submit for review and
acceptance the specified number of copies of the construction draw ngs,
speci fications, design anal yses, equi pnment schedul es, submittal register
and all other submittal data, which shall be in accordance with the

requi renents of the Contract Docunents. Upon final acceptance, make

di stribution of the accepted design and construction docunents within 7
cal endar days. (AM#2) For each agency or individual on the Distribution
Li st, provide one CD-ROM disk (or nore if required) containing al
docunents. The CD-ROM di sks shall be fixated "Final," which is a recording
option that renders the disk totally used so that no other data tracks can
be added in a later recording session. Proposed nodifications shall be
submitted in 8 copies. Final nodifications, after negotiations, shall be
submtted in 8 copies (including one reproducible).

1.8.5 FI NAL CONSTRUCTI ON DOCUMENTS

Each distributed set shall consist of full-size paper draw ngs,
specifications, subnmttal register, design analysis, and a CD ROM di sk(s)
containing all of the final design documents (e.g. draw ngs, specifications,
subm ttal register, and design analysis files). Provide docunents

conpl ete, accurate, and explicit enough to show conpliance with the
Contract requirenments and to permt construction. Draw ngs and
specifications illustrating systens proposed to neet the requirenents of
the Contract shall reflect proper detailing for each such systemto assure
appropriate use, proper fit, conpatibility of components and coordi nation
with the specifications and design analysis required by this section.
Coordi nate drawi ngs to ensure there are no conflicts between design

di sci pli nes and between drawi ngs and specifications. See additiona

requi renents in PART 3 EXECUTION. During and upon conpl etion of the
project, the accepted design docunments shall be corrected to reflect
as-built conditions in accordance with Section 01780 CLOSEQUT SUBM TTALS.

1.8.5.1 Fi nal Construction Draw ngs

In addition to the required nunmber of hard copies of final design docunents
(e.g. drawi ngs, specifications, submittal register, and design analysis),
construction docunent (100 percent final design) draw ngs, and record (i.e.
as-built) drawings after the conmpletion of the project shall be subnmitted
on CD-ROM disk in the CADD format required by the Contract. Furnish four
CD- ROM di sks, one each for the Area Ofice, Corps of Engineers' District

O fice, Corps of Engineers' Dyess Resident Office, and and the User. On
the CD-ROM di sk include the electronic .dgn or .dwg CADD drawing files, the
CADD drawing files in .CAL format (CADD files converted to .CAL) for

vi ewi ng on MaxVi ew (AM#2) and SourceVi ew Readers, and an Excel spreadsheet
listing for each drawi ng the draw ng nunber, sequence nunmber, |evel/layer
assignments, line colors, line weights, and line types. See additiona
requi renents in PART 3 EXECUTI ON.

1.8.5.2 Conput er Ai ded Design and Drafting (CADD) Systens

Wthin 10 days of Contract Notice to Proceed, furnish for approval sanples
of CADD electronic files created on the equi prent and software to be used
for this work. CADD work will not proceed until the Contractor's proposed
CADD system and resulting CADD files have been acceptably denmponstrated to
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work on the Corps of Engineers' Fort Worth District Ofice and the User's
CADD syst ens.

1.8.5.3 Speci ficati ons and Design Anal ysis

Speci fications and design analysis shall be provided in hard copy and on
the sane CD-ROM di sk as the drawi ngs, Mcrosoft Wrd for Wndows format
(Version Wrd 2000, but shall be conpatible with the version used at Dyess
Air Force Base). The Division 1 sections included in the Contract shall be
reprinted in the final 100 percent construction specifications. Hard
copi es of the specifications and desi gn anal yses shall be bound separately
in 3-ring binders. Each set of docunents shall have its own Table of
Contents. See additional requirenents in PART 3 EXECUTI ON

1.8.5. 4 Fi nal Document CD s

Al'l Aut omat ed Conputer Aided Design (ACAD) files, Technical Specification
Files, and Design Analysis files shall be renmitted to the Government on 12
CM (5") Single Sided CD ROM di sks, which stores 680MB and can be read with
3000 KB/ S-20X (Read Only) Drive. Mninumrequired disk life is 30 years.
Al files, whether CADD or those created by a Wndows based word processor
spread sheet, or database programrespectively, shall be provided in their
ori ginal unconpressed fornat.

1.8.6 DESI GN DOCUMENTS

Desi gn documents shall include construction draw ngs, specifications,

subm ttal register, design analysis, and drafts of DD Form 1354. Detailing
and installation of all equipnment and naterials shall conply with the

manuf acturers' recomendations. Construction drawi ngs and specifications
shal |l not make reference to RFP requirenents. The Contractor, including
designers, shall visit the site and nake other trips as necessary during
the design to acconplish the work. (AW2) (Del et ed Sentence)

1.8.6.1 Dr awi ngs

See par agraph SUBM SSI ON OF CONSTRUCTI ON DRAW NGS, SPECI FI CATI ONS AND
DESI GN ANALYSES, subparagraph "FI NAL CONSTRUCTI ON DOCUMENTS. "

1.8.6.2 Speci fications

Specifications shall be in sufficient detail to fully describe and
denponstrate the quality of materials, the installation and performance of
equi prent, and the quality of workmanship. Specifications shall conformto
the Construction Specifications Institute (CSI) 16-Di vision 3-Part format
and follow the CSI's section nunbering system defined in CSI MasterFormat.
No two sections shall have the same section nunber. Division 1
specifications shall consist of the Division 1 sections included in the
Contract. The specifications shall clearly identify the specific products
chosen to neet the requirements of the Contract (manufacturers' brand nanes
and nodel nunbers or simlar product information). Turfing sections shal

i ndi cate planting dates.

1.8.6.3 Desi gn Anal ysi s
Descri be the design of each discipline of work, including all features and
t he necessary cal cul ations, tables, nmethods, and sources used in

det erm ni ng equi pnent and material sizes and capacities. Provide
sufficient information to support the design of the various categories such
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as, but not limted to, architectural, interior design, structural
nmechani cal, electrical, civil including grading, drainage, paving,
environnental, and outside utility services, and Contract included itens.

1.8.6.4 Sust ai nabl e Project Rating Tool (SPiRT)

In addition to other requirenments, provide environnentally responsible
design and construction that mninzes adverse effects on the exterior

envi ronnent, enhances the quality of the indoor environment, and mnim zes
consunpti on of energy, water, construction materials, and other resources.
See Section 01000 STATEMENT OF WORK, Chapter 3 SUSTAI NABLE DESI GN

CONSI DERATI ONS for additional information

a. (AME2) Docunent design sustainability utilizing the Sustainable
Project Rating Tool (SPiRIT) which is derived fromThe U S. G een
Bui | di ng Council LEED 2.0 (Leadership in Energy and Environnental
Design) Green Building Rating System (AMW2) . The Sust ai nabl e
Project Rating Tool (SPiRiT) is included in the Appendi ces and can al so
be viewed at the follow ng web site:

http://ww. cecer.army. ml/Sustdesign/SPi R T.cfm

1.8.6.5 DD Form 1354

The 1354 process consists of prelimnary and final drafts of the DD Form
1354, TRANSFER AND ACCEPTANCE OF M LI TARY REAL PROPERTY, and a Final DD
Form 1354. DD Form 1354 is required so that Dyess Air Force Base can
update their real property maintenance records. Subnmt the prelimnary
drafts with each of the design submittals and a final draft within 30 days
of the Government's acceptance of the 100% constructi on docunments. These
drafts shall contain as many of the resource code items with cost and
guantity data as can be devel oped fromthe Contractor's subnitta

docunents. The CGovernnent will use the final DD Form 1354 draft to devel op
the DD Form 1354 to be submitted to Dyess AFB. The form a sanple of a
conpleted form and a general list of resource codes with cost and quantity

data are included in the ATTACHVENTS. An electronic file of the form
DD1354.frl, for use with Delrina PerformPro FormFiller, version 16 Jul
1992, or its successor software Form Flow Filler, Version 2.22 (Mrch 5,
1999)is located on the Solicitati on and Contract CD ROM di sks.

1.8.7 DESI GN SUBM TTALS
1.8.7.1 CGener a

The Contractor shall schedul e the nunmber and date of the design subnittal
phases and conferences. Design submittals are required at the design

devel opnent (prelimnary 60 percent), construction drawing (final 100
percent design) stages, and at the corrected construction drawi ng (fina
design) stage. The nunber, date, and contents of the design submtta
phases shall be reflected in the project schedules. An authorization
letter to start work will be provided separately by the Contracting Oficer
for each phase of the design. See paragraph "CGovernment Design Revi ew and
Acceptance". See additional requirements in PART 3 EXECUTI ON..

1.8.7.2 Desi gn Devel oprment (60 Percent Design) Subnitta

The 60 percent design submittal includes the 60 percent in-progress
bui | di ng design and the 100 percent conplete site work and exterior
utilities. (AW3) Oferors are encouraged to submt design data for
sitework at the earliest stage feasible and may submit sitework design
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excl usive of building design data. A separate staking plan may be
desireable to proceed with construction as early as feasible. These
docunents shall be packaged and stanped "For Review Only - Design

Devel opnent (60% Design)". FEach sheet of the drawi ngs shall also be
stanped except sitework and exterior utilities which will be stanped
"Construction Docunments (100% design)". See additional requirements in

PART 3 EXECUTI ON
1.8.7.3 Constructi on Docunents (100 Percent Design) Submitta

The 100 percent design submittal includes conplete site and utility design
and buil di ng design and shall be stanped "For Review Only -Construction
Docurent s (100% Desi gn)", and each sheet of the draw ngs shall also be
stanped. Contractor shall nake final proposal of all materials and
finishes at this stage.

1.8.7.4 Conpl i ance Check Design Submitta

The conpliance check design submittal (s) after the Government review of the
100 percent conplete site and building designs shall be stanped
"Construction Docunments (100% Corrected Design)"; and each sheet of the
drawi ngs shall al so be stanped and signed by the Designer of Record.

1.8.7.5 I nsufficient Design Submittals and Del ays

No additional time for conpletion of the contract will be granted to the
Contractor due to insufficient design subnmittals. Delays caused by the
Contractor in conpletion of the Design Devel opnent (60 percent design),
Construction Docunents (100 percent design), or the 100 percent corrected
design will not be considered as valid reason to delay the entire project
within the specified project duration.

1.8.7.6 Devi ati ons or Betternents

The Contractor shall bring to the Governnent's attention any deviations or
betterments made to the RFP and Contractor's proposal documents. These
shal |l be summarized in letter formw th reasons and highlighted or clouded
details on the applicable drawi ngs and docunents submitted. See Section
00800 SPECI AL CONTRACT REQUI REMENTS for additional requirements concerning
betternents.

1.8.7.7 Revi ew Desi gn Docunent s

The Contractor shall submit all drawi ng design docunments on bl ack-Iline
media with "FOR REVIEW stanped in 1/2-inch high letters in the |ower right
corner in red ink. Specifications and Design Anal yses shall be hard copy
with "FOR REVI EW stanped in 1/2-inch high letters in the | ower right
corner in red ink. The Contractor shall submt Contractor-approved
docunents on bl ack-line media with "APPROVED FOR CONSTRUCTI ON' similarly

st anped.

1.8.8 DESI GN REVI EW5

Design reviews will be held at Base Civil Engineer Ofice, Dyess Air Force
Base, at the Design Devel opment (prelimnary 60 percent), Construction
Docurents (final 100 percent), and corrected final stages of the fina
design in accordance with the Contractor's Project Schedule. The
Government shall have thirty (30) cal endar days review period for each
subm ttal (Design Devel opnent (60 percent design) and Construction
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Docurents (100 percent Design)) and fourteen (14) cal endar days revi ew
period for resubmittal of the 100 percent Design (including the 100% fi nal
site workand utilities, and foundation portion of the 60% Subm ttal and the
Conpl i ance Check Design) after incorporation of final review coments.
Addi ti onal design review conference(s) between the Contractor and the
Governnment may be held after submittal of the Design Devel opment (60
percent) or the Construction Docunents (100 percent) design(s) if the
Covernment determ nes them necessary. The time for Government review will
be calculated fromthe date of receipt of the design submittals at the
Governnent address to the date annotated conformance review conments are
mailed to the Contractor.

1.8.8.1 Revi ew | nt ent

Reviews will be for conformance with the technical requirements of the
Contract. |If the Contractor disagrees technically with any conment and
does not intend to conply with the comment, the Contractor shall clearly
outline, with anple justification, the reasons for nonconpliance within 5
days after receipt of these coments in order that the comment(s) can be
resol ved. The Contractor shall furnish disposition of all comments, in

witing, with the next scheduled submittal. |If the Contractor believes the
action required by any conment exceeds the requirements of the Contract,
the Contractor shall inmediately notify the Contracting Officer in witing

and take no action regarding this matter until the matter is resol ved.
1.8.8.2 (AME3) DELETED

1.8.8.3 Revi ew Docunment Di stribution

For each review, review docunents shall be sent, in the quantity indicated,

to the addresses listed below. The docunents will be in their then present
"on- board" design status. Al docunents nust contain an index of contents.
Work shall, however, continue up to the tine of the review conference

dat e(s) when 2 copies of then-current design docunents will be brought to

the issuing office for the conference review. Oiginals of transmttal
letters shall be sent to the Area Engi neer, address as shown bel ow, and
copi es shoul d accompany each mail package. Transnittal letters shall
i ndi cate distribution by use of the "ATTN' code shown in the address.

No. of Copies

(8*- Review) Di strict Engi neer
(2- Final) US Arny Engi neer District, Fort Worth
ATTN.  CESW-- EC-AM (M. Wayne McDonal d))
P.O Box 17300
Fort Worth, TX 76102-0300
817-886- 1893
wayne. ncdonal d@wf 02. usace. arny. mi |
<mai | t 0: wayne. ntdonal d@wf 02. usace. army. m | >

*If sitework submittals are submitted wi thout
bui | di ng design data, furnish only 2 copies to
CESWF- EC- AM  ( AME3)

(7- Review 7 CES/ CECN

(3- Final) ATTN:  John Ford
710 Third Street
Dyess AFB TX 79607-1670
915- 696- 5618
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John. ford@lyess. af . m | <mailto:John.ford@yess.af.ml|>

(8- Review HQ ACC/ CECW
(3- Final) ATTN: Conrad Browe, Room 326
129 Andrews Street, Suite 102
Langl ey AFB, VA 23665-2769
757-764-0810
Conr ad. Browe@.angl ey. af . m |
<mai | t o: Conr ad. Browe@angl ey. af . m | >

(2- Review Central Texas Area Ofice
(2- Final) ATTN: CESW-AOC-C (M. Atlan Citzler)
4622 Engi neer Drive @79th Street
Fort Hood, TX 76544
(P.O Box 757
Killen, TX 76540-0757)
254-532-3047; ext 5401

(2- Review US Arny Corps of Engi neers
(2- Final) Dyess Project Ofice
ATTN: CESWF- PO- D (Kennet h At chi son)
818 3rd Street
(P. O Box 9605)
Dyess Air Force Base, TX 79607-9605
915- 692- 8601
Ken.t. At chi son@w 02. usace. arny. m |
<mai | to: Ken.t. At chi son@wf 02. usace. armnmy. m | >

1.8.8.4 Additional Review Tine
If for any reason the Government requires nore tinme than that stated for
review, then the Contractor will be granted an extension of tine equal to

t he nunber of cal endar days of del ay.

1.8.8.5 Cover nrent Design Revi ew and Accept ance

CGovernment personnel will present review coments for discussion and
resol ution. Copies of coments, annotated by the Designer of Record with
(AME3) prelinmnary corrective action indicated, will be nmade available to
all parties at least (AM{2) 5 cal endar days prior to the conference.

Revi ew conferences will be schedul ed by the Contractor. Unresol ved
problems will be resolved by i mediate foll owon action at the end of
conferences. Valid coments will be incorporated into the Docunents.

(AM#2) Wth ten days of review conferences, the Contractor shall distribute
copi es of annotated coments to all agencies on the Distribution List in
the sane quantity as design docunents required for the correspondi ng
submttal. On receipt of final corrected design docunents (with all
backcheck coments incorporated) that are acceptable, the Contracting
Oficer shall notify the Contractor in witing that the docunments are
accepted and construction may begin. Furnish the final design and
constructi on docunents in accordance with paragraph "Nunmber of Copies."

The Governnent, however, reserves the right to not accept design docunent
submttals if outstandi ng uni ncorporated conments are of too great a
significance. 1In this case, every effort shall be made during foll ow up
action between the Contractor and the Fort Worth District to resolve
conflicts and probl ens such that docunments can be accepted. However, if
final subnmittal (s) are inconplete or deficient, requiring correction by the
Contractor and resubnittal for review, the cost of rehandling and revi ew ng
wi Il be deducted from paynent due the Contractor at the rate of $500.00 per
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subm ttal
1.8.9 FI NAL CONSTRUCTI ON DOCUMENTS

Foll owing the last submittal, the Contractor shall forward the conpl eted
original set of reproducibles for acceptance. Upon Governnment acceptance
of corrected 100 percent final design docunents, the original will be
returned to the Contractor for reproduction purposes. The Contractor shal
be responsible for reproduction. Wthin 7 cal endar days after acceptance,
the Contractor shall mail 1 conplete set of the accepted design docunents
to the Fort Worth District, CESW-EC-AM Attn: \Wayne MDonald, and 5
conplete sets to the Corps of Engineers' Area Engineer, Central Texas Area
Ofice, Dyess Project Ofice. Each set shall consist of full size paper
drawi ngs, specifications, design analysis, and CD-ROM di sk(s) containi ng
the Contract Award CD files (contract, proposal, contract viewer, etc.) and
all construction drawi ngs, specifications, submttal register, and design
analysis files). Arrange the construction docunment files in a Construction
Docurents fol der with subfol ders for draw ngs, specifications, design

anal ysis, submittal register, etc. Mdify the "aYYrOONN. con" file so that
the drawings' .cal files can be viewed through the Contract Viewer. During
and upon comnpl etion of the project, the accepted constructi on docunents
shall be corrected to reflect as-built conditions in accordance with
Section 01780 CLOSEQUT SUBM TTALS. After acceptance, changes to the fina
constructi on docunents shall not be made without the Contracting Oficer's
know edge and accept ance.

1.8.10 COORDI NATI ON
1.8.10.1 Witten Records

The Contractor shall prepare a witten record of each design site visit,
nmeeting, or conference, either tel ephonic or personal, and furnish copies
to the Contracting Officer and all parties involved within 5 working days.
I ncl ude subject, nanmes of participants, outline of discussion, and
reconmendati on or conclusions. Nunmber each witten record for the
particul ar project under design in consecutive order

1.8.10.2 Desi gn Needs Li st

Throughout the life of the Contract the Contractor shall furnish the
Contracting O ficer a biweekly "needs" list for design related items. This
l[ist shall itemize in an orderly fashion design data required by the
Contractor to advance the design in a tinmely manner. Each |ist shal

i ncl ude a sequence nunber, description of action item and the nane of the
i ndi vi dual or agency responsible for satisfying the action item and
remarks. Maintain the list on a continuous basis with satisfied action
items checked of f and new action itens added as required. Once a request
for information is initiated, that itemshall remain on the list until the
requested information has been furni shed or otherw se resolved. Mi

copies of the lists to both the Contracting Oficer and the agenci es tasked
wi th supplying the information.

1.8.11 REVI SI ONS TO THE ACCEPTED DESI GN

(a) The accepted design will be used by all parties involved in
construction and in administration of the Contract. Therefore, it is

i nperative that the design docunents be kept up to date and an effective
system of making and distributing changes be inplemented. Since changes to
t he design increase risk of construction errors and depl ete avail abl e
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adm ni strative resources, every effort shall be made to m nimize revisions
to the accepted design. One of the measures of the Contractor's

ef fecti veness of nmanagenent will be how well the goal of mnimzing changes
to the accepted design is met. The use of effective quality control during
design and utilization of experienced and capabl e designers are sone of the
nmeans that are expected to be used to acconplish this goal

(b) If revisions to the accepted design becone necessary, the procedures
described in Section 01330 CONSTRUCTI ON SUBM TTAL PROCEDURES wi || be used

to acconmplish the revisions. The revisions will be considered a
"Variation" and shall be subnmitted as a Governnent Review (Resi dent
Engi neer) subnittal. Al the requirenments in paragraph: "Variations" in

Section 01330 CONSTRUCTI ON SUBM TTAL PROCEDURES will apply to revisions to
the accepted design. All design analysis and cal cul ati ons necessary to
establish that the proposed revision satisfies applicable design

requi renents shall be included in the submttal

PART 2 PRODUCTS

2.

1 DESI GN DEVELOPMENT (60 PERCENT PRELI M NARY) DESI GN REQUI REMENTS

Prelim nary design docunents shall include all applicable plans, details,
and specifications specified in the paragraph CONSTRUCTI ON DOCUMENTS (100
PERCENT PRELI M NARY) DESI GN REQUI REMENTS, drawn to 60 percent conpletion or
nore, unless otherwi se indicated. Ildentify and resolve conflicts in the
design requirenents, between the design requirements and the Contractor's
desi gn proposal, or those due to |ack of thorough understandi ng of the
nature and scope of work prior to submittal of the 60 percent design

Drawi ngs, design anal ysis, and specifications will be reviewed for
conpliance with the Contract design requirenents at this design subnittal
Submit the follow ng:

.1.1  (AW¥2) Del eted

1.2 Dr awi ngs

Furnish all drawi ngs that are required for the 100 percent submttal

Except for site work and exterior utilities all draw ngs shall be devel oped
to approximately 60 percent conpletion. Site work and exterior utilities
shal |l be 100 percent conplete. The draw ngs shall be fully coordi nated
with the design analysis and specifications.

.1.3 Speci fications

Provide all specification sections required for 100 percent submnittal
Specifications for site work and exterior utilities) shall be 100 percent
conplete. Al other specifications required for the conpletion of the

bui I di ng(s), including turfing, and | andscaping shall be at |east mark-ups
of the required technical and trade sections. Include the identification
of the "author" of the industry guide specifications used, any mandatory
gui de specifications required in this Contract, and a project table of
contents listing all sections to be included in the project.

1.4 Submittal Register

Prepare a Subnmittal Register as specified in Section 01330 CONSTRUCTI ON
SUBM TTAL PROCEDURES and par agr aph CONSTRUCTI ON SPECI FI CATI ONS
subparagraph "Subnmittal Register," of this Section. Subnittals for site
work and utilities shall be 100 percent conplete. Submittals for all other
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wor k shall be devel oped to the extent required to support the |evel of
design included in this submittal. Submit a copy of the "Subreg" folder
with the updated files and program and four hard copies of the register
with this design submttal

2.1.5 Desi gn Anal ysi s

The design analysis shall give the basis for design for all disciplines and
shoul d establish specific goals, objectives, and priorities for the design
of this project. ldentify, explain, and docurment use of design criteria
and how the design nmeets goals, objectives, and priorities. The design
anal ysis shall conply with SWD-AEIM Chapter |X, and include narrative
description and analysis of all building systens, appropriate checklists,
cal cul ati ons, and catal og cut sheets of equiprment used in the design

2.1.6 (AME2) Del eted
2.1.7 Sust ai nabl e Project Rating Tool (SPiRT)

(AMH#2) In accordance with the sustainable design requirenments in PART 1
GENERAL' s DESI GN DOCUMENTS' subpar agraph " Sustai nabl e Project Rating Too
(SPIRIT)", and using the Sustainable Project Rating Tool (SPiR T), Version
1.4, provide a self-assessnent of the achi evement to-date of the
sustainability features of the housing units (see Volunme |V ATTACHVENTS f or
t he Sustai nable Project Rating Tool manual and rating sheets). For each

el ement where you will neet (or exceed) the requirenent, discuss how you
will neet the stated requirement. Use the Mcrosoft Wrd version of then
SPiRIT tool (SPIRT v.1.4 Final.doc) for documentation, avail able on the
Internet at http://ww. cecer.arny.m |/ Sustdesign/SPiRi T.cfm or use the
version that is on the Solicitation Contract CD. |Insert the docunentations
in the docunment i mediately after the requirenment text for each el enent.

2.1.8 Denplition

Provide the site clearing, demplition, and renoval drawi ngs of the site to
recei ve the new housing, 100 percent conplete, ready to start work.

a. Site Denolition Draw ngs (Renpval Pl an)

Show new work and renpbval work on separate drawi ngs. The type and the
scope of renoval work intended shall be clear froman inspection of the
docunents. Keyed notes for renoval are all owed.

The renoval plan shall show the existing physical features and condition of
the site before construction. Include the field survey to show all above
and bel ow ground utilities; buildings, drives, roads and parking areas,

wal ks, and vegetation; and such facilities as retaining walls, underground
storage tanks, foundations, existing contours, etc. FEach physical feature
to be removed shall be as indicated on the standard | egend sheet, a | egend
on the renoval plan, and properly noted: to be renmpbved, to remain, or to be
rel ocat ed.

b. Building Denolition Draw ngs (Renoval Plan(s))
The type and the scope of rempval work intended shall be clear froman
i nspection of the docunments. Show the existing physical features and

condition of the site before construction. Show all walls, fixtures, and
utilities to be renoved. Each physical feature to be renoved shall be as
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i ndi cated on the standard | egend sheet, a | egend on the renmoval plan, and
properly noted: to be renmoved, to remain, or to be rel ocated.

2.1.9 Cvil Design

The drawi ngs shall be 100 percent conplete, ready for start of construction

Drawi ngs shall fully describe the type and the scope of work required.
Include all necessary and required details, be thoroughly checked, and be
fully coordinated with the Construction Specifications and all other
Construction Docunents.

2.1.10 Landscapi ng Desi gn

Provi de Landscapi ng Pl an, including sprinkler systemlayout, and any
details required for this |level of design

2.1.11 Architectural Design

60 percent architectural drawing submittal shall be a conplete set of
architectural drawi ngs without |arge scale details. Al other draw ngs
shal | be conplete except referencing of the large scale details. Room
finish schedul e, and door, w ndow, and |ouver schedul es, shall all be
conpl ete except for references to details.

2.1.12 Interior Design
Provi de SI D Not ebook(s) and design anal ysi s.
2.1.13 Structural Design

Provi de foundation plans and details. Provide details and notes for
requi red structural work.Building structural menbers shall be at | east
outlined. Provide elevation views, sections, and details necessary to
illustrate the design at a 60 percent |evel of conpletion. Roof fram ng
pl an(s) shall show sufficient details to clearly indicate the type of
fram ng system used, size, and spacing of nmenbers and their el evations.

2.1.14 Mechani cal Desi gn

Provi de plans, piping diagrans, sections, flow diagramnms, details,
schedul es, and control diagranms/sequences as necessary to define the
required design intent at this level of design. Floor plans shall use the
architectural floor plans as a basis, with the building outline half-toned.

Unl ess otherwi se indicated, all floor plans shall be drawn at a mini num
1/8-inch = 1'-0" scale and shall show room names and nunbers. Provide
prelim nary mechanical room sections to ensure that nmajor equipnment itens,
pi pi ng, and ductwork will fit as designed. For the 60 percent submittal
all supply and return mains shall be shown as doubl e-lined although branch
ducts, takeoffs, and ductwork to diffusers may be single-lined. Piping 6
i nches and | arger shall be shown as double-lined for the 60 percent
submttals.

Conpl ete Attachnment C for mechani cal room sizing.
2.1.15 El ectrical Design
Fully coordinate the 60 percent design drawings with the design anal ysis.

Provi de sufficient plans, single-line diagrans, riser diagranms, details,
and schedul es as necessary to define the required design intent for this
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| evel of design. Indicate all circuits, circuit breakers or fuse
| ocations, panel boards, and PDUs known at this |evel of design.

2.1.16 Fire Protection Design

Provide the Life Safety Plan and the Fire Protection site and fl oor plans,
conplete. Fire protection details shall be sufficient for this |evel of
design. Fire protection plans and details shall be approved by the fire
protecti on engi neer

2.1.17 Envi ronnent al Desi gn

Provi de 60 percent conpl eted docurment of the following itenis] for the 60
percent submittal

a. Environmental Survey Sanpling Plan for Existing housing denolition
b. Basic Stormwater Pollution Prevention Plan

c. StormWater Pollution Prevention Plan, Plans for Storm Water
Controls, and Inplenmentation of Pollution Prevention Plan

d. Design Analysis
2.2  CONSTRUCTI ON DOCUMENTS (100 PERCENT DESI GN) REQUI REMENTS

Al'l drawi ngs included in the required technical data for the proposa

subm ssi on shall be devel oped to 100 percent conpletion. In addition to the
i ndividual utility plans, submt a combined utility plan drawn to the sane
scale as the individual utility plans. Furnish mechanical and electrica

pl ans, with conplete schematics, to show all air conditioning, plunmbing,
and el ectrical work. Al design and cal cul ations shall be performed by

i censed professional engineers or architects. The foll ow ng design
docunents shall be provided in the design submttals.

2.2.1 S| TE/ | NFRASTRUCTURE
2.2.1.1 Envi ronnental Protection Plan

Prepare and submt an Environmental Protection Plan in accordance with the
requi renents of Section 01355D ENVI RONVENTAL PROTECTI ON FOR DYESS Al R FORCE
BASE. As an Appendi x to the Environnental Protection Plan, the Contractor
shal | include copies of all environnental reports, permts, approvals,
applications, and associ ated docunents as an Appendi x to the Environmental
Protection Plans.

2.2.1.2 Location Plan and Vicinity Map

The Location Plan and Vicinity Map provided in the Request For Proposa
(RFP) shall be updated as necessary and included in the draw ngs. The
Location Plan shall include the Contractor's Access Route, Staging Area,
stockpil e areas, and the Project Site.

2.2.1.3 Renoval Pl an
The renoval plan will show the existing physical features and condition of
the site to receive the new housing before construction. Each physica

feature to be renoved shall be hatched as indicated on the standard | egend
sheet, a legend on the renpval plan, and properly noted: to be renoved, to
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remain, or to be relocated. The Renoval Plan shall be prepared at the sane
drawi ng scal e and use the sheet boundaries as the Site Plan

2.2.1. 4 Site Pl an

The Site Plan shall show all the site layout information necessary to field
| ocate the houses, street work, driveways, sidewal ks, patios, privacy
fence, security fence, recreation areas, and all other appurtenances to be
constructed as part of the project. Al major site work to be constructed
wi Il be dinmensioned for size and location. The Site Plan will identify al
site-related itens such as: curbs, driveways, wal ks, retaining walls,
nmechani cal units, electrical transfornmers |ocations, etc. in accordance
with a standard | egend sheet or with additional |egends or notes. Draw ng
scales of 1" = 30" or 1' = 40' are acceptable scales for the Site Plan

The Contractor shall consider the project's construction area, draw ng
legibility, nunmber of sheets required in choosing the drawing scale. The
Site Plan, prior to adding the dinensions and notes, should serve as the
base sheet to other Plans, such as: Uilities Plan, G ading and Drai nage
Pl ans and Landscape Plan. Existing and proposed contours or utility lines

shall not be shown on Site Plan. Physical features that will remain after
t he proposed construction has been conpleted shall be shown. This plan
or the Location Plan, will also show any free zones, construction limts,

etc. \Whenever the Site Plan occupies nore than one sheet of draw ngs, a
Key Plan shall be included. Additional plans showi ng specific areas of the
site in smaller scales can be included if nmore detail is necessary.

2.2.1.5 Site Details

The Contractor shall provide details for all site furnishings, patios,
privacy fence, accessories, handi cap accessible ranps, signage, and any
other site structure or itemrequiring a detail for clarity and
construction accuracy. (AM#2) Use the SWD-AEI M standard details for civil
desi gn work such as sidewal ks, curb and gutters, pavenent, and drai nage
structures.

2.2.1.6 Landscape Pl an

A detail ed Landscape Pl an showi ng trees, shrubs, ground covers, seeded and
sodded areas, shall be prepared by the Contractor. The Landscape Pl an
shal |l be prepared by a fully qualified, experienced professional Landscape
Architect. The Contractor shall specify types of plant materials that are
locally grown, comercially avail able and acclimated to the project
environnent. The Landscape Plan shall include a plant materials schedul e
or listing. This schedule shall include botanical names, comon nanes,
key, size and the nethod of transplanting. The Landscape Pl an shall also
show all un-surfaces ground areas disturbed by construction within the
project limts with these areas shown to be seeded or sodded as required.

2.2.1.7 Landscape Detail s
The Contractor shall verify the nethods of planting to nmeet the project
site/installation requirenments and provide the necessary Landscape Details
to performthe contract design work. Details shall reflect |local practices
and conditions for installation.

2.2.1.8 Gradi ng and Drai nage Pl an

A final grading and drai nage plan shall be provided at the sanme scale as
the site plan. New and existing grading contours shall be indicated at
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1-foot contour intervals. Indicate the finished floor elevation of new
houses and structures. Plans shall show the |ayout of the new and existing
storm dr ai nage and roof drainage systenms. Provide spot elevations at
bui |l di ng corners, changes in grade, etc. Stormdrainage |ines and
structures shall be |abeled. The rimelevation of all manhol es, curb
inlets, and area inlets shall be indicated. Provide |ocation and
description of benchmarks and indicate vertical and horizontal datuns.

2.2.1.9 Storm Drain and Cul vert Profiles

Provi de profiles of any new stormdrains and cul verts showi ng new and

exi sting grades, new and existing utilities, pavenment sections in detail
pi pe di aneters and | engths, pipe slopes, invert elevations, etc. Cass and
gauge of all stormdrain and cul vert pipes shall be provided.

2.2.1.10 Drai nage Structure Details

Provide typical details of all stormdrai nage structures. Unless otherw se
directed, use the details in the Southwestern Division's SW-AEI M Manual
The use of alternate details shall be approved prior to submitting the
final design docunents. Show di nensions on either the stormdrain
schedul e, the stormdrain profiles, or on the stormdrain structure detai

dr awi ngs.

2.2.1.11 Storm Water Pollution Prevention Plan (SWPPP) Site Map

Provide a site map indicating drainage patterns and approxi mate sl opes
anticipated after mpjor grading activities, areas of soil disturbance,
areas which will not be disturbed, |ocations of major structural and
nonstructural erosion controls identified in the SWPPP, |ocations where
stabilization practices are expected to occur, locations of off-site
material, waste, borrow or equi pment storage areas, surface waters

(i ncluding wetlands), and | ocations where stormwater discharges to a
surface water.

2.2.1.12 Erosion Control Details
Provi de details of Best Management Practices used to control erosion
2.2.1.13 Typi cal Pavenent Sections and Details

Provi de typi cal driveway, sidewalk, patio, pavenent overlay, curb and
gutter, curb ranps, and road repair sections and details.

2.2.1.14 Typi cal Driveway Paverment Joint Layout Pl ans
Provi de typi cal pavenent joint |ayout plans for each type of housing unit
provi ded. Each type of joint shall be shown with a different synbol and a
joint |egend provided. Under no circunstances shall pavenment joint |ayout
pl ans be comnbi ned with any other plans.

2.2.1.15 Sanitary Sewer and Water Pl ans
Sanitary sewer and water plans shall show | ocations of new and existing
mai ns and service |ines, elevation of sewer pipe, valves, connections.
t hrust bl ocks, manholes, etc. Scale to match site plans.

2.2.1.16 Nat ural Gas Pl ans
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Scale to match site plans for natural gas plans. Natural gas distribution
system pl ans shall include, but not limted to, the follow ng:

--Locations of existing mains and service lines, including those to be
renoved.

--Locations of new gas service mains and service |ines, including
poi nts of connection to existing piping.

--Trench installation Details for both the main |ines and the service
lines.

--Val ve Box Details.

--Gas Service Regul ator Assenbly Detai l

--Cathodi c Protection Details.

2.1.17 El ectrical Distribution Plans (Scale to match site plan)
El ectrical distribution plan shall show site lighting (street and wal kway),
primary cable routing (new and exi sting), pad-munted transfornmers and
swi tches, and secondary service laterals. Scale to match site plans.
Show t he foll owi ng:

-- Site lighting (street and wal kway)

-- Primary cable routing (new and exi sting)

-- Pad-nounted transfornmers & swi tches

-- Secondary service laterals

2.1.18 On-Site One Line Diagram

2.1.19 On-Site Distribution Transformer Schedul e Schedule (with the

fol | ow ng headi ngs)

--Transforner Designation

--Transforner Size (KVA)

--Bui l di ng(s) Served

--Primary Phase(s) and Circuit to which connected.

.2.1.20 On-Site Detail s(Site Lighting, Trenching, Etc.)

.2.1.21 Site/lnfrastructure Specifications

Construction specifications shall be conmplete and fully coordi nated with
the draw ngs, (AM#2) and shall include sections covering denplition

cl eari ng and grubbi ng; earthwork; excavation, trenching, and backfilling
for utilities; water distribution systens; sanitary sewers; storm drainage
system gas distribution system building excavation, filling and
backfilling; subbase courses; aggregate base courses; hot-mix asphalt for
roads; concrete pavenent; concrete sidewal ks; concrete curbs and gutters;
and fencing. All specification indexes shall be conpletely edited to
refl ect the paragraphs retained in the body of the specification. Al

ref erences that have not been used in the body of the specification shal
be edited fromthe specification.

Required Site Infrastructure Specifications (100% Conpl ete):

. 2.2 HOUSI NG UNI TS

Submit for each housing type.

a. Fl oor Plans: (Scale 1/4" = 1'-0")
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For each housing type, show the foll ow ng:

-- Overall dinensions

-- Room description w th dinensions and areas

-- Furniture layouts

-- Vanities

-- Appliances (including occupant-owned washer, dryer, and
nm cro-wave oven; and contractor-furnished refrigerator, stove,
and di shwasher)

-- Plumbing fixtures

-- Kitchen | ayout

-- Door swi ngs

-- CGarage |l ocations

-- Patio, Wal ks and Private fencing

-- Exterior/Interior bulk storage

-- Service (trash) area

-- Furnace, AC units, and hot water heater |ocation

-- Vents/registers/diffusers

-- Calculated gross and net floor areas

-- Electrical switches, outlets, tel ephone jacks, CATV jacks

-- Electric light fixture |ocations and schedul e

-- Equi prent Layout

-- Smoke/ car bon nonoxi de detectors

b. Exterior Elevations: (Scale 1/4" or 1/8" = 1'- 0")

For each housing type, show all sides of a building conplete with
notes indicating the exterior finish materials shall be shown.

c. Interior Elevations: (Scale 1/4" = 1'- 0")
Show t he foll ow ng:

-- Kitchen
-- Bat hroons

d) Building Cross Sections for Each Type of Buil di ng:
(Scale 1/4" =1'- 0")

For each housing type, show the foll ow ng:

--Structural system
--Building materials
- - Fi ni shes

--Vertical dinensions

e. Typical wWall Section: (Scale 3/4" =1'"- 0")
For each housing type, show the foll ow ng:

--Typi cal wal

- - Foundati on

--Fl oor and roof section

--Materials

--Cavity wall

--Party wall w STC rating

--Fire rated construction with UL or Gypsum Associ ation File No.
--Thermal Insul ation
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f. Finish Schedul e
Show fini sh schedul e of all roons.
g. Fire and Sound Rated Assenblies

Show the construction of fire and sound rated assenblies in detai
and note on the drawi ngs the tested desi gn upon which the
construction is based. Note any nodification to materials or

nmet hod of construction. Detail all penetrations of rated
partitions.

h. Detail References

Al details shall be referenced to floor plans, elevations or
secti ons.

i. Kitchen Cabinet Elevations
Ki t chen cabi net el evations shall note cabi net sizes.
j. Foundation and Floor Slab Plans (Scale: 1" = 1'-0")

For Each Housi ng Type show
--Dinensions and materials of foundation system (If not shown
on any other typical draw ng)

k. Structural Floor and Roof Fram ng Plans (SCALE: 1" = 1'-0")

For Each Housi ng Type show
--Structural fram ng nmenbers and spaci ng di nensi ons
--Details of any main structural frani ng nenbers or connections
such as beans, headers, etc.

. Architectural Rendering

Contractor shall provide ground | evel perspective artist's
renderings of typical famly housing units conpleted wth wal ks,
par ki ng, and | andscapi ng. Renderings shall be no smaller than 14
i nches by 18 inches or larger than 28 inches by 36 inches,
multi-col ored, and shall be suitably titled, matted, and franed.

m Col or Boards

Col or Boards shall be subnitted showi ng col or and pattern of
materials prepared for interior and exterior finish materials,
including floor, wall and ceiling finishes, roofing, siding, and
trimshall be subnmitted to Contracting Officer on 8-1/2 inches by
11 i nches sanpl e boards/ bi nder fornat.

n. Consumer Information for Handi capped Requirenents
The Contractor shall furnish a report including drawings in
accordance with the Uniform Federal Accessibility Standards,
par agraph 4.34.4 "Consuner Information" for the nodified and
adapt abl e features of each applicable unit type of fam |y housing.

2.2.3 MECHANI CAL AND PLUMBI NG REQUI REMENTS
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Requi red Pl ans, Diagranms, Schedules, and Details on Unit Mechanica
Drawi ngs (100% Desi gn St ages):

a. Mechanical Floor Plan: (Scale: 1/4" = 1'-0")

The floor plans shall show all principle architectural features of
the building which will affect the nechanical design. The fl oor
pl an shall al so show the foll ow ng:

- - Room desi gnati ons

--Mechani cal | egend and applicable notes

--Location of all ductwork or piping (double line ductwork
required)

--Location and capacity of all terminal units (i.e., registers,
di ffusers, grilles, hydronic
baseboar ds)

- - Exhaust fan and range hood | ocation

--Size of all ductwork and piping shown

--Thernostat | ocation

--Location of heating equipnment (i.e., furnace)

--Location of air conditioning equi pnent

--Return air paths (i.e., undercut doors,
transfer grilles)

--Flue piping - size and | ocation

--Piping diagramfor forced hot water system (if used)

--Fuel supply and return piping

b. Equi prrent Schedul e Sheet:

Conpl et e equi pnment schedul es shall be provided. Schedul e shal
al so incl ude:

--Capacity

--Electrical characteristics
--Efficiency (if applicable)

--Manuf acturer's nane

--Any optional features to be provided
- - Physi cal size

c. Details

Construction details, sections, elevations, etc., shall be

provi ded where required for clarification of methods and naterials
of Design. Al roof and exterior wall penetrations shall be
detailed on the drawi ngs. (Details shown on the architectura
sheets need to be repeated here.)

d. Plunbing Floor Plan: (Scale: 1/4" = 1'-0")

The floor plan shall show all principal architectural features of
the building which will affect the plunbing design. The floor plan
shal | al so show the follow ng:

- - Room desi gnati ons

--Fi xture Schedul e

--Location of utility entrances

--Waste, vent, and hot and cold water pipe |ocations and sizes
--Fi xture designations
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--Location of hot water heater
--Plumbing riser diagram

Pl unmbi ng Pl ans
Separate plunbing plans will not be required if sufficient

i nformati on can be shown on the mechanical plans to neet the
requi renents shown above.

ELECTRI CAL REQUI REMENTS

El ectrical Floor Plan: (Scale: 1/4" = 1'-0")

The floor plans shall show all principle architectural features of
the building which will affect the electrical design. The fl oor
pl an shall al so show the foll ow ng:

- - Room desi gnati ons

--Electrical |egend and applicable notes

--All lighting fixtures, properly identified

--Location of all snoke detectors

--Location of tel ephone outlets

--Location of television outlets

--All switches for control of l|ighting

--All receptacles

--The location and designation of all panel boards. Plans should
clearly indicate type of nounting required (flush or surface)
and be reflected accordingly in specifications.

--Service entrance (conduit and mai n di sconnect)

--Location, designation and rating of all notors and/or equi pnent
which requires electrical service. Show nmethod of termnation
and/ or connection to notors and/or equiprent.

--Show all necessary junction boxes, disconnects, controllers
(approxi mate only), conduit stubs, and receptacles required to
serve the notor and/or equi prent.

Bui |l di ng Riser Di agram (from pad-nounted transforner to unit | oad
cent er panel boar d)

Indicate the types and sizes of all electrical equipnment and
wi ring. Include grounding and nmetering requiremnments.

Unit Load Center Panel board Schedul e(s)
Schedul e shall indicate the foll ow ng infornmation

- - Panel board Characteristics (Panel Designation, Voltage, Phase,
Wres, Main Breaker Rating and Mounting)

--Branch G rcuit Designations.

--Load Desi gnati ons

--Circuit Breaker Characteristics (Nunmber of Poles, Trip Rating,
Al C Rati ng)

--Branch G rcuit Connected Loads (AMPS)

--Any Speci al Features

Li ghting Fi xture Schedul e

Schedul e shall indicate the foll ow ng infornmation
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--Fixture Designation
--CGeneral Fixture Description
--Nunber and Type of Lanp(s)
--Type of Mounting

--Any Speci al Features

e. Details

Construction details, sections, elevations, etc., shall be
provi ded where required for clarification of methods and naterials
of design.

2.2.5 SUSTAI NABLE PRQJECT RATI NG TOCL (SPi R T)

(AM#2) In accordance the substantiation requirenents, update the
Contractor's Sustainable Project Rating Tool (SPiRi T) sheets, indicating
the status of design related to the listed el enents and the achi evenent of
t hese el enents.

2.2.6 HOUSI NG UNI T SPECI FI CATI ONS
2.2.6.1 Site Infrastructure Specifications
a. Asbest os Abat enment

The Contractor shall review attached asbestos surveys and edit
specification Section 13280 ASBESTOS ABATEMENT accordingly. The
specification shall identify all asbestos-containing materials to
be removed fromthe units scheduled for denolition and describe
all control and rempval methods for each type of nmaterial
Quantities of each type of material shall be identified in the
specification. Questions regarding the asbestos surveys shall be
submtted to Contracting Officer. |If the Contractor proposes to
all ow any Category | nonfriable asbestos-containing materials to
remain in the units during demolition, such materials shall be
identified in the specifications. Al specification requirenents
shall conmply with applicable federal and state regul ations.

b. Lead-Based Pai nt

The Contractor shall review attached | ead-based pai nt survey. Any
| ead- based pai nted architectural components proposed for renoval
prior to demolition shall be identified in the specifications and
t he renoval procedures and associ ated health and safety protocols
shal | be described. Lead-based painted surfaces that will remain
in the units for denolition shall be identified. The

speci fications shall also discuss proposed di sposal of |ead-based
pai nt ed conponents or surfaces and describe any disposal testing
(toxicity characteristic | eaching procedure or tclp).

2.3 DESI GN ANALYSI S & DESI GN CALCULATI ONS
Desi gn anal ysi s and design cal cul ations shall include conplete site and
housi ng unit descriptions and design cal cul ati ons for storm drai nage
i nprovenents, utility distribution systems, structural elements, electrica
and nechani cal systens, and roadway paverment and shoul der design

2.3.1 STORM DRAI NAGE SYSTEM CALCULATI ONS
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St orm Dr ai nage System Cal cul ati ons shall include the foll ow ng:

a) Dr ai nage area map showi ng boundari es of each drai nage area and
respective drain inlet or culvert.

b) Stormrun-of f cal cul ati ons for each drai nage area
c) Tabul ati on of capacities of new stormdrains including: dianeter
and sl ope of stormdrain pipes, design stormdischarge and velocity for
each stormdrain pipe, maxi mum di scharge capacity of each stormdrain
pi pe, headwater depth of each culvert during design stormdischarge.
d) Hydraulic capacity cal cul ati ons for each new curb and area inlet.
3.2 MECHANI CAL DESI GN ANALYSI S
Wat er Supply Cal cul ations: Submit cal cul ations at Final (100 percent)

design stages to determ ne correct main water supply to each unit and/or
bui | di ng.

.3.3 ELECTRI CAL DESI GN ANALYSI S

Al'l design and cal culations for the electrical systens shall be perfornmed
by a licensed professional engineer with experience in fam |y housing, and
shal | be stanmped as such. The design shall be a separate bound assenbly, in
one or nore volunes, of all the functional and engineering criteria, design
i nformati on, and cal cul ati ons applicable to the project design. The

anal ysis shall be organized in a format appropriate for review, approval,
and record purposes. The design cal cul ations shall be presented in a clear
and legible form with all nmethods and references identified, and al
assunpti ons and concl usi ons expl ai ned.

a. Load Cal cul ations

(1) A separate denmand | oad cal cul ati on shall be provided for
each type of individual living-unit (per NEC Art. 220). Include
catal og cuts of the electrical data for the HVAC equi pnent that
was sel ected by the mechanical designer

(2) A separate denmand | oad cal cul ati on shall be provided for
each type of multifanmly dwelling. (Per NEC Art. 220)

(3) Cal cul ate the demand | oad for each pad-nmounted distribution
transformer by adding all the denmand | oads (m nus the HVAC | oad),
for each type of living unit connected to the transformer, then
multiply by the appropriate demand factor found in the follow ng
table. Then, the HVAC | oad and any site lighting | oads are added
to this figure to arrive at the transforner demand | oad. (Note

that the demand factors in the table shall not be applied to the
HVAC | oads and the Site Lighting | oads, which are included at 100%

demand.
DEMAND FACTOR TABLE
Nunber Denmand Nunber Denmand Nunber Denmand
of Fact or of Fact or of Fact or
Quarters Per cent Quarters Per cent Quarters Per cent
1 80.0 19 18. 6 37 13.2
2 60.0 20 17.5 38 13.0
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Nunber

of

Quarters

2. 3.

b)

Denmand Nunber Denmand Nunber Denand

Fact or of Fact or of Fact or

Per cent Quarters Per cent Quarters Per cent
50.0 21 17.1 39 12.8
45.0 22 16. 6 40 12.6
40.0 23 16.1 41 12. 4
35.0 24 15.8 42 12.2
32.0 25 15.6 43 12.0
29.0 26 15. 4 44 11.8
27.0 27 15. 2 45 13.6
25.0 28 15.0 46 11. 4
24.0 29 14. 8 47 11.2
23.0 30 14. 6 48 11.0
22.0 31 14. 4 49 10. 8
21.0 32 14. 2 50 10. 6
20.0 33 14.0 51 10. 4
19. 4 34 13.8 52 10. 4
18. 7 35 13.6 53 10.1
18. 3 36 13. 4 54 10.0

(4) Cal cul ate the demand | oad for each phase of each circuit of
the primary distribution system The |oads shall be conputed using
the sane nethod as outlined for the pad-nounted transfornmers in

t he previ ous paragraph. (Note that for 54 or nore living-units,

t he denmand factor shall be 10 percent).

(5) In addition to the conplete |oad cal cul ati ons required

her ei nbefore, provide | oad summary tables which group and identify
each type of demand | oad cal cul ated. (Individual living-units,
multifam |y dwellings, pad-nounted distribution transformers, and
primary phases.)

Vol tage Drop (VD) Cal cul ations

(1) Sel ect conductor sizes of primary feeders and cal cul ate
maxi mum f oot age for each phase of each primary circuit, using a
maxi mum al | owabl e VD for each circuit.

(2) Sel ect conductor sizes of site lighting circuits and
calculate the VD for each circuit. (Maximm allowable VD = 3
percent) .

(3) Sel ect service lateral conductor sizes for each multifamly
swel ling and cal culate the maxi mumlength (in feet) of each
different type of service lateral using a maxi num al |l owabl e VD of
3 percent.

(4) Select unit feeder conductor sizes for each individua
living-unit and calculate the VD for the worst case branch
circuit. The conbined voltage drop for the service laterals, unit
feeders, and branch circuit shall not exceed 5 percent.

(5) Short Circuit Calculations: Calculate the avail able fault
current at the main breaker of the individual |iving-unit |oad
center panel. A coordination study shall be provided for all fuse
sel ections.

(AMH#2) Meeting Mnutes and Annot ated Conments
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(AMH#2) Include all neeting minutes and annotated coments with the final
Desi gn Anal ysi s.

2.3.5 (AM#2) Del et ed
2.3.6 (AM#2) Del et ed

2.4 (AME2) Subnmittal Register

Update the Submittal Register submtted at the Design Devel opment stage ,
listing submittals for all specification sections that require subnmttals.
Submit four hard copies and on a CD- ROM di sk the updated submittal register
files and programfor this design submttal.

PART 3 EXECUTI ON
3.1 DRAW NGS

Prepare, organize, and present drawings in the format specified herein.
Provi de draw ngs conplete, accurate and explicit enough to show conpliance
with the Contract requirenments and to permt construction. Draw ngs
illustrating systens proposed to neet the requirenents of the Contract
performance specifications shall reflect proper detailing for each such
systemto assure appropriate use, proper fit, conpatibility of components
and coordination with the design analysis and specifications required by
this section. Coordinate drawings to ensure there are no conflicts between
design disciplines and between draw ngs and specifications. For specific
drawi ng requi renents, see paragraphs: DESI GN DEVELOPMENT (60 PERCENT

PRELI M NARY DESI GN) REQUI REMENTS and CONSTRUCTI ON DOCUMENTS (100 PERCENT
DESI GN) REQUI REMENTS.

3.1.1  CONSTRUCTI ON DRAW NGS
3.1.1.1 CADD Dr awi ngs

The Contractor shall ensure that all delivered CADD digital files and data
(e.g., base files, reference files, cell/block libraries) are conpatible
with the Government's target CADD system and operating system and shall be
furni shed to the Government in unconpressed Aut oCAD drawing file format
(*.DWG) in the version and rel ease currently being used by Dyess AFB

(Aut odesk Map 5 and Aut oCAD 2000). Autodesk Map 5 format is specifically
required for certain geo-referenced Dyess AFB site plan (design) draw ngs
to support Dyess AFB's G S system as discussed bel ow. DOS MSBACKUP or any
other means of file conpression is NOT acceptable. The term "conpatible"
nmeans that data is in native digital format i.e. .dgn, and can be accessed
directly by the target CADD system without translation, preprocessing, or
post processing of the digital data files. It is the responsibility of the
Contractor to ensure this |level of conpatibility.

3.1.1. 2 CADD St andar ds

a. CADD draw ngs shall be prepared in accordance with the applicable
general and discipline-specific provisions for drawing formats, |evel/layer

assignments, line colors, line weights, and line types of the "Tri-Service
A/ E/ C Standards" and the "SWD Architectural and Engi neering Instruction
Manual (AEIM, Chapter VIII, "Drafting Standards.”
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b. Al synbol ogy or bl ocks devel oped by either the Contractor or
Government shall be interchangeabl e and adhere to sound architectural
graphi cs standards as per the American Institute of Architects. This does
not include such symbol ogy or bl ocks devel oped by software vendors which
woul d result in copyright violations.

c. Al title blocks and drawi ng border shall be drawn full scale
(1"=1") in AutoCAD Paperspace. Al draw ngs, including details, shall be
drawn full scale (1"=1") and appropriately scaled i nto Aut oCAD Paper space
Vi ewports.

d. CADD drawi ngs/lettering are required. No sticky-back or other
nodi fications other than signatures and professional seals may be nmade to
the plotted draw ngs.

e. Drawing Files shall be named according to Building/Facility No.
Sheet No. (I.E. 5646-01. DW\G) .

f. As-Built Drawi ngs: The Contractor shall also conply with the
foll owi ng regardi ng Contractor-furnished as-built drawi ngs to support Dyess
AFB's 3 S system

g. The CADD standards for design of this project, including
seed/ prototype files containing the Governnent's preset standard settings
and el ectronic reference files containing the Government's standard
border/title block sheets, are located at the following Wb site:

http://tsc.wes.army. m |/ products/standards/ aec/ aecst dweb. asp.

The Contractor shall submit a witten request for approval of any
deviations fromthe Government's establi shed CADD standards. No devi ations
will be permitted unless prior witten approval of such deviation has been
recei ved fromthe Government.

3.1.1.3 Dyess AFB G S System

To support Dyess AFB's G S system all site plan (design) drawings (Site
denolition plan, site features plan, grading plan, utility plan,

conmuni cati on site plan, |andscaping plan, irrigation plan, electrical site
pl an, etc) shall be produced by nodifying a single (one) G- geo-referenced
(&R, Autodesk Map 5, Dyess AFB drawing file titled "Base Map.dwg". To
produce each required individual project site plan sheet, the Contractor
shall insert the trimred "Base Map.dwg" file into the project draw ng
viewport via X-reference. Also, the appropriate X-referenced G- utilities
files and other G- plan files listed shall be X-referenced and binded to
the "Base Map.dwg". For all such geo-referenced design draw ngs, the
Contractor shall indicate on the drawi ng border which |ayers are turned on
and al so indicate just below the sheet title, "This is a Geo-Referenced
Drawi ng. "

a. Reduce File Size: The "Base Map.dwg" shall be trinmed to
include only the project site area; and "saved as", Base Mp
(Organi zation/date).dwg. This will reduce the project drawing file
si ze.

b. Mintain Geo-referencing: The Contractor shall maintain
geo-referencing orientation, line types, |ayer colors, |ayer
desi gnations, and synbols as provided on the CGovernnent-furni shed,
geo-referenced drawing file.
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c. New Information added by Contractor: The Government-furni shed
geo-referenced drawing file is layered in conpliance with Spatial Data
Standards for Facilities, Infrastructure, and Environment (SDSFIE) as
publ i shed by the CADD/ G S Technol ogy Center, Vicksburg, MS. Linetypes,
col ors, synbol ogy, and data tables are in conpliance with this
standard. Any new el enents that are introduced by Designer during the
design process shall also conply with these standards regarding
| ayering, |inetypes, color, synmbol ogy, and data tables.

d. FErrors in Governnent-furni shed, Geo-referenced Drawi ng File:
The Contractor shall nake corrections to the Government-furnished,
geo-referenced drawing file to be used in the design draw ngs when
di screpanci es between the geo-referenced drawing file and the existing
site conditions are identified during Designer's field survey to be
conducted as part of the nornmal design effort.

e. Tiff Images: A G, GR "Tiles with photos | oaded & scal ed. dwg"
file will be provided/ nade available to the Contractor which
x-references *.tif photo i mages of Dyess AFB. These images can be
| oaded and used to digitize any desired features which are not
presently shown on the "Base Map.dwg" file.

f. Contour Drawi ngs: New drawi ng sheets which are intended to show
changes to existing contours shall be created on a new |layer in the
"Base Map.dwg" file. \When the project contour is created, the changed
contour lines in the new | ayer shall appear bol d-continuous and the
exi sting contour lines shall appear dashed.

g. Design Revisions: The File Nane for each new and revised
proj ect sheet shall contain in addition to the Sheet Nunber the company
nane of the originator/revisor and the date (Exanple: 7210 SEQL(CSG
040102) . dwg) .

3.1.1.4 Si ze of CADD Draw ngs

Overall Size of CADD draw ngs shall be 24 inches by 36 inches, at the trim
line. Full size drawi ngs shall be submitted for all design subnmittals.
English working units and the District's standard fil e-nam ng convention
shal | be used.

3.1.1.5 .CAL Files

In addition to copying the electronic CADD drawing files to the Submittals'
CD- ROM di sk, include the drawings in .cal format so that the draw ngs nmay
be viewed on screen using MaxVi ew Reader that is |located on the
Solicitation and Contract CD-ROM di sks. Include a "sendable" conpil ed
Project.svd index file, created with MaxVi ew Aut hor, so that the draw ngs
may be viewed by double-clicking on this file. MuxViews web site is
http://ww. maxvi ew.com Keep the CADD files and the .cal files in separate
f ol ders.

3.1.1.6 Dr awi ng For mat

Title block shall include, as a minimum project title and | ocation, sheet
title, (AME2) sheet nunber, and sequence nunber. For each design

subm ttal, each Contractor-prepared drawi ng shall bear the printed nane and
signature of the registered architect or appropriate registered engi neer
responsi ble for the work portrayed on that drawi ng and proposed to neet the
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Contract requirements. For the final submittal, each Contractor-prepared
drawi ng shall bear the stanmp or seal and signature of the registered
architect or appropriate registered engi neer responsible for the work
portrayed on that drawi ng and proposed to nmeet the Contract requirenents.

.1.1.7 Drawi ng Scal es

Work shall be drawn at the scales listed below Al disciplines should use
the sane scale for plan sheets. Scale for all draw ngs and delineation
will permit complete legibility. A graphic bar or checkerboard scale wll
be provided on each sheet near the lower |eft hand corner of th sheet.

Unl ess specified el sewhere, conventional scale standards are as foll ows:

ENGLI SH)
Site Plans (Buildings) No smaller than 1-inch = 30 feet
Fl oor Plans (Note 1) 1/8-inch to 1/4-inch = 1 foot
Roof Pl ans 1/8-inch = 1 foot
Exterior Elevations 1/8-inch = 1 foot
Interior Elevations (AME2) 1/4-inch = 1 foot
Cross Sections (AME2) 1/4-inch to 1/8-inch = 1 foot
Wal | Sections (Note 3) 3/4-inch = 1 foot
Stair Details 3/4-inch = 1 foot
Details (Note 2) 1 1/2 inches or 3 inches = 1 foot
Refl ected Ceiling Plans 1/8-inch = 1 foot
Interior Toilet Elevations 3/4-inch to 1/2-inch
Wal | Types 1 1/2 inches or 3 inches = 1 foot

Not es:

1. Scale of conposite plans shall be as required so that the entire
facility is drawn on one sheet w thout break |ines.

2. The details shall be |large enough to show all fixtures,
accessories, equipment, materials, manner of construction, clearances
requi red for proper maintenance, and conpl ete dimensions. Toilet rooms
and Equi pnent roons are exanples of the kind of spaces which shall be
drawn as a Detail Plan. All details containing sheet netal flashing
shall be 3 inches = 1 foot.

3. May be 3/4-inch =1 foot if pertinent details are shown at |arger
scal e.

1.2 DRAW NGS SEQUENCE

Arrange drawi ngs by design discipline in accordance with the SWD- AEl M
Chapter VIIIl, Appendix A Plate D1, Standard Arrangement O Draw ngs.

.2 CONSTRUCTI ON SPECI FI CATI ONS

(AME2) Except as otherw se noted, the Contractor shall use comercially
avai | abl e gui de specifications for devel opi ng construction specifications,
such as "SpecText" published by The Construction Specifications Institute
(http://csi.worldweb. net/techni c/ master/spectextms. htm, and "Master Spec”
publ i shed by The Anerican Institute of Architects

(http://ww. arcomet.coni), or BSD SpecLink (Building Systens Design, Inc.
Atlanta, GA, http://csi.worl dweb. net/technic/mster/bsdns. ht m and
http://ww. bsdsoftlink. com speclink/sl_franme.htn), or manufacturers
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product specifications utilizing CSI's Manu-Spec format. These
specifications shall conformto the applicable criteria requirenents
indicated in the solicitation (Section 01000, Parts 1-15). Format shall be
the Construction Specification Institute (CSI) 16-Division, 3-Part Section
format. Sections shall be nunbered in accordance with CSI Master Format.
No two sections shall have the sane section nunber. The specifications shal
clearly identify, where appropriate, the specific products chosen to neet
the requirenents of the specifications (manufacturers' brand nanes and
nodel nunbers or simlar product information). The Contractor shall be
responsi bl e for coordinating references, along with the technica

requi renents, to specific specification sections (nunber and title) within
the project specifications. Section references (title and nunber) shall be
revised to reflect the titles and nunbers of specification sections used.
Specific required nmodifications to Commercial Guide Specifications are:

a. Indicate the guide specification series (e.g. CSI SpecText, Master Spec,
SpecLink) in either the header or footer of each section

b. Change references to the "Architect" or "Engineer" to "Contracting
Oficer" and "Omer" to "Covernment".

c. Change references to "Section 01300" or "Section 01300 SUBM TTALS" to
"Section 01330 CONSTUCTI ON SUBM TTAL PROCEDURES. "

d. (AM#2) Mandatory guides and sections listed in the Project Table of
Contents are UFGS and UFSWF gui de specifications. Mcrosoft Wrd versions
of these guides are located on the Solicitati on and Contract CD di sks.

3.2.1 DI VI SION 1 SPECI FI CATI ON SECTI ONS

Include Division 1 specifications sections contained in this Contract as
part of the project specifications wthout change.

3.2.2 FORMAT FOR CONSTRUCTI ON SPECI FI CATI ONS

Submit the construction specifications, including cover page and proj ect
table of contents, printed using a word processor. Use the Corps of

Engi neers Specsintact with SGVM, Version 3.0 or higher, software to edit
the Corps of Engi neers' mandatory sections. Use good quality white paper
The corrected final (100 percent) specifications with review coments

i ncorporated shall be cleaned up (w thout marked-up edits) and submitted in
both hard copy and on magnetic nedia (M crosoft Wndows conpati bl e CD- ROV
di sk(s)and conmpatible with the Mcrosoft Wrd 2000 fornmat. Cover page,
specifications, and attachments shall be prepared in a Mcrosoft Wrd
(compatible with Mcrosoft Wrd 97) format. Carbon copies are not
accept abl e.

The Cover page shall be simlar to the Contract Cover page and shal
i ncl ude:

a. Project title, Project Nunmber, activity and |ocation
b. Construction contract nunber

c. Construction Contractor's name and address

d. Design firms nane and address

e. Nanes of design team nenbers (Designers of record) responsible for
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each Contractor prepared technical discipline of the project
specification

f. Nane and signature of a Principal of the design firm

The Table of Contents shall list the 16 Divisions contained in CSI format
and the specification section numbers and titles contained in the project
speci fication.

The Corps of Engi neers Specsintact and Wrdspec software can be downl oaded
fromthe Internet at the foll owi ng address:

http://kscdl 2. ksc. nasa. gov/ specsi ntact/ .

The Corps of Engi neers UFGS gui de specifications (SI SGW format), the
Lighting Fixture Standard Draw ng 40-06-04 Details and Design Criteria
(e.g. Arny Technical Manuals (TM s), Engi neering Manual s, Engi neering
Techni cal Letters, Engineer Circul ars, Engi neer Panphlets, Design CGuides,
and Mlitary Handbooks) can be downl oaded fromthe Internet at the
foll owi ng address:

http://ww. hnd. usace. arny.nil, then click on Techinfo then CGuide
Speci fications, "Engineer Publications", or "Support Documents"

The guides can only be downl oaded in Wnzip *.zip files. These are
downl oadabl e executable files.

Specsi ntact software, the UFGS gui de specifications, and design criteria
manual s can al so be obtained fromthe current version of the Construction
Criteria Base CD, issued by the National Institute of Building Sciences,

t el ephone nunber 202/289- 7800, fax nunber 202-289-1092, internet address is:

http://ww. ni bs. org.
Fort Worth District guide specifications and the District supplenments to
t he UFGS gui de specifications are |located on the Internet at the follow ng

addr ess:

(AMH#2) http://ww. swf.usace.arny. ml/eandc/ec-al

3.3 CONSTRUCTI ON SUBM TTALS

Al'l construction submttals shall be in accordance with Section 01330
CONSTRUCTI ON SUBM TTAL PROCEDURES.

Construction submittal types and products, including the submtta
description nunbers and data package numbers, shall be included in the
specification sections, where required. Wen appropriate, use specific
product terms instead of the generic product ternms contained in the
specifications sections (e.g., asphalt shingles, built-up roofing, EPDM
single ply, etc. vs roof covering; concrete masonry units, brick, neta
siding, etc. vs exterior skin; mneral fiber board, block, batt or blanket,
pol ystyrene, pol yurethane, polyisocyanurate board vs insul ation).

3.3.1 SUBM TTAL REG STER ( FORM
Prepare and maintain a Subnittals Register in accordance with Section 01330

CONSTRUCTI ON SUBM TTAL PROCEDURES. An el ectronic version of the ENG Form
4288 is located on the Solicitation and Contract Award CD- ROM di sks in
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folder "Subreg." This version is the Specsintact DOS Submittal Register
program and i ncludes a Readne.txt file. Copy the files to the conputer's
C:\ drive, renmove the read-only attributes, and then double-click on either
file "subreg.exe" or on "submt.bat." This is not a Wndows-based program
so the nmouse does not work. Editing instructions are on-screen, such as
press the "F5 (add)" and then the "E' keys to create new enpty submittals,
the "PgDn" key to conmplete editing, and the "A" key to accept. For each
submittal, fill in the Section Nunmber, Activity Number if applicable

Par agr aph Number, Description, Type of Submittal (e.g. SD-01 through
SD-11(See Section 01330 CONSTRUCTI ON SUBM TTAL PROCEDURES)), C assification
(e.g. Gor FIO, and the Contractor's proposed submttal date. Fill in
colums "a" through "o" on the ENG Form 4288 and subnmit a copy of the
"Subreg" folder with the updated files and a hard copy of the register as
required for the various construction submttals. Unless Section 01330
CONSTRUCTI ON SUBM TTAL PROCEDURES al |l ows a subnittal to be Government
approved ("G'), all submittals shall be "FIO" for Information Only
(Contractor Approved) items. A blank MS Excel version of the Form 4288
Submittal Register is also included in the "Subreg" folder and may be used
if allowed by the Contracting O ficer.

3.4 DESI GN ANALYSES

Prepare desi gn anal yses (basis of design and cal cul ations) for each
appl i cabl e design discipline. The design anal yses shall be a presentation
of facts to denonstrate that the concept of the project is fully understood
and that the design is based on sound engi neering. The design analysis for
each discipline shall include:

a. A basis of design consisting of:

(1) An introductory description of the project concept which
addresses the salient points of the design

(2) An orderly and conprehensive docunmentation of criteria,
rati onal e, assunptions and reasoning for
system sel ecti on.

b. Calculations required to support the design. Conplete site and
housi ng unit design calculations for utility distributions systens,
structural elenents and electrical and mechani cal systems. |nclude
conput ations for sizing equipnment, air duct design, and U-factors for
ceilings, roofs and exterior walls and floors. Al so include fina
passi ve energy strategy performance cal cul ati ons for each housing unit
type. Contractor shall enmploy comrercially avail abl e energy anal ysis
techni ques to determ ne the energy performance of all passive systens
and features. Use of hourly energy |oad conputer simulation (e.g.
TRNSYS, DOE 2.1 Blast, etc.) is required. Performance cal cul ati ons
shall al so determ ne the peak cooling | oad of all passive solar unit
types. These cal cul ations can be used to size the unit's nechanica
syst ens.

c. Equi pnent Schedul e. Based on the results of calcul ations, provide a
conplete list of the materials and equi pment proposed for heating and
pl unmbi ng, with the manufacturer's published catal oged product
installation specifications and roughing-in data. The heati ng equi pnent
data shall include the manufacturer's wiring diagrans, installation
specifications, AR certification, and the standard warranty for the
equi prent. I n addition, provide the manufacturer's published catal oged
capacities for supply diffusers as evidence that the arrangenment of
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supply air outlets in each roomw |l provide the throw and spread
characteristics required to cover conpletely all exterior wall surfaces
with the bl anket of warmair at the proper design velocities.

d. Proj ect Engi neering Considerations and Instructions (EC) for
Fi nal Design Anal ysis.

The Contractor shall not make reference to the RFP solicitation to avoid
stating the requirenents for the basis for design

4.1 ENG NEERI NG CONSI DERATI ONS AND | NSTRUCTI ONS (ECI) FOR FI ELD PERSONNEL

3.4.1.1 Separ at e Appendi X

Under a separate appendix in the Final Design Analysis, the Design-Build
Contractor shall include the following itens:

a. Features critical to the quality of the final construction product
requiring special attention

b. Submittals requiring special attention during construction
c. Special user requirenments or instructions.

d. Assumed field conditions, pertinent significant aspects, or
critical phases of the project used as a basis of project design

3.4.1.2 For mat

3.

3.

Format for ECl's shall include the follow ng i nformation
"ENG NEERI NG CONSI DERATI ONS AND | NSTRUCTI ONS

Proj ect Nane:

Locati on:

Desi gner Narme: Phone:

Di sci pline:

Desi gn-Bui | d desi gners have prepared the foll owi ng engi neering

consi derations and instructions (ECI). These ECI's should be foll owed
during the construction of the above project. |If you have any
guestions, contact the appropriate Design-Build designer."

4.1.3 Distribution of ECl's

In addition to including ECl's in a separate appendi x of the final design
anal ysis and after acceptance of the 100 percent corrected design and prior
to the start of construction, the design-build Contractor shall e-mail a
copy of the ECl's to the appropriate U.S. Arny Corps of Engineer's Field
representative for his consideration with a copy also sent to the
appropriate individual in follow ng office(s): CENWO CD- QR and CENWO- PM M
The Government will provide the names and e-nmil addresses to the
design-build Contractor at either the pre-design or pre-construction
conf erence.

4.2 REQUESTS FOR | NFORVATI ON, MEETI NG M NUTES AND COMVENTS
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Copi es of Requests for Information (RFlI) nade by the Contractor to the
CGovernment shall be included as an appendix to the design anal ysis. An
i ndex of each RFI, which docunents the RFI nunber, the date RFI given to
CGovernment, the date the RFlI is answered and the Action Response provided
by the CGovernnent.

A copy of all neeting mnutes and design review conments (if any) with
action responses shall be included as an appendi x to the design anal ysis.

Appendi ces for RFlI's and Meeting M nutes and design review comrents shal
have page numbering that follows the sane format as for Calculations |listed
above.

3.5 DESI GN CERTI FI CATI ON

The Contractor shall provide certification signed by an officer of the
Contractor's conpany attesting that the draw ngs, specifications and design
anal yses prepared for the construction of the facility neet the

requi renents of the Contract. The certification shall acconpany the

subm ssi on of the design docurments along with nanes and disciplines for the
designers of record. This design certification shall include a list of
deviations (variations) fromthe solicitation or accepted final design
Prepare the design certification and transmttal letter in the format shown
on Attachment A included at the end of this section

3.6 COVMON DESI GN DEFI CI ENCI ES

The work involved in making corrections due to common defici enci es becones
lost effort and tine for both the designer and the reviewer. Carefully
conpare the design and contract docunents with all requirements at severa
points in the design process to avoid unnecessary changes at a | ater date.
Sone of the requirements which are nost often overl ooked i ncl ude:

a. Requirements of the COE 2, Southwestern Division's ARCH TECTURAL
AND ENG NEERI NG | NSTRUCTI ONS MANUAL ( SWD- AEI M have been repeatedly
over| ooked in the past.

b. Failure to incorporate the Fort Worth District's supplenental |oca
requi renents to the Corps of Engineers' UFGS gui de specifications.

c. Not using correct abbreviations or term nology on the draw ngs.
Abbr evi ati ons nmust match what is used on the standard abbreviati on sheet
and term nol ogy nmust match what is used in the standard techni cal guide
speci fications.

d. Not using the correct scales, north arrow designation, section cut
system or inconplete dinensioning on the draw ngs.

e. Not providing sufficient space for door operation hardware at doors
which swing into a wall running perpendicular to the opening. 4 inches
mnimumis required between edge of door frane and perpendicul ar walls.

f. Not providing correct and conpl ete Design Analysis information
witten in the present tense. The Design Analysis will be witten
following the format indicated herein. A separate Fire Protection section
in the Design Analysis with input fromall disciplines is one area which is
of ten overl ooked and shall be included.

g. Not correctly presenting or coordinating (to avoid interference)
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features of Fire Protection, Noise Control, and Physical Security.

h. Not correctly referencing and cross referencing building sections,
wal | sections, details, etc.

i. Failure to read and use technical notes in editing the CGuide
Speci ficati ons.

j. Failure to coordinate all disciplines prior to submttal of
projects for review

k. Inproper use of fire-retardant wood. Fire-retardant wood is
conbustible; its use in buildings that are of nonconbustible construction
is extrenely imted (see 1CBO Bl dg Code for the m nor allowabl e uses).
Because of the potential for severe degradation, fire retardant plywod
shall not be used in a roof or roofing system or in structura
applications.

[. Not listing the ANSI/BHVA nunbers in addition to trade names in
door hardware specifications and failure to correctly specify hardware
fini shes.

m Control joints in CMJ walls and brick expansion joints in face
brick are not shown on both architectural plans, elevations and structural
pl ans, or are inconsistent. Note also control joint |ocating and
coordination for floor tile per Tile Council of Anerica recomrendations.

n. Failure to delete all publications which do not apply to the
particul ar project.

0. North is not oriented the same direction on all sheets (civil,
site, arch).
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Attachment A

[Contractor's Letterhead]

[ Dat e: ]
[ Contract No. ]

[ Revi ewi ng Conponent Address]

Subj : DESI GN CERTI FI CATI ON AND TRANSM TTAL FCR

[Project Title ]

[ Project Location ]

[ Contract No. ]
Gent | emen

Encl osed are the foll ow ng docunents, which | hereby certify are in
conpliance with the RFP requirenments of the subject construction contract and
can be used to conmence construction subject to Governnent approval :

1. Design Draw ngs
2. Project Specification
3. Design Analysis

Civil

Wat er Supply and Wastewater Collection

Archi tectural

Interior Design

Structural

Mechani cal

Fire Protection

El ectri cal

Envi ronnental Protection, Conpliance and Permts
j. Health and Safety
k. Sust ai nabl e Desi gn

-0 Q"TO QOO TOD

4. Submittals Register

[ Typed Nanme and Signature of an

O ficer of the Contractor's Conpany]
5. Al other Design Submittals
6. Deviations

Copy to:
[As standard with the Contractor]
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-- End of Section --
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SECTI ON 02770A

CONCRETE SI DEWALKS AND CURBS AND GUTTERS
03/ 98

PART 1 GENERAL

1.

1 REFERENCES

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by basic
desi gnation only.

AVERI CAN ASSOCI ATI ON OF STATE H GHWAY AND TRANSPORTATI ON OFFI Cl ALS
( AASHTO)

AASHTO M 182 (1991) Burlap Coth Made from Jute or Kenaf

AVERI CAN SOCI ETY FOR TESTI NG AND MATERI ALS (ASTM

ASTM A 185 (1997) Steel Welded Wre Fabric, Plain,
for Concrete Reinforcenent

ASTM A 615/ A 615M (1996a) Deforned and Plain Billet-Steel
Bars for Concrete Reinforcenment

ASTM A 616/ A 616M (1996a) Rail-Steel Deformed and Plain Bars
for Concrete Reinforcenent

ASTM A 617/ A 617M (1996a) Axle-Steel Deformed and Plain Bars
for Concrete Reinforcenent

ASTM C 31/ C 31M (1996) Making and Curing Concrete Test
Specinmens in the Field

ASTM C 143 (1990a) Sl ump of Hydraulic Cenment Concrete

ASTM C 171 (1997) Sheet Materials for Curing Concrete

ASTM C 172 (1997) Sanpling Freshly M xed Concrete

ASTM C 173 (1996) Air Content of Freshly M xed
Concrete by the Volunetric Method

ASTM C 231 (1997) Air Content of Freshly M xed
Concrete by the Pressure Method

ASTM C 309 (1997) Liquid Menbrane-Forni ng Conmpounds
for Curing Concrete

ASTM C 920 (1995) El astoneric Joint Seal ants

ASTM D 1751 (1983; R 1991) Prefornmed Expansion Joi nt

Filler for Concrete Paving and Structural
Construction (Nonextrudi ng and Resilient
Bi t um nous Types)
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ASTM D 1752 (1984; R 1996) Preforned Sponge Rubber and
Cork Expansion Joint Fillers for Concrete
Pavi ng and Structural Construction
ASTM D 3405 (1996) Joint Seal ants, Hot-Applied, for
Concrete and Asphalt Pavenents
1.2 MEASUREMENT FOR PAYMENT
1.2. Si dewal ks
The quantities of sidewalks to be paid for will be the nunmber of square

yards of each depth of sidewal k constructed as indicat ed.

1.2.2 Curbs and Cutters
The quantities of curbs and gutters to be paid for will be the nunmber of
linear feet of each cross section constructed as indicated, nmeasured al ong

the face of the curb at the gutter |ine.

1.3 BASI S FOR PAYMENT
1.3. Si dewal ks
Payment of the quantities of sidewal ks neasured as specified will be at the

contract unit price per square

1.3.

Curbs and CGutters

yard of the thickness specified.

Payment of the quantities of curbs and gutters neasured as specified wll
be at the contract unit price per linear foot of each cross section

1.4

Gover nment approval
subm ttal s not
used,
that will

SUBM TTALS

review the submtta

is required for submttals with a "G' designation
having a "G' designation are for information only. Wen

a designation following the "G' designation identifies the office
for the Governnent. The follow ng shall be

subm tted in accordance with Section 01330 SUBM TTAL PROCEDURES:

1.5

1.5.

SD- 03 Product Data

Concrete; | 1,

]

Copies of certified delivery tickets for all concrete used in

t he construction.

SD-06 Test Reports

Field Quality Control

Copies of all test

test.

WEATHER LI M TATI ONS

[ 1. [ ]

reports within 24 hours of conpletion of the

Pl aci ng During Col d \Weat her
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Concrete placenent shall not take place when the air tenperature reaches

40 degrees F and is falling, or is already bel ow that point. Placenent nmay
begin when the air tenperature reaches 35 degrees F and is rising, or is
al ready above 40 degrees F. Provisions shall be made to protect the
concrete fromfreezing during the specified curing period. |If necessary to
pl ace concrete when the tenperature of the air, aggregates, or water is

bel ow 35 degrees F, placenent and protection shall be approved in witing.
Approval w Il be contingent upon full conformance with the follow ng
provisions. The underlying material shall be prepared and protected so
that it is entirely free of frost when the concrete is deposited. [M xing
wat er and aggregates] [M xing water] [Aggregates] shall be heated as
necessary to result in the tenperature of the in-place concrete being
between 50 and 85 degrees F. Methods and equi prrent for heating shall be
approved. The aggregates shall be free of ice, snow, and frozen | unps
before entering the m xer. Covering and other neans shall be provided for
mai ntai ni ng the concrete at a tenperature of at |least 50 degrees F for not
| ess than 72 hours after placing, and at a tenperature above freezing for

t he remai nder of the curing period.

1.5.2 Pl aci ng Duri ng Warm Weat her

The tenperature of the concrete as placed shall not exceed 85 degrees F
except where an approved retarder is used. The mxing water and/or
aggregates shall be cooled, if necessary, to maintain a satisfactory

pl aci ng tenperature. The placing tenperature shall not exceed 95 degrees F
at any tine.

1.6 PLANT, EQUI PMENT, MACHI NES, AND TOOLS
1.6.1 CGeneral Requirenents

Pl ant, equi prment, nmachines, and tools used in the work shall be subject to
approval and shall be maintained in a satisfactory working condition at al
times. The equi pnent shall have the capability of producing the required
product, meeting grade controls, thickness control and snoot hness

requi renents as specified. Use of the equi pnent shall be discontinued if
it produces unsatisfactory results. The Contracting Oficer shall have
access at all times to the plant and equi pment to ensure proper operation
and conpliance with specifications.

1.6.2 Slip Form Equi prent

Slip formpaver or curb form ng machine, will be approved based on trial
use on the job and shall be self-propelled, automatically controll ed,
crawl er nmount ed, and capabl e of spreading, consolidating, and shaping the
pl astic concrete to the desired cross section in 1 pass.

PART 2 PRODUCTS
2.1 CONCRETE

Concrete shall conformto the applicable requirenents of [Section 03300
CAST- | N PLACE STRUCTURAL CONCRETE] [ Section 02753 CONCRETE PAVEMENT FOR

Al RFI ELDS AND OTHER HEAVY- DUTY PAVEMENTS] [ Section 02754 CONCRETE PAVEMENTS
FOR SMALL PRQJIECT] except as otherw se specified. Concrete shall have a

m ni mum conpressive strength of 3500 psi at 28 days. Maximum size of
aggregate shall be 1-1/2 inches.

2.1.1 Al r Content
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M xtures shall have air content by volunme of concrete of 5 to 7 percent,
based on measurenments made i nmredi ately after di scharge fromthe m xer
2.1.2 Sl unmp

The concrete slunp shall be 2 inches plus or minus 1 inch where determ ned
in accordance with ASTM C 143.

2.1.3 Rei nforcenent St ee

Rei nforcenent bars shall conformto ASTM A 615/ A 615M ASTM A 616/ A 616M
or ASTM A 617/ A 617M Wre mesh reinforcenent shall conformto ASTM A 185.

2.2 CONCRETE CURI NG MATERI ALS
2.2.1 | mpervi ous Sheet Materials

| mpervi ous sheet materials shall conformto ASTM C 171, type optional
except that polyethylene film if used, shall be white opaque.

2.2.2 Bur | ap
Burl ap shall conformto AASHTO M 182.
2.2.3 VWi te Pigmented Menbrane-Formi ng Curing Conpound

VWi te pignmented nenbrane-formng curing conpound shall conformto ASTM C 309,
Type 2.

2.3 CONCRETE PROTECTI ON MATERI ALS
Concrete protection materials shall be a linseed oil mxture of equa
parts, by volume, of linseed oil and either mneral spirits, naphtha, or
turpentine. At the option of the contractor, conmercially prepared |inseed
oil mxtures, fornulated specifically for application to concrete to
provi de protection against the action of deicing chem cals may be used,
except that emulsified m xtures are not acceptabl e.

2.4 JAONT FILLER STRI PS

2.4.1 Contraction Joint Filler for Curb and CGutter

Contraction joint filler for curb and gutter shall consist of hard-pressed
fi ber board.

2.4.2 Expansi on Joint Filler, Prenol ded

Expansion joint filler, prenolded, shall conformto ASTM D 1751 or ASTM D
1752, 3/8 inch thick, unless otherw se indicated.

2.5 JO NT SEALANTS
2.5.1 Joi nt Seal ant, Col d-Applied
Joi nt seal ant, cold-applied shall conformto ASTM C 920.

2.5.2 Joi nt Seal ant, Hot - Pour ed

Section 02770a Page 4



Dyess AFB IDIQ Design-Build Replace Fanm |y Housing DADFH

ACCOVPANY! NG AMENDMVENT NO. 0003 TO SCOLI Cl TATI ON NO. DACA63-02- R-0017

Joi nt seal ant, hot-poured shall conformto ASTM D 3405.

.6 FORM WORK

Form work shall be designed and constructed to ensure that the finished
concrete will conformaccurately to the indicated di nensions, |ines, and
el evations, and within the tol erances specified. Forns shall be of wood or
steel, straight, of sufficient strength to resist springing during
depositing and consolidating concrete. Wod forns shall be surfaced plank
2 inches nom nal thickness, straight and free fromwarp, tw st, |oose
knots, splits or other defects. Wod forns shall have a nom nal |ength of
10 feet. Radius bends may be formed with 3/4 inch boards, lamnated to
the required thickness. Steel forms shall be channel-formed sections with
a flat top surface and with wel ded braces at each end and at not |ess than
two internediate points. Ends of steel forns shall be interlocking and
self-aligning. Steel forms shall include flexible fornms for radius
form ng, corner forns, formspreaders, and fillers. Steel forms shall have
a nomnal length of 10 feet with a minimum of 3 wel ded stake pockets per
form Stake pins shall be solid steel rods with chanfered heads and
pointed tips designed for use with steel forns.

.6.1 Si dewal k For ns

Si dewal k forns shall be of a height equal to the full depth of the finished
si dewal k.

.6.2 Curb and Gutter Forns

Curb and gutter outside forms shall have a height equal to the full depth
of the curb or gutter. The inside formof curb shall have batter as

i ndi cated and shall be securely fastened to and supported by the outside
form Rigid forns shall be provided for curb returns, except that benders
or thin plank forns may be used for curb or curb returns with a radius of
10 feet or nmore, where grade changes occur in the return, or where the
central angle is such that a rigid formwith a central angle of 90 degrees
cannot be used. Back forns for curb returns may be made of 1-1/2 inch
benders, for the full height of the curb, cleated together. 1In lieu of
inside forns for curbs, a curb "mule" may be used for form ng and fini shing
this surface, provided the results are approved.

PART 3 EXECUTI ON

3.

1 SUBGRADE PREPARATI ON

The subgrade shall be constructed to the specified grade and cross section
prior to concrete placenent. Subgrade shall be placed and conpacted [as
directed] [in conformance with Section | 11.

101 Si dewal k Subgr ade

The subgrade shall be tested for grade and cross section with a tenplate
extending the full width of the sidewal k and supported between side formns.

1.2 Curb and CGutter Subgrade

The subgrade shall be tested for grade and cross section by nmeans of a
tenpl ate extending the full width of the curb and gutter. The subgrade
shall be of materials equal in bearing quality to the subgrade under the
adj acent pavemnent.
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1.3 Mai nt enance of Subgrade

The subgrade shall be maintained in a snooth, conpacted condition in
conformity with the required section and established grade until the
concrete is placed. The subgrade shall be in a nobist condition when
concrete is placed. The subgrade shall be prepared and protected to
produce a subgrade free fromfrost when the concrete is deposited.

.2 FORM SETTI NG

Forms shall be set to the indicated alignnent, grade and di mensions. Forns
shall be held rigidly in place by a mninumof 3 stakes per form placed at
intervals not to exceed 4 feet. Corners, deep sections, and radius bends
shal | have additional stakes and braces, as required. d anps, spreaders,
and braces shall be used where required to ensure rigidity in the forms.
Forms shall be renmoved without injuring the concrete. Bars or heavy tools
shal |l not be used against the concrete in renmoving the forms. Any concrete
found defective after formrenoval shall be pronptly and satisfactorily
repaired. Fornms shall be cleaned and coated with formoil each time before
concrete is placed. Wod fornms may, instead, be thoroughly wetted with

wat er before concrete is placed, except that wi th probable freezing
temperatures, oiling is mandatory.

.2.1 Si dewal ks

Forms for sidewal ks shall be set with the upper edge true to line and grade
with an allowable tolerance of 1/8 inch in any 10 foot |ong section.
After forms are set, grade and alignment shall be checked with a 10 foot
strai ghtedge. Fornms shall have a transverse slope [as indicated] [of 1/4
inch per foot] with the | ow side adjacent to the roadway. Side forns shal
not be renmoved for 12 hours after finishing has been conpl et ed.

.2.2 Curbs and Gutters

The forms of the front of the curb shall be renoved not |ess than 2 hours
nor more than 6 hours after the concrete has been placed. Forns back of
curb shall remain in place until the face and top of the curb have been
finished, as specified for concrete finishing. Gutter forns shall not be
renoved while the concrete is sufficiently plastic to slunp in any
direction.

.3 SI DEWALK CONCRETE PLACEMENT AND FI NI SHI NG

.3.1 For ned Si dewal ks

Concrete shall be placed in the forns in one layer. \Wen consolidated and
fini shed, the sidewal ks shall be of the thickness indicated. After
concrete has been placed in the forns, a strike-off guided by side forns
shall be used to bring the surface to proper section to be conpacted. The
concrete shall be consolidated with an approved vibrator, and the surface
shall be finished to grade with a strike off.

.3.2 Concr et e Fini shing

After straightedgi ng, when nost of the water sheen has di sappeared, and
just before the concrete hardens, the surface shall be finished with a wood
float or darby to a smooth and uniformy fine granular or sandy texture
free of waves, irregularities, or tool marks. A scored surface shall be

Section 02770a Page 6



Dyess AFB IDIQ Design-Build Replace Fanm |y Housing DADFH
ACCOMPANYI NG AMENDMVENT NO. 0003 TO SOLI CI TATI ON NO. DACA63- 02- R- 0017

produced by brooming with a fiber-bristle brush in a direction transverse
to that of the traffic, foll owed by edging.

3.3.3 Edge and Joi nt Fi ni shing

Al'l slab edges, including those at formed joints, shall be finished with an
edger having a radius of 1/8 inch. Transverse joint shall be edged before
broom ng, and the brooming shall elimnate the flat surface left by the
surface face of the edger. Corners and edges which have crunbl ed and areas
whi ch lack sufficient nmortar for proper finishing shall be cleaned and
filled solidly with a properly proportioned nortar nixture and then

fini shed.

3.3.4 Sur face and Thi ckness Tol er ances

Fi ni shed surfaces shall not vary nore than 5/16 inch fromthe testing edge
of a 10-foot straightedge. Permssible deficiency in section thickness
will be up to 1/4 inch.

3.4 CURB AND GUTTER CONCRETE PLACEMENT AND FI NI SHI NG
3.4.1 Formed Curb and CGutter

Concrete shall be placed to the section required in a single lift.
Consol i dati on shall be achi eved by using approved nmechani cal vibrators.
Curve shaped gutters shall be finished with a standard curb "nul e".

3.4.2 Curb and CGutter Finishing

Approved slipforned curb and gutter machines may be used in |lieu of hand
pl acenent .

3.4.3 Concr et e Fini shing

Exposed surfaces shall be floated and finished with a smooth wood fl oat
until true to grade and section and uniformin texture. Floated surfaces
shall then be brushed with a fine-hair brush with |ongitudinal strokes.

The edges of the gutter and top of the curb shall be rounded w th an edgi ng
tool to a radius of 1/2 inch. |Imrediately after renoving the front curb
form the face of the curb shall be rubbed with a wood or concrete rubbing
bl ock and water until blem shes, form marks, and tool marks have been
renmoved. The front curb surface, while still wet, shall be brushed in the
same manner as the gutter and curb top. The top surface of gutter and
entrance shall be finished to grade with a wood fl oat.

3.4.4 Joi nt Fi ni shing
Curb edges at forned joints shall be finished as indicated.

3.4.5 Surface and Thi ckness Tol erances
Fi ni shed surfaces shall not vary nore than 1/4 inch fromthe testing edge
of a 10-foot straightedge. Permssible deficiency in section thickness
will be up to 1/4 inch.

3.5 S| DEWALK JO NTS
Si dewal k joints shall be constructed to divide the surface into rectangul ar

areas. Transverse contraction joints shall be spaced at a di stance equa
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to the sidewalk width or 5 feet on centers, whichever is less, and shal
be conti nuous across the slab. Longitudinal contraction joints shall be
constructed along the centerline of all sidewalks 10 feet or nore in

wi dt h. Transverse expansion joints shall be installed at sidewal k returns
and opposite expansion joints in adjoining curbs. Were the sidewalk is
not in contact with the curb, transverse expansion joints shall be
installed as indicated. Expansion joints shall be formed about structures
and features which project through or into the sidewal k pavenment, using
joint filler of the type, thickness, and wi dth indicated.

3.5.1 Si dewal k Contraction Joints

The contraction joints shall be fornmed in the fresh concrete by cutting a
groove in the top portion of the slab to a depth of at |east one-fourth of
the sidewal k slab thickness, using a jointer to cut the groove, or by
sawi ng a groove in the hardened concrete with a power-driven saw, unless
ot herwi se approved. Sawed joints shall be constructed by sawi ng a groove
in the concrete with a 1/8 inch blade to the depth indicated. An anple
supply of saw bl ades shall be available on the job before concrete

pl acenent is started, and at |east one standby sawi ng unit in good working
order shall be available at the jobsite at all tinmes during the saw ng
operations.

3.5.2 Si dewal k Expansi on Joints

Expansion joints shall be formed with [3/8] [1/2] | ] inch joint
filler strips. Joint filler shall be placed with top edge 1/4 inch bel ow
the surface and shall be held in place with steel pins or other devices to
prevent warping of the filler during floating and finishing. |mediately
after finishing operations are conpleted, joint edges shall be rounded with
an edging tool having a radius of 1/8 inch, and concrete over the joint
filler shall be renmoved. At the end of the curing period, expansion joints
shall be cleaned and filled with joint sealant. [Joints shall be sealed as
specified in Section 02760 FI ELD MOLDED SEALANTS FOR SEALI NG JO NTS IN

RI G D PAVEMENTS.] [The joint opening shall be thoroughly cleaned before the
sealing material is placed. Sealing material shall not be spilled on
exposed surfaces of the concrete. Concrete at the joint shall be surface
dry and atnmospheric and concrete tenperatures shall be above 50 degrees F
at the tine of application of joint sealing material. Excess nmaterial on
exposed surfaces of the concrete shall be renmpoved i nmedi ately and concrete
surfaces cl eaned. ]

3.5.3 Rei nforcenent Steel Pl acenent

Rei nf orcenment steel shall be accurately and securely fastened in place with
sui tabl e supports and ties before the concrete is placed.

3.6 CURB AND GQUTTER JO NTS

Curb and gutter joints shall be constructed at right angles to the Iine of
curb and gutter.

3.6.1 Contraction Joints

Contraction joints shall be constructed directly opposite contraction
joints in abutting portland cement concrete pavenents and spaced so that
nonol i thic sections between curb returns will not be less than 5 feet nor
greater than 15 feet in length. Contraction joints shall be constructed
by means of 1/8 inch thick separators and of a section conforming to the
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cross section of the curb and gutter. Separators shall be renpbved as soon
as practicable after concrete has set sufficiently to preserve the wi dth
and shape of the joint and prior to finishing.

3.6.2 Expansi on Joints

Expansion joints shall be formed by neans of preforned expansion joint
filler material cut and shaped to the cross section of curb and gutter
Expansion joints shall be provided in curb and gutter directly opposite
expansion joints of abutting portland cenent concrete pavenent, and shal
be of the same type and thickness as joints in the pavenent. \Were curb
and gutter do not abut portland cement concrete pavenment, expansion joints
at least [3/8] [1/2] | ] inch in width shall be provided at intervals
not exceeding | ] feet. Expansion joints shall be provided in
nonr ei nforced concrete gutter at |ocations indicated. Expansion joints
shal |l be sealed inmedi ately follow ng curing of the concrete or as soon
thereafter as weather conditions permt. [Joints shall be sealed as
specified in Section 02760 FI ELD MOLDED SEALANTS FOR SEALI NG JO NTS IN
Rl G D PAVEMENTS.] [Expansion joints and the top 1 inch depth of curb and
gutter contraction-joints shall be sealed with joint sealant. The joint
openi ng shall be thoroughly cleaned before the sealing material is placed.
Sealing material shall not be spilled on exposed surfaces of the concrete.
Concrete at the joint shall be surface dry and atnospheric and concrete
tenmperatures shall be above 50 degrees F at the tinme of application of
joint sealing material. Excess material on exposed surfaces of the
concrete shall be renpved i medi ately and concrete surfaces cl eaned.]

3.7 CURI NG AND PROTECTI ON
3.7.1 CGeneral Requirenents

Concrete shall be protected against | oss of nmoisture and rapid tenperature
changes for at least 7 days fromthe begi nning of the curing operation
Unhar dened concrete shall be protected fromrain and flowi ng water. All
equi prent needed for adequate curing and protection of the concrete shal
be on hand and ready for use before actual concrete placenent begins.
Protection shall be provided as necessary to prevent cracking of the
paverent due to tenperature changes during the curing period.

3.7.1.1 Mat Met hod

The entire exposed surface shall be covered with 2 or nore |ayers of
burlap. Mats shall overlap each other at least 6 inches.The nmat shall be
t horoughly wetted with water prior to placing on concrete surface and shal
be kept continuously in a saturated condition and in intinmate contact with
concrete for not |less than 7 days.

3.7.1.2 | mpervi ous Sheeting Met hod

The entire exposed surface shall be wetted with a fine spray of water and
then covered with inpervious sheeting material. Sheets shall be laid
directly on the concrete surface with the light-colored side up and

overl|l apped 12 inches when a continuous sheet is not used. The curing
nmedi um shall not be less than 18-inches wider than the concrete surface to
be cured, and shall be securely wei ghted down by heavy wood pl anks, or a
bank of mpist earth placed al ong edges and laps in the sheets. Sheets
shal | be satisfactorily repaired or replaced if torn or otherw se damaged
during curing. The curing mediumshall remain on the concrete surface to
be cured for not less than 7 days.
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3.7.1.3 Menbr ane Curing Met hod

A uni form coating of white-pignmented nenbrane-curing conpound shall be
applied to the entire exposed surface of the concrete as soon after
finishing as the free water has di sappeared fromthe finished surface.
Formed surfaces shall be coated i mediately after the forns are renmoved and
in no case longer than 1 hour after the removal of forns. Concrete shal

not be allowed to dry before the application of the nenbrane. If any
drying has occurred, the surface of the concrete shall be noistened with a
fine spray of water and the curing conpound applied as soon as the free

wat er di sappears. Curing compound shall be applied in two coats by

hand- operated pressure sprayers at a coverage of approximtely 200 square
feet per gallon for the total of both coats. The second coat shall be
applied in a direction approximtely at right angles to the direction of
application of the first coat. The conpound shall forma uniform

conti nuous, coherent filmthat will not check, crack, or peel and shall be
free from pinholes or other inperfections. |f pinholes, abrasion, or other
di scontinuities exist, an additional coat shall be applied to the affected
areas within 30 minutes. Concrete surfaces that are subjected to heavy
rainfall within 3 hours after the curing compound has been applied shall be
resprayed by the method and at the coverage specified above. Areas where
the curing compound i s damaged by subsequent construction operations within
the curing period shall be resprayed. Necessary precautions shall be taken
to insure that the concrete is properly cured at sawed joints, and that no
curing conpound enters the joints. The top of the joint opening and the
joint groove at exposed edges shall be tightly seal ed before the concrete
in the region of the joint is resprayed with curing conpound. The nethod
used for sealing the joint groove shall prevent |oss of moisture fromthe
joint during the entire specified curing period. Approved standby
facilities for curing concrete pavenent shall be provided at a |ocation
accessible to the jobsite for use in the event of mechanical failure of the
sprayi ng equi pnent or other conditions that m ght prevent correct
application of the menbrane-curing conpound at the proper time. Concrete
surfaces to which menbrane-curing conmpounds have been applied shall be
adequately protected during the entire curing period from pedestrian and
vehicul ar traffic, except as required for joint-saw ng operations and
surface tests, and from any ot her possible damage to the continuity of the
nmenbr ane.

3.7.2 Backfilling

After curing, debris shall be renpbved and the area adjoining the concrete
shal | be backfilled, graded, and conpacted to conformto the surrounding
area in accordance with lines and grades i ndicated.

3.7.3 Pr ot ecti on

Conpl et ed concrete shall be protected from damage until accepted. The
Contractor shall repair damaged concrete and clean concrete discol ored
during construction. Concrete that is damaged shall be renmoved and
reconstructed for the entire I ength between regularly schedul ed joints.
Ref i ni shing the danaged portion will not be acceptable. Renoved danaged
portions shall be di sposed of as directed.

3.7. 4 Protective Coating

Protective coating of linseed oil nmixture shall be applied to the
exposed-t o-vi ew concrete surface.
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3.7.4.1 Application

Curing and backfilling operation shall be conpleted prior to applying two
coats of protective coating. Concrete shall be surface dry and cl ean

bef ore each application. Coverage shall be by spray application at not
nmore than 50 square yards per gallon for first application and not nore
than 70 square yards per gallon for second application, except that the
nunber of applications and coverage for each application for comercially
prepared m xture shall be in accordance with the manufacturer's
instructions. Coated surfaces shall be protected from vehi cul ar and
pedestrian traffic until dry.

3.7.4.2 Precauti ons

Protective coating shall not be heated by direct application of flame or
el ectrical heaters and shall be protected from exposure to open fl ane,
sparks, and fire adjacent to open containers or applicators. Material
shall not be applied at ambient or material tenperatures |ower than 50
degrees F.

3.8 FI ELD QUALI TY CONTROL
3.8.1 CGeneral Requirenents

The Contractor shall performthe inspection and tests described and neet
the specified requirements for inspection details and frequency of testing.

Based upon the results of these inspections and tests, the Contractor
shal |l take the action and submit reports as required bel ow, and any
additional tests to insure that the requirenents of these specifications
are net.

3.8.2 Concrete Testing
3.8.2.1 Strength Testing

The Contractor shall provide nolded concrete specimens for strength tests.
Sanpl es of concrete placed each day shall be taken not |ess than once a day
nor |less than once for every 250 cubic yards of concrete. The sanples for
strength tests shall be taken in accordance with ASTM C 172. Cylinders for
acceptance shall be nolded in conformance with ASTM C 31/C 31M by an
approved testing | aboratory. Each strength test result shall be the
average of 2 test cylinders fromthe same concrete sanple tested at 28
days, unless otherw se specified or approved. Concrete specified on the
basi s of conpressive strength will be considered satisfactory if the
averages of all sets of three consecutive strength test results equal or
exceed the specified strength, and no individual strength test result falls
bel ow the specified strength by nmore than 500 psi.

3.8.2.2 Al r Content

Air content shall be determned in accordance with ASTM C 173 or ASTM C 231
ASTM C 231 shall be used with concretes and nortars nade with relatively
dense natural aggregates. Two tests for air content shall be nmade on
random y sel ected batches of each class of concrete placed during each
shift. Additional tests shall be nade when excessive variation in concrete
workability is reported by the placing foreman or the CGovernnent inspector
If results are out of tolerance, the placing foreman shall be notified and
he shall take appropriate action to have the air content corrected at the
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plant. Additional tests for air content will be performed on each
truckl oad of material until such tine as the air content is within the
t ol erance specified.

3.8.2.3 Sl unp Test

Two slunmp tests shall be made on randomy sel ected batches of each cl ass of
concrete for every 250 cubic yards, or fraction thereof, of concrete

pl aced during each shift. Additional tests shall be perforned when
excessive variation in the workability of the concrete is noted or when
excessive crunbling or slumping is noted al ong the edges of slip-fornmed
concrete.

3.8.3 Thi ckness Eval uati on

The antici pated thickness of the concrete shall be determined prior to

pl acenent by passing a tenplate through the forned section or by neasuring

the depth of opening of the extrusion tenplate of the curb form ng machine.
If a slip formpaver is used for sidewal k pl acenent, the subgrade shall be

true to grade prior to concrete placenent and the thickness will be

det erm ned by neasuring each edge of the conpleted slab

3.8.4 Sur f ace Eval uati on

The finished surface of each category of the conpleted work shall be
uniformin color and free of blem shes and formor tool marks.

3.9  SURFACE DEFI Cl ENCI ES AND CORRECTI ONS
3.9.1 Thi ckness Defi ci ency

VWhen neasurenents indicate that the conpleted concrete section is deficient
in thickness by more than 1/4 inch the deficient section will be renpved,
bet ween regul arly schedul ed joints, and repl aced.

3.9.2 Hi gh Areas

In areas not neeting surface snmoothness and plan grade requirenments, high
areas shall be reduced either by rubbing the freshly finished concrete with
car borundum brick and water when the concrete is |less than 36 hours old or
by grinding the hardened concrete with an approved surface grindi ng machi ne
after the concrete is 36 hours old or nore. The area corrected by grinding
the surface of the hardened concrete shall not exceed 5 percent of the area
of any integral slab, and the depth of grinding shall not exceed 1/4 inch
Paverment areas requiring grade or surface snmoothness corrections in

excess of the limts specified above shall be renpbved and repl aced.

3.9.3 Appear ance
Exposed surfaces of the finished work will be inspected by the Government
and any deficiencies in appearance will be identified. Areas which exhibit
excessi ve cracking, discoloration, formmarks, or tool marks or which are
ot herwi se inconsistent with the overall appearances of the work shall be
renoved and repl aced.

-- BEnd of Section --
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SECTI ON 13284
REMOVAL, RECYCLI NG AND DI SPOSAL OF REGULATED MATERI ALS
AMENDMENT NO. 0003
PART 1  GENERAL
1.1 REFERENCES
The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by basic

desi gnation only.

CODE OF FEDERAL REGULATI ONS ( CFR)

29 CFR 1926 Saf ety and Health Regul ations for
Construction

40 CFR 82 Protection of Stratospheric Ozone

40 CFR 261 Identification and Listing of Hazardous
Wast e

40 CFR 262 St andards Applicable to Generators of

Hazar dous \Waste

40 CFR 263 St andards Applicable to Transporters of
Hazar dous Waste

40 CFR 264 Standards for Omers and Operators of
Hazar dous Waste Treatnent, Storage, and
Di sposal Facilities

40 CFR 268 Land Di sposal Restrictions

40 CFR 270 EPA Admini stered Pernmit Programs: The
Hazar dous Waste Permt Program

40 CFR 273 Standards for Universal Waste Managenent

40 CFR 761 Pol ychl ori nat ed Bi phenyl s (PCBs)

Manuf act uri ng, Processing, Distribution in
Conmrer ce and Use Prohibitions

49 CFR 171 Ceneral Infornmation, Regulations and
Definitions
49 CFR 178 Speci fications for Packagi ngs

TEXAS ADM NI STRATI VE CODE ( TAC)

TAC 335.91 - 335.94 St andards Applicable to Transporters of
Hazar dous Waste

U S. ARMY CORPS OF ENG NEERS ( COE)
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CCE EM 385-1-1 (Current Edition) Safety and Health
Requi rerment s Manual

1.2 DEFI NI TI ONS
1.2.1 Regul ated Materials

Regul ated materials are creosote, nercury (Hg), ozone depleting chemcals
(ODC), and pol ychl orinated bi phenyls (PCB).

1.2.2 Bal | ast

A ballast is a device used to give starting voltage and/ or stabilizing
current to a fluorescent light tube. Ballast is a netal case filled with a
solid or sem solid asphalt/tar substance that contain a capacitor. The
capacitor may contain the follow ng regul ated materials: PCB, TCB or DEPH

PCB was prohibited 1979 per 40 CFR 761. Approximately half of the ballasts
made before 1979 contained PCB. "No PCBs" | abels have been used to
identify ballasts without PCB since 1 July 1978. Therefore all ballasts

wi t hout "No PCBs" | abels, with | abels of fabrication on or before 1979 and
no known date of fabrication are assuned as PCB ballasts. PCB-ballasts are
regul ated and di sposal at a landfill is prohibited.

Ball asts from4-foot lighting fixtures made before 1985 and from all other
sizes of fixtures made before 1991 contai ned wet capacitors. The

repl acenent dielectric fluid for PCBs in these wet capacitors is mnera
oil and solvents. The hazardous solvents are typically TCB or DEPH

Unl ess the non-PCB ballasts are nmade after 1992, they are presuned to
contain TCB or DEPH and shall be recycled at a permitted facility.

1.2.3 Creosot e

A brownish oily liquid, consisting chiefly of aromatic hydrocarbons. It is
obtained by distillation of coal tar and used especially as a wood
preservative (i.e. wood utility poles).
1.2.4 Fl uorescent Light Tube
A light bulb (or tube) of a fluorescent |lighting fixture.
1.2.5 Lighting Fixture

A unit containing a fluorescent light tube, light reflector, casing and
bal I ast .

1.2.6 Mercury (Hg)
Mercury is a netal that is liquid at roomtenperature with a small vapor
pressure. Mercury-containing itens addressed in this specification are
thermostats, fluorescent |ight tubes, and rechargeable battery.

1.2.7 Mercury Bul b Ther nost at

A tenperature control device containing a nercury anmpule attached to a
bi metallic sensing el enent.

1.2.8 Ozone Depl eting Chem cals (0ODC)
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ODC i ncl ude chl or of | uorocarbons (CFCs), hydrochl orof | uorocarbons (HCFCs),

hal on, tetra (and tri) chloroethane, carbon tetrachloride and all isoners
of methyl chloroform A conplete list of ODC are in40 CFR 82 Subpart A,
Appendi xes A and B. Itens potentially containing ODC s are refrigeration

equi prent for HVAC systens, freezers, refrigerators, drinking fountains,
i ce machi nes, beverage and refrigerated food dispensers, halon fire
extingui shers, and bi onedi cal equi prent.

1.2.9 Pol ychl ori nat ed Bi phenyl s (PCBs)

The Base has determined there are no PCBs within the pol e-nmounted
transforners in the Fam |y Housing Area. Contractor can disregard
statenments in the hazardous materials report referencing PCBs in
transf orners.

1.2.10 Retorting Mercury

The retorting of nercury is a process whereby mercury is distilled from
other materials by using heat. During the fluorescent |ight tube recycling
process, nercury is retorting from phosphor powder that coats the inside of
the gl ass tube.

1.2.11 Uility Pole

It is typically used for mounting power cable, panel, lighting, contro
switch, or electrical device such as transforners. An exterior wood pole
is typically preserved by pressure treatment with application of arsenic
trioxi de or creosote.

1.3 DESCRI PTI ON OF WORK

Prior to the start of demolition work, all items containing regul ated
materials shall be renmobved fromthe buildings. They shall be sal vaged and
recycled to the maxi mum extent possible or incinerated. Final disposal of
regul ated materials in a landfill shall be in accordance with applicable
Federal , state, and local regulatory agencies, and when all neans of
recycling and reuse are exhausted.

1.4 CONTRACTOR' S QUALI FI CATI ONS

The Contractor and subcontractors shall have at |east 2 years experience
with battery, thernostats, delisted pesticides and be famliar with

Uni versal Waste Rules in accordance with 40 CFR 273 and Mercury- Cont ai ni ng
and Rechargeabl e Battery Recycling Act, Public Law 104-142, effective since
May 13, 1996. The Contractor and subcontractors shall have at |east 2
years experience with PCB-containing itens and famliar with 40 CFR 761.
The Contractor and subcontractors shall have at |east at |east 2 years
experience in purging and reclaimng ODC and certified in accordance with
40 CFR 82. They shall also be familiar with other applicabl e Federal,
state and local regulations for work to be performed in this specification.

1.5 SUBM TTALS

CGovernment approval is required for submttals with a "G' designation;
submittals not having a "G' designation are for information only. Wen
used, a designation following the "G' designation identifies the office
that will review the subnmittal for the Governnent. The follow ng shall be
subm tted in accordance with Section 01330 SUBM TTAL PROCEDURES:

SECTI ON 13284 Page 3



Acconpanyi ng AM#0003 to Solicitation No. DACA63-02-R-0017 01113106

SD-01 Preconstruction Subnittals
Contractor's Qualifications; G
Docunent ati on of work experience in renoval, recycling and/or
di sposal of itens containing regulated material in accordance wth
par agraph, Contractor's Qualification.
ODC Recovery and Recycling Equipnent's Certifications; G RE
A copy of each ODC recovery and recycling equiprment's
certification in accordance with 40 CFR 82.158. A written
agreenment of the fluorescent light tubes recycling facility to
transport the packaged fluorecent |ight tubes.

A copy of certification fromeach technician reclainmng ODC in
accordance with 40 CFR 82.161 and 40 CFR 82. 164.

Li censes and Pernits; G

A copy of the recycling/destruction facility license for handling,
treatment and/or destruction of ballasts containing PCB, TCB

and/ or DEPH.

A copy of the RCRA Part B pernit for the facility that is
retorting nercury on site.

Proof of state registration or a copy of permt for punping,
haul i ng and transporting hazardous waste in accordance with TAC
335.91 - 335.94, and EPA pernit per 40 CFR 263 if transporting to
ot her state.

Notification of Recycling Activity;.

Contractor shall require to notify TNRCC 90 days prior to
recycling activity with the form TNRCC- 0525, "Generator
Notification Formfor Recycling Hazardous or Industrial Waste".
Plans; G RE

A witten Spill Prevention Plan shall be prepared in accordance
wi t h paragraph, SPILLS AND SAFETY of this section shall be
submitted at |east 30 days before start of work.

Envi ronmental Pol | ution | nsurance

A copy of the current environnental pollution liability insurance
policy fromthe Contractor (subcontractors) and the recycling
and/or destruction facilities.

SD-11 d oseout Submittals
O osure Report; G
A report in accordance with paragraph, CLOSURE REPORT shall be
prepared and submitted in 10 working days or prior to final
paynment after conpletion of work specified in this section.

Recycling Activity Delivery Receipt.
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The Contractor shall submit to the Contracting Oficer a delivery
recei pt verifying recycling of these itens to the Contracting

O ficer. Contractor shall be responsible to manifest in
accordance with 40 CFR 261 and 761. Transportation shall be in
accordance with 49 CFR 173 and 178.

1.6 WASTE M NI M ZATI ON, SALVAGE AND RECLANATI ON

The Contractor shall segregate wastes to salvage and reclaimall itenms to
their maxi mum extent and practice waste mnim zation. The Contractor shal
not dispose of any itemin its entirety to the landfill or by incineration.

Regul ated materials shall be manifested in accordance with 40 CFR 262,
unl ess exenption is justified.

1.7 VERI FI CATI ON OF REGULATED MATERI ALS

Prior to initiation of work in this section, the Contractor shall field
verify the actual locations, quantities and categories of itens containing
regul ated materials. The Contractor shall notify the Contracting O ficer
of any di screpancies or conflicts before performng work.

1.8 REMOVAL, HANDLI NG AND PACKAGQ NG
Renovi ng, handling, and packaging shall be in accordance with COE EM 385-1-1
1.8.1 Bal | asts

The Contractor shall renove all ballasts fromthe lighting fixtures and

pl ace theminto containers for shipping in accordance with 49 CFR 178.
Leaki ng ballasts shall be placed in containers with absorbent material such
as vermculite or other suitable fire-retardant materials. Containers
shal | have affixed | abels "Leaking PCB or Non-PCB with TCB or DEPH
Bal | asts" (NOTE: delete the inapplicable itens). Intact ballasts shall be
packed and | abeled as "PCB or Non-PCB with TCB or DEPH Bal | asts" (NOTE:

del ete the inapplicable itens). A typical container shall not hold nore
than 220 ballasts or the total weight of each container shall not exceed
400 kil ograns (or 882 pounds). PCB bal | ast shall be managed in accordance
with 40 CFR 761. These containers shall be transported to a permitted
facility for incineration or destruction.

1.8.2 Fl uorescent Light Tubes and Lighting Fixtures

The Contractor shall remove the intact fluorescent |ight tubes fromthe
lighting fixtures and place in the same boxes that held the repl acenent
light tubes or other simlar size containers that have box spacers to
prevent breakage. Broken tubes shall be placed in containers in accordance
with 49 CFR 178 and | abel ed as "Broken Fluorescent Light Tubes with
Mercury". The containers with broken light tubes shall be manifested for
transport and di sposal in accordance with 40 CFR 262, 40 CFR 263, and 40
CFR 264. Fluorescent light tubes shall be transported by the recycling
facility. The Contractor shall obtain witten agreement fromthe recycling
facility to transport the packaged |ight tubes. Metallic conponents of the
lighting fixtures shall be recycled as scrap netal with other netallic
conponents of the building structure. Plastic conmponents of the |ighting
fixtures shall be segregated and recycl ed.

1.8.3 Mercury Bul b Thernostats
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The Contractor shall renmpve and handl e nmercury bulb thernostats in
accordance with 40 CFR 273. Leaking or broken ones shall be placed in a

contai ner with absorbent such as vermiculite and | abel ed as " Broken
Mercury Bulb Thernostats”. Intact bulb thernpstats shall be packed and
| abel ed as "Intact Mercury Bulb Thernostats." They shall be nmanifested for

transportation and di sposal in accordance with 40 CFR 262, 40 CFR 263, and
40 CFR 264.

1.8.4 ODC Units

The Contractor shall purge the units and handle ODC in accordance with 40
CFR 82 Subpart F prior to renpval fromexisting |locations. The salvaged
refrigerant shall be recycled by the Contractor.

1.8.5 Uility Pol es

The Contractor shall verify |ocations and sizes of wood pol es as shown on
the electrical utility layout or denmolition plans. The Contractor shal
coordinate with the agency or PCC as directed by the Contracting Oficer to
verify those used utility poles to be remobved in this project. UWility
pol es shall be sal vaged to the maxi mum extent possible by the Contractor.
However, if they are di sposed as waste material, the disposal facility
recei ving those wood pol es shall have permt or witten authorization by
the Texas Natural Resource Conservation Conm ssion (TNRCC) to receive wood
pol es which are typically contam nated with arsenic and/or creosote.

1.9 LABELI NG AND RECORD KEEPI NG

Labeling and record keeping of regulated materials to be sal vaged,

recycled, incinerated or placed in a landfill shall be in accordance with
40 CFR 262, 40 CFR 263, 40 CFR 264, and all other applicable Federal, State
and | ocal regulations. Bill of lading shall be prepared for each itemto
be shipped to recycling and/or destruction. Information shall include

initial date of storage, generator's name and address, destination address
and t el ephone nunber and the shi ppi ng wei ght.

1.10 SPI LLS AND SAFETY

The Contractor shall prepare, maintain and inplenent a Spill Prevention
Plan. The plan shall establish policies and procedures to prevent spills,
mnimze spill inpact on its surroundi ngs and nethods to cl eanup. The plan
shal | enconpass all activities including at the site, transportation to
recycling and/or destruction facilities. It shall address all the safety
and health concerns in accordance with 29 CFR 1926 in event of a spill. It
shal | address cl ean-up requirenents in accordance with 29 CFR 1910. 120

par agraphs (b) through (0). d ean-up personnel shall neet the training
requi renents of 29 CFR 1910.38 (a); 1910.134; and 1910.1200. As a m ni mum
the following itens shall be addressed in the plan: cleanup of spill by
the Contractor; verification and approval of final clearance by the
Contracting Oficer; personal protective equi pnent (PPE) and
decont am nati on procedures; equi pnent and material required for cleanup;
reporting required to notify state, local, and the Contracting Oficer
verbally and in witing. The plan shall be kept on-site. Spills of one
pound or nore of PCBs (typically from 16 or nore ballasts) shall be
reported within 24 hours to National Response Center (1-800-424-8802), the
Contracting Oficer and cleaned up inmedi ately. The Contractor shal

assune full responsibility for conpliance with all Federal, state, and

| ocal regulations for workers protection, work practices, site safety,
transportation and di sposal .
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1.11 STORAGE

A tenporary storage area shall be provided by the Contractor and approved
by the Contracting Officer. Storage tinme limts are 30 days for ballasts
contai ning PCBss (40 CFR 761) and 1 year for thernpbstats containing Hg (40
CFR 273). Al regulated materials nust be renoved fromthe site before
final acceptance of this project by the Governnent.

1.12 TRANSPORTATI ON

Itens containing regulated materials shall be transported by a |icensed,
hazardous waste hauler. The Spill Prevention Plan shall be enforced by the
Contractor to prevent spillage in accordance with 49 CFR 171 and 40 CFR 173.
The haul er shall not store regulated materials |onger than 10 days in
accordance with 40 CFR 263 and 40 CFR 273. Vehicle |oading, vehicle

pl acardi ng, waste tracking, notification and record keeping shall be in
accordance with all applicable Federal, State and |ocal regulations.

1.13 RECYCLI NG DESTRUCTI ON FACI LI TY

The Contractor shall use EPA permitted recycling, destruction facility in
accordance with 40 CFR 261, 40 CFR 268 and 40 CFR 270 and/or state
permitted or registered facility which holds current environnenta
pollution liability insurance coverage.

1.14 POTENTI AL BUYERS OF RECYCLED MATERI ALS

Contractor shall use www recycl etexasonline.org to find potential buyer to
recycle the PCB or wet-type (TCB and/or DEPH) ballasts or transformners.

The receiver of the PCB or wet-type (TCB or DEPH) ballasts or transformers
shall have a RCRA Part B permt.

1.15 CLOSURE REPORT

The report shall contain: (1) A signed cover letter certifying conpletion
of work described herein, (2) A signed Statement of Conpliance, appended
herein, (3) A brief narrative of worker protection and waste renoval,
segregation, packaging, transportation, and ultimte nethod of disposa
(i.e. recycled/reuse, incinerated, landfill, etc.), (4) A description of
acci dents, ruptures, |eaks, subsequent response procedures and cl eanup, and
(5) A copy of final disposition docunent of each itemincluding at |east
the follow ng: notification, signed manifest of waste, signed certificates
or receipts (Bill of Lading) fromeach recycling or destruction facility.

1.16 STATEMENT OF COVPLI ANCE

The Statenent of conpliance follows this page.

SECTI ON 13284 Page 7
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STATEMENT OF COVPLI ANCE

| hereby certify that:

(1) the appropriate state mani fest form has been conpletely and properly
filled out;

(2) t he packing, marking, |abeling and placarding of the waste neets al
appl i cabl e regul ati ons;

(3) the waste transportation, recycling, destruction and di sposal neets
all applicable Federal, State and | ocal regul ations.

Title

Dat e

SECTI ON 13284 Page 8
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PART 2 PRODUCTS (Not Appl i cabl e)

PART 3  EXECUTI ON (Not Appli cabl e)

-- End of Section --
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soil parameters. The Foundation Design Report shall also discuss deformation sensitive areas
of ceramic tile, quarry tile, or similar floor materials, and the foundation design requirements
for those areas. If the foundation system selected and its associated structural design
requirements are approved by the Contracting Officer, and are different than the monolithic
ribbed mat foundation system as provided for in this RFP, then a modification to this contract
will be required. (AM#3) Conventionally reinforced foundations are required; post tension
construction is not acceptable in this application.

1.6.1 Ribbed Mat Slab Foundation System Required for Bidding Purposes. The ribbed
mat slab foundation system consists of reinforced concrete perimeter and interior ribs (beams)
cast monolithically with the reinforced concrete floor slab. Potential differential settlement is
spread over a large horizontal area by the ribs through soil-structure interaction. The ribbed
mat foundation system is therefore, generally able to bridge low areas due to settlement and
redistribute building loads to the subgrade, thereby minimizing any differential settlements that
may occur. Design of the ribbed mat foundation should be in accordance with multiple letters
CESWD-ED-TSYG, Subject: Design Criteria for Ribbed Mat Foundations, dated 24 January
1988 and TI 809-28 Design and Construction of Conventionally Reinforced Ribbed Mat Sabs
(RRMS). The net allowable bearing capacity should not be exceeded when sizing the width of
the ribs (beams). This system requires exterior and interior beams along the perimeter and
under all load-bearing walls. The interior beams should run parallel and perpendicular to the
long axis of the building. A minimum of 25 millimeters of heave is anticipated (after required
subgrade preparation) and the ribbed mat foundation should be designed accordingly. Any fill
required to bring the subgrade beneath the foundation up to the bottom of the capillary water
barrier shall consist of nonexpansive fill. Removal and replacement of unacceptable in situ
material will be required.

1.6.2 Ribbed Mat Slab For Expansive Soil Conditions. A conventionally reinforced
concrete ribbed mat slab is recommended as the foundation system for the Replacement Family
Housing. This system involves minimal excavation depth and is "tied together" by its
monolithic construction. The ribbed mat slab requires exterior and interior ribs. The minimum
width of the ribs should be sized based on an allowable bearing capacity of 96 kPa (net) but
not less than 250 millimeters wide according to the SWD-AEIM. Beam intersections at
interior column locations should be widened, as detailed in the SWD-AEIM, such that the
contact pressure does not exceed 96 kPa (net). Design of the ribbed mat slab should assume
that (1) the structural load is supported solely on the beam and beam intersections, (2) the load
transfer occurs over the effective beam width, and (3) the beam and soil remain in contact.
The load used to size the beams should consist of full dead load plus that portion of the live
load that acts more or less continuously, usually about 50 percent. Interior and exterior beams
should be founded not less than 610 millimeters below outside finished grade and at a constant
elevation. Minimum beam reinforcing percentage shall be as discussed in the SWD-AEIM,
with a minimum of two bars both top and bottom, and number (AM#3) 10 (metric) stirrups
spaced 610 millimeters on-center. The floor slabs shall be (AM#3) a minimum of 100
millimeters thick and shall be reinforced with number 10 (metric) bars or larger. Floor slab
reinforcement should be 0.2 percent of the gross area. Diagonal stiffener beams (ribs) shall be
located at each corner of the mat slab, and shall be of the same size and reinforcement as the
larger adjacent transverse rib. The maximum transverse and longitudinal rib spacing shall not
exceed 4.5 meters on-center, and should run perpendicular and parallel to the long axis of the
structure. A rib shall be provided under all significant wall loads and column loads.

The ribbed mat slab foundation should incorporate adequate stiffness such that the
deformations do not exceed the structural tolerance of any elements in the foundation or

1-4



ACCOMPANYING AMENDMENT NO. 0003 TO SOLICITATION NO. DACA63-02-R-0017

APPENDIX NO. 17

RAINFALL INTENSITY DURATION
FREQUENCY CURVES



RAINFALL INTENSITY DATA 6 Sept. 2002
ABILENE, TEXAS C.Loftin
817-886-1683
File: "Abilene. "
POINT RAINFALL DEPTHS (inches)
Recurrence Annual
Inte rVaI Exceedance kkkkkkkkkkhkkkkkkhkkkhkkkkhkkkhkkkkkkkkkkkkkkkkkkkhkkkhkkkhkkkhkkkkkkkkkx D U RAT I O N*********************************************************
(years) Probability 5 min. 10 min. 15 min. 30 min. 1 hour 2 hours 3 hours 6 hours 12 hours 24 hours
1 0.40 0.63 0.78 1.05 1.31 1.58 1.75 2.05 2.35 2.69
2 0.500 0.47 0.75 0.94 1.28 1.64 2.00 2.25 2.65 3.05 3.52
5 0.200 0.56 0.90 1.14 1.62 2.13 2.65 3.00 3.55 4.15 4.76
10 0.100 0.62 1.01 1.28 1.86 2.46 3.10 3.45 4.10 4.80 5.53
25 0.040 0.71 1.17 1.49 2.20 2.94 3.70 4.15 4.95 5.75 6.62
50 0.020 0.79 1.30 1.66 2.46 3.30 4.20 4.70 5.60 6.55 7.50
100 0.010 0.86 1.43 1.82 2.73 3.67 4.67 5.30 6.30 7.40 8.53
250 0.004 1.05 1.75 2.10 3.20 4.30 5.45 6.10 7.25 8.55 9.80
500 0.002 1.25 2.05 2.40 3.65 4.90 6.15 6.80 8.15 9.60 11.00
POINT RAINFALL INTENSITIES (inches per hour)
Recurrence Annual
Inte rVaI Exceedance kkkkkkkkkkhkkkkhkkkhkkkhkkkkkkhkkkkkkkkkkkkkkkkkkkhkkkkkhkkkhkkkhkkkkkkkx D U RAT I O N*********************************************************
(years) Probability 5 min. 10 min. 15 min. 30 min. 1 hour 2 hours 3 hours 6 hours 12 hours 24 hours

1 4.80 3.78 3.12 2.10 1.31 0.79 0.58 0.34 0.20 0.11
2 0.500 5.64 4.50 3.76 2.56 1.64 1.00 0.75 0.44 0.25 0.15
5 0.200 6.72 5.40 4.56 3.24 2.13 1.33 1.00 0.59 0.35 0.20
10 0.100 7.44 6.06 5.12 3.72 2.46 1.55 1.15 0.68 0.40 0.23
25 0.040 8.52 7.02 5.96 4.40 2.94 1.85 1.38 0.83 0.48 0.28
50 0.020 9.48 7.80 6.64 4.92 3.30 2.10 1.57 0.93 0.55 0.31
100 0.010 10.32 8.58 7.28 5.46 3.67 2.34 1.77 1.05 0.62 0.36
250 0.004 12.60 10.50 8.40 6.40 4.30 2.73 2.03 1.21 0.71 0.41
500 0.002 15.00 12.30 9.60 7.30 4.90 3.08 2.27 1.36 0.80 0.46
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ACCOMPANYING AMENDMENT NO. 0003 TO SOLICITATION NO. DACA63-02-R-0017

APPENDIX NO. 18

Existing Sanitary Sewer Plans and Profiles
Family Housing Area: South

(NOTE: See the tiff files on CD for Appendix 18)



ACCOMPANYING AMENDMENT NO.0003 TO SOLICITATION NO. DACA63-02-R-0017

APPENDIX NO. 19

Existing Sanitary Sewer Plans and Profiles
Family Housing Area: North

(NOTE: See the dwg files on CD for Appendix 19)
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